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Zusammenfassung

Geschlossene Niederdruck-Adsorptionssysteme kénnen zur thermischen Energiespeicherung einge-
setzt werden. lhr Betriebsverhalten ist durch die Sto - und Wéarmetransportprozesse im Adsorber
bestimmt. Folglich sind genaue Kenntnisse ber diese Transportprozesse flr die Weiterentwicklung
der Speicher erforderlich. Die vorliegende Arbeit leistet hierzu einen Beitrag, indem detaillierte
Modelle fur geschlossenen Niederdruck-Adsorber bereitgestellt und Simulationen Uber einen weiten
Bereich an Parametern und Kon gurationen durchfihrt werden.

Der Fokus der Arbeit liegt auf groyeren Adsorbern (L&ngeL = 0:1:::1m) sowie auf dem Entla-
deprozess. Als Adsorptionspaar wird binderfreier Zeolith 13X mit Wasser untersucht. Die Modell-
entwicklung erfolgt schrittweise von der Poren- bis zur Speicherskala. Zur numerischen Losung der
Modelle wird die Finite-Di erenzen-Methode implementiert. Simulationen werden fir de nierte Re-
ferenzfalle sowie Uber einen weiten Bereich an Geometrie- und Prozessparametern durchgefihrt. Die
Referenzfalle werden detailliert analysiert, um ein besseres Verstandnis der Transportprozesse zu
erlangen. Des Weiteren werden die Ergebnisse beziiglich zwei besonderer Modellierungsaspekte ana-
lysiert: den Gleichgewichtsannahmen und den Verdunnungse ekten (z. B. Gleitstromungse ekt). In
Bezug auf die Anwendung wird das Entladeverhalten anhand der thermischen Leistung und eines
de nierten Entladewirkungsgrads analysiert. Sowohl die Adsorber- als auch die Adsorbenskon -
guration werden variiert. Zudem wird der Ein uss der Entladebedingungen evaluiert. Die Arbeit
schlieyt mit der Untersuchung eines beispielhaften Beladeprozesses.

Die detaillierte Analyse der Referenzfélle zeigt, dass die Sto -, Warme- und Adsorptionsprozes-
se stark gekoppelt sind und nur unter Bertcksichtigung ihrer Wechselwirkung verstanden werden
kénnen. Fur eindimensionale Adsorberkon gurationen (Sto - und Warmetransport erfolgen in die-
selbe Richtung) wird der Entladeprozess im Allgemeinen durch den Warmetransport limitiert.
Diese Limitierung hat eine unzureichende thermisches Leistung sowie ungeeignete Entladedauern
von bis zu einem Jahr zur Folge. Demgegeniuber kann der Entladeprozess in zweidimensionalen
Adsorberkon gurationen (Sto - und Warmetransport erfolgen senkrecht zu einander) durch den
Sto transport, den Warmetransport oder die Adsorption limitiert sein. Die Limitierung hangt von
der Kon guration des Adsorbers und Adsorbens ab. Ferner ermdglichen zweidimensionalen Adsor-
berkon gurationen die Realisierung ausreichender thermischer Leistung.

Bezlglich der analysierten Modellierungsaspekte zeigen die Ergebnisse, dass die Annahme ei-
ner gleichférmigen Druckverteilung nur fur eindimensionale Adsorberkon gurationen anwendbar
ist. Demgegentiber lassen sich im Allgemeinen keine Gleichgewichtsannahmen fir zweidimensionale
Adsorberkon gurationen anwenden. Allerdings ist es im Falle von pulverférmigem Adsorbens im-
mer zuldssig, lokales Adsorptionsgleichgewicht anzunehmen. Hinsichtlich der Verdiinnungse ekte
zeigt sich, dass der Gleitstromungse ekt fir zweidimensionale Adsorberkon gurationen mit Wa-
benkorper und Granulat von kleinem Kanal- bzw. Partikeldurchmesser (.-, 1 mm) relevant ist.

Im Falle von pulverférmigem Adsorbens ist die Reduktion der e ektiven Warmeleitfahigkeit durch
den Verdinnungse ekt relevant.

In Bezug auf die Anwendung zeigen die Ergebnisse, dass die volumetrische thermische Leistung
im Allgemeinen mit zunehmender Lange des Adsorbers abnimmt. Ferner sinkt die Leistung mit
zunehmendem Abstand zwischen den parallelen Wéarmeibertragerblechen. Die Analyse der Ad-
sorbenskon guration in zweidimensionalen Adsorberkon gurationen ergibt, dass die volumetrische
thermische Leistung durch Variation des Kanals- bzw. Partikeldurchmessers optimiert werden kann.
Interessanterweise sind die optimalen Durchmesser fiir die Spitzenleistung und die mittlere Leistung
nicht identisch. Des Weiteren zeigt sich, dass der Endladewirkungsgrad stark von den Entladebe-
dingungen abhangt. Im Allgemeinen nimmt der Entladewirkungsgrad mit steigender Entladetem-
peratur ab. In ahnlicher Weise nimmt der Entladewirkungsgrad mit zunehmendem Volumenstrom
des Warmetrager uids ab. Die abschlieyende Analyse eines beispielhaften Beladeprozesses ergibt,
dass der Druck im Adsorber aufgrund der Desorption signi kant ansteigen kann & 50%).






Abstract

Closed low-pressure adsorption systems can be applied for thermal energy storage. Their perfor-
mance is determined by the mass and heat transport processes in the adsorber. Therefore, thorough
knowledge of these transport processes is required for further storage development. The present
thesis contributes to this by providing detailed models of closed low-pressure adsorbers and by
conducting simulations over a broad range of parameters and con gurations.

The focus is on adsorbers of larger scale (length = 0:1:::1m) and on the discharging process.
As the adsorption pair, binderless zeolite 13X with water is examined. The models are developed
in a stepwise manner from pore to storage scale. The Finite-Di erence-Method is implemented
to numerically solve the models. Simulations are conducted for de ned reference cases as well as
over a broad range of geometric and process parameters. The reference cases are analyzed in detail
to gain a better understanding of the transport processes. Furthermore, the results are analyzed
with respect to two particular modeling aspects: equilibrium assumptions and rarefaction e ects
(e.g. slip eect). With respect to the application, the discharging performance is analyzed in
terms of thermal power and a de ned discharging degree. Both the adsorber and the adsorbent
con gurations are varied. In addition, the e ect of the discharging conditions is evaluated. Finally,
one exemplary charging process is examined.

The detailed analysis of the reference cases reveals that the mass and heat transport and the
adsorption processes are strongly coupled and can only be understood in their interaction. For one-
dimensional adsorber con gurations, that is the mass and heat transport are in the same direction,
the discharging process is generally limited by the heat transport. This leads to insu cient thermal
power and unsuitable discharging durations of up to one year. In contrast, for two-dimensional
adsorber con gurations, that is the mass and heat transport are in perpendicular directions, the
discharging process can be limited either by the mass or heat transport or by the adsorption.
The limitation depends on the con guration of the adsorber and adsorbent. Moreover, the two-
dimensional adsorber con gurations can provide su cient thermal power.

With respect to the modeling, it is found that the assumption of a uniform pressure distribution
is applicable for one-dimensional adsorber con gurations. In contrast, for two-dimensional con g-
urations, no equilibrium assumptions can be applied in general. However, for powder adsorbent it
is always valid to assume local adsorption equilibrium. Regarding the rarefaction e ects in two-
dimensional adsorber con gurations with honeycombs and granules, the slip e ect is relevant for
small channel and particle diameters @.., 1 mm). For adsorbers with powder adsorbent, the
reduction of the e ective heat conductivity due to the rarefaction e ect becomes relevant.

With respect to the application, the variation of the adsorber con guration shows that the
volumetric thermal power generally decreases with increasing adsorber length. Furthermore, the
power decreases with increasing width between the parallel heat exchanger plates in the adsorber.
Regarding the adsorbent con guration in two-dimensional adsorber con gurations, it is found that
the volumetric thermal power can be optimized by variation of the channel or particle diameter.
Interestingly, the optima for peak and mean power do not coincide. In addition, the discharging
degree is found to strongly depend on the discharging conditions in terms of discharging temperature
and volume ow of the heat transfer uid extracting the heat from the adsorber. In general, the
discharging degree decreases with increasing discharging temperature. Similarly, the discharging
degree decreases with increasing volume ow of the heat transfer uid. Finally, the analysis of an
exemplary charging process revealed that the pressure in the adsorber can increase signi cantly
(> 50%) due to the desorption.
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Nomenclature

In the following, the applied de nitions of the variables, subscripts and abbreviations are listed. For
better comprehensibility, variables, which solely occur in a single formula as well as self-explanatory
subscripts, are omitted here. The units are given as Sl and Sl derived units. For single variables,
other units are used in the text and noted in brackets below.

Latin Letters Unit

a channel height m

A surface or cross-section area m?

b channel width m

c speci ¢ heat capacity at constant volume J=kg K

Co speci ¢ heat capacity at constant pressure J=kg K

d diameter m (mm)

D di usivity m2=s

e speci ¢ internal energy J=kg

€0t speci ¢ total energy containing internal, kinetic and potential energy J=kg

Ea characteristic energy of adsorption in Eq. (2.39) J=kg

f web thickness of honeycomb m

Gp Poiseuille coe cient in Eq. (4.24) -

Gt thermal creep coe cient in Eq. (4.24) -

h speci ¢ enthalpy J=kg

Nhix inner gap width of heat exchanger plates m
ha adsorption enthalpy J=kg
he enthalpy of vaporization J=kg

H plate distance m

Ka adsorption kinetics parameter 1=s

Ki.1=2 controller parameters diverse

Kn Knudsen number -

I mol free molecular path of molecules m

L length of adsorber (length of mass transport path) m

L char characteristic length of macroscopic ow domain m

m, m mass ux kg=m?s

M mass kg

N number (of knots) -

Na heterogeneity parameter of adsorption in Eq. (2.39) -

p vapor pressure Pa (mbar)

Ps saturation pressure of vapor Pa

Pth volumetric thermal power wW=m?3

Xi
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Pth :htx speci ¢ thermal power at heat exchanger surface W=m?
Pe Péclet number -
Pr Prandtl number -
Qq heat ux W=m?
r radius; radial coordinate m
R universal gas constant J=mol K
Rs speci ¢ gas constant J=kg K
Rin thermal resistance K=wW
Re Reynolds number -
t time s (h)
tp:10 time required for the vapor to reach the closed end of the adsorber s (h)
tiot total process duration (discharging duration) s (h)
t non-dimensional time t:= t=ty -
T temperature K(°C)
u, u velocity m=s
v speci ¢ volume m3=kg
Vhif speci ¢ volume ow of heat transfer uid through adsorber m3=s m3
v volume m?3
w honeycomb width and distance between parallel heat exchanger plates m
X;¥;Z Cartesian coordinates m
X water uptake kg=kg
Xeq water uptake at adsorption equilibrium kg=kg
Y,Y general dependent variable diverse
Greek Letters Unit

htf convective heat transfer coe cient of heat transfer uid W=m2K

p empirical weighing factor for e ective heat conductivity of zeolite -

adsorbent in Eq. (4.30)
T thermal accommodation coe cient in Eq. (2.34) -

Xii

thermal expansion coe cient of the adsorbate at 20°C 1=K
aspect ratio of outer to inner channel diameters, heights or widths m=m
relative error of the non-dimensional mass ow %
rarefaction parameter -
porosity m3=m3

emission coe cient of thermal radiation -
tting parameters for slip Poiseuille coe cient in Eq. (4.46) -

discharging degree %
permeability (tensor) m?
heat conductivity (tensor) W=mK
shear viscosity (of vapor) Pas

tting parameters for thermal creep coe cient in Eq. (4.47) -



Contents

density kg=m?
e volumetric energy source term J=m3s
m volumetric mass source term kg=m3s
dimensionless slip coe cient -
tortuosity -
stress tensor N=m?

empirical tting parameter in ZBS model Eq. (2.37) to account for -
nite contact area of neighboring particles

Knudsen permeability correction factor -
Knudsen heat conductivity correction factor -

Subscripts

0 initial state or continuum regime

a adsorbate

b bulk of adsorbent

av adsorptive (vapor)

c channel

cpl coupling

CK Carman-Kozeny

dc discharge

e e ective

f uid

hc honeycomb

htf heat transfer uid

htx heat exchanger

hydr hydraulic

[ counting index

i inner

in in, inlet

max maximum

min minimum

mp macro pore

n normal direction

o] outer

out out, outlet

p particle

pb packed bed

ref reference state
saturation

v vapor

zeolite (adsorbent)
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Abbreviations

AMR Adaptive Mesh Re nement

CDA Central Di erence Approximation
DSMC Direct Simulation Monte Carlo
FDM Finite Di erence Method

GCM General Continuum Model

HTX Heat Exchanger

LDF Linear Driving Force approximation
MCM Multi Channel Model

ODE Ordinary Di erential Equation
PDE Partial Di erential Equation
PTFE Polytetra uoroethylene

SCM Single Channel Model

TES Thermal Energy Storage

ZBS Zehner-Bauer-Schliinder model
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1. Introduction

Closed low-pressure adsorption systems can be applied for thermal energy storage. Their per-
formance is determined by the mass and heat transport processes in the adsorber. Therefore,
thorough knowledge of these transport processes is required for further storage development. The
present thesis contributes to this by providing detailed models of closed low-pressure adsorbers and
conducting simulations over a broad range of parameters and con gurations.

1.1. Motivation

The broad framework and general motivation of this thesis is the energy transition, see Fig. 1.1.
The energy transition denotes the transition of the energy supply from fossil energy sources to the
energy supply from renewable energy sources, e.g. [1]. Main objectives of the energy transition
are: sustainability, climate neutrality, environmental conservation, human safety, independence of
supply and long-term cost reduction.

The energy transition requires research and development in the elds of energy generation, energy
transformation, energy transfer and last but not least in the eld of energy storage [2]. The necessity
to store energy follows from the uctuation of the energy supply from renewable energy sources
such as wind or solar, e.g. [3]. Due to the uctuation, the energy supply may at one point in time
exceed demand, while at another time it might not cover demand. Therefore, energy storage is
essential to balance the excess energy in order to match supply and demand.

Energy storage is required for both electrical and thermal energy. With respect to electrical
energy storage of large capacity, transformation and storage of the energy in thermal energy storage
(TES) allows for an increase of the storage e ciency as well as for a reduction of the storage costs.
Examples for such energy storage systems are adiabatic compressed air energy storage and pumped
heat electrical storage, e.g. [4, 5]. Besides large-capacity electrical energy storage, TES is required
for the direct storage of thermal energy in industrial and domestic applications, e.g. [6].

Energy
g Generation
-"u:; Energy |
c Transformation
P )
= Energy
: Transfer =
(o)) —_— Electrical
o Energy
- Sensible |
[T} Energy Z Heat Storage
Storage N A—
Latent
TEhneerrrgsl Heat Storage -
B — Chemical
—_— Reaction —
Thermochem. .

Systems

Closed
Systems

Adsorption

Figure 1.1.: Thematic overview: broad framework and general motivation is the energy transition.



1. Introduction

In general, TES is distinguished into three groups by its physical storage principle: sensible,
latent and thermochemical heat storage [7]. In sensible heat storage, thermal energy is stored by
lifting the temperature of the storage medium. In latent heat storage, thermal energy is stored
by thermally changing the phase of the storage medium. In thermochemical heat storage, thermal
energy is stored by separating the chemical components of the storage medium. Speci ¢ advantages
of the thermochemical heat storage in comparison with the other two groups of heat storage are
the high energy storage density, the low relative thermal losses, the on-demand discharge and the
possibility to utilize the thermochemical heat storage as a heat pump [8].

The group of thermochemical heat storage includes both chemical reactions as well as sorption. It
should be noted that on a molecular level, sorption is not a chemical process in most cases, but the
macroscopic phenomenon is similar to a chemical reaction. Sorption can be further distinguished
into ab- and adsorption. While the rst denotes the uptake of molecules of or in a uid into a solid
or another uid, the latter denotes the accumulation at the surface of a solid. For TES based on
adsorption, the adsorption of gas and especially of vapor is particularly important, e.g. [9].

Finally, TES based on adsorption can be distinguished by the process design into open and closed
systems, e.g. [9]. In open systems, the adsorptive gas is transported by an additional carrier gas.
The carrier gas is applied as the heat transfer uid and is in direct contact with the adsorbent.
As the carrier gas is often ambient air, the pressure in open systems is arountlbar. In contrast,
no additional carrier gas is required in closed systems. However, the absence of the carrier gas
necessitates the integration of a heat exchanger into the adsorbent bulk. Furthermore, for closed
vapor systems, the typical operating pressures are generally lowp < 100 mbar, e. g. [10].

As an example, consider the application of TES based on closed adsorption systems in the
building sector. The distribution of the nal energy consumption to di erent sectors in Germany
for the year 2016 is shown in Fig. 1.2 (a). The gure reveals that approximately one third of the nal
energy consumption can be attributed to the building sector. From that share more than90% of
the energy is nally consumed as heat in the temperature range ofl0::: 100°C. The heat demand
can be further distinguished into demand for hot water (13%) and demand for heating (78%).
The hot water demand uctuates on a daily basis but is otherwise almost constant throughout
the year. In contrast, the heating demand varies over the period of one year, see Fig. 1.2 (b). In
theory, both heat demands can be covered from solar energy by storing the solar energy. The
daily uctuations of the hot water demand are usually bu ered by hot water tanks. However, the
seasonal uctuations of the heating demand cannot be compensated by common hot water tanks in
general for two reasons. First, the heating demand corresponds to large amounts of thermal energy
that need to be stored, thus requiring large storage capacity. Second, the thermal energy has to be
stored for a long duration, thus requiring low heat loss rate. In this context, TES based on closed
adsorption might be a solution as they o er high energy storage density and are practically free of
thermal losses over long storage durations, see e.g. [13].

"\ Heat Demand Solar Radiatipn
15 \‘< /‘/' //
/ ~—"
Heating \/ / \
Buildings 78% 10 £ \

35%

pu in W/m?

Energy Excess Energy
Deficit /\ \ Energy N\ Deficit

Industry & 5 / /N
Commrgrce // TN— / N
Hot Watel R ~—
13% Covered Energy Demand
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(a) Final energy consumption, data from [11]. (b) Heat demand and solar radiation, data from [12].

Figure 1.2.: Distribution of nal energy consumption in Germany in 2016 and evolution of heat
demand and solar radiation for an apartment building in Germany over one year.



1. Introduction

1.2. Subject Matter

The subject matter of this thesis is closed low-pressure adsorbers for TES application. The scheme
and storage principle of a closed adsorption system is shown in Fig. 1.3. The system consists of
two main vessels: a water vessel with a condenser-evaporator unit and a zeolite adsorber with
an internal heat exchanger. Both vessels are connected vacuum-tight via a pipe and are initially
evacuated. During the charging process, heat at high temperature is supplied to the adsorber,
desorbing the adsorbed water. The emerging vapor ows to the water vessel and condensates,
releasing the heat of condensation at a low temperature level. Over the storage period, the two
vessels are simply closed and separated by a valve. To discharge the storage, the process is reversed.
The water in the water vessel is evaporated by heat at low temperature. The arising vapor ows

to the adsorber where it is adsorbed, releasing the heat of adsorption at a high temperature level,
compare e.g. [14]. The focus of this thesis is on the discharging process of the adsorber, see dashed
box in Fig. 1.3.

Since closed low-pressure adsorbers of larger scale (lendth=0:1:::1m) are mainly discussed
for seasonal storage of solar energy in buildings, e. g. [15, 14, 9], the operating conditions are de ned
in accordance with Ref. [13]. Nevertheless, the model developed in this thesis is not limited to this
application and operating conditions. During charging, heat is supplied at18C°C to the adsorber
while the condenser is kept at a temperature ofL7°C, corresponding to a vapor pressure o020 mbar.
Thus, at the end of the charging process, the relative water content in the adsorber is decreased
to around X = 0:1kg=kg. The sensible heat in the adsorber after charging is either dissipated
or discharged while the valve of the adsorber is kept closed. Therefore, the remaining vapor in
the adsorber is readsorbed resulting in a very low pressure in the adsorber 6f001:::0:1 mbar at
the beginning of the discharging process. During discharging, the evaporator temperatures lie in
the range of5:::25°C, yielding an adsorber inlet pressure in the range ofl0::: 30 mbar. For this
pressure range, the maximum achievable adsorber temperatures lie in the range &85:::160°C.
Due to the heat transport limitations in the adsorber, the e ective discharging temperatures are
even lower. Thus, the discharging temperature is generally lower than the charging temperature.

With respect to the adsorbent material, binderless zeolite 13X is assumed in this thesis as it
is often studied in the context of domestic heating, e.g. [16, 17, 18, 13]. The zeolite adsorbent
is available in three con gurations: powder, granules and honeycomb, see Fig. 1.4. All three
adsorbent con gurations are examined in this thesis. In general, the powder is used as raw mate-
rial to manufacture granules and honeycombs [19]. Therefore, it is the least expensive adsorbent

Charging:

Zeolite Adsorber

Water Vessel

Q i
» . -

Figure 1.3.: Scheme and storage principle of a closed low-pressure adsorption system. The focus of
this thesis is on the discharging process of the adsorber (dashed box).



1. Introduction

Figure 1.4.: Examined adsorbent con gurations of binderless zeolite 13X. The depicted adsorbents
are manufactured by Chemiewerk Bad Kostritz GmbH, Germany.

con guration. However, granules are the most studied and applied adsorbent con guration and
commercially available [10]. For the honeycomb adsorbent, lower pressure loss and thus a higher
storage e ciency is predicted [20]. On the downside, honeycomb adsorbents are more expensive.
Typical particle diameters of the powder and granules adsorbent lie in the range 06:::100 m
and 0:5:::5mm respectively. For the honeycombs, the channel size lies in the range 6f5:::5mm
and the web thickness is in the range oD:1:::5mm.

1.3. Obijectives

The main objective of this thesis is to contribute to a better understanding of the dynamic mass and
heat transport as well as adsorption processes in closed low-pressure adsorbers for thermal energy
storage. Moreover, the thesis aims to provide insight into the e ect of the adsorber con guration
(main dimensions, vapor supply and heat extraction) as well as the adsorbent con guration (macro-
scopic adsorbent dimensions and structure, see Fig. 1.4). For this purpose, a stepwise development
of three adsorber models from pore to storage scale is conducted. The stepwise model develop-
ment allows for an accurate description of the underlying physical processes. Special emphasis is
put on the rarefaction e ects (e.g. slip e ect) on the mass and heat transport resulting from the
low pressure. The three developed models are denoted as Single Channel Model (SCM), Multi
Channel Model (MCM) and General Continuum Model (GCM). While the SCM and MCM are
only applicable to honeycomb adsorbers, the GCM can be applied for all three examined adsorbent
con gurations. The three models are numerically implemented in Matlab and extensive simulation
studies are carried out over a broad range of parameters and con gurations.

More speci cally, the following questions regarding the modeling and the application are analyzed:

Modeling:

Is it valid to apply equilibrium assumptions (e. g. uniform pressure assumption)?

~

Is it required to take rarefaction e ects (e. g. slip e ect) due to the low pressure into account?
Application:

How does the adsorber con guration (e.g. adsorber length) in uence the discharging?

~

How does the adsorbent con guration (e.g. particle diameter) in uence the discharging?

How does the discharging condition (e. g. discharging temperature) in uence the discharging?

With respect to the application, the discharging performance is evaluated by the important param-
eters of volumetric thermal power and a de ned discharging degree.

The thesis is organized as follows: First, an overview on the fundamentals and the state of
research is given in chapters 2 and 3. Then, the three models SCM, MCM and GCM are described
in detail in Chapter 4. A compact discussion on the numerical implementation follows in Chapter 5.
Subsequently, the simulation results are presented and discussed in Chapter 6. Finally, the thesis
is concluded with a summary and outlook in Chapter 7.
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2. Fundamentals

2.1. Conservation and Continuity

Conservation is a fundamental physical principle and mathematically expressed by the conservation
laws, e.g. [21]. The general conservation law states that a physical quantity in an isolated system
does not change over time. However, as uxes of the physical quantity over the system boundary
occur, the physical quantity can change. In addition, changes of the physical quantity can result
from internal sources within the system. This is described by the continuity equation, e.g. [22].
For a xed volume V of the system the general continuity equation reads

z | z

@ _ : _
at dv = (j n)dA+ av; (2.2)
Vv A v

where denotes the volumetric physical quantity, j the ux vector of the physical quantity and

n the normal unit vector of the system boundary surfaceA. Thus, (j n) denotes the ux of the
physical quantity over the system boundary. The volumetric source of the physical quantity in the
volume of the system is given by .

For material systems, the physical quantity can be determined from the mass density and the
speci ¢ physical quantity per unit mass m by = . Furthermore, part of the uxes of the
physical quantity can result from the movement of the matter, and thus are connected to the mass
ux m. Considering an in nite small control volume as the system volume and applying Leibniz
integral rule and Gauss's ux theorem, the continuity Eq. (2.1) takes the local di erential form

@
@t "
wherer denotes the nabla operator andj refers to the uxes independent of the mass ux.

The general continuity Eq. (2.2) can be applied to di erent physical quantities. In the eld
of uid- and thermodynamics relevant physical quantities are the mass, the linear and angular
momentum, the energy, the chemical potential and the entropy, e.g. [23, 24]. In this context, the
continuity equations are also referred to as balance equations.

m m+j + (2.2)

Mass Balance Equation
Applying the continuity Eq. (2.2) tothe mass ( m 1, ] 0), the mass balance equation

@
—=r1 m+
@t - "
is derived. Note that in single-phase systems without chemical reaction or phase transition no mass
source term , exists, thatis , O.

For the special case of a porous medium with one uid phase (index f) and one solid phase
(index s) the mass balance equation of the uid phase reads

(2.3)

@ n

ot £ =T ms+ msts (2.4)
where" denotes the porosity, which is de ned as the volume fraction of the uid phase

——\"y (2.5)

Bl W.



2. Fundamentals

Momentum Balance Equation

Applying the continuity Eq. (2.2) to the linear momentum ( ,, = u,j = ) yields the momentum
balance equation (also referred to as the Cauchy momentum equation)
@@t u =r m u + (2.6)

whereu denotes the velocity and the stress tensor, describing the forces acting on the boundary
surface of the control volume. The source term  includes internal forces, such as the gravity.

For the special case of a compressible, viscous Newton uid the stress tensor can be specied
and the momentum balance Eq. (2.6) yields the Navier-Stokes equation

@ ~ 1 ;1 _
@tu+r m u =r p+tr r u +2r éru+ru §(r u)l + f:(2.7)
Here, denotes the volume viscosity,l the identity matrix and f the internal forces. Further, p
denotes the pressure and the shear viscosity. The mass ux is related to the velocity bym = u.

Under the assumption of a constant and uniform uid density (r u  0), the Navier-Stokes
Eq. (2.7) can be simpli ed. Moreover, assuming creeping ow, that is low Reynolds numbeRe 1,
it can be shown that the inertia forces (left side of Eq. (2.7)) are negligible. Finally, neglecting the
internal forces and assuming a constant shear viscosity, the derived equation reads

O=r p+ rlu; (2.8)

wherer 2 denotes the Laplace operator. The equation is also referred to as Stokes ow equation.

Energy Balance Equation

Applying the continuity Eqg. (2.2) to the energy ( m = €t | g u )yields the energy balance
equation

@ ot = I Meot +q U t e (2.9)
@t B ’

whereegy denotes the total energy, containing the internal energy as well as the kinetic and potential
energy. Further, g denotes the energy transported by thermal conduction, whileu refers to the
power of the forces, acting on the boundary surface of the control volume. The internal energy
sources are given by ¢ and account for example for absorbed thermal radiation.

Neglecting the kinetic and potential energy, the total energy reduces to the internal energye.

Furthermore, neglecting the viscous dissipation, the stress tensor reduces to = pl . Finally,
with the de nition of the enthalpy h := e+ p=, the energy balance Eq. (2.9) can be simpli ed to
@

@te =r mh+qgq + ¢ (2.10)

For both an ideal gas and an incompressible medium, the internal energy is related to the specic
heat capacity at constant volume c by the reduced caloric state equationde = cdT. Similarly, the
enthalpy is related to the speci ¢ heat capacity at constant pressurec, by dh = ¢, dT. Thus, the
internal energy and the enthalpy can be determined by integration

yd) Y4l
e= c T dT + eef; h= Cp T dT + hyet; (2.11)
Tret Tret
where es and h,es denote the internal energy and the enthalpy at the reference temperaturel gs.
Finally, for a constant density, the simpli ed energy balance Eqg. (2.10) with Eq. (2.11) yields

T
c@ét= mc rT r g+ e (2.12)

Here, the rst term on the right side corresponds to the convective heat transport.
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2.2. Transport Phenomena

Systems described by the mass and energy balance Eqg. (2.3) and (2.10) need to be closed by
transport equations for the mass and heat ux m and g. In this thesis, transport equations
solely denotes the equations for mass and heat ux and does not refer to balance or convection-
di usion equations. An overview and extensive discussion of transport phenomena is given in [25].

2.2.1. Mass Transport

The mass ux is related to the velocity by
m= u: (2.13)

Therefore, the mass ux can be determined by solving the momentum balance Eq. (2.6) for the
velocity. However, as the momentum balance equation is a non-linear partial di erential equation,

it is di cult or even impossible to derive analytical solutions. Furthermore, the momentum balance
equation is generally coupled with the mass and energy balance equation. Thus, the single balance
equations of the closed system have to be solved together.

Nevertheless, for particular simple or simpli ed cases the momentum balance equation can be
solved independently as well as analytically. In the previous section, the general momentum balance
Eq. (2.6) was rst speci ed for a compressible Newton uid and then further simpli ed for creeping
ow ( Re 1), assuming constant density and viscosity. Although the derived Stokes ow Eg. (2.8)
is linear, further dimension reduction is required to allow for analytical solutions.

Circular Channel Flow

One particular simple but relevant case of reduced dimension is given by the axially symmetric
ow in a straight pipe or circular channel respectively with a constant channel diameter. This ow
is referred to as Hagen-Poiseuille ow, e.g. [23]. For the Hagen-Poiseuille ow, the dimensionally
reduced Stokes ow equation in cylindrical coordinates reads
@z r@r @r
wherer denotes the radial direction andu, refers to the velocity component in ow direction.
Applying the common no-slip boundary condition at the channel wall u,(r = r¢) = 0 and the
symmetry boundary condition at the symmetry line @u.(r = 0) = 0, the well-known parabolic
velocity pro le is derived, see Fig. 2.1 (a). The solution reads

g r’@p
4 @

wherer; denotes the radius of the circular channel. With this, the mean mass ux can be determined
by averaging the velocity over the channel cross-section, yielding

@2 @p
M= 35 @z

uy(r) = (2.15)

(2.16)

where d; = 2r. denotes the diameter of the circular channel.

The derived solutions (2.15) and (2.16) are strictly valid only for ows with constant uid density.
However, for channel ows with large aspect ratioL=d; 1 it can be shown that the solution also
applies to ows of compressible uids [26]. Assuming the compressible uid as an ideal gas with
the speci c gas constantRs, the ideal gas law

_ P
RsT

(2.17)
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can be applied to Eq. (2.16). This yields the dierential equation for the longitudinal pressure
distribution in the channel

_p d @p
mZ_ T T .
- RsT 32 @z

(2.18)

For a stationary (m, = const:) and isothermal (Ts = const:;, = const:) ow through a circular
channel of length L with a de ned inlet and outlet pressure pi, and poy: the dierential equa-
tion (2.18) can be integrated, yielding

S

32 i &2 P P & Pout P
= 2 il - c out in _ ¢ Pou in .
p(2) Pn  RsT & m; z  with m, RT3 C 2 3 (219

where denotes the arithmetic mean of the gas density at the in- and outlet. Substituting the
mass ux into the pressure solution leads to
\ '
U

2 2
pz)=t ph + p"“tl_ip”‘ z: (2.20)

The result reveals that for this particular channel ow case, the pressure distribution along the
channel is independent from the channel diameter, uid properties and temperature. The pres-
sure curve p(z) for two di erent aspect ratios of the in- and outlet pressure pi,=pout IS shown in
Fig. 2.1 (b). The gure shows that the pressure curves deviate increasingly from the linear pressure
curves of the incompressible ow with increasing aspect ratio of the in- and outlet pressure. More-
over, the pressure curves for the ow of the compressible ideal gas are of concave shape, e.g. [27].
As the pressure decreases along the channel, the vapor density also decreases, and thus, according
to Eq. (2.16), an increased pressure gradient is required to remain a constant mass ux.

The discussion so far has been limited to the ow of a continuum. The uid can be considered
as a continuum as long as the molecular uctuations are negligible on the macroscopic length scale
of the examined ow problem, e.g. [28]. However, with decreasing uid density as well as with
decreasing macroscopic length scale, the uid can no longer be considered as a continuum. This
e ect is also referred to as rarefaction e ect. The divergence from the continuum properties is
characterized by the non-dimensional Knudsen numberKn. The Knudsen number is de ned as
the ratio of the free molecular path I and the characteristic length of macroscopic ow domain
L char. For the discussed ow through a circular channel, the characteristic length is usually de ned
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(a) Radial velocity distribution. (b) Longitudinal pressure distribution.

Figure 2.1.: Velocity and pressure distribution in a circular channel for creeping ow (Re 1).
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as the channel radiusL char := rec = dc=2. Relating the free molecular path to the macroscopic uid
properties, the Knudsen number can be calculated from

I-char 2 dc p

With the Knudsen number, di erent ow regimes are de ned, see Tab. 2.1. For Kn  0:01 the
continuum assumption together with the no-slip boundary condition is valid. In the subsequent
Knudsen range of0:01 Kn  0:1the continuum assumption holds up, but the boundary condition
has to be modi ed. In this so-called slip regime, the boundary condition allows for a slip velocity.
In the Knudsen range of0:1 Kn 10, the ow transits from a continuum ow to a free molecular
ow. With respect to the velocity pro le, the pro le transforms from a parabolic pro le to a uniform
velocity distribution over the channel cross-section. Finally, for10 Kn the interactions between
the uid molecules become negligible and the ow is primarily determined by the interaction of the
uid molecules with the boundaries.

Considering the circular channel ow again, it is possible to derive an analytical solution for the
slip regime, e.g. [29]. Applying Maxwell's rst-order slip boundary condition [30], the slip velocity
Usiip at the channel wall in the slip regime reads

Kn :=

(2.21)

Uz(r = re) = Usiip = SI(fsfPKn @u ; (2.22)
@I‘ r=re

where p denotes the dimensionless slip coe cient. The slip coe cient depends on the molecular
accommodation at the wall and is well approximated by p =0:985 1.

Applying the slip boundary condition (2.22) to the Stokes ow equation of a circular chan-
nel (2.14) yields the velocity solution

|

r2 p @p
+ Z#EKH @3
The corresponding velocity pro le is shown for di erent values of the Knudsen number in Fig. 2.1 (a).
For Kn ! 0, the solution converges to the Hagen-Poiseuille solution (2.15). Thus, at the beginning
of the slip regime with Kn = 0:01, the solution is almost identical with the no-slip solution. At the
end of the slip regime with Kn = 0:1, the slip solution predicts a slip velocity at the boundary of
10% of the maximum velocity. Additionally, the velocity pro les of the slip solution for higher val-
ues of the Knudsen number are depicted. While the slip solution is not strictly valid for0:1  Kn,
it still gives a representation of the velocity pro le change with increasing Knudsen number.

Averaging the velocity over the channel cross-section, the mean mass ux can be determined to

2
m, = dc 1+§ka” gs

32
Hence, the mean mass ux results from the superposition of the mean mass ux of the no-slip
solution and the mass ux induced by the velocity slip.

2 y2

rC

Ug(r) =

(2.24)

Table 2.1.: Flow regimes de ned by the Knudsen number according to Eq. (2.21).

Regime Kn-Range Characteristics
no-slip Kn 001 continuum ow with no-slip boundary condition
slip 0:01 Kn 01 continuum ow with slip boundary condition

transiton 0:1 Kn 10 transitional ow with decreasing continuum properties

molecular 10 Kn free molecular ow with negligible molecular interaction
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Again, as described for the continuum ow, Eq. (2.24) can be integrated for a stationary (n, =

const) and isothermal (Ts = const:, = const:) ow of an ideal gas through a circular channel of
length L with a de ned inlet and outlet pressure pi, and poyt . This yields

\g P5 ps | 8 p Pout PnZ  2p 18 p
p(z) = pﬁ\ + out noz+ p%PiKnin ————+ p=Knj, +1 EPtKn inPin: (2.25)

L Pin E

The rst part of the result is identical to the solution of the continuum no-slip ow, see Eq. (2.20).
The other terms result from the slip e ect and vanish for Knj, ! 0. The pressure curvep(z) for an
inlet Knudsen number of Kni, = 0:1 and two di erent aspect ratios of the in- and outlet pressure
Pin=Pout IS shown in Fig. 2.1 (b). The slip e ect reduces the convexity of the pressure curve. For
Kn 11 the pressure curve becomes linear, as is the case for the ow of a incompressible uid.

Porous Media Flow

The mass transport in a porous medium is brie y described in the following section. For laminar
groundwater ow H. Darcy empirically found the well-known Darcy's law [31]

m=  —rp; (2.26)
where denotes the permeability tensor. Nevertheless, it is possible to derive Darcy's law analyt-
ically through volume averaging and homogenization of the momentum balance equations on the
pore scale, e.g. [32, 33]. Darcy's law is valid for laminar ow withRe 1 of a viscous Newton
uid. Comparison of Darcy's law (2.26) with the mean mass ux determined for a creeping ow in

a circular channel by Eq. (2.16) reveals the same mathematical structure. This indicates that the
permeability solely depends on the geometric structure of the porous medium. Furthermore, the
local applicability of the Poiseuille Eq. (2.16) to channel ows with large aspect ratio L=d, 1
has been proved [26]. Thus, it can be assumed that Darcy's law can also be applied locally for the
creeping ow of a compressible uid as long as the aspect ratio of the length of the porous domain
to the hydraulic diameter of the porous medium dnyq is large: L=dnyqr 1.

For a packed bed of spherical particles J. Kozeny and C. Carman developed an equation for the
permeability by applying a simple model of the porous medium [34, 35]. The interstitial pore space
is considered as a parallel arrangement of straight circular channels. With this, the permeability
of a packed bed of spheres is determined to

1 n3 ) 1 n3 5

CK

Here, is an empirical tting parameter. Further, denotes the tortuosity. The tortuosity takes
into account that the uid cannot ow through the porous medium of length L on a straight path
but hasF;o travel a longer path L . For packed bed of spheres, the tortuosity is well approximated
by =" 2and the empirical tting parameter is determined to =2:5, e.g. [33]

Based on the fundamentals of slip ow in a circular channel described above, L. J. Klinkenberg
derived a permeability correction factor for creeping ow through a porous medium in the slip ow
regime [36]. With this, Darcy's law (2.26) can be rewritten as

m = 1+ g —r p: (2.28)

Here, b is a semi-empirical parameter which was determined experimentally by L. J. Klinkenberg.
However, since the Knudsen number is inverse to the pressurd=pis proportional to the Knudsen
number. Comparison of the modi ed Darcy's law with the Klinkenberg permeability correction
factor (2.28) to the mean mass ux determined for a creeping ow in the slip regime in a circular
channel, see Eq. (2.24), reveals the same mathematical structure.

10
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2.2.2. Heat Transport

The heat ux g in the energy balance Eqg. (2.9) results from thermal conduction. Thermal conduc-
tion is based on molecular transport mechanisms such as molecular vibrations and collisions. On
the macroscopic scale thermal conduction can be described by Fourier's law [37]

4= T (2.29)

where  denotes the thermal or heat conductivity tensor. Comparison with the channel ow
Eq. (2.16) and Darcy's law (2.26) reveals the same mathematically structure. In contrast, in
this local form of Fourier's law, the heat conductivity solely depends on the material and not on
geometry parameters such as the channel or particle diameter.

For the special case of a stationary, resting mediumra  0) with constant heat conductivity,
the energy balance Eqg. (2.10) reduces with Fourier's law (2.29) to the heat equation

0= 12T+ . (2.30)

Note that the heat Eq. (2.30) has the same mathematical structure as the Stokes ow Eq. (2.8).
Thus, reduction of the dimension allows for a straightforward analytical solution.

Parallel Plate Conduction

One particular simple but relevant case of reduced dimension is given by the thermal conduction
between two parallel plates with constant, uniform surface temperatures and a plate distanced:
In the absence of internal sources (¢ 0), the heat Eq. (2.30) yields a linear temperature pro le
between the parallel plates, e.g. [38]. Thus, the total heat owQ can be determined by

Q=A, T (2.31)

where A denotes the surface area of the parallel plates. Since the derived equation is analog to
Ohm's law for electric circuits, it is convenient to de ne a thermal resistance Ry, := H=(A ).
With this, the rules for serial and parallel arrangements of layers of di erent heat conductivity,
layer height and cross-section area can be applied. The rules read

X 1 X 1

R T : 2.32
th;serial thii Rth;parallel i Rth;i ( )

Finally, with the total thermal resistance Ryt the e ective heat conductivity is de ned as

Rihtot ; (2.33)

where Hy; and Ay denote the total height and cross-section area of the arrangement.

As discussed before for the mass transport, the heat transport can also be e ected by rarefac-
tion. With increasing Knudsen numbers, the heat conductivity of a uid deviates from the heat
conductivity in the continuum regime. This rarefaction e ect on the heat transport is referred to
as Smoluchowski e ect, e. g. [39]. The Knudsen dependent heat conductivity of a uid between two
parallel plates obeys the equation

1

T Kn ; (2.34)

T
where .o denotes the heat conductivity in the continuum regime and 1 denotes the thermal
accommodation coe cient. Here, the Knudsen number is calculated according to Eq. (2.21) while
the characteristic length is de ned as the distance of the parallel platesLchar := H. According

to [40], the thermal accommodation coe cient can be determined from

1 1 K=T)+1
log — 1 =06 (1000 ) ;
T C
Here, C depends on the molar mass of the uid. For water vapor,C takes the valueC = 3:6.

2
f(Kn) = f.0o 1+

(2.35)
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Porous Media Conduction

In general, the heat transport in a porous medium is calculated by
a-= el T; (2.36)

where ¢ denotes the e ective heat conductivity tensor. In comparison to Darcy's law (2.26),
the e ective heat conductivity cannot be separated into a product of solely geometry and mate-
rial dependent parameters. Nevertheless, similar to the approach by J. Kozeny and C. Carman
to determine the permeability, see Eq. (2.27), abstract models of the porous medium are applied,
consisting of serial and parallel arrangements of the di erent phases. These abstract models al-
low for the straightforward determination of the thermal resistance by applying Eq. (2.32). The

e ective heat conductivity is then calculated from Eq. (2.33). An overview of the numerous model
approaches in literature is given in [41] and [42].

The rarefaction e ect on the e ective heat conductivity in porous media is rarely considered.
However, the Smoluchowski e ect can be relevant especially for packed beds of distinct particles.
This is explained by the fact that in packed beds the single particles are only in point or line contact,
which signi cantly limits the heat transfer between the single particles through the solid phase. As
a consequence, the thermal conduction through the uid phase becomes important. Furthermore,
the heat transfer from one particle to another is dominated by the heat transfer through the contact
region close around the contact point or line, since the heat transport path through the uid phase
is very small in this region. The small gap size in the contact region leads to a locally increased
Knudsen number, and thus, according to Eq. (2.34), locally results in the Smoluchowski e ect.

One often applied model to determine the e ective heat conductivity of packed beds is the Zehner-
Bauer-Schliinder model (ZBS). The model was rst developed under negligence of rarefaction e ects
as well as thermal radiation [43]. Later, the model was extended to account for these e ects [44]. In
general, the model derives the e ective heat conductivity by the examination of two representative
particle halves in point contact. The particles are considered as axially symmetric particles around
the centerline which connects the particle centers. The curvature of the particle surface is adapted
to account for di erent particle shapes and thus contact conditions. Generally, the particle shape in
the model is not identical with the real particle shape. To determine the e ective heat conductivity,
the model is split in cylindrical shells, neglecting radial thermal conduction. Thus, each shell is a
serial arrangement of thermal resistances and the shell resistance can be determined from Eq. (2.32).
The total thermal resistance is determined from the parallel arrangement of shells by Eq. (2.32)
and with that, the e ective heat conductivity is derived according to Eq. (2.33). The nal equation
for the e ective heat conductivity is an extensive function of the form

e =fot( ¢(Kn); &"dp;"T; ); (2.37)

where ; denotes a mean Knudsen dependent heat conductivity of the uid phase and is derived
from integration of Eq. (2.34) over the contact region. The heat conductivity of the solid phase is
denoted by . The parameter' refers to an empirical tting parameter to account for the nite
contact area of the particles and is the emission coe cient for thermal radiation of the solid phase.
The full set of equations is also described in [41, 40].

Finally, the ZBS model was extended to account for a distribution of the particle diameter as
well as for the in uence of the ow of the interstitial uid [45]. However, it has been shown that the
explicit consideration of the particle distribution does not increase the model accuracy signi cantly
and it is su cient to apply a mean patrticle diameter instead [40]. Moreover, for creeping ow of
gases Re 1, Pr < 1) the advection induced by the ow can be neglected as the Péclet number
is also low: Pe = RePr 1.

12



2. Fundamentals

2.3. Adsorption

The adsorption phenomenon has been studied for a long time. An early quantitative study on
adsorption was conducted by the Swedish chemist C.W. Scheele in 1773. The term adsorption
was introduced by the German physicist H. Kayser in 1881 and is derived from the Latin adsorpio,
meaning suction. A detailed review on the development of the adsorption science is given in [46].
The fundamentals of adsorption are described in many textbooks, e.g. [47, 48, 49, 50].

Adsorption is the accumulation or concentration of molecules of a uid phase (adsorptive) at the
surface of a solid (adsorbent). The accumulated molecules (adsorbate) are bound to the surface
of the solid by adhesive forces. Depending on the type of the adhesive forces, adsorption can be
distinguished into physisorption (van der Waals forces) and chemisorption (covalent bonding). Usu-
ally, the term adsorption refers to physisorption. As adsorption leads to a reduction of the surface
energy of the uid phase, energy is being released in the form of thermal energy during adsorption,
referred to as heat of adsorption. Vice versa, thermal energy input releases the adsorbate to the
uid phase, which is denoted as desorption.

While the e ects of adsorption are mostly negligible for solids with a low aspect ratio of surface
area to volume, the e ects become considerable for solids with a high aspect ratio. Typical materials
with a very high aspect ratio of surface area to volume are zeolites (up to 10° m?=m3). Zeolites
are micro-porous, aluminosilicate minerals Al,SiOs). The high surface area of zeolites results from
the numerous inner nano-pores with pore diameters in the range af:::1000 nm The micro-pores
(< 2nm) yield the adsorption-selective properties of the zeolites, which are therefore also referred
to as molecular sieves. Further, the micro-pores depend on the structure and doping with cations
(e.g. Li*, Na*, Ca") of the aluminosilicate crystal. The meso-pores 2:::50nm) and macro-
pores ¢ 50nm) result as a secondary structure from compacting of the primary zeolite crystals
(sizel:::10 m) to bigger agglomerates (size up to several mm).

As mentioned in Sect. 1.2, the adsorption pair of binderless zeolite 13X and water is examined
in this thesis. Thus, the following discussion of the adsorption equilibrium, enthalpy and kinetics
focuses on adsorption in zeolites and especially on the adsorption pair zeolite 13X and water. The
material properties of binderless zeolite 13X are listed in the App. B.

2.3.1. Adsorption Equilibrium

The relative amount of adsorbate in the adsorbent, referred to as (water) uptake, is de ned as

— Ma.
X = M,
where M4z and M, denote the mass of the adsorbate and the fully desorbed dry zeolite adsorbent.
For a given pressure and temperature, a de ned uptake exists for which the ad- and desorption
are in equilibrium. Similar to the equilibrium of condensation and evaporation, increasing pressure
leads to adsorption while increasing temperature leads to desorption.

As numerous types of zeolites (>200) and other adsorbents exist, many models have been de-
veloped to describe the adsorption equilibrium (e.g. Langumir, Freundlich). For the adsorption
pair of zeolite 13X and water, the theory of Dubinin-Astakhov can be applied, e.g. [16]. The
model is based on the potential theory of Polanyi, which de nes an adsorption potential in the
micro-pores [51]. The nal Dubinin-Astakhov equation for the water uptake at equilibrium reads

(2.38)

ps 1 M
Xeq(P;T) = aVa:max €XP RsTIn = — :
p Ea

where 5 denotes the density of the adsorbatey,.max corresponds to the maximum speci ¢ volume
of the adsorbate, ps denotes the saturation pressure of the vaporE, is the characteristic energy and
N, the heterogeneity parameter of the adsorption. The parameter values for the adsorption pair
zeolite 13X and water are determined in [16] and listed in the App. B. Finally, for this adsorption

pair, the adsorption equilibrium is shown in terms of adsorption isotherms in Fig. 2.2 (a).

(2.39)
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2.3.2. Adsorption Enthalpy

Thermal energy is released during adsorption. This energy is referred to as heat of adsorption. If

the adsorption occurs under constant pressure, the released heat of adsorption is equivalent to the

adsorption enthalpy. The adsorption enthalpy h; is derived from the van't Ho equation
ha _ @np

RT @T x.,'

(2.40)

where R denotes the universal gas constant. Incorporating the Dubinin-Astakhov Eq. (2.39) for
the adsorption equilibrium as well as the Clausius-Clapeyron equation for the saturation pressure
into the van't Ho equation (2.40) yields [47]

1=n 1 na)=n
aVa;max a T aVa;max (I na)=na .

ha(X) = he+ Ealn X n T ’
a

(2.41)
where he denotes the enthalpy of vaporization and 4 the thermal expansion coe cient of the

adsorbate at20°C. The adsorption enthalpy results from the superposition of the constant enthalpy
of vaporization and an enthalpy resulting from the surface bonding. It is found that the adsorption
enthalpy is hardly e ected by the temperature. For the adsorption pair zeolite 13X and water, the
adsorption enthalpy versus the water uptake is shown in Fig. 2.2 (b).

2.3.3. Adsorption Kinetics

The adsorption kinetics describe the limitation of the uptake rate. The uptake rate is limited by
the mass transport processes, that is the di usion in the micro-porous zeolite, e.g. [52]. Assuming
an isothermal state in the adsorbent, approximating the pressure by a parabolic distribution and
applying linear adsorption isotherms, the mass balance equation of the adsorbate can be integrated.
This approach yields the well-known Linear Driving Force approximation (LDF) [53]
o= kaXeg X); (2.42)
where k, denotes the adsorption kinetics parameter.

The underlying assumptions of the LDF approximation are not strictly valid for any adsorption
pair. For example, the adsorption isotherms are not linear for the adsorption pair of zeolite 13X
and water, see Fig. 2.2(a). In this case, a more accurate description of the uptake process is
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(a) Adsorption equilibrium X eq according to Eq. (2.39). (b) Adsorption enthalpy  h, according to Eq. (2.41).

Figure 2.2.: Adsorption equilibrium and enthalpy for the adsorption pair zeolite 13X and water.
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derived by explicitly solving the Fickian di usion in the micro-porous adsorbent phase and locally
applying the exact equations for the adsorption equilibrium and enthalpy. As an example, this
procedure is applied for a single adsorbent particle in [54]. Nevertheless, it has been shown that
the LDF Eq. (2.42) still provides a good approximation and is successfully applied even in cases
where the underlying assumptions are not strictly met [55]. Furthermore, the LDF approximation
provides low computational costs in comparison to the more accurate approach.

To apply the LDF Eq. (2.42), the adsorption kinetics parameter has to be determined. The pa-
rameter depends on the e ective di usivity of the adsorbate D, and on the macroscopic geometry
of the adsorbent. For a spherical adsorbent particle, the adsorption kinetics parameter reads

60

ka = De @: (2.43)
p

The e ective di usivity of the adsorbate D, is related to the di usivity of the adsorptive D4y

in the nano-pores of the adsorbent by

Dav
De = —/———
o+ )

where ; refers to the mean tortuosity of the zeolite adsorbent. Here, is a non-linear function of
the pressure and temperature. In general, the di usivity of the adsorptive D 5, is determined from

(2.44)

Dav = Dkn + Duis; (2.45)

where Dk, denotes the Knudsen di usivity and D.;s is the viscous di usivity in the continuum
regime. Under low pressure conditions as examined in this thesigp( 20 mbar) and considering
the little diameter of the macro-pores in the micro-porous zeolite @imp < 1 m), the Knudsen
number according to Eq. (2.21) is alwayskKn > 1. In this case, the di usion mainly results from
the Knudsen di usion ( Dkn D.is) and the di usivity of the adsorptive is well approximated by
Dav = Dkn. The Knudsen di usivity is derived as

s

4 RsT
Dkn = éolmIO 25 : (2.46)
Finally, this yields the e ective di usivity of the adsorbate
4 ' RsT
30
De = : (2.47)
1+ 2 ry @%a
z n S
(X) @p
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3. State of Research

Thermal energy storage (TES) has been applied in buildings for a long time and the rst industrial
applications date back to the 19th century. Early examples for industrial TES are regenerators for
heat recovery and steam storages (e.g. Ruth's storage). It might be a surprise that thermochemical
heat storages were already applied in the 1880s for transport purposes (e. g. exhaust free Honigmann
locomotive). Around the same time, C. Benz introduced the modern automobile with a combustion
engine. After almost a century, TES gained new attention in the 1970s due to increasing oil prices
during the energy crisis. Research and development were intensi ed in the elds of solar power
generation as well as domestic and district heating. Many TES concepts studied today have already
been proposed or even studied in the 70s, including thermochemical energy storages. [56]

The research on TES had a revival in the late 1990s due to the again increasing oil prices as well
as the growing awareness of the climate change and its consequences. The research results of the
past decades are summarized in [7] and a topical overview on TES research over a broad range of
applications is given in [6]. Available technologies for seasonal TES are reviewed in [57]. A more
speci ¢ review with the focus on thermochemical heat storage for building applications is given
in [58]. Finally, the research on TES based on adsorption is reviewed e. g. in [15, 14, 59, 9] and an
overview on the studied adsorbent materials can be found in [60].

3.1. Modeling and Simulation of Closed Low-Pressure Adsorbers

As mentioned in the introduction, closed low-pressure adsorbers are mainly studied in the context of
heat pump application. The applied models are reviewed in [61, 62] and classi ed into three groups
of model types: thermodynamic, lumped parameter and spatially resolved continuum models. An
extensive and topical review on the modeling of thermochemical heat storages and transformers is
given in [63]. The review focuses on spatially resolved continuum models and separately discusses
the models for TES based on adsorption, absorption and chemical reactions. Yet, most quoted
references focus on heat pump application with adsorbers of a small scale (length of mass transport
path L < 0:1m). In the following, only the most relevant publications related to the present
thesis are discussed. The focus is on spatially resolved continuum models for closed low-pressure
adsorbers. Special attention is given to adsorbers of larger scale (length of mass transport path
L =0:1:::1m) and to adsorbers with zeolite adsorbent, both particularly suitable for TES.

To the author's knowledge, only a few publications on the modeling of closed low-pressure ad-
sorbers of a large scale exist. In [64], a cylindrical silica-gel adsorber with radial vapor mass ow
(radial adsorber) is modeled. The diameter isd = L = 0:15m. Similarly, a radial zeolite adsorber
is modeled in [65]. However, in both studies, the adsorber is modeled by a lumped parameter
model. Thus, the models have to be calibrated by adjusting model parameters so that the numer-
ical results t to experimental data. As an advantage, the lumped parameter models provide low
computational times, and thus allow for system simulations. As a drawback, the model results are
limited to the particular experimental setup applied for calibration. What is more, the lumped
parameter models cannot provide insight into the internal mass and heat transport processes in the
adsorbent bulk. Hence, no conclusions for an optimization of the adsorber design can be derived
directly. In contrast, spatially resolved models are developed in this thesis, allowing for a detailed
analysis of the transport processes in closed low-pressure adsorbers, both for small- and large-scale
adsorbers.
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The rst spatially resolved continuum models for closed low-pressure adsorbers (in the following
only referred to as models) were published in the mid-1990s. In [66] a model for a cylindrical
adsorber with integrated spiral heat exchanger is presented. However, the model only considers the
heat transport and neglects the mass transport limitations in the adsorber. One of the rst models
for a zeolite 13X adsorber is described in [67]. The model already considers the mass transport
by applying Darcy's law, however, the model is limited to a one-dimensional cylindrical adsorber
con guration and neglects the radial dependencies. Furthermore, local adsorption equilibrium and
constant thermophysical parameters are assumed. Compared to early models, the present thesis
provides two-dimensional models for the mass and heat transport including the local deviation from
adsorption equilibrium, that is the limitation by the internal mass transport resistance in the zeolite
adsorbent is considered. Additionally, both the temperature and the water uptake dependencies of
the thermophysical parameters are accounted for.

One of the rst two-dimensional models for a zeolite adsorber is presented in [68]. The model
considers the mass as well as the heat transport and is applied to examine the adsorption into a thin
zeolite layer (L = 1:::3mm) on a heat exchanger plate. A more sophisticated two-dimensional
model for a zeolite adsorber is established in [69]. The model considers the mass and heat transport,
the local deviation from adsorption equilibrium (limitation by internal mass transport resistance
in zeolite adsorbent) as well as the dependency of most thermophysical parameters. Moreover,
the rarefaction e ect on the mass transport due to the low pressure (slip e ect, see Sect. 2.2.1) is
considered. However, the applied model approach to account for the rarefaction e ect is arguable.
In addition, the study is limited to a radial adsorber with a thin adsorbent layer. Further models of
similar approach and adsorber con guration are discussed in the aforementioned reviews [61, 62, 63].
More recent studies examine the e ect of the porosity of the adsorbent bulk [70], account for the
local deviation from thermal equilibrium [71], apply more advanced numerical schemes [72], or
even consider the heat and mass transfer in the single adsorbent particles [73]. While all these
studies focus on small-scale adsorbers (length of mass transport path is only a few centimeters)
for heat pump applications, the present thesis considers adsorber con gurations of a larger scale
(L =0:1:::1m) suitable for TES. Furthermore, the rarefaction e ects on both the mass and heat
transport are thoroughly analyzed and accurately modeled in the present thesis.

To date, the relevance of the mass and heat transport processes in closed low-pressure adsorbers
remain under discussion [74]. As the discussion is mainly related to small-scale adsorbers for
heat pump application, the central point of discussion is whether the mass transport limitations
are negligible, that is whether it is valid to assume a uniform pressure throughout the adsorber.
In [75] an order of magnitude analysis is conducted to derive criteria for conduction dominance and
negligible mass transport resistance. To evaluate the criteria, numerical simulations are conducted.
Similarly, in [74], radial packed bed adsorbers are simulated to study the relevance of the mass
transport limitation. Both studies show that the mass transport limitations increase with increasing
length of the mass transport path L in the adsorber. However, the studies are limited to radial
adsorbers of a small scale, that is the mass transport path is shortl( = 0:01:::0:04m). Again,
in comparison, the present thesis thoroughly evaluates the mass and heat transport processes of
closed low-pressure adsorbers of larger scale € 0:1:::1m).

With respect to the adsorbent con guration (see Fig. 1.4), mainly packed bed adsorbers with
granules and powder adsorbent are examined in literature. A review on the in uence of the particle
diameter of the adsorbent particles in packed bed adsorbers is given in [10]. The authors conclude
that the particle diameter strongly e ects the adsorber performance. Further, it is concluded that
the optimum range of the particle diameter is 0:2:::0:6 mm. The same conclusions are found by
numerical simulations in [74]. In addition, an optimum particle diameter is determined for minimum
adsorption duration and explained by inter- and intraparticle mass transport limitations. However,
the conclusions are derived only for small-scale adsorbers. The present thesis completes this analysis
by examining the in uence of the particle diameter and evaluating the optimum particle diameters
for closed low-pressure adsorbers of larger scale.
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In comparison to packed bed adsorbers, honeycomb adsorbers for TES application are only
considered in few studies. In [76], the performance of a packed bed adsorber is compared to a
honeycomb adsorber by lab-scale experiments and simpli ed simulations. A more detailed model
is established in [77] and applied to a heat recovery system of a paint-drying system. The model
approach is similar to the model approach of the one-dimensional SCM developed in this thesis.
However, both studies examine open adsorption systems and no compressibility and rarefaction
e ects are considered. Therefore, the results cannot be transferred to closed low-pressure adsorbers.

With respect to the modeling of the adsorption, that is the adsorption equilibrium, enthalpy
and kinetics, validated models are available. The adsorption equilibrium of water in binderless
zeolite 13X is experimentally studied and the applicability of the Dubinin-Astakhov Eg. (2.39)
is validated, e.g. [78, 16, 79]. The adsorption enthalpy for the same adsorption pair is typically
calculated from Eq. (2.41) and validated with experimental data from [51] in [16]. The adsorption
kinetics is typically modeled by the LDF approximation, see Eq. (2.42), and validated for the uptake
of water into zeolite 13X in [16]. Finally, the pore structure of binderless zeolite 13X is examined
in [80] and the hydrothermal stability is con rmed in [81]. In summary, all model equations required
for the description of the adsorption process in the examined zeolite 13X adsorber are available
and validated and can be applied in the present thesis.

3.2. Mass and Heat Transport under Low-Pressure Conditions

As emphasized above, the rarefaction e ects on both the mass and heat transport are thoroughly
analyzed and accurately modeled in the present thesis. The related fundamental research and the
adopted models are reviewed in the following sections. The models are separately discussed for
mass and heat transport and distinguished into models for regular porous media (honeycombs) and
random porous media (packed beds of granules and powder).

Mass Transport:

The rarefaction e ects on the mass transport in regular porous media (honeycombs) are mainly
studied in the eld of micro and nano uidics. An extensive overview on the eld is given in [82].
The introduction of the rst-order slip boundary condition for the slip regime is commonly at-
tributed to J. C. Maxwell [30]. The mass transport in the free molecular regime was described by
M. Knudsen [83]. To extend the applicability of the continuum equations (Navier-Stokes Eq. (2.7))
into the transition regime, slip approaches of higher order have been developed and are reviewed
in [84]. However, no analytical solution covering all ow regimes can be derived. Instead, dier-
ent numerical methods are applied [82]. An early numerical study deploying the Bubnov-Galerkin
method to examine the rare ed ow in a circular channel over a broad Knudsen range is presented
in [85]. From the 1990s on, the Direct-Simulation-Monte-Carlo method (DSMC, developed by
G.A. Bird [86]) is applied to derive numerical solutions of the Boltzmann equation for any Knud-
sen number, e.g. [87, 88, 89]. The results have been validated in several experiments, e.g. [90, 91].
Finally, the numerical results for the di erent ow regimes have been condensed into an analyti-
cal tting curve for the non-dimensional mass ow (so-called Poiseuille coe cient) over the whole
Knudsen range by Sharipovetal. [92]. This tting curve is applied in the present thesis, thus
implicitly incorporating the results from sophisticated DSMC simulations.

The rarefaction e ects on the mass transport in random porous media (packed beds of granules
and powder) are mainly studied in the eld of shale and tight gas reservoirs. A review on the
applied model approaches and simulation methods is given in [93]. Darcy's law was rst extended
by L. J. Klinkenberg to account for the slip e ect [36]. In [94] an analytical expression for the em-
pirical factor of the Klinkenberg correlation is derived from a simple model of the porous medium.
The porous medium is modeled as a parallel arrangement of straight channels. A similar but more
general model approach is applied in [95]. The porous medium is modeled as an arrangement of
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cylindrical, tortuous channels and the dependency of the permeability on the Knudsen number is
derived by incorporating a slightly modi ed ow condition function from Beskok etal. [26]. Simi-
larly, the so-called Knudsen permeability correction factor is derived in [96] and validated against
experimental data over the whole Knudsen range. In the present thesis, a similar model approach is
applied to derive the Knudsen permeability correction factor. However, instead of the ow condition
function from Beskok et al. [26], the aforementioned Poiseuille coe cient from Sharipov etal. [92] is
incorporated.

Heat Transport:

The rarefaction e ects on the heat transport in regular porous media (honeycombs) mainly occur in
the gaseous phase in the channels. A review on the convective heat transfer in the slip ow regime
is given in [97]. In contrast to the models presented in the review, no temperature jump at the gas-
solid boundary is considered in the present thesis. Additionally, the radial dependency of the vapor
temperature in the honeycomb channel is neglected. Therefore, no Nusselt correlations are required.
With respect to the e ective heat conductivity of honeycombs, the rarefaction e ects are usually
negligible since the heat conductivity of the solid phase is higher by several orders of magnitude
compared to the heat conductivity of the rare ed gas phase. Nevertheless, the e ective heat
conductivity can be determined by thermal resistance models as presented e.g. in [98]. Similarly,
a simple thermal resistance model is applied in the present thesis.

The rarefaction e ects on the heat transport in random porous media (packed beds of granules
and powder), are relevant in diverse applications such as nuclear reactors, vacuum insulation and
solar receivers. In general, the rarefaction e ects are considered in the e ective heat conductivity
of the packed beds. A broad overview on the existing models for the e ective heat conductivity is
given in [41, 42]. An often applied model is the ZBS model [43, 44], see fundamentals Sect. 2.2.2.
The model accounts for the rarefaction e ect on the heat conductivity of the interstitial gas in
the packed bed. A similar model was developed independently in [99]. However, the model is
limited to packed beds with a regular packing structure. The ZBS model has been extended to
account for particle distribution and gas ow [45] and for very high conductivity ratios of solid and
gas phase [100]. Today, rarefaction e ects on the e ective heat conductivity are also examined by
numerical simulations with the Discrete-Element-Method, e. g. [101]. Nevertheless, a recent study
proved once again that the ZBS model in its original form [44] describes the heat transport under
rare ed conditions very well [102]. Therefore, the ZBS model is also applied in the present thesis.

In a very recent study, the e ective heat conductivity of packed beds of zeolite granules in
closed low-pressure adsorbers has been examined by experiments and compared to an analytical
model [103]. The applied model is based on a thermal resistance model presented in [104], which
is similar to the ZBS model. The model is modi ed by incorporating the water uptake dependency
of the heat conductivity of the adsorbent particle. The uptake dependency is determined by the
Bruggeman's volume averaging method. An alternative approach to describe the uptake depen-
dency of the zeolite heat conductivity is presented in [105]. The approach determines the heat
conductivity from a parallel arrangement of the thermal resistances of the adsorbent and adsorbate
phase. However, it is suspected that the two approaches over- and underestimate respectively the
uptake dependency of the heat conductivity of the adsorbent particle. Another generic approach is
given in [106]. This approach is based on sub-models of parallel and serial arrangements of thermal
resistances for the di erent phases in a wet particle. However, the model is not directly applicable
to low-pressure systems. Therefore, a modi ed version of the model is implemented in this thesis.
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As outlined in the introduction in Sect. 1.3, a stepwise development of three adsorber models from
pore to storage scale is conducted in this work. In this thesis, pore scale refers to the interstitial
volume in the adsorbent bulk (e.g. the honeycomb channels), while storage scale denotes a rep-
resentative section of the whole adsorber. The stepwise model development contributes to a better
understanding and thus mathematical description of the underlying physical processes. For this
purpose, a one-dimensional Single Channel Model (SCM) is derived at rst. The SCM resolves the
adsorber on the pore scale, allowing for a separate description of the physical processes in the gas
and adsorbent phase. However, the SCM is limited to one-dimensional adsorber con gurations.
To overcome this limitation, the SCM is extended to a Multi Channel Model (MCM) by thermally
coupling multiple parallel adsorbent channels, each described by the SCM. With the MCM it is
possible to study two-dimensional adsorber con gurations of higher practical relevance. Still, the
MCM is limited to one-dimensional gas ow in the parallel adsorbent channels, and thus can only
be applied to honeycomb adsorbents. Finally, a General Continuum Model (GCM) is developed
for the general description of closed low-pressure adsorbers with varying adsorbent con gurations,
that is powder, granules and honeycomb adsorbents, see Fig. 1.4 in Sect. 1.2.
The descriptions of the SCM, MCM and GCM are included in part in:
[107] M. Schaefer and A. Thess. One-dimensional model of a closed low-pressure adsorber for
thermal energy storage.International Journal of Heat and Mass Transfer, 2018.
[108] M. Schaefer and A. Thess. Simulation of a closed low-pressure honeycomb adsorber for
thermal energy storage.International Journal of Heat and Mass Transfer, 2018.
[109] M. Schaefer and A. Thess. Modeling and simulation of closed low-pressure zeolite adsorbers
for thermal energy storage. International Journal of Heat and Mass Transfer, 2019.

4.1. Single Channel Model
4.1.1. Approach and Assumptions

The general scheme and storage principle of a closed adsorption system has been described in the
introduction in Sect. 1.2. The focus is on the adsorber during discharging. The closed low-pressure
adsorber con guration examined by the SCM is shown in Fig. 4.1.

Insulated Adsorber with
Zeolite 13X Honeycomb:

—> T htx
Vapor Inlet: Heat
Pin T Exchanger
-7, htx

Figure 4.1.: Closed low-pressure adsorber con guration examined by the SCM. Arrangement of
honeycomb adsorbent blocks with heat extraction at the closed end of the adsorber.
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The adsorber is box-shaped and ideal thermal insulation is assumed. Water vapor is supplied
through a single inlet at one side of the adsorber while heat is extracted by a heat exchanger at
the opposite closed end. Regarding the adsorbent, binderless zeolite 13X is studied. Nevertheless,
the model is applicable to other adsorption pairs in general. With respect to the adsorbent con-
guration, honeycomb adsorbents are considered. The adsorbent properties are assumed uniform
throughout the adsorber. Further, the adsorbent channels are square-shaped and characterized by
a constant channel width and web thickness. The web thickness is de ned here as the thickness of
the adsorbent layer of a single adsorbent channel.

During the discharging process, that is the adsorption process, vapor ows into the adsorber
by the vapor inlet. The inlet pressure py, is assumed constant throughout the process. This
assumption implies that the evaporator is not e ected by the adsorption process and no evaporator
limitations occur. Further, the temperature of the in owing vapor Tj, is assumed to be equal to
the saturation temperature. Given enough void space at the adsorber inlet, the in owing vapor
distributes uniformly over the honeycomb arrangement. Hence, the vapor advances equally into
the honeycomb channels. As mentioned above, the released heat of adsorption is extracted by a
heat exchanger at the closed end of the honeycomb arrangement. It is assumed that the surface
temperature of the heat exchangerTy is uniform and constant over the whole closed end. Hence,
no limitations by the heat exchanger are considered.

It can be concluded that for the adsorber con guration studied by the SCM, the mass and heat
transport processes are in parallel direction, and thus the problem is one-dimensional. Furthermore,
the transport processes in the single channels of the honeycomb arrangement are identical for the
examined adsorber system and no mass and heat transfer occurs between the channels. Thus, the
analysis of a single channel from the honeycomb arrangement is su cient. The reduced problem
of a single adsorbent is shown in Fig. 4.2. For simpli cation and dimensions reduction, the square
adsorbent channel is approximated by a circular adsorbent channel with an inner channel diameter
dci, an outer diameter dc.o and a length L. The aspect ratio of the diameters is dened as a
parameter and relates to the porosity of the adsorbent channel

— Geo. w_ 1,

= A = ! (4.1)
Although the SCM is one-dimensional on the storage scale, it includes two-dimensional aspects on
the pore scale such as the parabolic velocity pro le of the vapor in the channel as well as the radial
pro le of the pressure and water uptake in the adsorbent.

Regarding the mass transfer, the left boundary condition at the vapor channel inlet is

pP(z=0)= pin; (4.2)

where z denotes the coordinate in the longitudinal direction. At the opposite closed end of the
channel the boundary condition reads

m(z=1)=0; (4.3)

where m denotes the mass ux of the vapor. For the derivation of the SCM it is further required
to take the boundary condition m = 0 at the lateral surface of the adsorbent channel into account.
With respect to the heat transfer, the right boundary condition at the heat exchanger is

T(z=1L1)= Thx; (4.4)
while at the left boundary the boundary condition
az=0)=0 (4.5)

is applied, whereq denotes the heat ux. Again, for the derivation of the SCM it is further required
to take the boundary condition g =0 at the lateral surface of the adsorbent channel into account.
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q =0 TO’ XO Thtx

pin 1 Z pO m:O dci dcc

Figure 4.2.: Reduced problem of a single adsorbent channel with boundary and initial conditions.
For simpli cation and dimensions reduction, the square adsorbent channel is approxi-
mated by a circular adsorbent channel.

Finally, no boundary conditions are required for the water uptake X since the derived equation for
the water uptake is an initial value problem. This is further discussed in the subsequent Sect. 4.1.2.
The initial conditions are set to an uniform state of equilibrium

p(t =0) = po; T(t=0)= To; X(t=0)= Xeq(po; To); (4.6)

with the water uptake being de ned as

X (z;t) = %; 4.7)

where M4 and M, denote the mass of the adsorbate, that is the adsorbed vapor, and the fully
desorbed dry zeolite adsorbent.X¢q is the water uptake at equilibrium.

In summary, given the boundary conditions (4.2) to (4.5) as well as the initial conditions (4.6),
the three dependent variables pressure(z;t), temperature T (z;t) and water uptake X (z;t) are
computed.

Besides the aforementioned assumptions regarding the examined adsorber con guration, the
discharging process and the reduced problem, several assumptions about the underlying physical
processes are applied. The main physical assumptions are:

~

The vapor behaves as an ideal gas.

The vapor behaves as a viscous Newton- uid.

The vapor ow is a creeping ow (Re  1).

The kinetic and potential energy of the vapor is negligible.

Due to the low pressure, rarefaction e ects on the mass and heat transport are considered.
Local thermal equilibrium is assumed between the gas and the adsorbent phase.

The heat conduction in the adsorbent is well described by Fourier's law.

The adsorption process can be described by the Linear Driving Force approximation (LDF).
The adsorption equilibrium is well approximated by the Dubinin-Astakhov equation.

The adsorption enthalpy depends on the water uptake.

The adsorbent and adsorbate is incompressible.

The temperature and water uptake dependencies of the material parameters (e.g. density,
porosity, viscosity, heat capacity, thermal conductivity) are accounted for.

The relevance of the mentioned assumptions for the governing equations as well as further assump-
tions are discussed in the following sections.
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4. Model Description

4.1.2. Balance Equations

To derive the governing equations for the pressure and temperature, the mass balance equation for
the compressible vapor as well as the energy balance equation for the vapor and the adsorbent are
to be formulated. Since local thermal equilibrium is assumed, it is su cient to formulate one energy
balance equation for the three phases: vapor, adsorbent and adsorbate. Only at the vapor inlet,
the vapor temperature is distinguished from the adsorbent temperature to account for convective
cooling by the in owing vapor. With respect to the momentum balance, the explicit evaluation
of the momentum balance equation is not required since the vapor ow is assumed as a viscous,
creeping ow. Instead, the available solutions of the momentum balance equation for the mass ux
are considered. The system of mass and energy balance equations is closed by incorporation of the
transport equations® for the mass and heat ux.

To derive the governing equation for the water uptake, the LDF approximation is applied. The
LDF approximation itself is derived from the mass balance equation for the adsorbate in the
adsorbent, and thus can be referred to as an adsorption balance equation.

Mass Balance Equation

The evaluation of the general mass balance equation, see Eq. (2.4) in Sect. 2.1, for the compressible
vapor in the channel as well as in the inner pores of the zeolite adsorbent yields

@ n @ llm ) . -
@t @Z 2c m;Vv,;z»
where" denotes the porosity of the adsorbent channel, which is related to the cross-section areas
of the vapor channel and of the zeolite adsorben®A; and A, by

A A
— Cc 1 (1 u) - z
AZ + AC AZ + AC

vi@ ") (X) vz = (4.8)

(4.9)

The porosity " ,(X ) refers to the inner porosity of the micro-porous zeolite adsorbent, which depends
on the local water uptake. Moreover, , and ., denote the density of the vapor in the channel
and the mean density of the vapor in the inner pores of the zeolite adsorbent. On the right side
of the equation, m¢ denotes the mean mass ux of the vapor in the longitudinal direction over the
cross-section of the vapor channel. Finally, m:y:; represents the volumetric mass sink of the vapor
in the zeolite adsorbent due to the adsorption. Note that in [107] the mass balance is formulated
separately for the vapor in the vapor channel and in the inner pores of the zeolite adsorbent.
Here, for consistency and better comparability of the three models (SCM, MCM, GCM), one mass
balance equation is formulated for both vapor domains together. Nevertheless, the nal forms of
the mass balance equations are identical.

The adsorption mass sink vz can be determined from the de nition of the water uptake
according to Eq. (4.7), see App. A.1, resulting in

@x
@t
where , denotes the density of the zeolite adsorbent, including the inner pores, and X=@refers

to the adsorption rate. With the speci ed adsorption mass sink term Eq. (4.10) and considering
that the porosity " is a constant, the mass balance Eq. (4.8) can be rewritten as

"@.}. @(+ @ " ..@ﬂc_
@t ot @t @z

It can be shown that the vapor accumulation in the inner pores of the zeolite adsorbent (term
related to .;) can be neglected, see App. A.2.

=@ ") (4.10)

a " z(X) vz =

(4.11)

In this thesis, transport equations solely denotes the equations for the mass and heat ux.
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4. Model Description

Regarding the vapor density, the ideal gas law

p
RsT

v = (4.12)

can be applied due to the low vapor pressure, wher®s denotes the specic gas constant of the
vapor. Applying the product rule to the time derivative of the vapor density, the mass balance
equation nally reduces to

“1@p " p@T,
RsT @t RsT2 @t

@x_ ,@nc,
@t @z
The second term on the left side describes the e ect of the temperature on the pressure by thermal

expansion of the vapor. Furthermore, the pressure is e ected by the adsorption mass sink and by
the local expansion or compression of the vapor.

@a " : (4.13)

Energy Balance Equation

Under the assumption of local thermal equilibrium between the vapor and the zeolite adsorbent
and neglecting the kinetic and potential energy of the vapor, the evaluation of the general energy
balance equation, see Eq. (2.9) in Sect. 2.1, for the vapor, adsorbent and adsorbate yields

@@t L ") &+ ") Xea+ "v+@ """ (X) vz & = g—z @(?z "mchy ; (4.14)
where g,, ; and e, denote the speci c internal energy of the zeolite adsorbent, the adsorbate and
the vapor. On the right side, q denotes the heat ux due to thermal conduction in the longitudinal
direction through all three phases andh, refers to the speci c enthalpy of the vapor in the channel.
The equilibrium assumption can be assumed valid, since the length of the zeolite adsorbent is much
higher than the thickness and the volumetric heat capacity of the rare ed vapor is very low.

Since the zeolite adsorbent and the adsorbate can be assumed as incompressible and the vapor is
assumed as an ideal gas, the internal energies can be determined by integration of the fundamental
relation de = c(T)dT, see Eq. (2.11) in Sect. 2.1. Similarly, the enthalpy of the vapor can be
determined from dh = ¢,,,dT. In addition, the internal energy of the adsorbate can be related to
the internal energy of the vapor e, and to the adsorption enthalpy h,, see App. A.3,

€= 6, + RsT ha: (4.15)
Additionally, the enthalpy of the vapor is related to its internal energy and temperature by
hy = ey + RsT: (4.16)

With this, the product rule is applied to the time derivative on the left side of the energy balance
eguation and the time derivatives of the internal energies are substituted while considering the
Leibniz integral rule. On the right side, the product rule is also applied to the enthalpy ux.
Considering that the porosity " is a constant and taking the Eg. (4.15) and (4.16) into account,
this procedure yields

" " " .y QT . @X

1 ") c+(1 ) zXCa+ vi(l )"2(X) vz & ot (I ") z ha RsT ot

. @ @T @nc G " @xX @ , .

= @z rHcCp;V@Z RsT @z + e @z ot @ ") @t+ ot z(X) vz ;
4.17)

wherec,, ¢, and ¢, denote the speci ¢ heat capacity of the zeolite adsorbent, adsorbate and vapor.
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4. Model Description

Due to the low vapor pressure, the vapor density is lower by several orders of magnitude compared
to the zeolite adsorbent and the adsorbate while the speci ¢ heat capacities are of same order. Thus,
the heat capacity term of the vapor on the left side is negligible. On the right side, the term in
square brackets is identical with the implicit form of the vapor mass balance Eq. (4.11), and thus
equal to zero. This allows for the elimination of the generally unknown internal energy of the vapor
ey. Finally, the energy balance equation reads
QX ") z ¢+ Xcg %I @ ") z ha ReT %fz g"z "rnccp;vg-lz- "RsT @éﬂ;
The reduction of the adsorption enthalpy by RsT results from the vapor sink in the zeolite adsor-
bent. This e ect is generally not considered in literature and also neglected in [107] and [108]. On
the right side, the second term accounts for the convective heat transport by the vapor, while the
last term describes the change of temperature due to expansion or compression of the vapor.

(4.18)

Adsorption Balance Equation

The LDF approximation is applied to describe the adsorption process. This approximation is
derived from the mass balance equation of the adsorbate in the adsorbent, see Sect. 2.3.3. At a set
longitudinal position z in a cylindrical adsorbent, the mass balance equation reads [110]

@@t X = I‘} @@I‘ De @@I’ X ; (4.19)
where r denotes the radial coordinate andD, denotes the e ective di usivity of the adsorbate

in the adsorbent. This mass balance equation is valid as long as the longitudinal di usion of the
adsorbate in the adsorbent is negligible compared to the radial di usion. Since the vapor di uses
radially from the inner vapor channel into the adsorbent, the gradient of pressure and thus the
gradient of the adsorbate is mainly in radial direction.

With the assumption of radial thermal equilibrium in the adsorbent and thus an approximately
constant e ective di usivity in radial direction, the mass balance equation can be integrated. Fur-
thermore, the pressure pro le is approximated by a parabolic approach and the boundary conditions
are implemented [110]. This procedure yields the well-known LDF equation
%):: kKa(Xeq X) (4.20)

wherek, denotes the adsorption kinetics parameter incorporating material and geometry properties.

System of Balance Equations

Finally, the balance equations (4.13), (4.18) and (4.20) form a system of coupled partial di erential
equations (PDEs) which can be written as

0 1 O 1 0 1
"1 P @ « @nc
RsT R T2 ¢ ot @z
@ = @L n @T " @ﬂc
0 ¢ G+ XcCa ¢ ha RgT ot @z nlccp;v@z RsT @z
@
0 0 1 @ Ka(Xeq X)

(4.21)
with the adsorbent channel density . de nition
=1 ") o (4.22)

To close the system, further equations are required and discussed in the following sections.
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4. Model Description

4.1.3. Transport Equations

To close the system of balance equations (4.21), transport equations for the mass um. and the
heat ux gare required. In this thesis, transport equations solely denotes the equations for mass
and heat ux. These transport equations are derived below.

Mass Transport
The mean mass ux in the vapor channelmc is related to the mean velocity in the channelu by
Mg = yUc: (4.23)

In general, the mean velocity is determined by averaging the velocity pro le in the vapor channel.
Considering the vapor as a viscous Newton- uid and assuming creeping ow (Stokes owRe 1),
the velocity pro le of a circular channel ow in the continuum regime is described by the Hagen-
Poiseuille equation. However, with decreasing vapor pressure or decreasing channel diameter the
velocity pro le deviates from the continuum solution. The degree of this so-called rarefaction e ect
is characterized by the non-dimensional Knudsen numbeKn, see Eq. (2.21). Up to the slip regime
(Kn < 0:1), it is possible to derive an analytical solution, see Sect. 2.2.1.

However, no analytical solution covering all ow regimes has yet been derived. Nevertheless,
the transition regime (0:1 < Kn < 10) and the molecular regime (L0 < Kn) have been studied
numerically by DSMC methods, see Sect. 3.2. With the numerical results, the mean vapor velocity
in the vapor channel can be described by

_ de;i p@T
U= 5P Gp(Kn) - Gr (Kn) 75, (4.24)

where Gp(Kn) and Gt (Kn) denote the Poiseuille and thermal creep coe cient respectively [92].
The simulation results are incorporated into these coe cient functions by non-linear regression over
the numerical data.

The Poiseuille coe cient Gp(Kn) can be understood as a pressure-induced non-dimensional mass
ux and accounts for the slip e ect, but is not limited to the slip regime. An analytical expression
of the Poiseuille coe cient for a circular channel is given in [92] and reads

1:505 + 0:0524 %73 |n ()

where (Kn) denotes the rarefaction parameter which is related to the Knudsen number by
p_
1
Kn)= —— 4.26
(Kn)= - (4.26)

The evolution of the Poiseuille coe cient Gp over the Knudsen numberKn is shown in Fig. 4.3 (a).
The gure reveals the so-called Knudsen paradox, that is a minimum exists for the Poiseuille
coe cient. Additionally, the Poiseuille coe cients corresponding to the slip and no-slip approach
are plotted. The slip approach approximates the Poiseuille coe cient of Eq. (4.25) well in the slip
regime and reaches a maximum deviation 083% in the molecular regime. The no-slip approach
however, underestimates the Poiseuille coe cient of Eq. (4.25) already in the slip regime with up
to 50% and declines to zero in the molecular regime.

The thermal creep coe cient Gt (Kn) accounts for the thermal creep e ect, that is a temperature
gradient induced mass ow. The e ect is mostly negligible in the presence of a pressure gradient.
Nevertheless, the e ect is included in the SCM and the relevance is discussed with the simulation
results. Note that the thermal creep e ect was not included in [107]. Besides the numerical data,
no analytic expression for the thermal creep coe cient valid over the whole Knudsen range is given
in the literature. It is found that numerical data from [89] is well approximated by the function

3478+185 !
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Figure 4.3.: Poiseuille coe cient Gp and thermal creep coe cient Gy versus Knudsen numberkn.

The evolution of the Poiseuille coe cient Gt over the Knudsen numberKn is shown in Fig. 4.3 (b).
It is obvious that the e ect is negligible in the continuum regime (Kn < 0:1). Moreover, the
comparison with the Poiseuille coe cient Gp shown in Fig. 4.3 (a) con rms that the e ect is only
of relevance in the presence of small pressure gradients.

Finally, considering the Eq. (4.25) and (4.27) for the Poiseuille and thermal creep coe cient in
the mean vapor velocity Eq. (4.24), the mean mass ux according to Eqg. (4.23) in the vapor channel
can be determined for any Knudsen number. Since the implemented coe cient functions are based
on the work of Sharipov et al., the mass transport model is referred to as the Sharipov Model here.

Heat Transport

The heat ux gaccounts for the thermal conduction in the longitudinal direction through the three
phases vapor, zeolite adsorbent and adsorbate, and can be determined by Fourier's law

@T
e @Z!
where . denotes the e ective heat conductivity of the adsorbent channel in the longitudinal

direction. Since the heat ow through the vapor channel and through the adsorbent is parallel, the
e ective heat conductivity is calculated according to

q= (4.28)

e =(1 ") ze X)+" 5 (4.29)

where ;¢ (X) refers to the e ective heat conductivity of the zeolite adsorbent with the adsorbate
and the vapor in the inner pores and  to the heat conductivity of the vapor in the channel.

Since the amount of the adsorbate in the zeolite adsorbent can vary, the e ective heat con-
ductivity of the zeolite adsorbent depends on the water uptake. To the author's knowledge, only
sparse experimental data zeolite 13X adsorbent is available in literature. For binderless zeolite
13X granules, a mean value of ;. = 0:4W=(mK) is indirectly determined by calibration of a
numerical model with measured temperature elds in [16]. For zeolite 13X honeycombs, a value
of ze =0:15W=mK) is measured at a water uptake ofX = 0:25kg=kg in [111]. However, this
measurement is for zeolite 13X with a PTFE binder of low heat conductivity. Thus, for honey-
combs consisting of binderless zeolite 13X higher e ective heat conductivity values of the adsorbent
can be expected. Since no other data is available, the e ective heat conductivity of a honeycomb
adsorbent consisting of binderless zeolite 13X is assumed as the arithmetic mean of the binderless
zeolite 13X granules and the zeolite 13X honeycomb adsorbent with PTFE binder.
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4. Model Description

To determine the water uptake dependency of the e ective heat conductivity of the zeolite ad-
sorbent, a modi ed version of a model presented in [106] is applied. The model derives the e ective
heat conductivity from a serial arrangement of two sub-models, containing a parallel and a serial
arrangement of the di erent phases, see Sect. 2.2.2. However, the original form of the model is not
applicable for low vapor pressures since the heat conductivity of the interstitial vapor decreases
with the pressure and thus unrealistically reduces the e ective heat conductivity of the zeolite ad-
sorbent. To overcome this model restriction, the two sub-models are simply arranged in a parallel
instead of a serial arrangement. Hence, the e ective heat conductivity of the zeolite adsorbent is
calculated as a weighted average of the parallel and serial sub-models

z.e (X) = (1 p) z;e ;parallel + p ze ;serial (4-30)

where , denotes an empirical weighing factor.

The weighing factor is determined by tting the model to the sparse experimental data. For
the binderless zeolite 13X granules, the weighing factor is determined to, = 0:227, while for the
zeolite 13X honeycomb adsorbent with PTFE binder a value of , = 0:734is found. As mentioned
above, for the binderless zeolite 13X honeycomb adsorbent the arithmetic value of these two cases
is applied. The resulting dependency of the e ective heat conductivity of the zeolite adsorbent

ze 0N the water uptake X is shown in Fig. 4.4. The e ective heat conductivity of the binderless
zeolite 13X honeycomb adsorbent varies 25% around a mean value of ;e = 0:27 W=(mK).

Finally, the heat conductivity of the vapor in the vapor channel has to be determined. In
general, the heat conductivity in the continuum regime only depends on the temperature. However,
with decreasing vapor pressure or decreasing channel diameter the heat conductivity deviates from
the value of the continuum regime (Smoluchowski e ect). The degree of this rarefaction e ect
is characterized by the Knudsen number. To determine the Knudsen dependency of the heat
conductivity of the vapor in the channel, the equation for a gas between two parallel plates, see
fundamentals in Sect. 2.2.2, is applied

1

Tkn (4.31)

T

2

where .o denotes the heat conductivity of the vapor in the continuum regime and 1 denotes the
thermal accommodation coe cient. The latter is calculated according to Eq. (2.35) in Sect. 2.2.2.
Since the heat conductivity of the vapor is signi cantly lower than that of the zeolite adsorbent, the
rarefaction e ect on the e ective heat conductivity of a honeycomb adsorbent is generally marginal.
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Figure 4.4.: Dependency of the e ective heat conductivity of the zeolite adsorbent ;. on the
water uptake X for di erent adsorbent con gurations.
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In conclusion, the heat ux the adsorbent channel can be determined according to Eq. (4.28)
and Eq. (4.29) by considering the Eqg. (4.30) and (4.31) for e ective heat conductivity of the zeolite
adsorbent and the heat conductivity of the vapor in the vapor channel. Note that a simpler version
of the model for the e ective heat conductivity of the adsorbent channel has been applied in [107]
and [108].

4.1.4. Adsorption Equations

To close the system of balance equations (4.21), adsorption equations for the adsorption equilibrium
Xeq, the adsorption enthalpy h, and the adsorption kinetics parameter k, are required. The
equations are introduced in the fundamentals in Sect. 2.3. Nevertheless, the equations are brie y
summarized in the following sections again.

Adsorption Equilibrium

It is shown in the experimental study [16] that the adsorption equilibrium of the adsorption pair
binderless zeolite 13X and water can be described by the Dubinin-Astakhov equation
1 M

Xeq= aVamm€Xp ReTIn P = (4.32)

p Ea
where 5 denotes the density of the adsorbatey,.max corresponds to the maximum speci ¢ volume
of the adsorbate, ps denotes the saturation pressure of the vaporEg, is the characteristic energy
and n, the heterogeneity parameter of the adsorption. In accordance with [16], the density of the
adsorbate is calculated from

— ;20 C .
&7 1+ (T 29315K)’

(4.33)
with 420 ¢ as the density and 5 as the thermal expansion coe cient of the adsorbate at 20°C.

Adsorption Enthalpy

The adsorption enthalpy can be determined from the vant-Ho equation, see [47], and reads

1=na 1 na)=na

Va: T Va:

ha(X)= he+ Ealn % + Ea an—ln % : (4.34)
a

where he denotes the enthalpy of vaporization of the adsorbate. Comparison of the equation to
experimental data shows good agreement [16].

Adsorption Kinetics

The adsorption kinetics parameter of a circular adsorbent channel is derived in [110] and reads

|
5 4 3 2. 2 142 1
ke=4D, 6 2% 1+§ 2dz” :

(4.35)

where is de ned as the aspect ratio of the outer and inner channel diameters according to Eq. (4.1).
Due to the low vapor pressure the Knudsen number in the inner pores of the zeolite adsorbent
is generallyKn > 1. Hence, the e ective di usivity can be determined from
0 s 1
D, = Dkn  _ i‘rdmp RsT A , 14 2 RST@>gq 1
a(l+ ) 3 2 (X) @p

(4.36)

where Dk, denotes the Knudsen di usivity, dmp refers to the mean macro pore diameter and; to
the mean tortuosity of the zeolite adsorbent.
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4.1.5. Constitutive Equations

To evaluate the system of balance equations (4.21), the model parameters must be de ned. The
applied values of the constant model parameters are summarized in App. B.

The temperature dependency is considered for the following parameters: vapor viscosity (re-
quired for the calculation of the Knudsen number), speci ¢ heat capacity of the vapor at constant
pressurec,, heat conductivity of the adsorbate 5 (assumed equivalent to water), heat conduc-
tivity of the vapor in the continuum regime ., and saturation pressureps. These parameters are
calculated by polynomial correlation functions given in the VDI Heat Atlas [112] and summarized
in App. B. Note that simpler but similarly accurate approaches were applied in [107] and [108].

With respect to the speci ¢ heat capacity of the adsorbate, it is shown in [113] that the tem-
perature dependency should be considered. The speci c heat capacity of adsorbed water increases
from 1000to 4000 J=(kg K) in the range of 0°C to 125°C. Hence, the approximation

yd)
2
Ca = Cgmin t 1exXp 2 T Tret dT (4.37)
Tmin

suggested in [113] is applied. Hereza:min refers to the minimum of the speci ¢ heat capacity of the
adsorbate at the temperature T, while 1 and , are tting parameters.

Finally, the dependency of the inner porosity of the zeolite adsorbent',(X) on the water uptake
is considered. The variable porosity is determined by simply subtracting the varying volume of the
adsorbate from the maximum volume of the inner pores of the adsorbent, yielding

"2(X) = "zmax 2X; (4.38)

a

where ", max refers to the maximum inner porosity of the fully desorbed dry zeolite adsorbent.

4.2. Multi Channel Model

4.2.1. Approach and Assumptions

The closed low-pressure adsorber con guration examined by the MCM is shown in Fig. 4.5. Except
for the heat exchanger, the adsorber con guration is identical to the con guration examined by
the SCM and described in Sect. 4.1.1. Here, the heat exchanger is integrated into the adsorber by
heat exchanger plates between the stacked layers of honeycomb blocks. In general, the modi ed

Insulated Adsorber with
Zeolite 13X Honeycomb:

T htx € -

Heat
Exchanger

Vapour Inlet:
Din T1

Figure 4.5.: Closed low-pressure adsorber con guration examined by the MCM. The heat exchanger
is integrated into the adsorber by heat exchanger plates between the honeycomb blocks.
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turned HTX

(@) Geometry of the honeycomb blocks: honeycomb (b) Two possible heat exchanger orientations:
length L, honeycomb width W, channel height a, default and turned heat exchanger (HTX). The heat
channel width b, web thicknessf , cross-section area exchanger boundaries are striped and shaded.

of zeolite adsorbent A, and vapor channel Ac.

Figure 4.6.: Honeycomb geometry and heat exchanger orientations.

adsorber con guration enhances the heat transfer from the adsorbent to the heat exchanger by
reducing the length of the heat transport path in the adsorbent. Thus, the thermal performance
of the adsorber is improved.

The discharging process is analog to the discharging process described for SCM, only that the
heat is extracted along the sides of the honeycomb blocks by the internal heat exchanger. Again,
the surface temperature of the heat exchanger is assumed uniform and constant over the heat
exchanger plates. In addition, the inlet pressure can now be varied over time to control the thermal
power of the adsorber. Thus, the model has to be extended by a controller equation.

With respect to the honeycomb adsorbent, rectangular channels are considered. The geometry
of the honeycomb blocks is shown in Fig. 4.6 (a). The aspect ratio of the outer height or width of
a single adsorbent channel to the vapor channel height or width is de ned as

a+2f _ b+2f 1

= ; "= : 4.39
a a 1 b b 1 a b (3)

For the general case of rectangular channels witta 6 b, the e ective heat conductivity of the
honeycomb adsorbent is non-isotropic ¢ x 6 ¢ .y. Hence, the orientation of the heat exchanger
plates to the honeycomb blocks is of relevance for honeycomb blocks with non-square channels.
The two possible heat exchanger orientations are given in Fig. 4.6 (b).

Following from the description above, it can be concluded that the transport processes in the
single honeycomb blocks separated by the heat exchanger plates are identical. Furthermore, the
examined adsorber con guration leads to planar temperature and pressure elds in the single
honeycomb blocks. Assuming that the solution has the same symmetry as the geometry and the
boundary conditions, the problem can be reduced to the analysis of one half-section of a honeycomb
block. The reduced problem for the default orientation of the heat exchanger is depicted in Fig. 4.7.

Regarding the mass transfer, the boundary conditions read

P(z=0) = pin(L); m(z=1)=0: (4.40)

G = 0 =~~~ — ¢g=0
x . 1 -

P = Pin

sglmmet;y plan_e

Figure 4.7.: Reduced problem: Half-section of a single honeycomb block with boundary and initial
conditions. Since the vapor in the channels can only ow in the longitudinal direction,
no boundary condition for the mass transfer at the heat exchanger boundary is required.
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As mentioned above, the inlet pressure is either held constant or varied over time to control the
thermal power output. Since the vapor in the channels can only ow in the longitudinal direction,
no boundary condition for the mass transfer at the heat exchanger boundary is required.

With respect to the heat transfer, the boundary conditions are

T(X = W=2) = Thi; az=0)=0; az=1L)=0: (4.41)
The initial conditions are set to a uniform state of equilibrium
p(t =0) = po; T(t=0)= To; X(t=0)= Xeq(po; To): (4.42)

In summary, given the boundary conditions (4.40) and (4.41) as well as the initial conditions (4.42)
the three dependent variables pressurg@ (x;t), temperature T (x;t) and water uptake X (x;t) are
computed, with x =(z;x) or x =(z;y), depending on the heat exchanger orientation. Finally, the
assumptions listed for the SCM at the end of Sect. 4.1.1 are also applied to the MCM.

4.2.2. Balance Equations

The MCM is derived by thermally coupling multiple parallel adsorbent channels, each described
by the SCM. Therefore, the system of balance equations for the single channels of the honeycomb
is identical to the system of balance equations (4.21) except for a source/sink terme which is
added to the energy balance equation. Hence, the honeycomb is modeled as a continuum in the
longitudinal direction, whereas the model is discrete in the transversal direction. The total system
of coupled PDEs can be written as

0 10 1 0 1
1 @ @n.
ReT Rs T2 ¢ @t @z
@T — " @T @n,
0 ¢ Cz+ XcCa c ha RsT @t - g_; rﬂccp;v@Z RsT @;"' ec
@X
0 0 1 —_— ka (X X
i @t a eq ) i
(4.43)
with
_ ... Nc,
I—l...2, (4.44)

where i indicates the channel, starting from the channel at the heat exchanger boundary, andN
denotes the numbers of channels in the longitudinal section of the honeycomb block.

4.2.3. Transport Equations
Mass Transport

The mean mass ux in a single vapor channel of the honeycombn. is generally calculated as
described for the SCM in Sect. 4.1.3, applying Eq. (4.23) and (4.24). Note that the Knudsen
number for the circular channel is de ned with half the channel diameter as the characteristic
length, while for the rectangular channel the Knudsen number is de ned with the full channel
height. Thus, the inner channel diameterd.; has to be substituted by twice the channel height

a in Eq. (2.21). Additionally, the rectangular adsorbent channels are no longer approximated by
circular adsorbent channels. This increases the model accuracy especially for rectangular channels
with a 6 b. Consequently, the Poiseuille and thermal creep coe cientsGp and Gt have to be
modi ed for rectangular channels.
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Table 4.1.: Fitting parameters of Poiseuille and thermal creep coe cient Gp and Gt for rectangular
channels with aspect ratiob=aaccording to Eq. (4.46) and (4.47).

b=a 1 2 1 2 3 4 5
1 0.0703 0.5713 0.837 4.989 31.92 2.088 9.904
2 0.1143 0.7607, 0.8473 6.2 48.32 3.541 19.79
4 0.1404 0.8872 0.8567 2.09 17.03 1.546 7.864
10 0.1562 0.9645 0.872 3.784 44.32 3.711 21.59

The Poiseuille coe cients for di erent aspect ratios of channel width to height b=aare determined
by tting functions to the numerical data given in [114]. In general, it is possible to use the same
form of Eq. (4.25) as a tting function. For the case of a square channel, this yields

0:8372 0:1021 %¥77In( ) + 07036

Gp( ((Kn)) = 1+ 3:032 09376 14:227 03652+

(4.45)

with  according to Eq. (4.26). For the general case of a rectangular channel witla 6 b similar
functions were determined. However, in anticipation of the simulation results discussed in Sect. 6.2
it is su cient to apply the substantially shorter tting function

Ge( (Kn))= 1 + 2 (4.46)

where 1 and ; denote the tting parameters. The form of the tting function is equivalent to the
Poiseuille coe cient of the rst order slip approach. The values of the parameters ; for di erent
aspect ratiosb=aof a rectangular channel are summarized in Tab. 4.1.

Regarding the thermal creep coe cient G, a tting function of the form

Gr( (Kn)= 5 + 223 K (4.47)
4+ 5

with ; as tting parameters is found to t the numerical data from [114] well. The form of the
tting function is equivalent to Eq. (4.27). The values of the parameters ; for di erent aspect
ratios b=aof a rectangular channel are summarized in Tab. 4.1.

Heat Transport

The heat ux g.in the longitudinal direction in the single channels of the honeycomb is calculated
as described for the SCM in Sect. 4.1.3, applying Eqg. (4.28) and (4.29).

To couple the single channels thermally, a source/sink term ¢ has been added to the energy
balance equation, see Eq. (4.43). The term accounts for the heat exchange between the channels
due to thermal conduction and is determined by

1
eci = a+2f (Gcplisi+1 Qepiisi 1) 5 (4.48)
where Qcpr;iii +1 and gepii;i 1 are calculated as heat uxes analog to Fourier's law. Forgepy;i;i+1 this
approach yields

L= & xitl + e i livr  Ti,
Cepl;iii +1 5 T

(4.49)
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>)\eff,z-

Figure 4.8.: Thermal resistance model to determine the e ective heat conductivity . x of a single
adsorbent channel. For the geometry parameters see Fig. 4.6 (a).

For qpi;ii 1 the indices in Eq. (4.49) simply have to be reduced by one. To increase the model
accuracy, the heat ux at the heat exchanger boundary gcpi:nx = Gepi;1;0 IS modeled analogue to a
one-sided nite di erence approximation of second order, see e.g. [115], which leads to

_ T2+9T1 8Thtx .
Q:pl;htx - e xl 3(a+2f)

(4.50)

For the case of the turned heat exchanger, the channel widthb simply has to be substituted for
the channel heighta and vice versa and the transversal coordinatex has to be exchanged withy
in Eq. (4.48), (4.49) and (4.50).

The e ective heat conductivity ¢ x of each adsorbent channel is derived from a simple thermal
resistance model, see Fig. 4.8. The analysis of the thermal resistance model yields

e x= ze (X) : — (4.51)

(a D+ b (b 1)"'%

with 5 and  as de ned in Eq. (4.39) and the e ective heat conductivity of the zeolite adsorbent

ze (X)) according to Eq. (4.30). Again, for the case of the turned heat exchanger, the channel
height a has to be substituted for the channel width b and vice versa in Eq.(4.51) to determine the
e ective heat conductivity ¢ ..

4.2.4. Adsorption Equations

The adsorption equilibrium Xegq, the adsorption enthalpy h, and the adsorption kinetics param-
eter k, are calculated by the equations given for the SCM in Sect. 4.1.4. However, to evaluate
Eq. (4.35) for the adsorption kinetics parameter, the equivalent inner and outer diametersd.; and
dc.o have to be determined rst. For this purpose, the transformation relations

S

2
di= Sa+h);  deo=2 Z(2f +(atb)+ Za (4.52)

from [110] are applied. It can be shown that with increasing aspect ratido=athe kinetics parameter
converges to the kinetics parameter of a plane adsorbent sheet, see App. A.4. This con rms the
validity of the approach also for rectangular channels of higher aspect ratio.

4.2.5. Constitutive Equations

The parameter values and functions of the MCM are identical with the parameters of the SCM
discussed in Sect. 4.1.5 and summarized in App. B.
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4.2.6. Controller Equation

As mentioned in Sect. 4.2.1, the thermal power of the adsorber can be controlled by varying the
inlet pressure over time. For this purpose, a controller equation is required. The implementation of
a standard proportional-integral-derivative controller (PID-controller, e. g. [116]) would be suited.
However, restrictions by the time-integration solver applied in this thesis do not allow for the
implementation of a PID-controller, see Sect. 5.2.1. Nevertheless, the implementation of an integral
controller (I-controller) is straightforward. To overcome the usual dynamics limitation of an I-
controller, an adaptive I-controller is designed. The controller equation reads

Q@p

“@t =min Ky (Pinymax  Pin (1)) 5 Ki2 (Ph;set P (1) 5 (4.53)

where K .1 and K.; denote the controller parameters, pin:max IS the maximum inlet pressure, py,
denotes the volumetric thermal power output of the adsorber andpy,-set refers to the set point
value of the volumetric thermal power.

The controller contains two controller equations. The rst equation de nes a pressure regulated
controller and the second equation de nes a power regulated controller. Initially, the pressure reg-
ulated controller is e ective, leading to a fast increase of the inlet pressure. As soon as the thermal
power is close to the set point valuep, set, the power regulated controller applies, strongly reducing
the increase rate of the pressure, and thus avoiding a signi cant overshoot of the controlled power.
The controller is found to be robust and only of low sensitivity to variation of the controller param-
eters. As suitable controller parameters the valuesK,.; =10 #41=sand K, =10 !(m3Pa)=(Ws)
are identi ed.

4.3. General Continuum Model

4.3.1. Approach and Assumptions

The closed low-pressure adsorber con guration examined by the GCM is is shown in Fig. 4.9.
Except for the adsorbent con guration, the adsorber con guration is identical to the con guration
examined by the MCM and described in Sect. 4.2.1. Here, besides honeycomb adsorbents, granules
and powder adsorbents are also considered between the heat exchanger plates, see Fig. 1.4 in
Sect. 1.2. In addition, the heat-up of the heat transfer uid in the heat exchanger plates is now
considered. The width of the inner gap of the heat exchanger plates ibhx and the heat transfer

uid is assumed to be water.

Insulated Adsorber with
Zeolite 13X Adsorbent:

< L >
T htf,out € . w
: = hhtx
Vapour Inlet: Internal Heat
Pin T Exchanger

Figure 4.9.: Closed low-pressure adsorber con guration examined by the GCM. Honeycomb, gran-
ules or powder adsorbents are lled in between the parallel heat exchanger plates.
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The discharging process is as described for the MCM, only that the heat-up of the heat transfer
uid in the heat exchanger plates is considered. Therefore, the surface temperature of the heat
exchanger plates is no longer assumed uniform and constant. Instead, it is assumed that the heat
transfer uid distributes equally into the heat exchanger plates, owing in the opposite direction
to the vapor in the adsorbent bulk between the heat exchanger plates. While owing through the
heat exchanger plates, the heat transfer uid heats up from an inlet temperatureT in t0 an outlet
temperature Thi -out, resulting in an increase of the surface temperature of the heat exchangéiiix
along the heat exchanger plates. Finally, to include this e ect, the model has to be extended by a
heat exchanger equation, that is the energy balance of the heat transfer uid.

In the case of powder adsorbent, preliminary studies revealed that the high mass transport
resistance in the powder bed limits the achievable temperature lift of the heat transfer uid to

T < 10K. Therefore, only for this case, the adsorber con guration is slightly modi ed: plain
vapor channels are integrated at the symmetry plane between the heat exchanger plates, allowing
for an instant vapor supply along the whole lengthL of the adsorbent bed. By this maodi cation, the
maximum mass transport path is reduced fromL to W=2, thus enhancing the thermal performance
of the storage.

Following from the description above, it can be concluded that the mass and heat transport in
each domain of adsorbent bulk between the heat exchanger plates are identical. Furthermore, the
examined adsorber con guration leads to planar temperature and pressure elds. Assuming that
the solution has the same symmetry as the geometry and the boundary conditions, the problem
can be reduced to the analysis of one half-section of the adsorbent bulk between two parallel heat
exchanger plates. The reduced problem is depicted in Fig. 4.10.

Regarding the mass transfer, the left boundary condition at the vapor inlet is

p(z=0) = pin(t): (4.54)

For the modi ed adsorber con guration of the powder case as described above, the boundary
condition (4.54) has to be applied to the symmetry plane instead of the left boundary. At all other
boundaries the boundary condition for the mass transfer reads

mp =0; (4.55)

where my denotes the mass ux of the vapor normal to the boundary surface.

Regarding the heat transfer, a coupling condition at the heat exchanger plate couples the ad-
sorbent with the heat transfer uid. Since the thermal di usivity of the metal casing of the heat
exchanger plates (often copper) is higher by several orders of magnitude compared to both the ad-
sorbent and the heat transfer uid, the metal casing of the heat exchanger plate can be neglected.
Hence, the local surface temperature is computed from the coupling condition

Gnlphy = gwtf;njhtx ; (4.56)

where ¢:nj,, and Gt :njy, denote the heat ux normal to the heat exchanger surface in the zeolite
adsorbent bulk and in the heat transfer uid. Applying Fourier's law to the heat ux in the

Thit,out (1) Thet (2,1) Thtt,in Uit
pin(t) : =0
Tin=To e T

MAR symmetry plane

Powder Case

Figure 4.10.: Reduced problem: Half-section of the adsorbent bulk between two parallel heat ex-
changer plates with boundary conditions. The heat exchanger surface temperature
Thx IS not constant but depends on the local temperature of the heat transfer uid
The (z; 1) in the heat exchanger plate.
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adsorbent bulk and the equation for convective heat transfer to the heat ux in the heat transfer
uid, the coupling condition (4.56) yields

@T
e @Xhtx
with the e ective heat conductivity ¢ x of the adsorbent bulk in x-direction and  as the

convective heat transfer coe cient for the heat transfer uid. At all other boundaries the boundary
condition for the heat transfer reads

& =0; (4.58)

= nif (Thx  Thet) s (4.57)

where @, denotes the heat ux normal to the boundary surface.
Finally, the temperature of the heat transfer uid at the heat exchanger entrance is

Thit (2= L) = Thitsin; (4.59)

while the mean velocity of the heat transfer uid is set to Uy .
The initial conditions for the adsorbent bulk and the heat transfer uid are set to a uniform state
of equilibrium

p(t =0) = po; T(t=0)= To; X(t=0)= Xeq(po; To); Thet (t=0) = To: (4.60)

In summary, given the boundary conditions by Eq. (4.54) to Eq. (4.59) as well as the initial
conditions (4.60), the three dependent variables pressur@(x;t), temperature T (x;t) and water
uptake X (x;t) are computed for the adsorbent bulk, wherex = (z;x) denotes the vector of the
coordinates. In comparison to the MCM, the temperature of the heat transfer uid Ty (z;t) along
the heat exchanger plate is also computed. Finally, the assumptions listed for the SCM at the end
of Sect. 4.1.1 are also applied to the GCM.

4.3.2. Balance Equations

As described for the SCM in Sect. 4.1.1, the governing equations for the pressure and temperature
are derived from the mass balance equation for the compressible vapor as well as from the energy
balance equation for the vapor, the adsorbent and the adsorbate. However, the balance equations
are now formulated for an in nitesimal volume of the adsorbent bulk in three-dimensional space.
Note that at this state no speci cation of the adsorbent con guration is required. To close the
system of balance equations, transport equations for the mass and heat uxm and g discussed in
the subsequent Sect. 4.3.3 are incorporated. Again, to derive the governing equation for the water
uptake the LDF approximation is applied. Finally, applying the same procedure as described for
the SCM, the balance equations yield a system of coupled PDEs which can be written as

0 1 0 1 0 1
S @
ReT Re T2 b ot rm
@T= - :
0 b Cz+ XCa b ha RsT ot rq mcow rT RsTr mg:
@
ot Ka(Xeq X)
(4.61)

wherer denotes the nabla operator and , de nes the adsorbent bulk density as
b= M) g (4.62)

Note that in [109] the system of balance equations is presented in a slightly di erent form. However,
by incorporating the mass balance equation into the energy balance equation, the two systems can
be transformed to each other and therefore are equivalent.
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4.3.3. Transport Equations
Mass Transport

Considering the vapor as a viscous Newton- uid and assuming creeping ow in the adsorbent bulk
(Stokes ow, Re 1), Darcy's law can be applied to determine the mass ux, both for packed bed
and honeycomb adsorbents. The local form of Darcy's law reads

m = ~rp; (4.63)
where denotes the permeability tensor. As described in the fundamentals in Sect. 2.2.1 the
permeability becomes dependent on the Knudsen number with decreasing pressure or decreasing
pore size of the porous medium.

To derive the Knudsen dependency of the permeability, an abstract but simple model for a porous
medium is applied as e. g. in [95]. In this model, the porous medium is considered as a medium with
cylindrical, tortuous channels of diameter d; representing the pore space of the porous medium.
Therefore, the same modeling approach for the channel ow as in the SCM, see Sect. 4.1.3, can be
applied. Neglecting the thermal creep e ect and introducing the Knudsen number and dynamic
viscosity to Eg. (4.24), the mean velocity in a representative cylindrical channel at any Knudsen
number can be calculated from

_ d11@p ..
U= 37" @z Kn); (4.64)
with
( Kn):= pngnGp(Kn); (4.65)

where denotes the tortuosity of the porous medium, see Sect. 2.2.1. The de ned function Kn)
describes the Knudsen dependency through the Poiseuille coe cienGp given by Eq. (4.25). For
Kn! Oitfollows ( Kn)! 1and Eg. (4.64) reduces to the Hagen-Poiseuille Eg. (2.15).

With the mean velocity in the representative channels the mass ux can be determined from

m= — yUc: (4.66)

Comparison with Darcy's law (4.63) for the one-dimensional case yields
_ ke
£T 232
Again, for Kn ! 0t follows ( Kn) ! 1. Hence, o denotes the permeability in the continuum
regime, while ( Kn) can be de ned as the non-dimensional Knudsen permeability correction factor
describing the Knudsen dependency of the permeability, compare e. g. [96].

For the case of a honeycomb adsorbent with straight square channels the tortuosity is = 1
and the hydraulic diameter is equal to the channel widthd; = a. In this case, the permeability
component in channel direction can be calculated directly from Eq. (4.67), thatis nc = ;. The
permeability component normal to the channels can be assumed toy = 0.

For the case of a packed bed of granules or powder adsorbent, the hydraulic diameter has to be
determined rst to evaluate Eq. (4.67). For Kn  0:01 the well-known Carman-Kozeny equation

1 n3
= 77(:]2

(Kn)= o( Kn): (4.67)

CK (4.68)

is valid, where dp denotes the mean particle diameter, see Sect. 2.2.1. Comparing Eq. (4.68) with

Eq. (4.67)forKn! O (( Kn)! 1) gives the hydraulic diameter of a packed bed

r ___
7 4 (4.69)

depp = —
c;pb 45 "
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Reintegrating this result (4.69) into Eq. (4.67) yields
pb = ck (Kn)= o ( Kn); (4.70)

where ¢k denotes the permeability determined by the Carman-Kozeny Eq. (4.68), which is valid
for Kn  0:01. Thus, the permeability of a packed bed with Kn  0:01 can simply be calculated
by multiplying the permeability determined by the Carman-Kozeny Eq. (4.68) with the Knudsen
permeability correction factor ( Kn) given in Eq. (4.65).

To compare the permeability of a packed bed adsorbent, that is granules or powder adsorbents,
to the permeability of a honeycomb adsorbent, Eq. (4.70) is simply divided by Eq. (4.67), giving

o _ 32 "Bb dp 2

o 180 (d ) G

For random packed beds, a porosity of'p, = 0:4 is usually applied. Since honeycombs allow for
lower porosity values in general, a honeycomb porosity of;,. = 0:1 is assumed in Fig. 4.11 (a). The
curves show that for these porosity values, identical permeabilities are achieved if the diameter of the
packed bed particles is around two times the channel diameter of the honeycomb. This result agrees
with the prediction found in literature that honeycombs o er a better mass transport in comparison

to packed beds, e.g. [20]. Moreover, the curves reveal that powder adsorbents witd, 100 m
lead to permeability values several orders of magnitude lower compared to honeycombs. Hence,
this con rms the necessity of the modi cation of the adsorber con guration for powder adsorbents
as described in Sect. 4.3.1.

Finally, the derived Knudsen dependency of the permeability should be analyzed in terms of the
Knudsen permeability correction factor as de ned in Eg. (4.65). Note that the Knudsen permeabil-
ity correction factor is identical for both honeycomb and packed bed. The evolution of the Knudsen
permeability correction factor ( Kn) over the Knudsen numberKn is shown in Fig. 4.11 (b). The
Knudsen permeability correction factor increases with the Knudsen number and starts to devi-
ate signi cantly from the permeability value of the continuum regime already in the slip regime
0:01 Kn 0:1. However, it should be emphasized that while the permeability increases with the
Knudsen number, the mass ux according to Eq. (4.63) decreases. This is explained by the fact
that high Knudsen numbers only occur for either low pressure or small pore space of the porous
medium, which corresponds to low particle diameters in packed beds. Low pressure constitutes
low vapor density as well as low pressure gradients, both reducing the mass ux. Furthermore,
according to Eg. (4.68) low particle diameters signi cantly reduce the permeability as well.

(4.71)
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(a) Permeability ratio  ,n= nec Of packed beds to honey- (b) Model prediction of the Knudsen permeability cor-
combs versus particle diameter d, for di erent channel rection factor ( Kn) according to Eq. (4.65) versus
diameters dc and the porosities "pp = 0:4, "nc = 0:1. Knudsen number Kn.

Figure 4.11.: Permeability ratio pp= he and Knudsen permeability correction factor ( Kn).
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Heat Transport

The heat ux in a continuum is described by Fourier's law. Under the assumption of local thermal
equilibrium, the law is also applicable to porous media applying an e ective heat conductivity

g= er T: (4.72)

In general, the e ective heat conductivity ¢ is a non-isotropic tensor. Comparison with the mass
ux Eg. (4.63) reveals the analogue mathematical structure of the mass and heat ux. However,
in comparison to the permeability, the e ective heat conductivity cannot be separated further into
strictly material and geometry dependent parameters. Nevertheless, similar to the permeability
as in Eq. (4.67), the e ective heat conductivity can be formally separated into the e ective heat
conductivity for the continuum region ¢ .o and a non-dimensional Knudsen dependent function

e = e-0( Kn): (4.73)

Similar to the Knudsen permeability correction factor ( Kn), the non-dimensional function ( Kn)
is de ned as the Knudsen heat conductivity correction factor. Note that in contrast to the perme-
ability, both terms in Eq. (4.73) still depend on both material and geometry parameters as well as
the temperature.

To determine the e ective heat conductivity in the continuum regime, the geometry parameters,
e.g. channel or particle diameter and the heat conductivities of the vapor and the adsorbent
including the adsorbate and interstitial vapor, are required. The latter is summarized in the
e ective heat conductivity of the zeolite adsorbent ;. (X) and is discussed in detail for the SCM
in Sect. 4.1.3.

With the e ective heat conductivity of the zeolite adsorbent, the e ective heat conductivity of
the adsorbent bulk can be determined. For a honeycomb adsorbent the simple thermal resistance
model as described for the SCM and MCM is applied, that is Eqg. (4.29) in Sect. 4.1.3 fore -,
and Eq. (4.51) in Sect. 4.2.3 for ¢ x . Itis found that the Knudsen dependency is negligible for
honeycomb adsorbents due to the continuous solid phase. Hence, for a honeycomb adsorbent the
Knudsen heat conductivity correction factoris ( Kn) 1and ¢ e 0

Regarding the e ective heat conductivity of packed beds, numerous models have been published,
compare e.g. [41, 42]. However, only few models exist which also account for the Knudsen depen-
dency. Here, we apply the well-known and validated Zehner-Bauer-Schliinder model (ZBS model)
as described in [112, 41] and originally described in [43] and [44]. The main equation is an extensive
function of the form

e = fct( v(Kn); ze (X);"dp; 5 T; ) (4.74)

where ' refers to an empirical tting parameter to account for the nite contact area of the
particles and is the emission coe cient for thermal radiation of the zeolite adsorbent. According
to [117, 118], the emission coe cient for zeolite adsorbents is = 0:89. Since thermal dispersion
can be neglected Re 1! Pe 1), the e ective heat conductivity is independent from the
vapor velocity.

The Knudsen dependency of the e ective heat conductivity of a packed bed is a result of the
Knudsen dependency of the heat conductivity of the interstitial vapor in the wedge-shaped gap
around the contact area of two particles. The mean heat conductivity of the interstitial vapor in
this gap region is calculated from

P

epp=2 (4.75)

dp

V(Kn): v;0 1+|mo|

wherel ., denotes the modi ed mean free path of the vapor molecules, which reads

2 T v;0 1 i
T 2Cy;p Rs’

(4.76)

ImoI =
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To compare the e ective heat conductivity of a packed bed to that of a honeycomb, the ratio of the
conductivities in the continuum regime is given in Fig. 4.12 (a). As mentioned above, the e ective
heat conductivity of a honeycomb is independent of the Knudsen number, that is pc(Kn) 1.
Hence, the ratio of the heat conductivities for any Knudsen number is equal to the ratio of the
conductivities in the continuum regime multiplied with the Knudsen heat conductivity correction
factor pp(Kn) of a packed bed. Forthe gure, the porosity values are de ned as before in Fig. 4.11,
that is "pp = 0:4 for the packed bed and"n. = 0:1 for the honeycomb. The gure shows that the
conductivity ratio is lower than one in most states, that is the e ective heat conductivity of a
packed bed is lower than of a honeycomb. The variation with the particle diameter results from the
point contact density of the adsorbent particles, which reduces with increasing particle diameter.
Note that the ratio is independent of the channel diameter of the honeycomb. What is more, the
gure shows that the ratio also depends on the temperature and water uptake, where the depicted
curves mark the upper and lower bounds. The upper bound is only relevant for the charging process
where high temperatures and low water uptake occur.

The resulting Knudsen dependency of the e ective heat conductivity of a packed bed is given
by the Knudsen heat conductivity correction factor ,(Kn). The result for the studied binderless
zeolite 13X in a water vapor atmosphere a0 C is shown in Fig. 4.12 (b). The tting parameter for
the nite contact area of the patrticles is determined to ' = 0:0035by calibration with experimental
results, discussed in the subsequent Sect. 4.4. In general, the tting parameter should lie in the
range of0:001:::0:01 Variation of the tting parameter in this range shows only little dependency
of pp(Kn) for the examined zeolite adsorbent. In contrast to the permeability, see Fig. 4.11 (b), the
e ective heat conductivity decreases with increasing Knudsen number foKn  0:.01. As mentioned
above, the correction factor for the e ective heat conductivity still depends on the particle geometry
in terms of particle diameter as well as on the temperature. The dependency of the conductivity
on the particle diameter is found to be signi cant for Kn  0:1. Furthermore, comparison with
the no-radiation case indicates that forKn  0:1 the thermal radiation is important even for low
temperatures. Only for the case of ne powder adsorbent withd, 100 m the results are found
to be almost independent of radiation and well approximated by the no-radiation case. As an
example, the temperature is varied for the case with a particle diameter ofd, = 2mm, showing
a signi cant dependency of the e ective heat conductivity on the temperature for higher Knudsen
numbers. The temperature dependency can also be attributed to thermal radiation. In summary,
the e ective heat conductivity increases with particle diameter and temperature for Kn  0:1.
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(a) Ratio of the e ective conductivities of packed bed and (b) Model prediction of the Knudsen heat conductivity
honeycomb in the continuum regime versus particle correction factor p, (Kn) for packed beds versusKn -
diameter for varying temperature and water uptake. number at 20 C for di erent particle diameters.

Figure 4.12.: E ective heat e ective conductivity ratio  pp:0= hco in the continuum regime and
Knudsen heat conductivity correction factor p,(Kn) for packed beds.

42



4. Model Description

4.3.4. Adsorption Equations

The adsorption equilibrium Xeq, the adsorption enthalpy h, and the adsorption kinetics param-
eter k, are calculated by the equations given for the SCM and MCM in Sect. 4.1.4 and 4.2.4. The
adsorption kinetics parameter for granules and powder adsorbents reads

60

ka = De (4.77)
p

4.3.5. Constitutive Equations

The parameter values and functions of the GCM are identical to the parameters of the SCM
discussed in Sect. 4.1.5 and summarized in App. B.

4.3.6. Controller Equation

As mentioned in Sect. 4.2.1 for the MCM, the thermal power of the adsorber can be controlled by
varying the inlet pressure over time. In comparison to the MCM, the GCM allows for the more
practical control of the outlet temperature of the heat transfer uid. For this purpose, a controller
equation is required. The design of the controller is analog as for the MCM and described in
Sect. 4.2.6. The controller equation reads

@@mt =min Kg1(Pin;max  Pin(1)); K12 (Thtf ;out;set Thifsout (1)) - (4.78)

As suitable controller parameters the valuesk ;.; = 10 41=sand K., =10 !(Pa=(Ks) are identi-
ed. For a few of the studied cases (high channel or particle diameter) as well as for the powder
adsorbent the controller parameters have to be slightly modi ed. The modi cations are discussed
with the results in Sect. 6.3.4.1.

4.3.7. Heat Exchanger Equation

To complete the model description, the governing equation for the heat exchanger is required.
The governing equation for the temperature distribution in the heat transfer uid along the heat
exchanger plate Ty (z;t) is derived from the energy balance Eq. (2.10). Since the heat transfer
uid (water) can be assumed incompressible, the formulation of the mass balance equation is not
required. The energy balance reads

QW _ @ @t @t 1

= — hif Mhpif Cntf —=— +
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where ¢ denotes the density,c the speci c heat capacity and 1 the heat conductivity of the
heat transfer uid. These parameters are calculated according to the VDI heat atlas [112] and
summarized in App. B. The mass ux in the heat exchanger plate is given bymp =  hef Ung With
Uns as the mean velocity of the heat transfer uid in the heat exchanger gap. The heat source
term results from the coupling with the adsorbent bulk by the coupling condition (4.56). Since
the heat exchanger plate is in contact with the adsorbent bulk on both sides, the heat ux from
the adsorbent into the heat transfer uid has to be accounted for twice. As already discussed in
Sect. 4.3.1, the heat ux is calculated from the equation for convective heat transfer

htf Chf 2 Gt in gy 3 (4.79)

Gtfindpe =  htf (Thix  Thee) - (4.80)

Assuming laminar ow of the heat transfer uid, the convective heat transfer coe cient 3 can
be determined according to the procedure described in the VDI heat atlas [112], see App. B. The
values for the convective heat transfer coe cient vary around s 800 W=(m?K).
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4. Model Description

4.4. Model Validation

The validation of the derived models only regards the transport equations for the mass and heat
ux. Since the balance equations are fundamental physical laws, no validation is required. Further,
the implemented constitutive equations are taken from the VDI heat atlas [112] and thus can be
assumed valid. The implemented adsorption equations have been validated in [16].

To validate the mass transport model, the derived Knudsen dependency of the permeability
should be validated. Since both, the Hagen-Poiseuille and the Carman-Kozeny equation have
been validated for the continuum regime Kn  0:01) [33], it is su cient to examine the Knudsen
permeability correction factor ( Kn) as de ned in Eq. (4.65). The Knudsen permeability correction
factor together with experimental results of three independent studies is shown in Fig. 4.13 (a). One
experimental study examined the ow of nitrogen through a straight cylindrical micro tube [119].
Thus, the experimental results of this study are comparable to the ow of a rare ed gas through
a honeycomb. Another experiment studied the ow of nitrogen at low pressures | 20 mbar)
through a packed bed of glass beads with a particle diameter ofl, = 2mm [120]. For the latter
study the results are given by the mean Darcy velocity, but comparison with the analytic prediction
of Darcy's law showed that the given experimental results are too high by exactly one order of
magnitude. The author conrmed that all values applied to evaluate Darcy's law are correct.
Therefore, a typing error in the annotation of the axis can be assumed and the experimental values
are corrected by one order of magnitude. Thirdly, some values of a broad experimental study on
ow through sandstone are reproduced from [96]. The experimental results show good agreement
with the model prediction. Thus, the mass transport model can be assumed valid.

To validate the heat transport model, the derived Knudsen dependency of the e ective heat
conductivity should be validated for a packed bed of a zeolite adsorbent. Since Fourier's law can be
assumed valid, it is su cient to examine the Knudsen heat conductivity correction factor ( Kn).
The Knudsen heat conductivity correction factor together with the results from an experimental
study [117, 118] are shown in Fig. 4.13(b). The experiment examined a ne zeolite 4A powder
with a mean particle diameter of d, =4:3 m and a porosity of " = 0:65in a nitrogen atmosphere.
Good agreement is achieved in the no-slip, slip and molecular regime. In the transition regime the
model underestimates the e ective heat conductivity by slightly more than 30% Considering this
deviation, the heat transport model can be assumed to be valid.
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103 ¢ Experimental Data: Mesaverde Sandstone 102 no-slip slip trarisi on molecular
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(a) Model prediction of the Knudsen permeability correc- (b) Model prediction of the Knudsen heat conductivity
tion factor ( Kn) according to Eq. (4.65) versus Knud- correction factor pp (Kn) versus Knudsen numberKn
sen number Kn together with experimental results of for ne zeolite 4A powder in a nitrogen atmosphere
three independent studies [119, 120, 96]. together with experimental results from [117].

Figure 4.13.: Comparison of the model prediction and experimental results for the mass and heat
transport in terms of Knudsen permeability and heat conductivity correction factors.
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5. Numerical Implementation

The SCM, MCM and GCM are described by systems of coupled non-linear PDEs, see Eq. (4.21),
(4.43) and (4.61). Hence, it is relatively di cult or even impossible to derive analytical solutions.
For simpli ed special cases (reduction of dimensions and/or variables, decoupling of equations etc.)
analytical solutions could be derived, e.g. [67]. However, the full systems of governing equations of
the SCM, MCM and GCM have to be solved numerically.

In general, to solve systems of PDEs, discretization methods such as the Finite Di erence, Fi-
nite Volume and Finite Element Method are applied, e. g. [121]. Here, the Finite Di erence Method
(FDM) is applied, since it allows for a straightforward implementation. The spatial discretization
is manually programmed in Matlab, whereas an available Matlab solver is used for the time inte-
gration. The discretization and time integration are described in the following.

5.1. Spatial Discretization

5.1.1. Mesh Generation and Adaption

The problem domains of the reduced problems studied by the SCM, MCM and GCM are either

a straight one-dimensional line or a two-dimensional rectangle, see Fig. 4.2, 4.7 and 4.10. Thus,
the deployment of a structured grid suggests itself. Regarding the knot spacing, a constant and
uniform knot spacing z and x for each spatial direction is applied for the MCM and GCM.

However, for the SCM an adaptive mesh re nement (AMR) procedure is developed and imple-
mented. The AMR allows for a dynamic and local reduction of the knot spacing while other parts
of the mesh remain at a higher knot spacing. By this, the total number of computed knots can be
reduced signi cantly, which in turn reduces the computational time. The motivation to apply an
AMR for the SCM, results from the aim to conduct a broad parameter study leading to several hun-
dred cases to be simulated [107]. Note that for a more comprehensive discussion of the simulation
results of the SCM only a reduced number of cases is discussed in this work, see Sect. 6.1.1.

In general, the mesh is dynamically re ned in regions, which require a higher precision. Typically,
these regions correspond to the regions of high gradients. Therefore, the implemented criteria for
the mesh adaption are the maximum allowed di erences of temperature and pressure values between
two neighboring knots. The maximum allowed di erences are set to

T 1K p 50Pa

The values for the maximum allowed di erences are derived from test simulations and convergence
studies. Furthermore, the test simulations revealed that the AMR is stronger determined by the
temperature than by the pressure evolution. In addition, the aspect ratio of the knot spacing of
neighboring knots is limited to two and the knot spacing at the boundaries is xed to the initial
and minimum knot spacing zmin.  Finally, to adapt the mesh, the time integration has to
be interrupted. The implemented control for the time step of the mesh adaption is discussed in
Sect. 5.2.2. Further, the AMR includes a predictive mesh re nement since the regions of high
gradients move during the nite time step of the mesh adaption. As an example, the adapted
mesh at a speci ¢ instant of time (= 0:1%, see Eq. (6.1)) for a reference case of the SCM (see
Tab. 6.1), together with the corresponding temperature prole T versus the channel lengthz is
shown in Fig. 5.1. Each vertical line marks the position of a knot. The gure conrms that the
mesh is re ned in the regions of high temperature gradient.
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Figure 5.1.: Adapted mesh at a speci c instant of time (= 0:1%, see Eq. (6.1)) for a reference
case of the SCM (see Tab. 6.1) together with the corresponding temperature pro lér
versus the channel lengthz. Each vertical line marks the position of a knot.

To evaluate the e ect of the implemented AMR, the computational time for the reference case
of the SCM (see Tab. 6.1) is determined with and without AMR. The dependency of the required
computational times on the inverse knot spacing, given by the knots per channel lengtt., is shown
in Fig. 5.2. Note that in the case of implemented AMR, the given knot spacing only corresponds to
the minimum allowed knot spacing while higher knot spacings can result from the mesh adaption,
thus reducing the total number of knots. The computational times yield the typical non-linear
increase with increasing number of knots, that is with decreasing knot spacing. In comparison, the
cases without AMR lead to slightly lower computational times for less than 100 knots=L. However,
in this range the computational times are relatively low already. For more than 100 knots=L, the
AMR provides lower computational times. Due to the non-linear increase of the computational
times, the acceleration of the computation by the AMR increases with the number of knots. For
1000 knots=L the AMR leads to a reduction of the computational time by 75% For other cases
studied by the SCM, the reduction can even reach up t090%
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Figure 5.2.: Dependency of the required computational times on the knots per channel length
(equivalent to the inverse knot spacing) with and without AMR for the reference case
of the SCM, see Tab. 6.1.
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5. Numerical Implementation

5.1.2. Mesh Convergence

To determine the required knot spacing for su cient accuracy of the numerical results, mesh con-
vergence studies are conducted for representative cases of the SCM, MCM and GCM. Suitable
results to analyze the mesh convergence are the maximum temperature and the time required for
the vapor to reach the closed end of the adsorber. The latter is de ned as the time at which the
pressure at the closed end has increased to 10% of the inlet pressung(z = L) = 0:1pj,. As an
example, the mesh convergence of the reference case of the SCM (see Tab. 6.1) is discussed here.
The results of the convergence study folTmax and tp;10 with and without AMR versus the number

of knots per channel lengthN, are shown in Fig. 5.3. Both results show the typical convergence
behavior. However, the variation of the maximum temperature as well as the di erence between
the results determined with and without AMR are negligible, see Fig. 5.3. (a). With respect to the
time required for the vapor to reach the closed end of the adsorbetp10, Fig. 5.3.(b) shows that
the result is not converged for less thanl00 knots=L. However, the result only slightly increases for
more than 100 knots=L. Thus, 100 knots=L would already provide a quite accurate result. Never-
theless,N, = 500 knots=L is set for the SCM to ensure accuracy for all studied cases. It should be
emphasized that the required total number of knots does not scale with the channel length., but

the required knot spacing does scale with the channel length. The lower knot spacing is required
for the cases of shorter channel length because these cases are of higher dynamic in general. Thus,
N, = 500 knots=L is also set for the cases withL < 1m. Finally, the comparison with the cases
simulated without AMR reveals that the AMR leads to a little o -set of 2:7% for tp;19 in the exam-
ined case. However, this inaccuracy is acceptable as the examined process is mainly determined by
the heat transport and not by the mass transport, see Sect. 6.1.5. For the other results examined
for the mesh convergence study, the o -sets between the results determined with and without AMR
are negligible.

With respect to the mesh convergence study of the MCM, it is found thatN, = 250 knots=L are
su cient, see App. C. For the GCM, N, = 100knots=L are applied as a good compromise between
numerical accuracy and computational time, see App. C. Again, as for the SCM, the required
number of knots does not scale with the adsorber length.. Note that no AMR is applied for both
the MCM and GCM.

As mentioned before, the problem domain of the MCM and GCM is a two-dimensional rectangle.
Therefore, a spatial discretization in the transversal direction is required. For the MCM, the knot
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Figure 5.3.: Dependency of the maximum temperaturel ,,ax and of the time required for the vapor
to reach the closed end of the adsorbety,:19 on the number of knots per lengthN; with
and without AMR for the reference case of the SCM, see Tab. 6.2 .
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spacing is determined by the discrete adsorbent channels and is equal to the outer height of each
channel x =(a+2f) (respectively y = (b+2f) for a turned heat exchanger, see Fig. 4.6 (b)).
As a consequence, accurate results can only be achieved for cases with an adequate number of
channels, resulting in a small transversal knot spacing x in relation to the honeycomb width W.
To evaluate whether the number of channels is adequate for achieving good numerical accuracy, a
representative case with a minimum number of channel®N. = 4 is simulated with rst, second and
third order approaches for the coupling heat ux terms. The results show no signi cant di erences
and thus it is appropriate to apply Ny = N¢. Finally, with respect to the GCM, the spatial
discretization in the transversal direction can be freely de ned as the honeycomb is modeled as
a continuum. It is found that a transversal discretization with Ny = 8knots is su cient for all
studied cases, including the granules and powder cases, see App. C.

5.1.3. Approximation of Derivatives

As mentioned earlier, the FDM is applied to discretize the system of PDEs. The implemented
discretization of the spatial derivatives is described in the following. Regarding the time derivatives,
no manual discretization is required as a Matlab solver is employed for the time integration, see
Sect. 5.2.1. In general, the spatial derivatives in the SCM, MCM and GCM are discretized by the
Central-Di erence-Approximation (CDA) which reads

@Y Y Yig
@z; 2z

where Y denotes the unknown variable ani refers to the knot index. While the CDA is a rst-
order approximation, the related error is of second order:err = O( z2). The CDA is applied to
the spatial derivatives of the pressurep and temperature T. As the mass and heat ux m and g
contain the spatial derivatives of the pressure and temperature, their di erentiation would yield
second-order as well as mixed derivatives of the pressure and temperature. This would require a
second-order CDA. Instead, the CDA is directly applied to the spatial derivatives of the mass and
heat ux. Finally, no spatial derivatives exist for the water uptake and the inlet pressure.

Applying the CDA to spatial derivatives of convective terms, here the convective heat transfer
mc@T, can lead to numerical instability. Regarding the convective heat transfer of the vapor in the
adsorbent channel or bulk, it is found that the CDA causes no numerical instability since the vapor
velocity is low. However, numerical instability occurs when applying the CDA to the convective
heat transfer in the heat transfer uid of the GCM. Implementing the standard rst-order upwind
scheme does not overcome this problem. It is found that a slightly modi ed form of the upwind
scheme ensures numerical stability. The implemented upwind scheme is

(5.1)

8
> Thifi Thi 2

T
@ 22 JUnt ) >0 (5.2)
@z i > htf;|+22 . htf ;i juhtfj <0

which can be understood as a shifted CDA. Founs = 0 the standard CDA according to Eq. (5.1)
is applied, nevertheless the convective heat transfer term is zero.

5.1.4. Boundary Conditions

As the CDA, see Eq. (5.1), is not applicable to determine the spatial derivatives on the boundaries,
a one-sided nite di erence approximation of rst order is applied. The approximation reads
@Y _ Y1 Yo

@zy z
where 0 denotes the boundary, Yo the unknown variable on the boundary and Y; refers to the
unknown variable at the rst knot normal to the boundary.

(5.3)
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5. Numerical Implementation

For the MCM and GCM a one-sided nite di erence approximation of second order is applied
to the spatial derivative of the temperature normal to the heat exchanger boundary, that is the
surface of the heat exchanger plate. The applied second-order approximation reads

QT _ To+9T1  8Thix .
@thx 3 X 1

where T; and T, denote the temperature at the rst and second knot normal to the heat exchanger
surface. Note that for the MCM and GCM the spacing between the heat exchanger boundary and
the rst knot is only  x=2.

The spatial derivative of the temperature in the convective heat transfer term"mcc,,y @T at the
vapor inlet is determined with the vapor temperature at the inlet T, by

(5.4)

@T _T1 T

@z, Z

to account for the convective cooling of the in owing vapor. Note that for the GCM the spacing
between the inlet boundary and the rst knot is setto  z=2 to increase the numerical accuracy.

(5.5)

5.2. Time Integration

5.2.1. Sti System Integration

As mentioned before, a Matlab solver is applied for the time integration. However, the usually
applied solvers (e.g. Runge-Kutta or multi-step methods) fail to integrate the system. The reason
lies in the special characteristics of the system of PDEs describing the SCM, MCM and GCM.
Evaluating the matrix elements of the time coe cient matrix (left side of Eq. (4.21) or Eq. (4.61))
for the possible pressure, temperature and water uptake values (in SI-Units) yields

8 9 8 9
HE nﬂ b 10 7...106 10 10...105 103
R.T R.T2 e i
% 0 b Cz* XCa c=b ha RsT § % 0 10°:::10° 10° § :
T 0 0 1 , 0 0 10 ;
(5.6)
Thus, the matrix elements cover several orders of magnitude in a wide range of
p 0..." ° .
10 10::: ( ha RsT)  10°% (5.7)

RsT2
This indicates that the examined systems of PDEs, or more precisely the systems of ordinary
di erential equations (ODEs) derived from the spatial discretization of the PDEs, are so-called
sti ODE systems, e.g. [122]. The integration of sti ODE systems is not trivial. Therefore,
instead of implementing an own time integration solver, the Matlab solver for sti ODE systems
odel5sis applied. The applied Matlab solver is described and discussed in detail in [123].

To apply the Matlab solver odel5s the discretized system has to be implemented in the form
@Y = fet(Y;t) to allow for an explicit evaluation of the time derivatives. Here, Y denotes
the vector of unknown variables for all knots. The Matlab solver odel5sis successfully applied
to all studied cases. However, it should be noted that for inlet pressures approximately above
pn 40 mbar the solver fails to integrate the system. Nevertheless, these cases are not of interest
for the TES application studied in this work.
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Moreover, the ODE systems are solved in a fully coupled approach, that is no separation into
subsystems for di erent domains or unknown variables is conducted. For the MCM and GCM the
controller and the heat exchanger equations are also included. Hence, no coupling procedure is
required. Finally, the time coe cient matrix is an upper triangular matrix. Therefore, a stepwise
evaluation of the equations is possible and no inner iterations need to be conducted.

5.2.2. Time Step Control

As mentioned in Sect. 5.1.1, for the AMR of the SCM the time integration has to be interrupted.
The time step of the mesh adaption is controlled to always exceed the internal time step of the
Matlab solver and is determined by

taAMR = CUC(ZL=0): (58)
Here, C denotes a scaling factor for the time step of the mesh adaption and can be understood as
a modi ed Courant number. The scaling factor is determined from the initial modi ed Courant
number Cop = tamr :0Uc(z = 0) =L, the previous scaling factor and from the channel length and
diameter. Furthermore, the scaling factor depends on the predicted advancement of the vapor in
the channel. As soon as the vapor reaches the closed end of the channel, a linear increase of the
time step of the mesh adaption is applied.

The evolution of the time step of the mesh adaption together with the internal time step of the
Matlab solver without AMR for the reference case of the SCM (see Tab. 6.1) is shown in Fig. 5.4 (a)
and (b). In Fig. 5.4 (a) the evolution of the time steps is depicted in a log-log plot for the initial
duration for which Eq. (5.8) is applied. It is clear that the time step of the mesh adaption is
signi cant higher in comparison to the internal time step of the Matlab solver. As mentioned, the
time step of the mesh adaption is increased linearly as soon as the vapor reaches the closed end of
the channel, see Fig. 5.4 (b). For this part of the process, the time step of the mesh adaption still
exceeds the internal time step of the Matlab solver but is of the same order of magnitude. Hence,
the acceleration of the computation by the AMR might be reduced for this part of the calculation.
Finally, for the MCM and GCM no control of a time step for mesh adaption is required as no AMR
is applied. In general, the adaption of the internal time step by the Matlab solver is found to be
e cient and stable for the studied cases.
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Figure 5.4.: Evolution of the time step of the mesh adaption together with the internal time step
of the Matlab solver without AMR for the reference case of the SCM, see Tab. 6.1.
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6. Results and Discussion

The simulation results of the three models SCM, MCM and GCM are discussed separately in this
chapter (see Chap. 4 for Model Description). The discussion of the SCM results contributes to

a basic understanding of the physical processes in closed low-pressure adsorbers. However, as a
consequence of the one-dimensional and simple adsorber con guration, the results are of limited
relevance for practical applications. The results of the two-dimensional models MCM and GCM
are further analyzed with regard to modeling aspects as well as discussed in terms of application.

Discussions of the SCM, MCM and GCM are included in part in:
[107] M. Schaefer and A. Thess. One-dimensional model of a closed low-pressure adsorber for

thermal energy storage. International Journal of Heat and Mass Transfer, 2018.

[108] M. Schaefer and A. Thess. Simulation of a closed low-pressure honeycomb adsorber for
thermal energy storage.International Journal of Heat and Mass Transfer, 2018.

[109] M. Schaefer and A. Thess. Modeling and simulation of closed low-pressure zeolite adsorbers
for thermal energy storage. International Journal of Heat and Mass Transfer, 2019.

6.1. Single Channel Model

6.1.1. Case Set-Up

To study the in uence of the geometry, the inner and outer channel diameterd.; and d.., as well as

the length L of the single adsorbent channel are varied, see Fig. 4.2. The process parameters, given
by the boundary and the initial conditions, are set to typical operating conditions of the discharging
process, compare Sect. 1.2. The implemented values are summarized in Tab. 6.1. Note that in [107]
the process parameters are varied for all geometry cases. Here, for a more comprehensive discussion,
the in uence of the process parameters is studied for one reference case (underlined values).

Table 6.1.: Geometry and process parameters of the cases studied by the SCM.
The underlined values de ne the reference case.

Parameter Value Unit
Geometry

dc:i 0:5; 1.0; 20 mm
dco (1:5; 20; 30) d; mm
L 0:01;01;1 m
Boundary Conditions

Pin 10 mbar
Tin = Ts 7 °C
Thix 20 °C
Initial Conditions

Po 0:.001 mbar
To 20 °C
Xo = Xeq 01 kg=kg
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6. Results and Discussion

In accordance with [107], the results of the SCM are discussed in terms of mass transport,
heat transport and adsorption. In contrast, the process duration and the in uence of the process
parameters are discussed in separate sections.

For a better comparability of the results, the non-dimensional time

t
=

- v (6.1)
tiot

is de ned, wherety is the total process duration. For the SCM, the total process duration is de ned
as the time required for the temperature at the inlet of the adsorbent channel to decrease below
21°C, that is the maximum temperature variation along the channel has reducedto T 1K.

6.1.2. Mass Transport

The mass transport refers to the vapor ow in the vapor channel. The main assumption regarding
this ow is that it is a creeping ow, that is the Reynolds number is low: Re 1. To conrm the
assumption, the maximum Reynolds numberRenayx in the vapor channel versus the non-dimensional
time tis examined for all studied cases (see Tab. 6.1) and the range is shown in Fig. 6.1(a). The
gure reveals that the Reynolds number is very small throughout the process Re < 0:01  1).
Only initially, the Reynolds humber exceeds the limit of creeping ow in some cases. However, the
duration of this peak is negligibly short, and thus the assumption of creeping ow is valid.

Another aspect of the SCM regarding the vapor ow in the vapor channel is the consideration
of the rarefaction e ects, such as the slip and thermal creep e ect, see Sect. 4.1.3. To evaluate
whether rarefaction e ects need to be considered for the studied cases, the Knudsen number has to
be analyzed. The range of the Knudsen numbeKn in the vapor channel versus the non-dimensional
time tis examined for all studied cases (see Tab. 6.1) and shown in Fig. 6.1(b). Initially, the
Knudsen number exceeds the slip regime up to the molecular regime. However, as discussed above
for the Reynolds number, the duration of this excess is negligible short. For the major part of the
process, the Knudsen numbers are below the transition regimekKn < 0:1. Depending on the the
channel diameter, the range of the Knudsen number either converges into the slip (0.01kn<0.1)
or the no-slip (Kn < 0:01) regime. For a channel diameter ofd.; = 0:5mm, the range of the
Knudsen number remains in the slip regime over the whole process duration. This indicates that
the slip e ect might be relevant for this minimal channel diameter. In contrast, for a channel
diameter of dc; = 2mm, the range of the Knudsen number completely lies in the no-slip regime.
Thus, rarefaction e ects are most likely negligible for these cases.
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Figure 6.1.: Range of the maximum Reynolds humbeRenax and Knudsen numberKn in the vapor
channel versus the non-dimensional timd-for all cases studied by the SCM, see Tab. 6.1.
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The local mass of the vapor in the channel corresponds to the local vapor density, which, ac-
cording to the ideal gas law (4.12), is directly proportional to the pressure and inverse to the
temperature. However, since the relative variation of the pressure is of several orders of magni-
tude (0:001:::10 mbar), and thus signi cantly higher than the relative variation of the temperature
( 300:::450K), the vapor density mainly depends on the pressure. Therefore, the mass transport
can be analyzed by examining the pressure.

The evolution of the pressurep in the vapor channel for the reference case (see Tab. 6.1) is shown
in Fig. 6.2 (a). The sudden increase of the inlet pressure t@;, = 10 mbar leads to a relatively rapid
advancement of the vapor into the channel in terms of the non-dimensional time. The vapor
advances by a quarter of the channel length in less thar0:01% of the total process duration.
However, the corresponding absolute time ig = 1:11 h. In comparison, the vapor ow in a channel
of same geometry but without adsorption requires less tharnt = 0:35sto reach the end of the
channel. This reveals that the advancement of the vapor is signi cantly slowed down by the radial
adsorption of the vapor into the zeolite adsorbent. Furthermore, as the vapor advances further into
the vapor channel the propagation velocity continues to decrease. For the vaportoreach 0:75m
requires ten times longer than to reachz  0:25m. This decrease of the propagation velocity results
from two e ects. First, the further the vapor advances into the channel, the more vapor is being
adsorbed along the channel. Second, the frictional losses of the vapor ow increase with the passed
channel length. In addition, for t= 0:1% the pressure curve is of a concave shape. The concave
shape results from the compressibility of the vapor, see Sect. 2.2.1. As the vapor reaches the closed
end of the channel, the pressure increases throughout the channel. For the examined reference case,
the pressure at the end of the channel has already increased to ove0% of the inlet pressure after
less thant= 1%.

As discussed before, the rarefaction e ects on the mass transport are characterized by the Knud-
sen number. The evolution of the Knudsen numberKn in the vapor channel for the reference
case (see Tab. 6.1) is shown in Fig. 6.2 (b). In accordance with Eq. (2.21), the Knudsen number
and thus the Knudsen curves are inverse to the pressure. For a relatively short timé< 1%, the
Knudsen number ranges from the slip regime over the transition regime far into the free molecular
regime. The length of the transition regime att'= 0:1% is marked on the corresponding pressure
curve in Fig. 6.2 (a). For this instant of time, a signi cant part of the mass transport occurs in
the transition regime. Further, as the pressure in the vapor channel increases after the vapor has
reached the closed end of the channel, the Knudsen number decreases into the slip regime over
the whole channel length. Finally, for t> 1% the shape of the Knudsen curve becomes mainly
determined by the temperature since the pressure has reached an almost uniform distribution.
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Figure 6.2.: Evolution of the pressurep and Knudsen number Kn in the vapor channel for the
reference case, see Tab. 6.1.
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Figure 6.3.: Variation of the pressure at the end of the channep(z = L) versus the non-dimensional

time t-for di erent geometry cases. For distinct geometry cases, the pressure at the end
of the channel intermediately becomes constant over a short period of relative time.

From the discussion of the pressure evolution follows that a uniform pressure distribution can
be assumed for the reference case as long as the details of the initial mass transport process for
t< 10% are not of interest. The same applies to all studied cases (see Tab. 6.1). Nevertheless,
the analysis of the pressure evolution fot'< 10%reveals an unexpected physical phenomenon. To
discuss this phenomenon, the variation of the pressure at the end of the channgz = L) over
the non-dimensional time t"is examined and shown in Fig. 6.3 for di erent geometry cases. Note
that the pressure is plotted over the logarithmic non-dimensional time. It is observed that for
distinct geometry cases the pressure at the end of the channel intermediately becomes constant
over a short period of relative time, that is a pressure plateau exists. This phenomenon results
from a temporary equilibrium between the vapor ow into the vapor channel and the adsorption
by the zeolite adsorbent. To the author's knowledge, this phenomenon has not yet been reported
in literature. It is clear from the gure that the level of the pressure plateau depends on the
geometry of the adsorbent channel. In addition, the level of the pressure plateau also depends on
the adsorbent properties. Hence, this phenomenon o ers a novel experimental option to determine
microscopic adsorbent properties such as porosity, tortuosity and mean macro-pore diameter.

6.1.3. Heat Transport

The heat transport in the adsorbent channel corresponds to the temperature. The evolution of
the temperature T for the reference case (see Tab. 6.1) is shown in Fig. 6.4 (a). As discussed in
the previous section, vapor is being adsorbed radially into the zeolite adsorbent while the vapor
advances into the vapor channel. Due to the released heat of adsorption, the temperature increases.
Therefore, a zone of increased temperature advances simultaneously with the vapor into the adsor-
bent channel. The gure reveals a steep temperature front of the advancing zone. In accordance
with the mass transport, the relative time required for the temperature front to reach the end of
the channel is low with t< 1%. The rest of the process is characterized by a temperature decrease
due to the heat extraction at the end of the channel. While the temperature decreases throughout
the adsorber, the adsorption continues. However, the rate of the temperature decrease reduces over
time since the temperature gradient and thus the heat ux by conduction decreases. Moreover, it
is found that the in owing vapor leads to a noticeable cooling of the adsorbent channel fot- 1%,
resulting in a temperature di erence of T between the maximum temperature in the adsorbent
channel and the temperature at the inlet. Additionally, as the pressure gradient almost vanishes for
t> 1% the mass ow rate of the in owing vapor drops signi cantly. Thus, the convective cooling

by the in owing vapor becomes negligible.
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Figure 6.4.: Evolution of the temperature T in the adsorbent channel for the reference case and
variation of the maximum temperature Tnax With the geometry parameters, s. Tab. 6.1.

The maximum temperature reached in the adsorber is found to depend on the geometry param-
eters. The dependency of the maximum temperaturel,ax on the aspect ratio of the inner channel
diameter to the channel length d.;i=L as well as on the aspect ratio of the outer channel diameter
to the inner channel diameter = dco=d; is shown in Fig. 6.4 (b). The maximum temperature de-
creases with an increasing aspect ratio;=L. This decrease results from two e ects. First, the heat
transport path decreases with decreasing channel length, leading to an enhanced heat extraction.
Second, for a constant aspect ratio = d¢.,=d;, the adsorption kinetics decreases with increasing
inner channel diameter, reducing the rate of released heat of adsorption. The second e ect is am-
plied by increased aspect ratio = dco=d.;. However, for an aspect ratio ofd.;=L  0:02, the
maximum temperature becomes independent of the geometry parameters. The reached maximum
temperature is solely determined by the adsorption. That means the temperature increases locally
until pressure, temperature and water uptake reach a state of adsorption equilibrium.

To conclude the discussion of the heat transport, the thermal power is briey analyzed. The
thermal power is de ned as the heat ux into the heat exchanger pin:nx = e @Tjy- The
speci ¢ thermal power at the heat exchangerpi:nx versus the non-dimensional timet for varying
geometry parameters is shown in Fig. 6.5. The thermal power initially increases fast as soon as
the steep temperature front reaches the heat exchanger. Subsequently, the power slowly declines as
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the temperature in the adsorber decreases, compare Fig. 6.4 (a). It is found that the thermal peak

power can be increased by one order of magnitude by reducing the length of the adsorbent channel
by two orders of magnitude. However, increasing the inner channel diameter at a constant aspect
ratio = dc¢o=d:; reduces the thermal peak power again. As discussed above for the maximum
temperature, this e ect is explained by the limitation of the adsorption, that is the limitation by

the internal mass transport resistance in the zeolite adsorbent, with increased channel diameter.

This indicates that the thermal power can be optimized by variation of the geometry parameters.

6.1.4. Adsorption

The adsorption process is analyzed by the water uptake. The evolution of the water uptakeX
together with the local equilibrium water uptake Xeq in the adsorbent channel for the reference
case (see Tab. 6.1) is shown in Fig. 6.6 (a). As discussed for the temperature, the advancing vapor in
the vapor channel is radially adsorbed into the zeolite adsorbent. Therefore, a section of increased
water uptake advances simultaneously with the vapor into the adsorbent channel. The increase
of the water uptake is limited to the adsorption equilibrium, corresponding to the local pressure
and temperature. Since the in owing vapor initially reduces the temperature at the inlet of the
adsorbent channel, compare Fig. 6.4 (a), the water uptake initially increases at the inlet. At the
advancing front of the section of increased water uptake, the so-called adsorption front, the water
uptake strongly deviates from the equilibrium water uptake due to the limitation by the internal
mass transport resistance in the zeolite adsorbent. Thus, as long as the adsorption front is advancing
through the adsorbent channel, the adsorption mainly takes place around the adsorption front.
Comparison with the pressure evolution, see Fig. 6.2(a), reveals that the advancing adsorption
front lies in the range of the transition regime. Again, the relative time required for the adsorption
front to reach the end of the channel is low witht'< 1%. The rest of the process is characterized
by an increase of the water uptake in accordance with the temperature decrease in the adsorber,
compare Fig. 6.4 (a). For this part of the process, no signi cant deviation from the local equilibrium
water uptake is observed.

To further analyze the deviation from the adsorption equilibrium, the range of the maximum
deviation Xmax = max(Xeq X) versus the non-dimensional timet for all studied cases (see
Tab. 6.1) is shown in Fig. 6.6 (b). Initially, the deviation from the adsorption equilibrium can reach
up to  Xmax 0:275kg=kg. After the initial deviation peak, the maximum deviation from the
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Figure 6.6.: Evolution of the water uptake X and Xeq in the adsorbent channel for the reference
case and range of the maximum deviation from adsorption equilibrium X max for all
studied cases, s. Tab. 6.1.
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adsorption equilibrium continuously decreases. In general, the longer the adsorbent channel, the
shorter the relative time for which signi cant deviation from the adsorption equilibrium occurs.
While for L = 1 m local adsorption equilibrium can be assumed fort> 1% in most cases, the
deviation from the adsorption equilibrium has to be accounted for in all cases withL = 0:01 m.

6.1.5. Process Duration

One important parameter characterizing the discharging process is the total process duration. The
total process duration ty; versus the channel diameterd.; at di erent channel lengths L is given
in Fig. 6.7 for all studied cases (see Tab. 6.1). One obvious conclusion is that the adsorber con g-
uration studied by the SCM is of little practical relevance due to the long discharging durations.
Further, the results show that the total process duration is independent of the channel diameter
for channel lengths ofL  0:1 m. This indicates that the process is not limited by the mass trans-
port, since otherwise the process duration would increase with decreasing inner channel diameter.
Furthermore, the total process duration is independent of the aspect ratio of the outer to inner di-
ameter = d¢o=0;; for channel lengths ofL  0:1 m. This indicates that the process is not limited
by the adsorption. Otherwise, the process duration would increase with increasing aspect ratio of
the outer to inner diameter since the adsorption kinetics parameter decreases with an increasing
aspect ratio. In summary, it can be concluded that the total process durations of the studied cases
with a channel length of L 0:1 m solely result from the limitation by the heat transport process.

In contrast, the total process duration is found to increase with increasing inner channel diameter
for a channel length of L = 0:01m. Following the previous discussion, this increase results from
the limitation by the adsorption. As expected, the limitation by the adsorption increases with the
aspect ratio of the outer to inner diameter = d.o=0i. Finally, since none of the studied cases is
limited by the mass transport in terms of the total process duration, no signi cant di erence exists
between the results of the Sharipov Gp(Kn) according to Eq, (4.25)), slip and no-slip approach of
the SCM. However, it is found that the e ect of the thermal expansion of the vapor in the vapor
channel is not negligible with respect to the process duration.

T oneyear
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t‘r()‘r (h)

0.5 1 1.5 2
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Figure 6.7.: Total process durationty,; versus channel diameterd.; at di erent channel lengths L.

6.1.6. Process Parameters

To conclude the discussion of the simulation results of the SCM, the in uence of the process
parameters is analyzed in terms of the maximum temperature and the total process duration. The
variation of the maximum temperature Tmax and of the total process durationty; with the process
parameters for the reference case (s. Tab. 6.1) is shown in Fig. 6.8. Note that the initial conditions
yield four distinct initial states of water uptake, and thus the initial conditions can be de ned by
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Figure 6.8.: Variation of the maximum temperature Thax and the total process durationty,; with
the process parameters for the reference case, see Tab. 6.1.

the initial water uptake Xo. Regarding the maximum temperature, an almost linear dependency of
the maximum temperature on the initial water uptake is found. The linear dependency correlates

with the almost linear dependency of the heat of adsorption on the water uptake in this range,

see EqQ. (4.34). Similar dependency is observed for the total process duration. In contrast, the
dependency of the maximum temperature and the total process duration on the inlet pressure
is inverse. While the maximum temperature increases with the inlet pressure, the total process
duration decreases. Finally, the in uence of the inlet pressure on the total process duration is more
prominent compared to the in uence on the maximum temperature.

6.2. Multi Channel Model

6.2.1. Case Set-Up

To study the in uence of the geometry, the channel height and width a and b, the web thickness

f, the length L as well as the width W of the honeycomb adsorbent are varied, see Fig. 4.6 (a).
The process parameters given by the boundary and the initial conditions are set as for the SCM,
see Tab. 6.1. For one controlled case, the inlet pressure is increased g = 20mbar. The
implemented values are summarized in Tab. 6.2. In accordance with [108], the results of the MCM
are rst discussed for a reference case. The parameter values of the reference case are underlined in
Tab. 6.2. Further, the results regarding modeling and application aspects are discussed separately.

Table 6.2.: Geometry parameters of the cases studied by the MCM. The underlined values de ne
the reference case. The process parameters are set as for the SCM, see Tab. 6.1

Parameter Value Unit
a 0:5; 0:8; 1.0; 1:3; 1.6; 20 mm
b (1; 2; 4;10) a mm
f (0:25; G@5; 10) a mm
L 0:1;1 m

W 24; 48 mm
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6.2.2. Reference Case

The reference case de ned in Tab. 6.2 is studied to gain a basic understanding of the dynamic heat
and mass transport as well as adsorption processes in the examined closed low-pressure honeycomb
adsorber, see Fig. 4.5. The evolution of the symmetric temperaturel (x;t), pressurep(x;t) and
water uptake X (x;t) elds is shown in Fig. 6.9 for a half-section of the honeycomb block of the
reduced problem (see Fig. 4.7). As noted in Sect. 4.2.2, the MCM is discrete in the transversal
direction due to the discrete adsorbent channels. However, in the gure the results are smoothed
by interpolation in the transversal direction. The thin horizontal lines mark the virtual boundaries
between the discrete adsorbent channels. Each row of the sub- gures represents the state at a
speci ¢ non-dimensional time t; which is de ned as for the SCM by Eq. (6.1). For the MCM the
total process duration is de ned as the time required for the spatial variations of temperature,
pressure and water uptake to decrease belods of the corresponding maximum values.

The analysis of the temperature reveals that the adsorption leads to a temperature wave moving
through the honeycomb, see Fig. 6.9(a). The maximum values of the temperature wave occur
in the honeycomb center and the minimum values at the heat exchanger boundary. Initially, the
temperature in the center rises to a considerably high level off > 125°C. Yet, after 10% of the
total process duration, the maximum temperature has decreased taI < 75°C. Moreover, the
advancing temperature wave has reached half of the honeycomb length. For the remaining time of
the process, the temperature peak gradually decreases while advancing further into the honeycomb
until it reaches the closed end of the honeycomb and vanishes.

The observed temperature evolution can be understood from the evolution of the pressure, see
Fig. 6.9(b). Initially, the applied boundary condition for the pressure at the inlet (Eq. (4.40),
pressure jump) leads to a high pressure gradient at the inlet. This in turn induces a high vapor
mass ow into the honeycomb, and thus results in a high adsorption rate. As a consequence,
the temperature in the front part of the honeycomb rises quick initially. As the in owing vapor
advances further into the honeycomb, the pressure gradient, and thus the vapor mass ow into the
honeycomb and the adsorption rate, gradually decrease.

Interestingly, at the beginning, the vapor in the center advances fastest into the honeycomb,
but after 25% of the total process duration, the advancement of the vapor at the heat exchanger
boundary exceeds the central channel. This e ect can be explained by the evolution of the water
uptake, see Fig. 6.9(c). It is observed that initially a signi cant rise of the water uptake (X =
0:15 kg=kg) occurs farther in the honeycomb at the outer heat exchanger boundary compared to
the honeycomb center. This indicates that almost instantly the adsorption at the very front of
the honeycomb center reaches a temporary adsorption equilibrium. The temporary adsorption
equilibrium results from the higher temperature in the honeycomb center. As a result, a higher
fraction of the in owing vapor can bypass the front of the honeycomb center without being adsorbed,
thus resulting in a faster advancement of the vapor in the honeycomb center. As soon as the
temperature in the center decreases again due to the heat extraction by the heat exchanger as
well as convective cooling by the in owing vapor, the adsorption continues in the front part of the
honeycomb center, and thus reduces the advancement of the vapor into the honeycomb.

As soon as the vapor reaches the closed end of the honeycomb, the pressure increases quickly
to the level of the inlet pressure throughout the honeycomb. This e ect results from two events.
First, as the vapor reaches the end of the honeycomb, the water uptake front also reaches the end.
Thus, the mass sink due to adsorption vanishes, and hence the in owing vapor lIs the channels
faster. Second, as the vapor reaches the closed end of the channels, a back-pressure e ect occurs.

The discussion of the reference case demonstrates that the heat and mass transport and the
adsorption processes are strongly coupled and can only be understood in their interaction. With
respect to the cases of shorter honeycomb& (= 0:1m), it is found that the heat and mass transport
and adsorption processes are similar to the processes observed at the frorg ( 0:1m) of the
reference case. Hence, no distinct temperature wave is observed for these cases.
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Figure 6.9.: Evolution of the symmetric temperature T(x;t), pressurep(x;t) and water uptake
X (x;t) elds over the non-dimensional time tin a half-section of the honeycomb block
for the reference case, see Tab. 6.2. The results are smoothed by interpolation in the
transversal direction over the discrete channels. The thin horizontal lines mark the
virtual boundaries between the discrete channels.
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6.2.3. Modeling
6.2.3.1. Equilibrium Assumptions

To discuss whether equilibrium assumptions for the temperature or the pressure would be valid for
the honeycomb adsorber cases studied by the MCM (see Tab. 6.2), the spatial variations have to be
analyzed. For this purpose, the evolution of the maximum relative deviations from the maximum
values in the adsorber is evaluated. Regarding the adsorption, the evolution of the maximum
relative deviation from the corresponding local adsorption equilibrium is determined. The range
of the maximum relative deviations of the temperature T, pressurep and water uptake X versus
the non-dimensional time t-for di erent sets of geometry parameter values are shown in Fig. 6.10.
Note that the relative deviations of the temperature are evaluated on the Celsius scale.

From Fig. 6.10(a) it follows that the maximum relative deviations of the temperature initially
shoot up to 70:::85% for all cases. After half of the process, the relative deviations still lie
in the range of 20:::75% and even at the end of the process, the relative deviations can reach
up to more than 10% Therefore, the spatial variations of the temperature must be accounted
for and the equilibrium assumption cannot be applied to the temperature for the studied cases.
Moreover, since in the MCM the thermal heat ux between the honeycomb and the heat exchanger
is determined from the temperature gradient in the honeycomb at the heat exchanger surface, the
spatial temperature distribution has to be considered in this model. Although the two ranges for
the di erent honeycomb lengths overlap, the curves of the single cases can be distinguished. The
cases oL = 0:1 m decline after the initial peak, whereas the cases df = 1 m show a second peak.

The evaluation of the maximum relative deviations of the pressure yields that the range of the
relative deviations can be distinguished more clearly by the honeycomb length, see Fig. 6.10 (b).
For the honeycomb length ofL = 1 m, the spatial variations of the pressure must always be taken
into account, e.g. the relative deviation of the reference case remains at a maximum for more
than half of the total process duration. In comparison, the relative deviations of the pressure in
a honeycomb with a length of L = 0:1m generally decrease faster. For a few particular cases of
large channel sizea and b and low web thicknessf , the relative deviations even decrease rapidly.
For these few cases the equilibrium assumption could be applied to the pressure. However, for the
majority of studied cases the equilibrium assumption cannot be applied.

Regarding the maximum relative deviations of the water uptake, it is found that the range of the
relative deviations can also be distinguished by the honeycomb length, see Fig. 6.10(c). Again, for
a few particular cases with a honeycomb length of. = 0:1m, the relative deviations of the water
uptake decrease rapidly. For the majority of studied cases though, a signi cant relative deviation
from the adsorption equilibrium over a relevant part of the total process duration is observed, e. g.
for the reference case the relative deviation exceeds0% over half of the total process duration.
Thus, local adsorption equilibrium cannot be assumed and therefore the limitation by the internal
mass transport resistance in the zeolite adsorbent has to be considered for the studied cases.

, 08 g 0.8
§ 0.6 ;; 0.6 o d
E 0.4 g 0.4 ERA
< 0.2 = 0.2 ki
0 0
0 02 04 06 08 1 0 02 04 06 08 1

t t
(a) Rel. deviations of temperature T. (b) Rel. deviations of pressure p.  (c) Rel. deviations of water uptake X.
Figure 6.10.: Range of the maximum relative deviations of the temperaturerl , pressurep and water
uptake X versus time for di erent sets of geometry parameter values, see Tab. 6.2.
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6.2.3.2. Rarefaction E ects

As described in Sect. 4.2.3, the MCM takes rarefaction e ects such as the slip and thermal creep
e ect into account. With respect to the thermal creep e ect, the analysis of all studied cases
(see Tab. 6.2) yields that the vapor mass ow induced by the thermal creep e ect is smaller by
approximately ve orders of magnitude compared to the total vapor mass ow. Taking the reference
case as an example, the maximum total vapor mass ow into a single channel of the honeycomb is
25:86 g=h compared to a maximum vapor mass ow of0:00033 g-h induced by the thermal creep
e ect. Therefore, the thermal creep e ect is negligible for all studied cases, and thus the e ect is
not discussed further. In contrast, the slip e ect is found to have noticeable e ect on the vapor
mass ow in the honeycomb channels and is discussed below.

The evolution of the vapor mass ow m., into the central honeycomb channel for the reference
case is shown in Fig. 6.11(a). Initially, as described for the reference case in Sect. 6.2.2, a relatively
high peak of the vapor mass ow occurs. The peak value lies outside the range of the gure
but is indicated by the vertical arrow. The no-slip model underestimates the peak value of the
vapor mass ow by 3:8%. Subsequently, the vapor mass ow rapidly drops to a signi cantly lower
level and after a small second peak continues to decrease gradually. The no-slip model continues
to slightly underestimate the vapor mass ow until t 17:5h. As a consequence, it predicts a
higher mass ow afterwards. Overall, the no-slip model leads to an overestimation of the total
process duration of about7%. In comparison, the Sharipov and the slip model, corresponding to
the Gp-functions (4.45) and (4.46), yield identical results over the whole process duration. Thus,
rarefaction e ects beyond the slip e ect are negligible. Finally, since the total thermal power of
the adsorber is proportional to the vapor mass ow into the adsorber, it can be concluded that the
no-slip model also predicts the evolution of total thermal power reasonably well.

To evaluate the local in uence of the slip e ect, the vapor mass ow m¢ over the central hon-
eycomb channel for the reference case is examined for 3h, see Fig. 6.11 (b). For the examined
time, the vapor mass ow (blue curve) decreases linearly along the channel and vanishes almost
completely at z  0:5m. This indicates that the in owing vapor is adsorbed with a constant ad-
sorption rate over half of the honeycomb length. Hence, it can be concluded that the adsorption
not solely occurs at a sharp adsorption front. Besides the vapor mass ow, the Knudsen number
Kn with the corresponding ow regimes as well as the relative error of the non-dimensional mass
ow Gp of the no-slip model is also depicted. The gure reveals that the relevant vapor mass ow
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Figure 6.11.: In uence of the slip e ect on the vapor mass ow in the central honeycomb channel
for the reference case, see Tab. 6.2.
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Figure 6.12.: In uence of the slip e ect on the pressure and temperature distribution over the
central honeycomb channel att = 3h for the reference case, see Tab. 6.2.

reaches from the no-slip over the slip into the transitional regime. Accordingly, the local error of the
non-dimensional mass ow increases from less thaB% at the channel entrance to approximately
90% at the adsorption front. In the free molecular regime, the relative error is at a maximum since
the no-slip model predicts no mass ow.

However, the local error of the non-dimensional mass ow determined by the no-slip model is
compensated to some extent by another error of the no-slip model. This error is related to the
pressure. The pressure distribution along the channgb(z;t) over the central honeycomb channel at
t =3h is shown in Fig. 6.12 (a). The gure reveals that the no-slip model predicts a higher pressure
gradient in the slip regime. In accordance with Eq. (4.24), the increasing underestimation of the
non-dimensional mass ow is compensated by an increasing overestimation of the pressure gradient
along the channel. In the transition regime however, the no-slip model also underestimates the
pressure gradient, amplifying the total local error. As the vapor mass ow is relatively low in the
transition regime compared to the mass ow at the channel entrance, the e ect of this local error
on the global error (e.g. the total process duration) is negligibly low. The e ect of the increased
local error is most prominent for the temperature distribution along the central honeycomb channel
and shown in Fig. 6.12 (b). The gure shows that the local error rst leads to an overestimation
of the temperature in the slip regime, followed by an increasing underestimation. The maximum
underestimation of the temperature is 35% on a Celsius scale.

6.2.4. Application

As discussed in Sect. 1.3, the thermal power is of interest in TES application. Therefore, the

following discussion focuses on the thermal power. For better comparability of the studied cases,

the volumetric thermal power is examined. For the MCM, the volumetric thermal power is de ned

as the thermal power per volume of honeycomb adsorbent. That means that the volume of the

heat exchanger plates and the storage casing as well as the insulation is not considered. Note that
in the following the volumetric thermal power is also simply referred to as thermal power.

6.2.4.1. Variation of Geometry Parameters

At rst, the e ect of the geometry parameters on the thermal power is studied for the special
cases of honeycombs with square channela & b). For these cases, = 5= pwith according
to Eq. (4.39) applies. The dependency of the thermal powempy, on the honeycomb geometry
parameters for these cases is depicted in Fig. 6.13. While the absolute thermal power of all studied
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cases is of the same order, the volumetric thermal power of the honeycomb cases depends on the
honeycomb length. In general, the volumetric thermal power is inverse to the honeycomb length.
As expected, the reduction of the honeycomb widthW increases the thermal power since the length

of the heat transport path is proportional to the honeycomb width. In addition, it is found that

the increase of , that is the reduction of the honeycomb porosity ", leads to a reduction of the
thermal power. This limitation by the adsorption is explained by the increase of the mass transport
resistance in the zeolite adsorbent due to an increased web thickne$s which in turn reduces the
adsorption kinetics.

In Fig. 6.13 (a), the peak powerpi:peak iS shown. The results reveal that an optimum of the peak
power over the channel size for a honeycomb length df = 0:1 m exists in the studied parameter
range. The local optimum can be explained by the external and internal mass transport resistance.
Left of the optimum, the thermal power is limited by the external mass transport resistance of the
honeycomb channels. Increasing the channel size reduces the external mass transport resistance,
and thus increases the thermal power. At the same time, for a xed , that is a xed porosity
" of the honeycomb, the increase of the channel size also leads to an increase of the honeycomb
web thicknessf . As a consequence, the internal mass transport resistance of the zeolite adsorbent
increases with the channel size. Hence, right of the optimum the thermal power is limited by the
internal mass transport resistance of the zeolite adsorbent. For a honeycomb length df = 1 m,
no local optimum of the peak power exists in the depicted range of channel size. However, the
optimum is found to be arounda 4 mm.

The evaluation of the mean power yields the interesting result that, while an optimum of the
peak power is found for a honeycomb length ofL = 0:1m, no optimum exists for the mean
power in the examined range of the channel size, see Fig. 6.13 (b). The opposite is found for the
honeycomb length ofL = 1 m. The explanation of the optimum of the mean power is analog to
the explanation of the peak power optimum. In summary, TES based on the examined closed
low-pressure honeycomb adsorber can be optimized either for the peak or the mean power.

To complete the discussion on the variation of the geometry parameters, the thermal power
is examined for the general case of honeycombs with non-square channels. The evolution of the
thermal power py, for the reference cased = b) and modied cases with non-square channels
(a & b) is shown in Fig. 6.14 (a). It is found that the peak power increases with the aspect ratio
b=g given a constant value of the channel height. The increase of the peak power results from
the decrease of the mass transport resistance in the honeycomb channels, which decreases with

1000

800

Dth,peak (kW/Ing)
B [e2]
8 8

200 -

0

L=1m eaféi%gz‘ ‘
0 0.5 1 1.5 2 2.5
a (mm)

(a) Peak power pi :peak - (b) Mean power pi :mean -

Figure 6.13.: Dependency of the volumetric thermal powerpy, on the geometry parameters for
honeycombs with square channels, see Tab. 6.2. The optima of the thermal power
result from the external and internal mass transport resistances.
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(a) Evolution of the thermal power pi, . (b) Central temperature distribution T(z) for t=1%.
Figure 6.14.: Evolution of the volumetric thermal power py, and the temperature distribution for
t= 1% (t,; from reference case) in the central honeycomb channel for the reference
case @ = b) and modi ed cases with non-square channelsgq 6 b), see Tab. 6.2 .

the channel width. The reduced mass transport resistance increases the vapor mass ow into the
honeycomb, and thus the vapor advances faster into the adsorber. As a result, the temperature
front also advances faster, and thus the thermal power increases. The temperature distribution in
the central honeycomb channel fort-= 1% of the reference case is shown in Fig. 6.14 (b). With
respect to the heat exchanger orientation (see Fig. 4.6), no signi cant di erence forb=a= 2 occurs.
In contrast, the heat exchanger orientation has a noticeable e ect for an aspect ratio ob=a= 10.
In this case, the turned heat exchanger yields an increase of the thermal power 0%

6.2.4.2. Control of Thermal Power

As discussed for the reference case in Sect. 6.2.2, the boundary condition for the pressure at the
inlet initially induces a high vapor mass ow into the honeycomb, resulting in an immediate and
high temperature rise at the honeycomb front. This temperature rise leads to an initial peak of
the thermal power, compare e.g. Fig. 6.14 (a). Therefore, to control the thermal power, the inlet
pressure has to be controlled. The implemented controller is described in Sect. 4.2.6.

The evolution of the volumetric thermal power py, for the reference case without control and the
controlled cases of di erent set point valuespi set is shown in Fig. 6.15 (a). The results show that
the thermal power can be e ectively controlled by shifting the thermal energy of the power peak.
The controlled case with a set point value ofpy,.set = 10 KW =m3 and a maximum inlet pressure of
Pin:max = 10 mbar shows that the thermal power cannot be hold at the set point value for the total
process duration. In fact, fort > 10h the thermal power becomes limited by the mass transport.
One solution to overcome the limitation by the mass transport is to increase the inlet pressure.
The last case with a maximum inlet pressure ofpin:max = 20 mbar proves that it is possible to hold
the thermal power at the set point value of py set = 10 kKW =m? for the total process duration.

The evolution of the controlled inlet pressure pin for the controlled cases of di erent set point
values pi set IS shown in Fig. 6.15(b). The results show that the inlet pressure increases quickly
initially. This pressure jump is proportional to the set point value piy-set. AS soon as the set point
value is reached, the power regulated controller is applied, signi cantly reducing the increase rate
of the pressure. The slope of the subsequent pressure curve is proportional to the set point value
of the thermal power. At the end of the process, the increase of inlet pressure is accelerated for the
case with lowest set-point value Qi :.set = 2:5 kKw=m?) and for the case with increased maximum
inlet pressure Ein:-max = 20mbar). This indicates that the pressure regulated controller becomes
activated again since the thermal power can no longer be hold at the set point value.

65



6. Results and Discussion

(a) Thermal power pi (t). (b) Inlet pressure pin ().

Figure 6.15.: Volumetric thermal power py, and corresponding inlet pressurepi, versus timet for
the reference case without control and for the controlled cases of di erent set point
values pi :set @and maximum inlet pressure pin:max -

To study the e ect of the power control on the transport processes in the honeycomb, the
controlled case with a set point value ofpy:set = 10kW=m3 and a maximum inlet pressure of
Pin:max = 20 mbar is examined further. The evolution of the symmetric temperature eld T(x;t)
for a half-section of the honeycomb block is shown in Fig. 6.16. The comparison with the evolution
of the symmetric temperature T(x;t) eld for the reference case without control (see Fig. 6.9 (a))
con rms the assumption that the controlled and moderate increase of the inlet pressure prevents
the initial overheating of the honeycomb front. Furthermore, as the temperature wave advances
into the honeycomb, the peak remains at the same temperature level, resulting in constant thermal
power. Finally, for t=10% and t=75% a longer zone of increased temperature witil 50 C is
observed. These extended zones result from the fact that initially and at the end of the process the
total length of the zone of increased temperature in the honeycomb is slightly shorter compared to
the total length of the advancing temperature wave.

Figure 6.16.: Evolution of the symmetric temperature eld T(x;t) for the controlled case with a set
point value of pi-set = 10 KW =m? and a maximum inlet pressure Ofpin:max = 20 mbar.
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6.3. General Continuum Model

6.3.1. Case Set-Up

To study the in uence of the geometry, the diameter of the honeycomb channelsl. and the diameter
of the granules and powder particlesd, are varied. Regarding the process parameters, the boundary
condition of the heat exchanger is varied in terms of the outlet temperatureTy .ot @and the mean
velocity ups of the heat transfer uid. Otherwise, the process parameters are set as for the SCM,
see Tab. 6.1. In comparison to the MCM, the outlet temperature of the heat transfer uid (Thif :out)
is controlled instead of the volumetric power. The implemented values are summarized in Tab. 6.3.

Table 6.3.: Geometry and process parameters of the cases studied by the GCM. The underlined
values de ne the reference cases. Further parameters are set as for the SCM, see Tab. 6.1

Parameter Value Unit
Geometry

d.: d honeycomb / granules: 0:5; 1, 2; 4, 8 mm
P powder. 0:5; 50 m

" honeycomb: 0:1; granules: 0:4; powder: 0:65 mé=m3
L 1 m

W 48 mm
it 3 mm

Boundary Conditions

Tht ;in 20 °C
Thf ;out 30;4Q 60 ( Ty = 10; 20; 40) °C
Untf 0:5; 1.0; 2.0 mm=s

6.3.2. Reference Cases

As for the MCM, one reference case for each adsorbent con guration as de ned in Tab. 6.3 is studied
to gain a basic understanding of the transport processes in the adsorbent bulk. Note that for the
powder case the adsorber con guration is modi ed to overcome mass transport limitations, see
Sect. 4.3.1. In this case, the vapor is supplied at the symmetry plane between two heat exchanger
plates over the whole length of the adsorber. For the GCM the total process duration, also referred
to as discharging duration, is de ned as the time required for the outlet temperature of the heat
transfer uid to decrease below21°C, that is the temperature lift is below Ty = 1K.

The evolution of the symmetric temperature elds T(x;t) in the studied half-section of the
adsorbent bulk (see Sect. 4.3.1) for the three reference cases is shown in Fig. 6.17. Each row of the
sub- gures represents the state at a speci ¢ non-dimensional timet; which is de ned by Eq. (6.1)
for the SCM. For the GCM, the total process duration is de ned as the time required for the outlet
temperature of the heat transfer uid to decrease belowTp .ot 21°C( Thf:ouwt 1 K). Note that
the non-dimensional times for the three reference cases are the same, while the absolute times di er.
Furthermore, the pressure and water uptake elds are not discussed here. For the honeycomb case
without control, these elds have been discussed in detail for the MCM in Sect. 6.2.2. Qualitatively,
the pressure and water uptake elds are similar to the elds of the controlled honeycomb and
granules case as well as the powder case (turned 80°) studied by the GCM.

The analysis of the honeycomb reference case reveals that the controlled discharge of the adsorber
leads to an advancing temperature wave with an almost constant peak value ofmax < 75°C, see
Fig. 6.17 (a). At the same time, the heat transfer uid owing in opposite direction heats up as it
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(a) Honeycomb reference case:d: =1mm, " =0:1, tir =50:4h.

(b) Granules reference case:d, =2mm, " =0:4, tir =36:7h.

(c) Powder reference case:d, =50 m, " =0:65, tixt =32:6h.

Figure 6.17.: Evolution of the temperature elds T(x;t) over the non-dimensional time tin the
studied half-section of the adsorbent bulk for the reference cases of honeycomb, gran-
ules and powder adsorbent, see Tab. 6.3.
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passes the front of the temperature wave. Thus, the heat exchanger surface and consequently the
region behind the advancing temperature wave remains heated-up. The temperature wave reaches
the end of the adsorber already at aroundt = 55%. Subsequently, the adsorbent bulk is cooled
down by the heat exchanger to the inlet temperature of the heat transfer uid.

For the granules reference case, the controlled discharge similarly leads to an advancing tempera-
ture wave, see Fig. 6.17 (b). Evaluation of Eq. (4.71) yields a permeability ratio of p,= nc = 1:14.
Thus, the mass transport resistances for the honeycomb and granules reference cases are almost
identical. Regarding the heat transport, the e ective heat conductivity of the packed bed of granules
can be more than50% lower compared to the honeycomb adsorbent, see Fig. 4.12 (a) in Sect. 4.3.3.
Hence, to realize the same heat transfer to the heat transfer uid and to reach the set outlet
temperature, a higher temperature gradient normal to the heat exchanger surface is required in
accordance with Fourier's law (4.28). As a consequence the peak value of the temperature wave is
controlled by the inlet pressure to Tmax > 75°C. Further comparison with the honeycomb reference
case shows that the temperature eld is less symmetric around the wave peak. The temperature
wave is stretched behind the wave peak, while the temperature gradient at the wave front is steeper.
The e ect results from both the lower e ective heat conductivity as well as the increased speed of
the advancing temperature wave. The increased speed is a result of the higher porosity of the gran-
ules adsorbent compared to the honeycomb adsorbent. Thus, the solid fraction of the adsorbent
and thus the stored energy density are lower by32:5%. Comparison of the total process durations
con rms this conclusion (ti:ne = 50:4 h, tiot;pp = 36:7 h).

The evolution of the temperature eld for the powder reference case is shown in Fig. 6.17 (c).

As mentioned above, the vapor is supplied from the symmetry plane for this case to overcome
mass transport limitations. Comparison of the permeabilities by Eq. (4.71) conrms that the
permeability of the powder reference case is signi cantly lower compared to the honeycomb reference
case by a factor of more than 100. Due to the modi ed vapor supply, the temperature evolution
di ers substantially from the honeycomb and granules reference cases. In fact, the temperature
pro le in the transversal direction is more comparable to the result of the one-dimensional adsorber
set-up analyzed by the SCM, see Sect. 6.1.3. The heat-up of the powder adsorbent starts from the
symmetry plane, showing no distinct wave peak as well as no horizontal variation. Only as the
temperature front reaches the heat exchanger surface around 2%, the heat transfer uid starts
to extract heat from the adsorbent bulk. This leads to a slight tilt of the temperature distribution.
As a result of the modi ed adsorber con guration, as well as the low e ective heat conductivity of
the powder bed, the maximum temperature in the powder reference case reach@g,,x > 100°C.
In particular, the small particle diameter leads to high Knudsen numbersKn > 1, resulting in a
signi cant decrease of the e ective heat conductivity, see Fig. 4.12 (b). Again, the higher porosity
results in a lower stored energy density, which reduces the total process duration tbg = 32:6 h.

With respect to the application, the evolution of the outlet temperature of the heat transfer
uid The-out (t) is Of particular interest and shown in Fig. 6.18 for the three reference cases. The
gure proves that the outlet temperature can be well controlled to the set value for all cases. Only
for the powder case, increased temperature oscillations occur initially and the control parameter
K11 has to be reduced toKi1 = 0:5 10 41=s. The increased oscillations occur in this case
because the temperature front reaches the heat exchanger surface over the whole length at once.
Moreover, the gure shows clearly that the set value of the outlet temperature can only be held
for a limited time tqc.req before the outlet temperature of the heat transfer uid starts to decline.
As discussed before, the higher porosity of the granules and powder bed constitute a lower stored
energy density, which reduces the total process duratiorty;. In addition, the gure reveals that
the outlet temperature decreases with di erent rates depending on the adsorbent con guration.
Ideally, the outlet temperature can be held at the set value until the adsorber is fully discharged.
For the granules reference case, this ideal case is depicted by the dotted line and the ideal duration
is marked astqcigeal. The de ection from this ideal case is further discussed in Sect. 6.3.4.
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Figure 6.18.: Outlet temperature of the heat transfer uid Ty out(t) versus timet for the hon-
eycomb, granules and powder reference cases, see Tab. 6.3. In addition, the ideal
discharging case is depicted for the granules (dotted line).

6.3.3. Modeling
6.3.3.1. Equilibrium Assumptions

As discussed for the MCM in Sect. 6.2.3.1, the spatial variations of temperature and pressure
as well as the local deviation from the adsorption equilibrium have to be analyzed to evaluate
whether equilibrium assumptions would be valid for the studied adsorber cases (see Tab. 6.3). The
spatial variations can be analyzed by the maximum relative deviations from the maximum values
in the adsorber. Note that the relative deviations of the temperature are evaluated on the Celsius
scale. The local deviation from the adsorption equilibrium is analyzed by the maximum relative
deviation from the corresponding local adsorption equilibrium. The maximum relative deviations
of the temperature T, pressurep and water uptake X versus the non-dimensional timet-are shown
in Fig. 6.19 for the three distinct reference cases. Nevertheless, the conclusions derived in the
following apply to all cases studied by the GCM.

The analysis of the maximum relative deviations of the temperature, see Fig. 6.19(a), reveals
that the equilibrium assumption cannot be applied to the temperature. The maximum relative
deviations reach up to 80% and even at the end of the process lie in the range of4:::24% In
addition, the modi cation of the adsorber con guration for the powder reference case leads to a
qualitatively di erent course compared to the honeycomb and granules reference cases. While for
the honeycomb and granules cases the maximum relative deviations are almost constant during

(a) Rel. deviations of temperature T. (b) Rel. deviations of pressure p.  (c) Rel. deviations of water uptake X.

Figure 6.19.: Maximum relative deviations of the temperature T, pressurep and water uptake X
versus the non-dimensional timet for the three reference cases, see Tab. 6.3.
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the phase of advancing temperature wave, the maximum relative deviation for the powder case
constantly decreases after it has reached its maximum.

With respect to the relative deviations of the pressure, see Fig. 6.19 (b), it is found that the
equilibrium assumption cannot be applied to the pressure. For the honeycomb and granules case,
the maximum relative deviations are at the maximum for more than half of the process duration.
Again, the powder case shows a dierent behavior. The maximum relative deviation decreases
monotonously from the beginning of the process. Nevertheless, the maximum relative deviations
for the powder case are also not negligible.

Finally, the evaluation of the relative deviations of the water uptake, see Fig. 6.19 (c), shows that
local adsorption equilibrium cannot be assumed for the honeycomb and granules case, that is the
limitation by the internal mass transport resistance in the zeolite adsorbent has to be considered.
However, for the powder case it is valid to assume adsorption equilibrium throughout the process.
This result is expected since the particle diameter of the powder particles is very small, resulting
in low internal mass transport resistance, and thus a high adsorption kinetic.

6.3.3.2. Rarefaction E ects

To evaluate the relevance of rarefaction e ects, that is the dependency of the permeability as well
as the e ective heat conductivity on the Knudsen number as described in Sect. 4.3.3, the total
process durations are determined twice for the three reference cases (see Tab. 6.3): once with and
once without consideration of the rarefaction e ects. The determined total process durationst;et
versus the channel or particle diameterd.-, for the three reference cases are shown in Fig. 6.20.
The course of the total process duration is not discussed here, but is analyzed with respect to the
application in the following section.

For the honeycomb and for the granules reference case, see Fig. 6.20(a) and (b), the total
process durations with and without rarefaction e ects are identical for d.-,  2mm. Only for
smaller diameters, the total process duration determined with rarefaction e ects is lower compared
to the results determined without rarefaction e ects. The maximum overestimation of the total
process duration due to negligence of the rarefaction e ect is determined for the granules case with
a particle diameter of d, = 0:5mm to 27% The lower process durations determined with the
rarefaction e ects result from the increase of the permeability with the Knudsen number. Thus, in
these cases the process is limited by the external mass vapor transport in the adsorbent bulk.

In contrast, the total process durations for the powder reference case, see Fig. 6.20(c), show
the opposite behavior and the process durations determined with the rarefaction e ects are higher
compared to the results without rarefaction e ects. The maximum underestimation of the total
process duration due to negligence of the rarefaction e ect i23% The higher process durations
determined with the rarefaction e ect result from the increase of the e ective heat conductivity
with the Knudsen number. Thus, for the powder cases, the process is limited by the heat transport.

(a) Honeycomb reference case. (b) Granules reference case. (c) Powder reference case.

Figure 6.20.: Total process durationsty,; determined with and without rarefaction e ects versus
the channel or particle diameter d.-, for the three reference cases, see Tab. 6.2.
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6.3.4. Application

In TES application, one particular important parameter is the discharging temperature, that is
the outlet temperature of the heat transfer uid. Furthermore, it is of interest to which degree
the stored energy can be discharged at a set discharging temperature. To evaluate this degree, a
discharging degree is de ned as

tae
o= dc;real : (6_2)
tdc;ideal

where tycrea denotes the real andtyc.igear the ideal discharging duration at a set discharging tem-
perature. For the granules reference case, this two durations are marked in Fig. 6.18. The real
discharging duration is de ned as the duration for which the outlet temperature of the heat trans-
fer uid is above 95% of the set temperature value on a Celsius-scale (herg@8°C for the granules
reference case withTh -out:set = 40°C). The ideal discharging duration is determined by dividing
the energy stored in total by the ideal constant discharging power.

6.3.4.1. Variation of Adsorbent Con guration

The in uence of the adsorbent con guration on the discharging behavior can be analyzed by the
discharging degree. For this purpose, the discharging degrees are determined for honeycomb, gran-
ules and powder adsorbents of varying channel and particle diameters as de ned in Tab. 6.3. The
discharging conditions are set as in the reference cases Wy out:set = 40°C ( Ty = 20K) and
unt = 1mm=s. The discharging degrees 4. versus the channel or particle diameterd.-, for the
honeycomb and granules cases are shown in Fig. 6.21. The results of the powder cases are not
depicted and further discussed since the maximum discharging degree is beld®%, and hence the
thermal discharging performance is inferior to the honeycomb and granules cases.

The analysis of the honeycomb cases, see Fig. 6.21(a), reveals that a distinct optimum of the
discharging degree over the channel diameter exists around, = 2 mm. The maximum discharging
degree is approximately80% For smaller channel diameters, the achievable discharging degree
decreases rapidly. With increasing diameter, the discharging degree decreases almost linearly, but
with a lower slope. The results are in accordance with the results observed for the cases studied
MCM, which found an optimum of the thermal power, see Sect. 6.2.4.1. Thus, the explanation of
the local optimum is similar. The local optimum can be explained by mass transport and adsorption

(a) Honeycomb cases. (b) Granules cases.
Figure 6.21.: Discharging degreesgc versus the channel or particle diameterd.-, for the honeycomb
and granules cases as de ned in Tab. 6.3. The discharging conditions are set as in the
reference cases td i out:set = 40°C ( Thr = 20K) and ups = 1 mm=s.
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limitations. Left of the optimum, the discharging degree is limited by the mass transport, that is the
vapor ow in the honeycomb channels. Reducing the channel diameters, reduces the permeability,
see Eg. (4.67). To the right of the optimum, the discharging degree is limited by the adsorption,
that is the internal mass transport by di usion in the zeolite adsorbent. Since the porosity is set
to a constant value, increased channel diameters constitute increased web thickness, thus reducing
the adsorption kinetics.

The results for the granules cases are given in Fig. 6.21(b). In general, the same behavior as
for the honeycomb adsorbent is observed. An optimum exists which can be explained as before by
mass transport and adsorption limitations. However, the optimum is not as distinct and shifted to
a higher particle diameter of aroundd, = 4 mm. Still, the maximum discharging degree is around
80%. For smaller particle diameters, the discharging degree also decreases rapidly and dropsQ@éo
for do 1mm. A discharging de ciency of 0% occurs if the set temperature cannot be reached
at any time. Nevertheless, thermal energy is discharged from the adsorber but on an insu cient
temperature level. For bigger particle diameters a slight decrease of the discharging degree also
occurs. However, since the granules adsorbent has a higher surface to volume ratio compared to the
honeycomb, the process is less limited by the adsorption. Thus, the discharging degree decreases
less with increasing diameter.

6.3.4.2. Variation of Discharging Conditions

To study the in uence of the discharging conditions, the discharging degree is evaluated. The
discharging conditions can be varied by two parameters: the discharging temperature, that is the
set outlet temperature of the heat transfer uid Ti.out:set, @and the mean velocity of the heat
transfer uid upg in the heat exchanger plates. The mean velocity of the heat transfer uid can be
converted to the more practical parameter of volume ow of heat transfer uid per storage volume.
Here, in comparison to the de nition of the volumetric thermal power for the MCM in Sect. 6.2.4,
the volume of the adsorbent bulk as well as the volume of the heat transfer uid and the volume
of the heat exchanger plates are taken into account. The thickness of the heat exchanger metal
sheets is assumed to b&:5 mm. With this, the varied velocity of ups = 0:5:::2mm=s converts to

a speci ¢ volume ow of vy = 100 :::400 Liter=m3h. The volumetric thermal power reads

Pth = it Ve it (Thitf:out:set  Thtf:in) =  htf Vit Chtf Thf © (6.3)

Thus, the thermal power can be increased by increasing the discharging temperature and by in-
creasing the speci c volume ow of the heat transfer uid, see Fig. 6.22. For the studied parameter
range the volumetric thermal power lies in the range of1:2:::18:5W=m?3.

Figure 6.22.: Volumetric thermal power py, for the granules cases as de ned in Tab. 6.3 versus
speci c volume ow vy and temperature lift Ty of the heat transfer uid.
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(a) Particle diameter d, =1mm. (b) Particle diameter d, =2mm. (c) Particle diameter dp =4mm.

Figure 6.23.: Discharging degrees 4. for the granules cases as de ned in Tab. 6.3 versus specic
volume ow vy and temperature lift Ty of the heat transfer uid. The dashed
line marks the contour line of the volumetric thermal power at py, = 4 kW =m3,

The results of the discharging degreesq. for the granules cases as de ned in Tab. 6.3 versus the
speci c volume ow vy and temperature lift Ty of the heat transfer uid are given in Fig. 6.23
for the particle diameters of d, = 1mm, 2mm and 4mm. The results yield the general result
that higher the thermal power (higher vy and/or higher Ty ) induces lower discharging degree.
Furthermore, for all three examined particle diameters a range of process parameters exists for
which the discharging degree drops ta%.

For a particle diameter of d, = 1mm, see Fig. 6.23 (a), discharging degrees abo&0% can be
achieved only for low thermal power with the maximum discharging degree 0B1% in the studied
range. The discharging degree decreases fast with increasing thermal power and dropsG&o at a
thermal power above 4 W=m?3. Moreover, the gure reveals that the discharging degree decreases
sharper with increasing temperature lift than with increased volume ow of the heat transfer uid.

Doubling the particle diameter to d, = 2mm, see Fig. 6.23 (b), the maximum discharging degree
only increases slightly to 93% However, the discharging degrees at higher discharging powers are
increased signi cantly. For example, for thermal powers of 4W=m? the discharging degrees lie
in the range of 60:::80%

Further increase of the particle diameter tod, = 4mm, see Fig. 6.23 (c), extends the discharging
degree region of 60:::80%even more to higher thermal powers. However, the maximum discharg-
ing degree does not increase abo\@3%. As for the smaller particle diameters, it is not possible to
discharge the storage with the maximum thermal power of the studied rangeffih:max ~ 18:5 W=m?).

For the maximum studied particle diameter of d, = 8 mm, only a small change compared to the
cases withd, = 4mm is observed. Finally, increasing the inlet pressure, increases the discharging
degrees, allowing for higher discharging power, compare Fig. 6.15(a) in Sect. 6.2.4.2.

6.3.5. Charging Process

The focus of this work is on the discharging process, that is the adsorption process. Nevertheless,
to close the results discussion of the GCM, one charging process, that is desorption process, is
analyzed. As an exemplary case, a honeycomb adsorber is examined. The geometry parameters
are set as for the honeycomb reference case, see Tab. 6.3. With respect to the process parameters,
the boundary and initial conditions are set to typical charging conditions, compare Sect. 1.2. The
implemented values are summarized in Tab. 6.4.

The outlet pressure poyt is not controlled but set to a constant value. Therefore, no boundary
condition regarding the temperature reduction of the heat transfer uid is de ned. Additionally,
the de nition of the vapor temperature at the outlet is not required anymore since the vapor ows
out of the adsorber during desorption. In contrast to the previously studied discharging cases, the
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Table 6.4.: Process parameters of the honeycomb adsorber charging case studied by the GCM.
The geometry parameters are set as for the honeycomb reference case, see Tab. 6.3.

Parameter Value Unit

Boundary Conditions

Pout 20 mbar
Thf ;in 180 °C
Uhtf :in 1.0 mm=s

Initial Conditions

Po 20 mbar
To 20 °C
Xo = Xeq 0:34 kgekg

ow direction of the heat transfer uid is now from left to right. In general, this allows for a more

e cient charging process since the pressure increase due to the released vapor is reduced. A lower
pressure corresponds to a lower adsorption equilibrium of the water uptake, hence accelerating the
desorption. However, since the direction of the vapor ow in the adsorbent bulk is also inverted, it

is still opposite to the ow direction of the heat transfer uid. Finally, to ensure numerical stability,

the inlet temperature of the heat transfer uid is not implemented as a sudden temperature jump
but is increased linearly to its maximum value over a duration oft = 2h. This modi cation is
acceptable, as in practical application with solar thermal heat supply, a similar nite heat-up time
would also be required in the morning hours during sunrise [124].

The evolution of the symmetric temperature T(x;t), pressurep(x;t) and water uptake X (x;1t)
elds during charging are shown in Fig. 6.24 for a half-section of the studied honeycomb adsorber.
The analysis of the temperature, see Fig. 6.24 (a), shows that the honeycomb adsorbent is gradually
heated up. Due to the heat transport limitations in the honeycomb adsorbent, the heat-up of the
honeycomb center is delayed. Furthermore, the heat-up process is generally prolonged by the
internal heat sink resulting from the desorption. The total process duration required to completely
heat up the honeycomb adsorbent st 24h. In comparison, the heat-up time of the same
honeycomb adsorbent without desorption would bet 8 h. With respect to practical application,
the charging process of the studied honeycomb adsorber case would require several days.

The evaluation of the pressure, see Fig. 6.24 (b), shows that the pressure signi cantly increases
locally up to p 30mbar. The pressure increase results from the vapor released by the desorp-
tion. The desorption, and thus the vapor release, is linked to the temperature by the adsorption
equilibrium, see Eq. (4.32). Therefore, the initial pressure increase is at a maximum at the heat
exchanger boundary and at a minimum at the honeycomb center. However, as the desorption
completes earlier at the heat exchanger boundary due to the initially higher desorption rate, the
pressure in the honeycomb center exceeds the pressure at the heat exchanger surface later in the
process. With respect to the granules case, the transversal pressure gradient is not so prominent
since the packed bed allows for a transversal vapor ow and thus pressure equalization.

Regarding the water uptake, see Fig. 6.24(c), it is found that the distribution is inverse to the
temperature distribution. Thus, the water uptake is mainly dependent on the temperature for
the studied charging case. As discussed for the pressure, the desorption rate is higher at the heat
exchanger boundary compared to the honeycomb center. Therefore, the water uptake decreases
faster at the heat exchanger boundary. At the end of the process, a state of uniform distribution
of the water uptake with X =0:1kg=kg is reached.
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(a) Evolution of the symmetric temperature eld T(x;t) over the non-dimensional time t:

(b) Evolution of the symmetric pressure eld p(x;t) over the non-dimensional time t:

(c) Evolution of the symmetric water uptake eld X (x;t) over the non-dimensional time t:

Figure 6.24.: Evolution of the symmetric temperature T (x;t), pressurep(x;t) and water uptake
X (x;t) elds over the non-dimensional time tin a half-section of the honeycomb block
for the charging case, see Tab. 6.4.
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6.4. Model Comparison

To close the results discussion, the SCM, MCM and GCM are compared by some selected results.
Since the adsorber con guration studied by the SCM di ers from the MCM and GCM in terms of
the heat exchanger design (see Sect. 4.1.1, 4.2.1 and 4.3.1), the comparability of the SCM results
to the MCM and GCM results is limited. Since the heat extraction is restricted to the closed end
of the honeycomb arrangement in the SCM, the model predicts an almost instant heat-up of the
whole honeycomb ¢ 0:15%) to its maximum temperature ( Tmax = 136°C for the reference case,
see Tab. 6.1) before the honeycomb is cooled down, see Fig. 6.4 (a). In comparison, for the reference
cases with a honeycomb length of. = 1 m (see Tab. 6.2 and 6.3), the MCM and the GCM only
predict a short initial heat-up of the front part of the honeycomb to a maximum temperature of
around Tmax  125°C, see Fig. 6.9 (a). Subsequently, due to the heat extraction along the sides of
the honeycomb, the maximum temperature for the rest of the process is below < 75°C. Moreover,
the relative time required for the temperature wave to reach the end of the honeycomb is around
t 50% For the controlled case, the temperature never exceed$ < 75°C, see Fig. 6.16. Finally,
the impact of the di erent heat exchanger designs is most obvious for the total process duration.
While the SCM predicts a total process duration for the reference case df,; = 427 days, the MCM
predicts a total process duration of onlyty; = 2:3 h for the comparable reference case. In summary,
the adsorber con guration studied by the SCM is primarily limited by the heat transport, whereas
the adsorber con guration studied by the MCM and GCM dependents on both the mass and heat
transport as well as the adsorption.

The main di erence between the MCM and the GCM is also related to the heat exchanger. While
the surface temperature of the heat exchanger is assumed to a constant value ofy, = 20°C for
the MCM, the GCM includes the heat-up of the heat transfer uid along the heat exchanger plate.
Thus, the surface temperature of the heat exchanger varies along the heat exchanger plate in the
GCM. The impact of this di erent heat exchanger boundary condition is clear for the controlled
cases, see Fig. 6.16 and Fig. 6.17 (a). The MCM predicts an instant cooling of the region behind
the advancing temperature wave, whereas this region remains heated up for the GCM until the
temperature wave reaches the end of the honeycomb. As a consequence, the MCM predicts slightly
higher thermal powers and lower total process durations.

Regarding the evaluation of modeling aspects, both models con rm that equilibrium assumptions
must not be applied for the studied closed low-pressure adsorbers of a length bf=1m. Only for
a few particular cases with a length ofL = 0:1 m, the MCM results showed that it would be valid to
assume pressure and adsorption equilibrium. With respect to the rarefaction e ects, both models
revealed that the slip e ect can be relevant for small channel and particle diameters. However,
Knudsen e ects beyond the slip regime are found to be negligible. Only for the powder case, the
Knudsen e ect has to be considered for the whole Knudsen range.

Regarding the evaluation of application aspects, both models predicted that the discharging pro-
cess can be optimized by variation of the channel diameter. While the optimization was analyzed
for the volumetric thermal power in the case of the MCM, the GCM was analyzed in terms of a de-
ned discharging degree (see Eq. (6.2)). The MCM predicts that the optimum channel diameter for
maximum thermal power is aroundd. 4 mm for a honeycomb length ofL =1 m. In comparison,
the GCM predicts that the optimum channel diameter for maximum discharging degree is around
d. 2mm. Furthermore, since the GCM, in contrast to the MCM, considers the heat transfer
uid, the in uence of the discharging conditions on the discharging degree can be evaluated.

Finally, to simulate honeycomb adsorbents the square channels are transformed to circular chan-
nels in the GCM. This allows to deploy the general Poiseuille coe cient Gp for circular channels
(see Eq. (4.25)) for all three studied adsorbent con gurations: honeycomb, granules and powder.
To analyze the possible impact of this transformation for the honeycomb case, the evolution of the
temperature calculated by the GCM is compared to the results determined with the MCM. The re-
sults are compared for the honeycomb reference case without control, deploying a constant surface
temperature of the heat exchanger, see Tab. 6.2. The evolution of the symmetric temperature elds
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T(x;t) over the non-dimensional timet in a half-section of the honeycomb block determined by the
GCM for the reference case of the MCM (see Tab. 6.2) is shown in Fig. 6.25. The non-dimensional
time is de ned with the total process duration determined by the MCM so that the results are
directly comparable. Comparison of the temperature elds calculated by the GCM to the temper-
ature elds determined by the MCM, see Fig. 6.9 (a), reveals that the temperature wave advances
slightly faster for the MCM. Therefore, it can be concluded that the geometry transformation leads
to a slight underestimation of the mass transport in the square channels of the honeycomb. Nev-
ertheless, the predicted temperature elds are almost identical. However, the results indicate that
for honeycomb adsorbents with rectangular channels the MCM should be applied as it provides a
more accurate prediction of the the mass transport in the honeycomb channels.

Figure 6.25.: Evolution of the symmetric temperature elds T(x;t) over the non-dimensional time
tin a half-section of the honeycomb block determined by the GCM for the reference
case of the MCM, see Tab. 6.2. The non-dimensional time is de ned with the total
process duration determined by the MCM.
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Closed low-pressure adsorbers for thermal energy storage (TES) have been modeled and simulated
in this thesis. The focus was on the discharging process. As the adsorption pair, binderless zeo-
lite 13X with water was examined. A stepwise model development from pore to storage scale was
conducted: Single Channel Model (SCM), Multi Channel Model (MCM) and General Continuum
Model (GCM). The stepwise model development allowed for an accurate description of the under-
lying physical processes. The Finite Di erence Method was implemented to numerically solve the
models. Simulations were conducted for de ned reference cases as well as over a range of geometry
and process parameters.

Through the detailed analysis of the reference cases, a better understanding of the transport
processes in closed low-pressure adsorbers was gained, particularly for adsorbers of larger scale
(L =0:1:::1m) as in TES applications. Furthermore, the results were analyzed with respect to
two particular modeling aspects: equilibrium assumptions and rarefaction e ects. With respect
to the application, the discharging performance was analyzed in terms of thermal power and a
de ned discharging degree. Both the adsorber con guration (main dimensions, vapor supply and
heat extraction) and the adsorbent con guration (macroscopic adsorbent dimensions and structure:
powder, granules, honeycomb) have been varied. In addition, the e ect of the discharging conditions
was evaluated. Finally, one exemplary charging process was examined.

Conclusions

The detailed analysis of the reference cases for the SCM, MCM and GCM revealed that the mass
and heat transport and the adsorption processes are strongly coupled and can only be understood in
their interaction. During discharging, the vapor owing into the adsorber is being adsorbed, leading
to an advancing adsorption front, which in turn results in a simultaneously advancing temperature
front or wave. The increased temperature shifts the adsorption equilibrium, thus reducing the
adsorption rate, which again strongly e ects the advancement of the in owing vapor.

For one-dimensional adsorber con gurations as studied by the SCM, that is the mass and heat
transport are in the same direction, the discharging process is generally limited by the heat trans-
port. Only for short adsorber lengths (L < 0:1m), the process can additionally become limited
by the adsorption, that is the internal mass transport resistance in the zeolite adsorbent. This
fundamental nding con rms the results reported in manifold publications on small-scale closed
adsorbers for heat pump application. However, for large-scale adsorbers required for TES appli-
cation, one-dimensional adsorber con gurations lead to insu cient thermal power and unsuitable
discharging durations of up to one year.

In contrast, for two-dimensional adsorber con gurations as studied by the MCM and GCM, that
is the mass and heat transport are in perpendicular directions, the discharging process can be
limited either by the mass or heat transport or by the adsorption. The limitation depends on the
con guration of the adsorber and adsorbent. Moreover, two-dimensional adsorber con gurations
can provide su cient thermal power and reasonable discharging durations for domestic heating
applications.

In the introduction, speci ¢ questions regarding the modeling and application were formulated.
These questions together with the derived answers are given below:
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Modeling:

~

Is it valid to apply equilibrium assumptions (e.g. uniform pressure assumption)?

For one-dimensional adsorber con gurations, it is valid to assume a uniform pressure dis-
tribution throughout the adsorber as long as the details of the relatively short initial mass
transport process are not of interest. In any case, the temperature distribution has to be
considered since the discharging process is determined by the heat transport. Further, the
local deviation from adsorption equilibrium, that is the limitation by the internal mass trans-
port resistance in the zeolite adsorbent, should be taken into account for adsorbers of short
length (L < 0:1m). In contrast, for two-dimensional adsorber con gurations (adsorber length

L 0:1m), no equilibrium assumptions can be applied in general. Only for honeycomb ad-
sorbers of short length L = 0:1m), large channel diameter and high porosity, the assumption
of a uniform pressure distribution and local adsorption equilibrium could be applied. Finally,
for powder adsorbent it is always valid to assume local adsorption equilibrium.

Is it required to take rarefaction e ects (e. g. slip e ect) due to the low pressure into account?
For most studied cases, the Knudsen number reaches from the no-slip up to the free molec-
ular regime for a substantial part of the discharging process. However, the in uence of the
rarefaction e ects is found to be rather low. This is explained by the fact that the major
part of the mass transport occurs in the no-slip and slip regime and only a relatively little
or even negligible share of mass transport occurs in the transition and free molecular regime.
More speci cally, for one-dimensional adsorber con gurations, the slip e ect was found to be
irrelevant, since the discharging process is solely determined by the heat transport. The re-
sults for the two-dimensional adsorber con gurations with honeycombs and granules showed
that the slip e ect is only relevant for small channel and particle diameters (d.-, 1 mm).
The negligence of the slip e ect leads to an overestimation of the discharging duration of up
to 27% For the case of powder adsorbent, the e ect of the rarefaction is vice versa, that is
the discharging duration is increased since the e ective heat conductivity in the packed bed
is reduced. Finally, the thermal creep e ect is found to be generally negligible.

Application:

80

How does the adsorber con guration (e.g. adsorber length) in uence the discharging?

In general, for one-dimensional adsorber con gurations, the thermal power decreases with
increasing adsorber length while the discharging duration increases. Similarly, for two-
dimensional adsorber con gurations, the volumetric thermal power decreases with increasing
adsorber length. However, the e ect on the total thermal power is relatively low. Further-
more, the volumetric thermal power decreases with increasing width between the parallel
heat exchanger plates. For example, for honeycomb adsorbers of a length = 0:1m the
peak power can reach up top :peak = 700 KW =m? in the studied ranges, while increasing the
length to L = 1 m reduces the peak power to belowhpeak < 100 KW=m?3. For the examined
discharging processes with power controll{ = 1 m), the thermal power is constant and the
achievable volumetric thermal power lies in the range ofpy,  1:::10kW=m?3.

How does the adsorbent con guration (e.g. particle diameter) in uence the discharging?
For one-dimensional adsorber con gurations, the variation of the channel diameter has no
e ect or only little e ect in the case of a short adsorber length (L = 0:01m). In contrast, for
two-dimensional adsorber con gurations, the in uence of the adsorbent con guration on the
discharging performance is signi cant. For a set adsorber con guration and a xed adsorbent
porosity, the volumetric thermal power can be optimized by variation of the channel or
particle diameter. The optimum is a result of the mass transport and adsorption limitations,
decreasing and increasing respectively with the channel or particle diameter. Interestingly,
the optima for peak and mean power do not coincide. Therefore, the optimization has to
be applied for either the peak or the mean power. With respect to the aspect ratio of
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width to height of the rectangular honeycomb channels, the thermal power increases with

increasing aspect ratio (constant channel height) due to the enhanced mass transport in the
channel. Moreover, arranging the heat exchanger plates parallel to the smaller side of the
channels further increases the thermal power due to the higher e ective heat conductivity of

the honeycomb in the transversal direction. In general, the same conclusions apply to the
discharging degree.

How do the discharging conditions (e. g. discharging temperature) in uence the discharging?
For the two-dimensional adsorber con gurations, the discharging degree is found to strongly
depend on the discharging conditions in terms of discharging temperature and volume ow
of the heat transfer uid, extracting the heat from the adsorber. In general, the discharging
degree decreases with increasing discharging temperature, that is with increasing temperature
lift of the heat transfer uid. Similarly, the discharging degree decreases with increasing
volume ow of the heat transfer uid. In comparison, the discharging degree decreases slightly
steeper with the discharging temperature. The maximum discharging degree isqc = 93% in
the studied range, corresponding to a constant volumetric thermal power ofy, 1 KW=m?,
The discharge with a constant volumetric thermal power ofp,  5kW=m?3 can be realized
with a discharging degree of aroundd0%

Finally, the analysis of an exemplary charging process of a honeycomb adsorber revealed that the
pressure in the adsorber can increase by more thaf0% (10 mbar) due to the desorption.

Outlook

Through this thesis, a deep understanding of the transport processes in closed low-pressure adsor-
bers was gained and comprehensive answers to speci ¢ questions regarding modeling and application
were found. Nevertheless, the following further studies are suggested:

~

To make the derived model available for advanced engineering tasks, e.g. more complex heat
exchanger design, the model could be implemented in a three-dimensional numerical solver.

To facilitate energy system simulations, e. g. complete building simulations, models of reduced
dimension (OD) could be derived by parameter studies from the present model.

To contribute to the material research, the model could be extended on the sub-scales to
explicitly describe the transport processes in the micro-porous adsorbent.

A fundamental experiment should be set up to validate the derived system of coupled model
equations. In this context, the observed temporary pressure plateau at the closed end of the
adsorber during discharging could be studied in detail and the hypothesis that this plateau
0 ers a novel approach to determine adsorbent properties (e. g. tortuosity) could be veri ed.

Finally, the charging process could be studied in more detail and the model could be applied
to other applications (e.g. sauna storage heater).
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A. Model Description

A.l. Adsorption Mass Sink

To determine the volumetric adsorption mass sink term vz, the de nition of the water uptake
given by Eq. (2.38) is di erentiated with respect to time. This gives

@X_ 1 QM.
@ M, @t (A
Considering
@@;\%: m;v;zV (A-2)
and
Mz=(1 ")V (A.3)
yields the result

X
mviz=(1 ") z@ : (A.4)

“at
A.2. Vapor Accumulation in Adsorbent

To prove that the vapor accumulation in the zeolite adsorbent is negligible, the product rule is
applied to the related term in Eqg. (4.11). With the Eq. (4.38) for the uptake dependent inner
porosity ",(X) of the zeolite adsorbent, this yields

@ n Z@X @V;Z,
@t z(X) vz V:Z:@ @t'

Due to the low pressure, the vapor density is very low (y.; 10 2kg=m3) compared to the density
of the zeolite adsorbent (, = 1150 kg=m?3). Thus,

2 @X @X
A"V 4 a @t yA @t

is true and the rst term on the right side of Eq. (A.5) is proved negligible.

Regarding the second term on the right side of Eq. (A.5), it is not possible to prove analytically
that the term is negligible. That is, it is not possible to show that
vz .Ov (A7)
@t @t
is true. However, it is possible to verify by means of numerical simulations that the second term
on the right side of Eq. (A.5) can be omitted as well. As an example, the speci ¢ thermal power
Pih:hx Versus the non-dimensional timet for the reference case studied by the SCM (see Tab. 6.1)
is computed with and without consideration of the vapor accumulation in the zeolite adsorbent.
The results are shown in Fig. A.1. The gure con rms that the results are identical, and thus the
vapor accumulation in the zeolite adsorbent is negligible.

+"2(X) (A.5)

(A.6)

@ ")"z(X)
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A. Model Description

Figure A.1.: Speci c thermal power at the heat exchangerpy, -nix versus non-dimensional timet:

A.3. Internal Energy of Adsorbate

To derive Eq. (4.15) for the internal energy of the adsorbatee,, the de nition of the adsorption
enthalpy h, is applied

ha= hy ha; (A.8)

where hy and h, denote the enthalpy of the vapor and adsorbate. Substituting the enthalpies by
their de nitions with the internal energy

hv = e+ pw; (A.g)
ha = €3+ pVa; (A.10)
yields

ea=e+pw Vi) ha: (A.11)

Considering that the speci ¢ volume of the vapor is higher by several orders of magnitude compared
to the speci ¢ volume of the adsorbate, that is

Vv Vg, (A.12)
and taking the ideal gas law

pw = RsT (A.13)
into account, the required equation is derived

€= 6 + RgT ha: (A.14)
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A. Model Description

A.4. Adsorption in Rectangular Channels

To conrm the validity of the transformation Eq. (4.52) for rectangular channels, the kinetics
parameter k, is calculated with Eq. (4.35) for di erent aspect ratios of channel width to channel
height b=a The result is shown in Fig. A.2. The gure shows that the kinetics parameter converges
to the value of the kinetics parameter for adsorption into a plane adsorbent sheet. This con rms
the validity of the approach also for rectangular channels of higher aspect ratiob=a

Figure A.2.: Ratio of adsorption kinetics parameter ka=Ka:plane sheet fOr rectangular adsorbent chan-
nels versus the aspect ratio of channel width to channel heighb=a
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B. Model Parameters

Constant Parameters

The parameters related to the adsorption are mostly taken from [16].

Latin Letters Value Unit
Ca;min minimum of the speci ¢ heat capacity of the 836 J=kg K
adsorbate at the temperature Tnin in Eq. (4.37)
C; speci ¢ heat capacity of dry zeolite adsorbent 880 J=kg K
C empirical factor for thermal accommaodation 3.6 -
coe cient 1 of vapor in Eq. (2.35)
dmp mean macro pore diameter of zeolite adsorbent 300e 9 m
Ea characteristic energy of adsorption in Eq. (4.32) 1:19225 e6 3g
he enthalpy of vaporization of the adsorbate (water) 2:445 e6 Fg
K1 controller parameter of power and temperature le 4 1=
control in Eqg.(4.53) and (4.78)
Ki.2 controller parameter of power control in Eq.(4.53) le 1 m3Pa=W's
Ki2 controller parameter of temp. control in Eq. (4.78) le 1 Pa=K's
Na heterogeneity parameter of adsorption in Eq. (4.32) 1.55 -
Rs speci ¢ gas constant of vapor 461.4 J=kg K
Tmin minimum reference temperature for speci ¢ heat 210 K
capacity of the adsorbate in Eq. (4.37)
Tref minimum reference temperature for speci c heat 335 K
capacity of the adsorbate in Eq. (4.37)
Va:max max. speci c volume of the adsorbate in Eq. (4.32) 34103e 6 m3=kg
Greek Letters Value Unit
1 tting parameter for speci c heat capacity of the 37.6 J=kg K
adsorbate in Eq. (4.37)
2 tting parameter for speci c heat capacity of the 3:976e 4 1=K?
adsorbate in Eq. (4.37)
P empirical weighing factor for e ective heat 0.227 -
conductivity of zeolite 13X granules in Eqg. (4.30)
P empirical weighing factor for e . heat conductivity of 0.734 -
zeolite 13X honeycomb with PTFE in Eq. (4.30)
a thermal expansion coe . of adsorbate in Eq. (4.33) 0:2066¢e 3 =K
" z;max maximum inner porosity of the fully desorbed dry 0.6 m3=m3
zeolite adsorbent in Eq. (4.38)
radiation emission coe . for zeolite in Eq. (4.74) 0.89 -
2 heat conductivity of pure zeolite crystal 1 W=mK
a;20°C density of the adsorbate at20°C in Eq. (4.33) 998.21 kg=m3
z density of dry zeolite adsorbent including inner pores 1150 kg=m?
z inner tortuosity of the zeolite adsorbent in Eq. (4.36) 4 -
' tting parameter for the nite contact area of the 0.0035 -

particles in Eq. (4.74)



B. Model Parameters

Temperature-dependent Parameters

The temperature-dependent parameters listed below are calculated by polynomial correlation func-
tions given in the VDI Heat Atlas [112]. With respect to the e ective heat conductivity of packed
beds (granules and powder adsorbent), the ZBS model is applied as described in [40].

Latin Letters Unit

Chif speci ¢ heat capacity of heat transfer uid (water) J=kg K
Cf = A+ BT + CT2+ DT3+ E=T?
A =3092, B =12:328 C = 0:044504 D =0:005226e 2, E =0

Cpv speci ¢ heat capacity at constant pressure of vapor J=kg K
Cov=A+BT+CT2+DT3+ E=T?
A =1833:10,B = 0:035 C =0:000696 D = 0:000215¢€ 3,
E = 0:000026¢€e 3

Psat saturation pressure of vapor Pa
Psat = Perit €XP Teit =T Ak + Bk®+ Ck3+ Dk®
k=1 T=Teit
Perit = 220:64e5 P Tt = 647:096 K
A= T71374 B =1:31467 C = 251444 D = 1:72542

Greek Letters Unit
htf heat transfer coe cient @f heat transfer uid W=m2K
hi = Nu=—"— Nu= °Nud+ Nud+ Nu}
2hhtx r
_ 2 p_
Nui = 7:541, Nu :1:8418 ,Nug= & ————— |
! ; 2 ) 3 1+ 22Pr
- RePr htx Re= htf Uhtf Nhix Pr= htf Chtf
htf htf
ar  htf heat conductivity of adsorbate and heat transfer uid (water) W=mK

aht = A+ BT +CT2+DT3+ET*
A= 03623 B =0:50659e 2, C = 0:05805¢ 4,
D = 0:01527e 7, E =0:01847¢e 10
v:0 heat conductivity of vapor in continuum regime W=mK
vo=A+BT+CT?
A =0:46e 3,B =0:046e 3, C=0:051150€e 6

shear viscosity of vapor Pas
=A+BT +CT?
A= 010718e 5 B =0:35248e 7, C =0:03575e 10
htf shear viscosity of heat transfer uid (water) Pas

i =€xp A+B=T+CT+DT2+ETS3
A= 22968 B =3275:89, C =0:017637 D = 0:000693 e 3,
E = 0012933e 6

htf density of heat transfer uid (water) kg=m3

he = A Bl+(l T=C) D

A =1:5053957B =0:03642 C =617:774 D = 0:05871
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C. Mesh Convergence

Multi Channel Model (MCM)

(a) Maximum temperature Tmax - (b) Duration to reach the channel end tp;10.

(c) Maximum variation of the water uptake X max - (d) Solver duration tsoer -

Figure C.1.: Dependency of the maximum temperatureTnax, the time required for the vapor to
reach the closed end of the adsorbety,10, the maximum variation of the water uptake
Xmax In the adsorber and the solver duration tggner 0N the number of knots per

length N; = knots =L for the reference case of the MCM, see Tab. 6.2 .
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C. Mesh Convergence

General Continuum Model (GCM)

(a) Maximum temperature Tmax . (b) Duration to reach the channel end t;; 10.

(c) Duration for cool-down of heat transfer uid  th :out :90- (d) Solver duration tsoer -

Figure C.2.: Dependency of the maximum temperatureTmax, the time required for the vapor to
reach the closed end of the adsorbety:1o, the time required for the heat transfer
uid to cool down to 90% of the set discharging temperaturety -out:90 and the solver
duration tgover 0N the number of knots per lengthN, = knots =L for the reference case

of the GCM, see Tab. 6.3 .
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C. Mesh Convergence

General Continuum Model (GCM)

(a) Maximum temperature Tmax . (b) Duration to reach the channel end t;;10.

(c) Duration for cool-down of heat transfer uid  th :out :90- (d) Solver duration tsoer -

Figure C.3.: Dependency of the maximum temperatureTmax, the time required for the vapor to
reach the closed end of the adsorbety.1o, the time required for the heat transfer
uid to cool down to 90% of the set discharging temperaturety -out:90 and the solver
duration tgoer On the transversal number of knots per width Ny = knots =W for the

reference case of the GCM, see Tab. 6.3 .
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