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ABSTRACT

The understanding of how today's energy supply systems work and getting
ideas of how a secure, affordable and sustainable energy supply can be achieved
with respect to changing framework conditions in the future is an important
aspect in the research field of energy systems analysis. Energy scenarios are
such ideas of possible future energy systems, which are often designed and
analyzed with models. The aim is to set the course today for an energy supply
that is in line with the efforts to mitigate global warming. Publication 1 of this
dissertation is devoted to the question of how to deal with the challenges that
arise concerning the frequently observed insufficient traceability of
corresponding scenario studies.

In such energy scenarios, electricity generation from renewable energy sources
is crucial. However, it is not arbitrarily available and independent of location.
Therefore, the transport of energy for spatially balancing of power demand and
production is a key element for the transformation of today's energy system.
However, optimization models that are frequently used in energy systems
analysis are limited when trying to capture the implications of power
transmission. Nevertheless, established methods of power-flow analysis could
be used more for this purpose.

Bringing these two modeling worlds together by using approaches, such as
model coupling and model integration, is therefore a major contribution of the
research and studies associated with this dissertation. For this purpose, new
instances of the energy system optimization model REMix have been
developed. By using linear power-flow constraints to model electricity transport
and grid expansion, the system adequacy of future energy systems can be
examined in detail. For example, this concerns questions on the extent to which
electricity transport has a complementary or competitive effect on the
interaction with energy storage technologies or the coupling of energy sectors
in European energy scenarios. The corresponding results (Publication 3) show
that an expansion of cross-border transmission capacities is a robust and cost-
efficient measure to ensure system adequacy across a broad spectrum of
scenarios and parameter variations. However, this particularly holds true, if
commonly used model resolutions on country level are applied.

Spatially higher resolved models, however, are necessary to find out how far the
striking benefits of grid expansion also apply when explicitly considering
transmission grid infrastructures. A scenario analysis focusing the German
power system and using an integrated energy system optimization model
confirms this finding, but also reveals that the need for energy storage is
underestimated in macroeconomic studies due to insufficient model
resolutions (Publication 2).



In order to be able to conduct further comprehensive investigations in the
future, it is desirable to extend the geographical scope of approaches that
integrate power flows, to also include sector coupling in the appropriate models
and to carry out parameter variations for a large number of scenarios. In this
context, computing times for solving the corresponding optimization problems
represent a critical bottleneck to deal with. Therefore, with this dissertation, a
systematic analysis of approaches for speeding-up of energy system
optimization models is presented for the first time. The heuristics evaluated for
this purpose show reductions of the total computing time up to a factor of ten
while maintaining a sufficient degree of accuracy (Publication 4).



KURZFASSUNG

Ein wichtiger Forschungsschwerpunkt der Energiesystemanalyse ist es zu
verstehen wie heutige Energieversorgungssysteme funktionieren und darauf
aufbauend eine Vorstellung davon zu entwickeln, wie eine sichere, bezahlbare
und nachhaltige Energieversorgung unter sich andernden
Rahmenbedingungen auch in der Zukunft bewerkstelligt werden kann.
Energieszenarien sind solche Vorstellungen von moglichen zukiinftigen
Energieversorgungssystemen, welche oft mit Hilfe von Modellen entworfen
und analysiert werden. Ziel ist es, damit bereits heute die Weichen fiir eine
Energieversorgung zu stellen, welche im Einklang mit den Bestrebungen zur
Begrenzung der Erderwarmung stehen. Der Frage, welche Herausforderungen
sich hinsichtlich der oft schwierigen Nachvollziehbarkeit entsprechender
Szenario-Studien ergeben, widmet sich Publikation 1 dieser
Dissertationsschrift.

Eine bedeutende Rolle in solchen Energieszenarien spielt die Stromerzeugung
aus erneuerbaren Energiequellen, welche allerdings nicht beliebig und
ortsunabhingig stattfinden kann. Der Transport von Energie zum raumlichen
Ausgleich von Endenergienachfrage und Stromerzeugung ist daher ein
Schliisselelement fiir die Transformation des heutigen Energiesystems.
Insbesondere die haufig in der Energiesystemanalyse genutzten
Optimierungsmodelle sind allerdings selten in der Lage diesen
Energietransport hinreichend genau zu erfassen. Auf der anderen Seite
existieren im Bereich der Stromnetzausbau- und -Betriebsplanung bereits
Modellierungsinstrumente, die ebendies bewerkstelligen.

Ein wesentlicher Beitrag der mit dieser Dissertation verbundenen Arbeiten ist
daher die Zusammenfithrung dieser beiden Modellierungswelten mittels
Ansitzen zur Modellkopplung und Modellintegration. Die hierfiir erstellten
und weiterentwickelten Instanzen des Energiesystem-Optimierungsmodells
REMix nutzen lineare Restriktionen zur Beriicksichtigung von
Leistungsfliissen, womit die Rolle des Stromtransports und Netzausbaus zur
Sicherstellung der zukiinftigen Energieversorgung detailliert untersucht
werden kann. Dies betrifft beispielsweise Fragestellungen inwiefern der
Stromtransport erginzend oder konkurrierend auf Technologien zur
Energiespeicherung oder bei verstiarkter Kopplung von Energiesektoren in
Szenarien der europiischen Energieversorgung wirkt. Die entsprechenden
Ergebnisse (Publikation 3) zeigen, dass ein Ausbau von landeriibergreifenden
Grenzkuppelkapazitaten fiir eine Vielzahl von  Szenarien und
Parametervariationen als robuste und kosteneffiziente MaBnahme angesehen
werden kann. Allerdings gilt dies vor allem unter Anwendung etablierter,
landerscharfer Modellauflosungen.

Inwiefern die Vorteilhaftigkeit von Netzausbau auch bei einer expliziten
Modellierung von Ubertragungsnetzinfrastrukturen gilt, kann beispielsweise



mit Hilfe hoherer raumlicher Auflosungen beantwortet werden. Eine erste auf
das deutsche Stromversorgungssystem beschriankte Szenario-Analyse unter
Anwendung eines integrierten Energiesystem-Optimierungsmodells bestatigt
diese Aussage zwar, zeigt aber auch, dass der Bedarf an Energiespeichern in
makrookonomischen Betrachtungen durch unzureichende Modellauflosungen
unterschatzt wird (Publikation 2).

Um zukiinftig umfassende und weitergehende Untersuchungen mittels
integrierter Modellierung von Leistungsfliissen durchfiihren zu konnen, ist
allerdings eine Erweiterung des geographischen Untersuchungsgebiets unter
Einbeziehung der Sektorenkopplung wund die Durchfilhrung von
Parametervariationen fiir eine Vielzahl an Szenarien empfehlenswert.
Begrenzend wirkt sich hierbei allerdings die benotigte Rechenzeit zur Losung
der Optimierungsmodelle aus. Im Rahmen dieser Dissertation wird daher
erstmalig eine systematische Analyse von Ansitzen zur Beschleunigung von
Energiesystem-Optimierungsmodellen vorgelegt. Mit den hierfiir evaluierten
Heuristiken =~ konnen  unter  Beibehaltung  einer  hinreichenden
Modellgenauigkeit Reduktionen der Gesamtrechenzeit um bis zu Faktor zehn
erreicht werden (Publikation 4).
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TABLE OF ABBREVIATIONS

DC
ESOM
GTC
HPC
HVAC
HVDC
LP
MIP
NTC
OPF
PTDF
REMix
TYNDP

Direct Current

Energy System Optimization Model

Grid Transfer Capability

High Performance Computing

High Voltage Alternating Current (=220 kV)
High Voltage Direct Current

Linear Program

Mixed-Integer Program

Net Transfer Capacity

Optimal Power-Flow

Power Transfer Distribution Factors
Renewable Energy Mix for a sustainable energy supply
Ten Year Network Development Plan



1 INTRODUCTION

1.1 BACKGROUND AND MOTIVATION

1.1.1 SCENARIOS OF LARGE-SCALE ENERGY SYSTEMS

A scenario represents a possible and plausible future but does not claim to be a
forecast. More precisely, a scenario provides a “[...] description of how the
future may develop based on a coherent and internally consistent set of
assumptions about key driving forces (e.g., rate of technological change, prices)
and relationships” [1]. In this sense, scenarios are very useful to gain insights
for the development of policies.

Energy scenarios in particular aim at providing such insights with regard to the
energy system. In this context, energy systems include all aspects of power
generation, consumption, and the cross-coupling of electricity supply,
transport, heating and cooling while considering technologically required
options. Moreover, large-scale energy systems are characterized by taking a
macroscopic system view and capturing effects on extensive geographical
scales. Understanding large-scale energy systems and especially transforming
them in a way that desired targets are met—such as formulated in the Paris
Agreement [2]—is accordingly a challenging task.

In order to tackle this challenge, the use of models is a very common approach
to draft technologically feasible energy system designs when developing and
analyzing appropriate energy scenarios [3]. As this often involves the
application of multiple models, which demand for interdisciplinary expert
knowledge, the derivation of policy recommendations from scenario studies
thus proves to be an extensive and complex undertaking.!

1.1.2 LOAD-BALANCING AND SYSTEM ADEQUACY

Especially when the transformation of power systems towards decarbonized
energy supply across all energy consuming sectors is to be investigated with
scenarios, two important aspects are frequently to be considered.

1. As low-emission energy supply strongly depends on power generation
from renewable energy sources [4], dealing with accordingly fluctuating
availabilities of power generation on temporal and spatial scale becomes
essential. In particular, this concerns balancing the fluctuating power
generation with also varying energy demand patterns. In order to ensure
that power generation and consumption match, measures for adaption
are required. This is what is often referred to as “load-balancing”.

t The interdisciplinary authored Publication 1 of this thesis discusses the corresponding
challenges especially related to comprehensibility and traceability of model-based scenario
studies.
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2. Existing power systems are by far the most complex technical systems.
According to Schwab [5], this is due to the diversity of system
components and the interactions between these elements, which take
place at high energy levels. Ensuring a reliable power supply is thus a
central issue. In this sense, system reliability is dividable into two
aspects. On the one hand, “system security” (short-term reliability),
which is related to the response on disturbances. This means that the
system operation should be robust against unexpected outages of
individual components. On the other hand, a presumption for ensuring
this is “system adequacy” (long-term reliability), which, according to
Billinton [6], “[...] relates to the existence of sufficient facilities within
the system to satisfy consumer load demand or system operational
constraints”.

If energy scenarios are supposed to outline desired but feasible alternatives of
the existing system in the long-term, especially aspects concerning “system
adequacy” need to be considered. This applies even more to energy scenarios,
where the power generation from fluctuating renewable resources is
characterized by limited predictability.

Addressing system adequacy with modeling tools requires that energy system
models have specific characteristics. In order to model the availability patterns
of renewable energy resources, both the spatial and the temporal scale need to
be resolved up to a certain degree. The resolution of both is directly related to
temporal and spatial gradients that occur during electricity generation and
consumption (e.g., of a wind turbine and an industry facility, respectively).
Additionally, since energy systems consist of a broad variety of technological
elements, a discretization of this dimension must also be considered. Especially
scenario analyses that address the structure of the energy systems require
models, which allow for technological differentiation. The corresponding aim is
to find implementations of conceivable technologies for the composition of a
future system. For this, so-called bottom-up models [7] (see section 1.2) are
particularly suited.

1.1.3 ELECTRICITY TRANSMISSION

The capability to interconnect locations with suitable potentials for electricity
generation from renewable resources with regions characterized by high energy
consumption is a key element for providing (spatial) flexibility in decarbonized
energy systems. Although spatial load-balancing of energy supply and
consumption can be realized in different ways (e.g., by transport of chemical
energy carriers), electricity transmission is a very effective way to quickly
compensate spatial imbalances over large distances at comparably low
transmission losses. Furthermore, electricity grids are the infrastructure that
interconnects at least all system components of a power system. The question
of how a probably new or existing system component can contribute to (secure)

10



energy supply is therefore strongly related to the availability of an appropriate
grid infrastructure. This makes modeling of both power flows and grid transfer
capabilities essential for addressing system adequacy in energy scenarios.

1.2 MODELING APPROACHES

Approaches for modeling energy systems are often distinguished into two
categories. On the one hand, top-down models have a clear macroeconomic
focus (e.g., Computable General Equilibrium models) [8]. On the other hand,
modeling approaches that allow for the consideration of a broad variety of
energy conversion technologies are referred to as bottom-up models. As the
capability for technological differentiation is a precondition for analyzing the
role of technologies such as for electricity storage and transmission within the
energy system, bottom-up models are widely used for this purpose.

Within the group of bottom-up models, further distinctions are made between
simulation (e.g., Agent-based Modeling) and optimization approaches. While
simulation approaches are useful to virtually replicate the operation of real
technical and social systems, the strength of optimization is rather the
possibility to model decision-making processes model-endogenously with
respect to an objective function. This makes optimization models particularly
attractive for decision support.

In the recent years, a number of scientific review articles were published that
provide a more detailed view on aspects concerning modeling approaches in the
context of energy systems analysis (e.g., by Zerrahn and Schill [9], Ringkjab et
al. [10] and Collins et al. [11]).

1.2.1 ENERGY SYSTEM OPTIMIZATION MODELS

Energy System Optimization Models (ESOMs) that are developed for systems
analysis of energy scenarios often have a techno-economical focus. The reason
for this is the initial motivation to investigate how (i.e., with which
technologies) energy policy goals could be reached and at which costs (techno-
economic feasibility studies).

In the context of developing transformation pathways for the decarbonization
of the energy system, optimization models are commonly applied [12]. For
example, to find system configurations that meet given targets, investments
into available technologies are defined as variables of a mathematical
optimization problem. By introducing variables for the activity of energy
converters also the operation of such a system configuration can be optimized
and thus tested for feasibility. Although there is a gradual trend towards multi-
objective optimization approaches in order to provide holistic scenario
assessments [13], most ESOMs are still minimizing monetary costs. The
following shows a typical objective function of a system cost optimizing ESOM.

11



Objective
function: Minimize: Z Z Z c(t,nu) - p(t,nu)

teT neN uel

EQUATION 1

variable of total power supply
specific costs

set representing of time steps
set of modeled regions

set of technologies

f249ss

Typical constraints of such an ESOM ensure load-balancing or limit the usage
of a certain technology up to its nominated installed capacity [14]. Notably, due
to the typically used power-balance constraint, ESOMs ensure system adequacy
of the modeled systems by default2. Especially for analyses that emphasize
possibilities of load-balancing, additional constraints are used to model
temporal or spatial shifting of either power provision or consumption. For
example, with regard to temporal flexibility, energy storage facilities are
characterized by an additional storage balance equation. 3

1.2.2 CONVENTIONAL POWER-FLOW MODELING APPROACHES

Power-flow analysis is an established instrument used in the context of
operation and investment planning of electrical grids. Given that the nodal
power balance (balanced power consumption and generation at each node)
within an electrical network is known, an equation system needs to be solved to
observe the resulting power flows (i.e., voltages) over transmission lines or
cables.

In the case of a High Voltage Alternating Current (HVAC) power system the
fundamental relationship between nodal power and voltage

N

Si = Pu=jQn = Ui ) Yon U
VvnenN

Sx: Conjugate complex of apparent power at node n

P,: Active power at node n
Q.: Reactive power at node n (j indicates imaginary part of S;;)

U;: Conjugate complex of nodal voltage at node n
Y. Complex nodal admittance matrix

U,,: Complex nodal voltage at node n’

results in a set of non-linear equations (AC power-flow equations) to be solved
in an iterative manner (i.e., with the Newton-Raphson-Method [5]). However,

2 However, this only applies for the assumptions used and for the chosen model abstraction, so
that the system adequacy of a real-word system can be violated, even if this is not the case for
the modelled system.

3 Formulations of a typical objective function, associated constraints, and a discussion of the
effects on the matrix structure of a linear program are provided in Publication 4.
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besides AC power-flow, further approaches for modeling power flows (see also
1.2.3) and methods required for solving the corresponding equation systems
exist (e.g., fast decoupled power-flow or DC power-flow) [15].

Simply solving power-flow equations can be referred to as simulation approach.
It is useable for the prediction of system states that result from events or
measures during the operation of an electrical power grid (e.g., outage of a
transmission line). By adding costs (e.g., for power production or transmission)
the optimal exchange of power between the nodes can be determined in an
optimization model that considers power-flow equations as constraints. The
appropriate problem class is referred to as optimal power-flow (OPF) [16].

Another problem class that is investigated for a long time in the context of
power-flow analysis is transmission expansion planning [17]. It represents an
extension of OPF problems that allows for the identification of grid expansion
measures, such as the construction of new transmission lines.

From an overall system’s perspective traditional power-flow modeling
approaches are characterized by their comparably high spatial resolution as
they are supposed to model existing or candidates of real infrastructures
combined with a high accuracy in terms of electrical properties that imply a
need for the corresponding availability of electrical grid parameters. Opposed
to that, these approaches neither emphasize a broad technological
differentiation nor on solutions for a large set of temporally consecutive grid
usage situations.

1.2.3 MODELING POWER FLOWS IN ENERGY SYSTEM OPTIMIZATION MODELS

Incorporating approaches for power-flow modeling into ESOMs usually results
in models that are similar to OPF problems. In the simplest case, modeling of
technologies that allow for spatial energy shifting is realized with an economic
transshipment model4 first described by Hitchcock [18]5. Such models are
originally applied to economic transport problems. They are characterized by
flow variables that represent the exchange of a particular commodity between
at least two discrete locations.

Applying the transshipment approach for power-flow modeling is sufficient as
long as the spatial resolution is low. With regard to the spatial dimension in
ESOMs, these models are typically designed to represent electricity markets or
national states (i.e., regions) rather than dedicated substations or nodes within
a transmission grid. Modeling electricity transmission in ESOMs therefore
means that power flows are mostly represented in a spatially aggregated
manner and restricted by capacity constraints. For example, in the case of the

4 also referred to as “transport model”

5 This means that for conventional ESOMs, traditional power flow modeling approaches as
introduced in 1.2.2 are not applied (or even not required, if the spatial resolution is
comparably low).
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ESOMs Eltramod [19] or DIME [20] these capacities are derived from net
transfer capacities (NTCs). NTCs represent non-physical values to approximate
the possible trade between bidding zones considering power generation
schedules. Opposed to that, grid transfer capabilities (GTCs) define the
maximal allowed power transmission taking into account technical operation
limits of transmission lines [21]. Since GTCs reflect the physical transmission
capability, they represent the quantity to be used to conduct transmission
expansion planning with ESOMs.

However, modeling power flows in (roughly aggregated) electricity
transmission lines with a transshipment approach is only sufficient if the
magnitude and distribution of power flows can be fully controlled. Presuming
the application of controllable power converters, this applies to High Voltage
Direct Current (HVDC) transmission systems ¢. Nevertheless, today, the
dominating electricity transmission technology is still HVAC transmission.

For modeling power flows in HVAC grids, simple capacity-constrained
transshipment models are also applied, which is permissible as long as the
modeled infrastructure is not fully resolved. In other words, especially in
ESOMs that represent electricity markets, real HVAC transmission lines are
modeled in an aggregated manner. Nevertheless, modeling HVAC transmission
normally implies that the distribution of power flows cannot be arbitrarily
determined. Compared to transshipment models this makes the introduction
of additional constraints necessary.

The appropriate modeling approach that fully captures the physics of HVAC
power flows (i.e., the consideration of active and reactive power flows) is the AC
power-flow. However, accounting for AC power-flow constraints in ESOMs,
results in non-linear optimization models and solving comparatively small
instances of such ESOMs is already challenging. Therefore, often linear model
formulations are sought. One way to achieve this is making permissible
assumptions concerning voltage angle differences and the magnitude of nodal
voltages and to neglect reactive power in HVAC grids. The non-linear AC
power-flow constraints can be accordingly transformed into a linear equation
system. The appropriate modeling techniques are referred to as DC power-flow
[22] and summarize linear modeling approaches, where the distribution of
active power flows is defined by distribution factors. These factors are
determined exogenously of the ESOM either by a linearization of pre-executed
AC power-flow simulations or based on electrical properties of the transmission
lines?”.

6 For this reason, in the studies that are summarized in this thesis, power flows in HVDC
infrastructures are modeled with the transshipment approach.

7 The first method mentioned, referred to as PTDF method, is applied in the work associated
with Publication 3, where the Power Transfer Distribution Factors (PTDFs) are derived from
the spatial aggregation of distribution factors observed in several AC power flow simulations.
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1.2.4 CAPACITY EXPANSION MODELING

When the composition of an energy system should be investigated with an
ESOM, the corresponding model needs to support capacity expansion. In such
cases, as mentioned in 1.2.1, investment decisions are part of the optimization.
Such optimization problems are examined for several decades, initially in the
context of generation expansion planning, where the optimal dimensioning and
placement of power generation capacities is investigated [23].

With the increasing focus on energy scenarios that address high shares of
renewable energy and the accompanied challenges regarding system adequacy,
the technological focus of classical generation expansion planning problems is
extended by technologies that provide both spatial and temporal flexibility for
load-balancing. Hence, nowadays many ESOMs are combinations of models
that allow generation, transmission, and storage expansion planning [24].

From an investor’s perspective, decisions for investments into new
infrastructures usually need to be discrete. This means that, for example, power
plants cannot be realized with any nominated block size. Optimization
problems that are suited for this purpose are mixed-integer programs (MIPs).
However, for modeling of spatially aggregated large-scale energy systems that
consist of great numbers of decentralized units (e.g., photovoltaics) often linear
programs (LPs) are applied, where investment decisions are represented by
continuous variables. The rationale behind is the fact that new capacities
calculated at an aggregated level are several orders of magnitude larger than a
discrete unit for power generation, storage or transmission. According to the
findings of Cebulla and Fichter [25], the same justification shall also apply to
normally discrete operation decisions within large-scale energy systems.

Concerning the treatment of planning horizons for expansion planning,
different approaches are conceivable. In [24] the authors distinguish between
static and dynamic methods where the first is commonly used for in-depth
analysis of normative scenarios [26]. For explorative investigations of
transformation pathways, however, the dynamic treatment of planning
horizons is the more suitable approach.8

1.2.5 THE ENERGY SYSTEM OPTIMIZATION MODELING FRAMEWORK REMIX

In its initial implementation by Scholz [27] REMix (Renewable Energy Mix for
a sustainable energy supply) focused on power system scenarios where power

The PTDFs used in Publication 3 are therefore dependent on the operational state of the
model. The latter variant of the DC power flow approach is the dominating method for
modeling electricity transmission in Publication 2 and 4. It uses lines lengths and
assumptions about the specific reactance of transmission lines to derive distribution factors,
which are therefore static across the operation horizon of the model.

8 In the model-based analyses of Publications 2 to 4 of this thesis, ESOMs are applied that are
implemented as LPs. Capacities accounted for expansion planning are therefore modeled as continuous
variables. Furthermore, the associated investment decisions are made based on static assumptions
concerning annual capital expenditures of considered technologies.
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supply is based on high penetrations with renewable energies. In this context,
REMix was supposed for proving the sub-annual operational feasibility of
energy scenarios that were developed based on consistent annual energy
balances. For this reason, analyses with REMix mostly emphasized the
optimization of hourly power system operation taking into account all kinds of
renewable electricity supply.

Due to further model development in the last years, more recent instances of
REMix are able to cover power supply for all energy consumption sectors and
allow for capacity expansion of the associated technologies [28]. Applications
range from long-term investigations of temporal flexibility requirements [29]
over country specific decarbonization scenario studies [30,31] to mid-term
analyses of system security [32].

Today, REMix allows the creation of ESOM instances that share similar source
codes written in the algebraic modeling language GAMS but have different
input parameters in terms of geographical scope, spatial resolution or analyzed
time horizon. Hence, REMix is rather a model generator thanks to its modular
structure combined with sub-version management.

An overview of all REMix modules applied in the context of this thesis is shown
in Table 1. Also, the author’s significant contributions to maintenance,
development and data collection for the listed modules are indicated there. The
latter is designated as “Input preparation” and includes the collection and
documentation of raw data, and data processing for the creation of complete
input data sets for a specific REMix application. Besides modules that provide
basic functionalities for setting up an optimization model in GAMS and for
input data treatment, these modules are mainly characterized by the
representation of technology classes. Restrictions, which usually affect all
technologies (e.g., politically motivated restrictions such as self-consumption
quotas) are provided in a modular manner.

Although some modules of REMix are implemented as MIPs, the majority of
applied ESOM instances created with REMix are LPs, where always the hourly
dispatch of power plants and technologies for load-balancing is optimized
seeking for minimal system costs. A commonly used term for such optimization
problems is Economic Dispatch [33]. However, typical REMix instances are
spatially resolved, which justifies the designation of such ESOMs as Multi-
Regional Economic Dispatch models. In addition, capacity expansion is
frequently applied to specific technologies (such as those for spatial and
temporal load-balancing).

One particular contribution related to this thesis is the compilation of data sets
that allow for analyses with spatially highly resolved ESOMs. The term spatially
highly resolved means that compared to typical REMix applications, which
usually optimize on country level, a regionalization is conducted necessary for
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modeling of power flows within the HVAC transmission grid. The
corresponding model specifications allow for conducting OPF analysis with
REMix [33].

In this regard, the dedicated specifications of the REMix models applied in this
thesis are shown in Table 2.9

TABLE 1: OVERVIEW OF TECHNOLOGY SPECIFIC REMIX MODULES USED IN THE
CONTEXT OF THIS THESIS AND AUTHROR’S CONTRIBUTIONS.

v yes % Contribution
x no k7]
o irrelevant 5 é_
S|E|¢
bl o o -
s |2|2 elc|gls
glg|s HEIEE
Modelled technol - - . AR
ogeflec technology Internal name 22 a; Characteristic restrictions/properties -% s |2 @'
(class) CHRCEES S|e|8|=
= - © I} 3 -
8|5 |3& slal=z|3
o | @ =] aQ
o |w|S ol8[2]=
Biomass-fired power
plants re_biomass v | % | v |Limited annual fuel resources v X | X
Variable renewable re fluctuatingNoStor v v Capacity expansion potentials and time series- v % |v
energies = 9 based power generation potentials
. Conventional thermal convBase v'| X | v/ |Punishment costs for load cycling Viix|x|v
Electricity power plants
Concentrated solar power re cs Vixly Time series-based heat generation potentials with sl x| x| %
plants —osp heat storage
Conventional power demand_electrical x | v'| % |Time series-based power demand Vi x|x|v
consumers
Electric vehicles eCars_smpl x|[V]x l‘(l];r:je:;ff:ﬁ;-based power demand with optional x|x|x|v
Renewable Electrolysis hy_ElectrolyzerSimple % | v | v |Power-to-hydrogen conversion VI iVv]x|v
fuels
Hydrogen vehicles hy_FixedAnnualDemand X | X | X |Time series-based hydrogren demand VI V| x| x
Electric boilers heat_electricBoiler x | v'| v/ |Power-to-heat conversion Vi ix|x]|x
Gas boilers heat_boiler x|x|v x| x|x|x
Heat ;antgmed heat and power heat_chp_std v’ | X | v/ |Co-generation of power and heat x| x|x|x
Heat pumps heat_pump x | v | v/ |Time series-based heat generation potentials VI ix|x|x
Heat consumers heat_demand X | X | X |Time series-based heat demand X|[X|X|X
High voltage alternating transport_ACExpansion / Vivilvy Power transmission considering DC power-flow Vivivlvy
current transmission transport_ACAggregation constraints, (spatial aggregation)
Spatial load High voltage direct current transport_DCSimple / ViIviv Power transmission using transport model, (spatial VIivivlvy
balancing transmission transport_DCAggregation aggregation)
Gas transmission hy._NaturalGasNet wlxlx Uncon;tralned transmission, conversion losses for Vivslx
synthetic fuel production from hydrogen
Demand side demandresponse_smpl VIvilv Tlr_m_e senes-b_ased, temporally restricted load x| x| x| %
management shifting potentials
lydro reservoir storage  re_reservoirHydro ] .
Hyd ir st irHydl VIviv VTVIEe;;Z\ZZ based power generation potentials wlxlx!|yv
Temporal load
balarll)cing Energy storage storageStd v’ | v/ | v/ [Capacity expansion potentials Vi ix|x |V
Heat storage heat_stoarge_std x| x|V X|[X|X|X
Hydrogen storage hy_Storage x | x | v/ |Capacity expansion potentials v x|V
A . Bounding of annual power generation per region
Self-consumption quotas  domesticGenShare INENEN with resgect © annurill pow?er deman dF;)er re%ion x| x|x|S
Fuels fuelsAndACost O[S | |[Fuel costs and/or limitation of annual availability Vx| x|
Global . A
modeling Emissions pollutionAndACost NN Err:izssig:scogs and/or limitation of annual Vix| x|
constraints
Firm capacity firmCapacity ® ® ® Bounding of total power generation capacity with VIvily ®
P P respect to electrical peak load per region
Heuristc for temporal . . Decomposition of sub-annual time horizon into
model decomposition methods_rollingHorizon SIS time intervals to be solved as partial models IV O
Main minCost_standart Ol | ©|Program control and objective function VIVIix|©

9 A technology-oriented overview of the models applied in the context of this thesis is
provided in the Appendix.
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TABLE 2: MODEL SPECIFICATION OF THE REMIX MODELS APPLIED IN THE
PUBLICATIONS SUMMARIZED IN THIS THESIS.

Publication 2 & Publication 4 Publication 3

Model specification Linear programming

Minimization of total costs for system operation and expansion

“REMix Germany”: “REMix Europe”
Linear optimal power-flow and Multi-regional capacity
capacity expansion of lithium-ion  expansion of power generators
batteries and grid transfer and technologies for temporal
capacity and spatial load-balancing
Scope of model application Methodological development Analysis of normative energy
scenarios
Sectoral focus Electricity Electricity, heat, individual
transport
Geographical focus Germany Europe and Northwest Africa
Spatial resolution (number High-voltage (220 and 380 kV) European countries and
of regions) substations (488) Germany regionalized (58)
Analyzed normative 2012, 2030 2030, 2050
scenario
Temporal resolution 8760 consecutive, hourly time steps

1.3 CHALLENGES AND RESEARCH QUESTIONS

Pfenninger et al. [34] define four dedicated challenges related to energy system
modeling:

1) Resolving details in time and space

2) Uncertainty and transparency

3) Complexity and optimization across scales
4) Capturing the human dimension

ESOMs in particular, are addressed by the very first of these challenges. It is
directly related to the aspect of combining the capabilities of conventional
energy system optimization and power-flow analyses in order to enable in-
depth assessments regarding the contribution of power transmission to system
adequacy in in low-carbon energy systems. However, this has several
methodological and data-related challenges to harmonize the typical temporal,
spatial and technological scales of the corresponding modeling approaches (see
Table 3).

For example, on the ESOM side, modeling of many different technologies for
power supply and conversion is state-of-the-art. As mentioned in 1.2.1, this
capability is required to find system configurations that meet given targets (e.g.,
greenhouse gas mitigation). However, concerning the spatial dimension, the

18



definition of more highly resolved regionst© is necessary to take into account
anticipated grid congestion, which significantly affects the energy system’s
ability to utilize renewable energy sources. On the other side, by considering all
transmission lines of the transmission grid, the ability to discover grid
congestion is already ensured in conventional power-flow analyses, but the
technological origin of power feed-in at a dedicated substation is of little
interest.

TABLE 3: TYPICAL MODEL SCALES OF ENERGY SYSTEM OPTIMIZATION MODELS AND
POWER-FLOW ANALYSES

. Energy System Optimization . .
Modeling approach . Power-Flow Analysis in HVAC grids
Modeling

. . Buses within an electrical grid
Spatial scale Aggregated regions (| n|<100)

(|n]>>100)
Temporal scale Time series (|t]|=8760) Snapshots (|t|<<8760)
. Bottom-up modeling of a broad Physical representation of network
Technological scale .
spectrum of technologies resources

Besides the technological variety and typical spatial resolutions, the way of
treating the temporal scale is another major difference between traditional
power-flow modeling approaches and ESOMs. Power-flow analysis in general
is mostly based on a small number of temporal snapshots that represent, for
example, worst case situations in terms of the network’s utilization. Opposed to
that, in order to prove operational feasibility, ESOMs are supposed to
appropriately model the temporal dimension either by time series or by a
reduced, but still large number of representative time slices.

To conclude, only bringing together both modeling approaches enables the
identification of decarbonized energy systems that, from an overall system’s
perspective, provide the required spatial load-balancing capabilities to ensure
system adequacy. Therefore, the particular challenges that arise from this claim
are detailed in the following. In general, all of them can be traced back to the
trade-off between two fundamental claims: (i) keeping an overall system's
perspective and (ii) providing a sufficient level of detail for translating results
into comprehensive recommendations for actions or applicable measures.

1.3.1 INCREASING RESOLUTIONS

First techno-economic feasibility studies were often conducted on an annual
basis and on national or super-national level [35]. The underlying modeling
approach can be denoted as the creation of consistent annual energy balances.
As in the case of REMix, an extension of this approach obviously becomes
necessary when the sub-annual fluctuating availability of renewable energy

10 Publication 2 of this thesis proposes a new method, which allows for automated determining of such
region definitions.
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sources cannot be neglected anymore. This applies to techno-economic
feasibility studies with the objective of mitigating greenhouse gas emissions in
the energy sector. As a consequence, today many ESOMs resolve the
operational time horizon by hourly time series.

The techno-economic feasibility of energy systems that mainly rely on
renewable power generation can be seen as the driving research question
addressed up to this decade, which is currently followed by the next crucial topic
- the implementation of such systems. Therefore, the point of ever-increasing
model resolutions results from the trend of seeking for more concrete measures
directly derivable from model-based analyses. It is thus related to the claim of
providing a sufficient level of detail and applies to all of the characteristic
dimensions of ESOMs. Consequently, established modeling approaches that
often simplify these dimensions by aggregating technologies, time steps or
regions are no more sufficient for finding answers related to the realization of
infrastructures, especially if the corresponding error is not fully understood.

For example, insufficient temporal resolutions cause the same effect as energy
storage— they smooth both power generation and demand profiles and
accordingly lead to an underestimation of storage demand. In addition, for
selecting an appropriate technology for the realization of a particular energy
storage facility, the variety of technologies needs to be represented in a way that
strengths and weaknesses can be modeled. In practical terms this means, that
only temporal resolutions <ih are appropriate to capture the benefits from
batteries that allow for rapid charging. But still, time horizons must be large
enough (>3 months) to account for seasonal storage capabilities (e.g., of cavern
storage).

The similar applies for the spatial dimension, where the identification of sites
for building up the energy storage facility and the conceivable need for
expanding a particular transmission line requires resolutions that at least
enable modeling of these individual system elements (as done in traditional
power-flow analyses). Nevertheless, typical ESOMs that account for power
transmission strive for the coverage of large areas. In a European context, this
is mainly due to two reasons: 1) the wide area synchronous grid, which also
covers countries in North Africa and 2) the objective of creating an internal
energy market without transmission congestions within the European Union.
However, efforts to maintain the perspective of the overall system typically
result in spatial resolutions on country level. Therefore, model-based scenario
studies that additionally provide high spatial resolutions are rare although
former issues such as data availability improved over the last years (e.g., SciGrid
[36] or Open power system data [37]). Increasing the spatial dimension is
especially challenging since the structure of the resulting mathematical
optimization problems becomes rather complicated and so solvability
deteriorates. This is, on the one hand, due to the characteristic of linking
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constraints!t. On the other hand, also the translation into a continuous linear
optimization problem (LP) must be critically questioned, whereas the more
appropriate problem class —MIP - is even harder to be solved.

Accordingly, a pressing challenge is increasing the spatial resolution within
ESOMs in a way that the ability to solve the mathematical optimization
problems within manageable time spans is maintained. This becomes even
more obvious because, according to Pfenninger et al. [34], most simplifications
applied to current ESOMs already stem from the need to reduce computing
times.

From this, the following research question to be addressed within this thesis is
derived:

What are the impacts of integrating power flows in energy system
optimization models and what are appropriate solution approaches?

1.3.2 EXTENSION OF SYSTEM BOUNDARIES

The need for approaches that allow for solving very large optimization models
is also driven by the extension of boundaries of the systems to be modeled.
Opposed to model resolutions, which refer to the extent of discretization within
given boundaries, this trend enlarges the definition of what the overall system
is. It especially applies to the technological dimension.

For example, while ESOMs such as REMix initially had a clear focus on the
power sector, the extension of system boundaries is caused by taking into
account the broad variety of technological solutions implied by coupling energy
sectors and commodities. In addition, as scenario analyses are always
associated with high uncertainties, proving of the robustness of the outcomes is
more and more addressed by extensive parameter variations. This is also
equivalent to an extension of system boundaries, namely those of the analyzed
techno-economic scenario space. Finally, the basis of evaluation is broadened
if energy systems are to be assessed based on sustainability criteria rather than
on monetary costs.

One illustrative example in the context of electricity infrastructure planning is
the increasing extent of the Ten Year Network Development Plan (TYNDP),
which is regularly issued by the association of European Transmission Grid
Operators [38]. In order to identify infrastructure projects, which contribute to
the achievement of the EU’s climate and energy objectives, extensive model-
based scenario analyses are part of the assessment framework.

The first issue of the TYNDP contains two scenarios with a 10-year foresight
(“conservative” and “best estimate”) and one 15-year trend, whereas from a
technological point of view only power generators and demand forecasts are

11 The role of linking constraints is discussed in detail in Publication 4.
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focused. In its version from 2018, three scenarios (considering electricity and
gas transmission infrastructure) are conducted with foresight up to 2040 and
accompanied by variations of input data such as weather years. Moreover, the
role of additional technologies such as prosumers, including demand response
measures, electric vehicles and heat pumps is considered.

Particularly, these technologies are frequently discussed in the context of load-
balancing and thus will have also an impact on future system adequacy.
Furthermore, they also represent the need for cross-coupling of the power
sector with its counterparts in heat and transport, as the majority of low-carbon
energy conversion paths rely on electricity generation from renewable energy
sources.

In this context, electricity transmission and thus the consideration of limited
power flows in ESOMs play a crucial role in scenarios of future energy systems.
This is due to fact that power transmission is the key technology for accessing
remote power generation potentials from renewable sources at comparably low
transmission losses.

Therefore, the related research question is:

What is the contribution of power transmission and grid expansion to ensure
system adequacy in energy systems with low carbon emissions?

1.3.3 TRACEABILITY

Given that ESOMs tend to become larger and more complex due to both
increasing resolutions and extending system boundaries, two derivative
challenges arise. As mentioned above, the first concerns the computational
effort that disproportionally increases with growing model sizes. The second
challenge is related to the need for more data. This comes together with
additional effort to be made with regard to processing and analyzing of large
data sets and with stricter requirements concerning data quality.

Already existing studies conducted with simple ESOMs suffer from a lack of
traceability. Reasons for this are manifold. Some aspects are related to practical
issues such as incomplete documentation for different purposes and target
groups or an insufficient use of state-of-the-art software engineering
approaches for the model development and application by teams. However,
more importantly, the general nature of scenarios hampers typical confidence-
building towards modeling tools since traditional model validation techniques
based on comparisons with reality are not applicable by ease. In other words,
finding ways to measure states of large-scale energy systems by appropriate
observables is already -challenging but becomes even harder if the
corresponding system states lie in the future. In addition, due to a lack of fully
consistent and complete empirical input data, assumption making is always
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related to modeling energy scenarios. In particular, this in turn complicates
documentation as also implicit assumptions are made unconscious.

However, for ensuring best scientific practice, experiments and thus model-
based analysis need to be reproducible and accordingly traceable in the first
place. In the context of energy scenarios of large-scale energy systems, this
leads to the following research question:

How to make modeling of scenarios of large-scale energy systems traceable?

1.4 OBJECTIVES AND SCOPE

In order to address the three fundamental research questions of this thesis, the
following overarching objectives are specified (Table 4):

TABLE 4: RESEARCH QUESTIONS AND RELATED OBJECTIVES

®|E
i &
3
= -]
£a 24
. i S8 sd
Research question Objective = =
1) How to make modeling a) Identification and discussion of reasons for
of scenarios of large- lacking traceability of model-based energy
scale energy systems scenario studies U
traceable? b) Development of criteria to better assess model-
based energy scenario studies
2) What are the impacts of | a) Implementation of methods for modeling power
integrating power flows flows in large-scale energy systems
in energy system b) Parameterization of a spatially highly resolved
optimization models and model
what are appropriate c) Implementation of approaches to ensure
solution approaches? solvability of the spatially highly resolved model | [
d) Analysis of the impact of regionalization and
model simplification by spatial aggregation
e) Analysis of the impact on model results of
different approaches for modeling power flows
in ESOMs
3) What s the contribution | a) Definition of scenarios and parameterization of
of power transmission an ESOM that allows for power transmission and
and grid expansion to grid expansion among alternative technological
ensure system adequacy options for load-balancing |
in energy systems with b) Analysis of the role of power transmission as
low carbon emissions? load-balancing measure in order to ensure
system adequacy

These objectives are to be met within particular framework conditions. In this
sense, energy scenario analyses conducted in the context of this thesis always
rely on the application of modeling tools (i.e., ESOMs with the objective to find
compositions of energy infrastructure based on existing technologies).
Therefore, the term energy scenario is rather to be understood in a techno-
economic than in a socio-economic context.
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As described in section 1.2.5, model development and application are
conducted with REMix, which implies the creation of ESOMs formulated as LP.
The content-related scope of this thesis concerns normative long-term
scenarios for Germany and Europe for the years 2030 and 2050 taking into
account CO- mitigation targets of up to 85% reduction compared to the
emissions in the year 1990 in power generation.
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2 PUBLICATIONS

In the following, the four publications summarized in this dissertation are
enclosed. In order to provide a common characterization scheme and to show

the relation to the central objectives of this thesis (section 1.4); each publication
is introduced by a table where used methodologies, models and key outcomes
are summarized. Furthermore, these tables provide general information such
as access or the author’s contribution to the associated scientific process (e.g.,
conducting the study and a writing a corresponding paper).

2.1 PUBLICATION 1

Status

Title

Co-Authors

Publication
year
Access

Applied model

Specific
objective

Thesis-
overarching
objectives

Methodology

Key outcome

~
=
5=
®
2
=
=
A

Published in: Energy, Sustainability and Society 6 (1): Art.Nr.: 28 (2016)

Raising awareness in model-based energy scenario studies - a transparency
checklist

Felix Cebulla, Jonathan J. Gomez. Vilchez, Babak Mousavi, Sigrid Prehofer

2016

https://doi.org/10.1186/s13705-016-0090-z

Gold Open Access O Green Open Access O Closed access

Compilation of criteria for the assessment of transparency in energy scenario
studies that largely rely on the application of complex models

1.a) Identification and discussion of reasons for lacking traceability of model-

based energy scenario studies

1.b) Development of criteria to better assess model-based energy scenario
studies

Qualitative expert interviews and expert validations

Transparency checklist to be used by authors and users of energy scenario
studies
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ORIGINAL ARTICLE Open Access

Raising awareness in model-based energy

@ CrossMark

scenario studies—a transparency checklist

Karl-Kién Cao', Felix Cebulla', Jonatan J. Gémez Vilchez*', Babak Mousavi® and Sigrid Prehofer®

Abstract

model-based scenario studies.

generated.

examples.

transparency, in consonance with scientific standards.

Background: The focus of the paper is on scenario studies that examine energy systems. This type of studies
is usually based on formal energy models, from which energy policy recommendations are derived. In order
to be valuable for strategic decision-making, the comprehensibility of these complex scenario studies is
necessary. We aim at highlighting and mitigating the problematic issue of lacking transparency in such

Methods: In the first part of the paper, the important concept of transparency in the context of energy
scenarios is introduced. In the second part, we develop transparency criteria based on expert judgement. The
set of selected criteria is structured into ‘General Information’, ‘Empirical Data’, ‘Assumptions’, ‘Modeling,
‘Results’, and ‘Conclusions and Recommendations’. Based on these criteria, a transparency checklist is

Results: The proposed transparency checklist is not intended to measure the quality of energy scenario
studies, but to deliver a tool which enables authors of energy scenario studies to increase the level of
transparency of their work. The checklist thus serves as a standardized communication protocol and offers
guidance for interpreting these studies. A reduced and a full version of the checklist are provided. The
former simply lists the transparency criteria and can be adopted by authors with ease; the latter provides
details on each criterion. We also illustrate how the transparency checklist may be applied by means of

Conclusions: We argue that transparency is a necessary condition for a reproducible and credible scenario
study. Many energy scenario studies are at present characterized by an insufficient level of transparency. In
essence, the checklist represents a synthesizing tool for improving their transparency. The target group of this
work is experts, in their role of authors and/or readers of energy scenario studies. By applying the
transparency checklist, the authors of energy scenario studies signal their commitment to a high degree of

Keywords: Scenario analysis, Energy modeling, Transparency, Open access

Background

Model-based energy scenarios

Scenario analysis is becoming an increasingly recognized
area of research. As a result, the number of scenario stud-
ies published in recent years has risen tremendously. In
2011, for example, the European Environment Agency
(EEA) listed 263 scenario' studies [1]. Despite its
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2Institute for Industrial Production, Karlsruhe Institute of Technology (KIT),
Hertzstr. 16, 76187 Karlsruhe, Germany

Full list of author information is available at the end of the article

@ Springer Open

limitations (e.g. availability bias?) [2], the scenario analysis
is regarded as an adequate method to deal with what
Lempert et al. [3] call ‘deep uncertainty’. Furthermore,
Wright and Goodwin [4] propose an approach on how to
overcome some of these limitations. In the context of en-
ergy research, energy scenarios are considered to be a suit-
able and helpful means of depicting possible future
pathways in an energy system. Basically, they have two
main purposes: First, to offer orientation and contribute
to discussions about energy futures [5]; second, to support
strategic decision-making on energy issues. In this case,

© 2016 The Author(s). Open Access This article is distributed under the terms of the Creative Commons Attribution 4.0
International License (http://creativecommons.org/licenses/by/4.0/), which permits unrestricted use, distribution, and
reproduction in any medium, provided you give appropriate credit to the original author(s) and the source, provide a link to

the Creative Commons license, and indicate if changes were made.
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they can be seen as ‘a useful tool to helping decision-
makers in government and industry to prepare for the
future and to develop long-term strategies in the energy
sector’ (p. 89) [6]. Attempts to classify scenarios have been
made by other authors (see e.g. [7, 8]).

Due to the complex nature of energy systems, mostly
energy scenario studies benefit from models® which may
capture qualitative and quantitative aspects of the systems.
We call these ‘model-based energy scenario studies (ESS)’.

Challenges in dealing with model-based energy scenarios

The complexity of the present and future energy systems
and their highly uncertain and dynamic nature evoke chal-
lenges for energy scenario analysis. The related questions
most likely have to be tackled from an interdisciplinary
perspective which consequently leads to the application of
a broad diversity of methods and models, with their
underlying assumptions. Thus, this represents a challenge
for the readers” of the ESS. In our view, comprehensibility
or intelligibility of a particular model-based ESS requires
two conditions to be met for a reader:

First, the reader needs to have the technical expertise
or skills to understand what has been done in the study.
Energy scenarios in model-based ESS vary depending on
their primary purpose (e.g. assessing mitigation possibil-
ities [9]). Even if a single method is used to construct a
model-based ESS, various modeling techniques may be
employed by the authors of the study [7]. For example, a
model resulting from applying a particular simulation
method may encapsulate a series of scientific techniques
such as Monte Carlo simulations and Kalman filtering.
Often, model-based ESS are the result of adopting sev-
eral methods. In addition, the results of model-based
ESS may be used as input data for further model-based
investigations regarding questions of future develop-
ments. Suffice to say here that the adaptation of different
models and the abundance of ad hoc techniques from
which results can be derived are a source of rich diver-
sity in energy scenarios [1, 10].

Due to the increasing importance of ESS and the expand-
ing computing possibilities, the total number of available
energy models has grown considerably. These models vary
significantly in terms of structure and application which
leads to greater complexity in understanding and interpret-
ing model-based ESS. Thus, navigating through this type of
study becomes a challenging task. The heterogeneity of
applied energy models and corresponding model-based
energy scenarios demands specific technical skills for the
adequate assessment of such (often complex) interdisciplin-
ary studies. This represents not only a key barrier to the
comprehensibility of a particular study but it also makes
the comparability of the study more difficult. Over time, a
number of studies (e.g. [11-16]) have presented numer-
ous classifications of energy models which provide insight
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into the differences and similarities between the models
to facilitate the understanding of ESS.

The second requirement for the comprehensibility of
model-based energy scenario studies is transparency.
Arguably, transparency is even more important than
technical skills, for it is a basic requirement of any re-
search. Transparency is a key concept of scientific work
and is particularly relevant for studies looking to the fu-
ture [17]. Transparency is a necessary but insufficient
condition for a reproducible and valuable scenario study.
In ESS transparency means that the necessary informa-
tion to comprehend, and perhaps reproduce, the model
results is adequately communicated by the authors of
the study. Bossel [18] uses the concepts of ‘black box;
‘glass box” and ‘grey box’ to highlight ‘different possibil-
ities for simulating system behavior’ (p. 19). These ideas
can be related to different degrees of transparency, to be
chosen by the modeler to characterize a certain system
(e.g. energy) in a model-based study. In this manner, the
black box represents a low level of transparency, and the
glass box a high level of transparency. We argue that the
employment of the latter is desirable in scientific work
because it allows reproducibility. In addition, Wefiner
and Schiill [19] consider the provision of background in-
formation about a study, for example, if it is financed by
a third party, to be important to ensure scientific
integrity.

Considering one important part of ESS, a concrete ex-
ample of the need for transparency is the communica-
tion of assumptions® (for further explanations see
‘Methods’ and ‘Results and discussion’ section). Ideally,
the ESS author® would fully articulate all the assump-
tions, thereby facilitating that the reader understands
how a particular model-based scenario study has been
constructed. In practice, when a large model or a set of
large models is used, there is a trade-off between com-
pleteness and succinctness and only the main assump-
tions can be communicated exhaustively in the model
documentation. In extreme cases, critical assumptions
are made implicitly, unnecessarily obscuring the model-
ing exercise. In the worst case, such an approach may be
a deliberate strategy to attach objectivity to ideology
[20]. It can be concluded that providing comprehensibil-
ity for ESS appears to be a challenging issue since the se-
lection of information to be communicated needs to
take into account various aspects.

Aim and outline

This paper addresses and attempts to mitigate opacity in
model-based ESS. In particular, we adopt the view that
comprehensibility is necessary, if ESS are intended to
successfully fulfil their purpose of adding value to stra-
tegic decision-making. To do this effectively, there is a
need to fully assess the essential content of an ESS. But

27



Cao et al. Energy, Sustainability and Society RIXXXXXEIX

many of the existing studies are not sufficiently compre-
hensible for a complete external evaluation of the quality
and usefulness of such studies. Since readers do have dif-
ferent questions and educational backgrounds, there is a
need for comprehensibility on several communication
levels (inter alia proposed in [21]). In the best case, a
wide spectrum of addressees such as experts, decision-
makers and the public is enabled to build their own
opinions based on the outcome of ESS.

However, even the minimum requirement, which is for
us full traceability of ESS for experts, often cannot be met
[5]. In general, two kinds of required comprehensibility
can be distinguished in this context: First, model compre-
hensibility, which aims at ensuring comparability and re-
producibility by experts. The second one is study-results
comprehensibility which enables the interpretation of ESS
outcomes also for non-experts. If results comprehensibil-
ity cannot be sufficiently provided, it is an obvious precon-
dition that at least experts who work in the field of energy
scenario construction and application need to be able to
fully retrace the work of other experts in order to explain
it to the remaining addressees.

We claim to tackle this issue by highlighting the import-
ant role of transparency. Therefore, we aim to provide an
additional approach for practical use cases where a glass
box model is difficult to be achieved. Its purpose is to en-
sure leastways the provision of necessary information for
expert judgement for both model comprehensibility and
also results comprehensibility. For this reason, the target
group of our work’s outcome is limited to experts, in their
role of authors and/or readers of ESS.

The next subsection provides a review of existing
scientific work that addresses quality criteria in model-
based studies with guidelines of good practice. Further-
more, the applied methodology for the determination of
the transparency criteria for model-based scenario stud-
ies is explained in the ‘Methods” section. ‘Results and
discussion’ section introduces the ESS transparency
checklist where the identified criteria are collected and
discusses several of its key points. Finally, in the
‘Conclusions’ section, a further collection of transparency
criteria for addressees other than experts is suggested.

Literature review

The issue of insufficient comprehensibility in scenario
studies is not new and the contributions of previous
work to address it have been made. For example, a re-
cent study of the International Risk Governance Council
[22] provides a comprehensive methodological review on
energy scenario and modeling techniques. The work em-
phasizes a clear (i.e. transparent) communication of the
scenario and model outcome, especially in terms of pos-
sible uncertainties and biases. Although [22] delivers
novel insights with regard to shortcomings of energy
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scenario methods, it provides little guidance on the pos-
sible ways of ensuring transparency in model-based ESS.
In this section, two main bodies of literature are exam-
ined; one dealing more generally with model compre-
hensibility; the other, with existing tools for model
documentation and transparency.

In general, there are several approaches to tackle the
need for comprehensibility in model-based ESS. One is
the use of standards which mainly refers to requirements
for documentation and data handling. Standards enable
the reader of ESS to find a common understanding of
the whole modeling process. Examples which strive for
the standardization of applied models, data sets or as-
sumptions are calls for research projects in the context
of the German Energiewende [23] as well as require-
ments of methodologies [24] and planning tools for
policy advice in the USA [25].

Open source and access approaches for both model
code and the related data are another way of dealing
with the previously described challenges. The concept
incorporates advantages such as improved reproducibil-
ity of results or distributed peer reviewing, which
partially eliminates shortcomings regarding the compre-
hensibility of energy scenarios. While the idea of open
source and access is claimed to be essential for transpar-
ent research and reproducibility [26, 27], the matter has
not been fully established in model-based energy sce-
nario analysis yet. Nevertheless, open access policy is a
requirement for funding grants in some research fields,
such as the Public Access Plan of the US Department of
Energy (DOE) [28]. The plan demands that all DOE-
granted publications have to be uploaded to a public re-
pository, while for the related data, a data management
plan has to be provided.

The issue of model documentation in scientific work is
notably addressed in the field of ecology. Benz et al. [29]
introduce ECOBAS, a standardized model documenta-
tion system that facilitates the model creation, documen-
tation and exchange in the field of ecology and
environmental sciences. ECOBAS is designed to over-
come the difficulties in writing model documentation
and applying the documentation to any model language.
Schmolke et al. [30] and Grimm et al. [31] propose
‘transparent and comprehensive ecological modeling
evaluation’ (TRACE), a tool for planning, performing
and documenting good modeling practice. The authors
aim to establish expectations of what modelers should
clearly communicate when presenting their model (e.g.
clear model description and sensitivity analysis of the
model output). The purpose of a TRACE-based docu-
ment is to provide convincing evidence that a model is
thoroughly designed, correctly implemented, well-tested,
understood and appropriately applied for its intended
purpose.
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In the context of model-based research in the social sci-
ences, Rahmandad and Sterman [32] provide reporting
guidelines to facilitate model reproducibility. They distin-
guish between a ‘minimum’ and a ‘preferred’ reporting re-
quirement. For computer-simulation models, they further
differentiate between a ‘model’ and a ‘simulation’ reporting
requirement. Two types of simulation methods are
commonly used: agent-based modeling (ABM) and system
dynamics (SD). For studies using ABM, Grimm et al. [33]
suggest a framework via the Overview, Design concepts,
and Details (ODD) protocol and provide examples of how
to apply it. The ODD can be understood as a communica-
tion tool to enable ABM replication. Later, the authors
assess the critical points raised against ODD and offer an
updated and improved version of the protocol [34]. Con-
cerning the SD approach, Rahmandad and Sterman [32]
illustrate how to implement their reporting guidelines using
an innovation diffusion model. In principle, the SD model-
ing approach is suitable for a high level of model transpar-
ency. However, although the qualitative visualization of an
SD model is common practice, this is not always the case
for the model code. Efforts to enhance the documentation
of such models are made by e.g. [35].

In the context of policy analysis, Gass et al. [36] propose
a hierarchical approach for producing and organizing
documentation of complex models. It recommends four
major documentation levels: (1) rote operation of the
model, (2) model use, (3) model maintenance and (4)
model assessment. Another documentation framework,
especially designed for energy system models, is published
by Dodds et al. [37]. The focus of the work lies on the
challenges due to the increasing complexity which is
affected by the ongoing development of often applied
optimization models. Although the proposed design met-
rics are influenced by the structure of optimization
models, the presented approach incorporates a way of
dealing with the evolution of different model types and
thus their input and output data as well.

In essence, the literature shows that standards enable
comprehensibility through the harmonization of regula-
tions, frameworks and documentations, whereas open
source approaches provide comprehensibility through
transparency. However, on the one hand, standards, such
as ECOBAS or ODD, are often specifically designed for a
certain field of research (ECOBAS: ecology and environ-
mental sciences) or model type (ODD: agent-based
models). In this sense, we think that they are an adequate
way to tackle what we call model comprehensibility, but
do not provide full result comprehensibility. On the other
hand, we consider open source approaches to be an
extreme case of transparency that does not automatically
facilitate the comprehensibility of studies for policy advice.
For instance, in order to benefit from full open source,
substantial investment in familiarization with the source is
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required. Thus, depending on the background knowledge
of an ESS user, open source may also compromise the
comprehensibility of a study due to information overload.
The latter can be tackled through different levels of details
(for a broader discussion of this issue, see section ‘Results
and discussion’). Our contribution to the current state of
research therefore addresses a synthesis of standardization
and increasing, but balanced, transparency in energy
scenario studies (including result and model comprehensi-
bility), if these are to be seen as the result of reproducible,
scientific research.

Methods

Conceptual framework

In order to clarify the meaning of frequently used terms
within the following text sections, Fig. 1 shows the data
and information flow within a model-based ESS. Its pur-
pose is to consistently put the key terms ‘Empirical data)
‘Assumptions, ‘Model exercise, ‘Results’ and ‘Conclusions
and recommendations’ into a context representing the
background for the construction and discussion of trans-
parency criteria. Thus, the conceptual framework follows
the typical steps of conducting a model-based ESS:
collection and preparation of empirical data for the
model-based data processing, assumption-making, model
application and preparation of model outputs as well as
deriving comprehensive conclusions and recommenda-
tions. As depicted in Fig. 1, empirical data can be divided
into primary input data which is imported to the model
directly and secondary input data which needs pre-
processing before being imported. The model exercise
contains at least one model (here called ‘model A’). How-
ever, in some cases, a combination of two models or more
is applied (for simplicity, we depicted a combination of
only two models via a linkage stream). Similar to input
data, outputs are divided into primary and secondary data.
Further, this figure illustrates that assumptions can be
made for the model as well as optionally for the pre-
processing, post-processing, additional applied model(s)
and linkage(s) between models. Results represent the last
step of the model exercise. They are given based on the
model output data. Finally, conclusions and recommenda-
tions are made based on the whole chain from the empir-
ical data to the results (indicated by the solid arrow in
Fig. 1).

Construction of transparency criteria

With the aim of increasing the transparency of ESS, we
collected criteria on information needed to understand
the fundamental contents of an ESS, initially adopting
the perspective of an ESS user. The applied methodology
can be seen as an alternating combination of two estab-
lished approaches: qualitative expert interviews [38] and
expert validations. Applying the conceptual framework
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above introduced, we set up a first collection of trans-
parency criteria. It is based on the results of an ESS
assessment workshop conducted by members of the
Helmholtz School on Energy Scenarios [39]. In individ-
ual preparation for this workshop, specific questions” on
two explicit ESS [40, 41] had to be answered. As all of
the participants of this workshop are ESS authors as well
as users, the initial compilation of transparency criteria
represents the first round of the expert validations.

Meeting the identified transparency criteria means
creating a complete and comprehensible overview of
the underlying work and premises of an ESS. We found
that this information needs to be provided in a format
that can be easily used. Standard protocols or rather
strict guidelines can help to list and describe assump-
tions as well as to transparently communicate the
functional links between these and the model results.
However, formulating such an instrument in a way that
is too constricted bears the risk of high entry barriers
and prohibits transferability over a wide range of
model-based ESS. We therefore concluded that a simple
as well as flexible tool is essential and intentionally
propose the format of a checklist.

Thus, we subsequently rearranged the first collection
of transparency criteria for ESS and extended it by fre-
quently asked questions (FAQ). The first version of the
checklist represented the template for individual inter-
views and discussions with three German post-doc
researchers, one expert working with energy system
modeling and two experts in the field of energy scenario
assessment and scientific policy advice. Hence, the

listing was updated by the feedback of these selected
experts. For the second expert validation round espe-
cially, the perspective of ESS authors was emphasized.
The idea of a transparency checklist for ESS was pre-
sented during the second workshop of the openmod
initiative [26], attended by 35 researchers from Euro-
pean research institutions who are experienced in the
field of energy system modeling. The presented ver-
sion of the checklist was again evaluated and updated
with respect to the feedback of the openmod
workshop. Considering the outcome of our literature
research, we finally added study examples to each
transparency criterion and conducted final expert in-
terviews. This time, one post-doc social scientist and
one post-doc energy system modeler were asked to
suggest improvements to the checklist.

In the following sections, we call the final product of
this construction process the ‘ESS transparency checklist’.

Limitations of the construction approach

Individual expert interviews are a well-established
methodology in social science [42]. In addition, the
expert validation has similarities to DELPHI ap-
proaches [43]. Hence, it provides the evaluation of a
broad set of opinions on an interdisciplinary research
topic and subsequently complements the individual
expert interviews. It represents therefore an appropri-
ate way to avoid expert dilemma and to gain an inter-
subjective collection of transparency criteria as far as
possible [44]. However, only a limited number of ex-
perts were involved in the checklist compilation. Also,
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it should be noted that the energy modelers obviously
dominated the selection of respondents. Thus, the
checklist cannot claim to reflect a representative
range of opinions in the scientific community dealing
with ESS.

Moreover, the provision of a checklist template al-
lows on the one hand a comfortable way to compare
the outcome of the interviews and to extend it with
additional viewpoints. But, on the other hand, as an
existing guideline, it also restricts the spectrum of
conceivable criteria to be discussed. Consequently,
possible improvements to the construction method-
ology could be achieved by extending it by both
further approaches such as constellation analysis [45]
as well as a broader and more balanced selection of
involved experts.

Results and discussion

The ESS transparency checklist can be seen as an over-
lay communication protocol between ESS authors and
users which is not intended to automatically assess the
quality of ESS and their content (data, model or assump-
tions), but at least to enable readers to assess these
points for other addressees or their own work.

From the point of view of an ESS author, the collec-
tion of transparency criteria results in a checklist
containing questions which are frequently asked by
modeling experts trying to understand an ESS done by
other experts. In this context, a checklist gives unexper-
ienced ESS authors a summary of important aspects that
need to be considered, especially for performing a
scenario-based analysis used for deriving recommenda-
tions for decision-makers.

From the user’s perspective, the ESS transparency
checklist is a catalogue of FAQ related to a section of
the appropriate ESS document or report. Consequently,
adding the proposed checklist to an energy scenario
study means in a broader sense providing effective ac-
cess to individually relevant and structured information
to the user by an additional table of contents. The expe-
rienced reader benefits from this representation format
of transparency criteria because time-consuming search-
ing through the document for specific information can
be avoided.

The ESS transparency checklist and its application

We distinguish between two versions of the transpar-
ency checklist (see section ‘Appendix’). The full version,
provided at the end of this manuscript, can be seen as
the checklist's manual which clarifies in detail what is
meant by the various criteria. This is realized in three
ways: by asking relevant expert questions, by using sim-
ple made-up examples and by referencing an existing
study that meets the particular criteria. Although we
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consider the ESS transparency checklist to be, in
principle, applicable to any model-based scenario study,
the examples provided are, given our focus, pertinent to
energy scenarios.

The second version of the transparency checklist is the
reduced version. This version is intended for application
to a particular ESS (cf. Table 1). As an additional table of
contents, this reduced version only consists of the trans-
parency criteria and a second table column. In the latter,
an ESS author only has to enter the specific page num-
bers of the study, on which a certain transparency criter-
ion is supposed to be fulfilled. However, the extent to
which any criterion is met depends on the ESS authors’
assessment. With the checklists’ primary purpose to
raise awareness for transparency, we intentionally chose
this open way of dealing with the transparency criteria
to keep the cost of its application low. Thus, ESS
authors can use the reduced version of the checklist at
ease and add it to any document without the need of

Table 1 The reduced version of the ESS transparency checklist
to be used as an additional table of contents

Criterion Page number

General information
1. Author, institution
2. Aim and funding
3. Key term definitions
Empirical data
4. Sources
5. Pre-processing
Assumptions
6. Identification of uncertain factors
7. Uncertainty consideration
8. Storyline construction
9. Assumptions for data modification
Model exercise
10. Model fact sheet
11. Model specific properties
12. Model interaction
13. Model documentation
14. Output data access
15. Model validation
Results
16. Post-processing
17. Sensitivity analyses
18. Robustness analyses
Conclusions and recommendations
19. Results-recommendation relationship

20. Uncertainty communication
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changing the structure or content of the ESS it should
be applied to.

Discussion of transparency criteria—the full version

In the following, we discuss the several categories of the
ESS transparency checklist in more detail. It is mainly
conceived for practitioners to facilitate full application of
the checklist (see section ‘Appendix’).

This should be enabled by additional columns for a
further description of the criteria. So, the column
‘transparency question’ contains one or more exem-
plary expert questions which can be assigned to a
transparency criterion. The column ‘examples and
further description’ shows simple examples for formu-
lations that would contribute to fulfilling the transpar-
ency criterion. Finally, the column ‘applied study’ gives
a concrete example of existing ESS where providing
transparency is done from our point of view.

General information

The first part of the ESS transparency checklist targets
basic background information required for the interpret-
ation and classification of a study. Apart from giving in-
formation about the ESS author(s) and the institution(s),
one key point is the communication of the objectives
(e.g. overarching research question) and the funding of
the study [46]. Another point that affects the interpret-
ation of a study is the use of key terms, which usually
depend on the professional background of the ESS
authors. Often, similar terms are used which have very
different meanings or definitions. Thus, we propose by
providing a glossary describing those terms to avoid
potential misunderstandings and misinterpretation of
the study’s outcomes (‘Key term definitions’).

Input data preparation

The main part of the ESS transparency checklist deals
with the model exercise which, in a more simplified way,
could be described as data processing with a model.
Thus, the checklist’s categories coming along with the
model exercise (‘Empirical data; ‘Assumptions; ‘Results
and conclusions’) include topics such as data sources,
data selection, data processing or the interpretation of
data.

As well as distinguishing several types of data like
inputs and outputs, the ESS transparency checklist also
stresses a distinction between data influenced by as-
sumptions and data that is gained from the past. The
category Empirical data therefore asks how the latter is
treated. This kind of data is also known as primary data
and includes data from statistical surveys (e.g. databases
of the International Energy Agency [47]) or measure-
ments of physical quantities (e.g. technical datasheets).
According to the three levels of transparency [18], listing
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the sources of the empirical data and pointing out the
modifications that are applied corresponds to providing
the ‘opaque box’. Thus, full transparency goes a step fur-
ther and means also enabling access to the used primary
data as it is described by [48] for the treatment of funda-
mental electricity data.

‘Pre-processing’ of data is often done to unify the
given data from different sources or to adapt it to the
requirements of the modeling environment. Due to a
lack of appropriate empirical data, this also commonly
goes along with the formulation of assumptions
(‘Assumptions for data modification’). A typical ex-
ample is the spatial unification of technical character-
istics and costs, which means that known regional
differences of these parameters are ignored or consid-
ered to be negligible. Since such assumptions seem to
be quite irrelevant in regard to the overarching ob-
jective of the study, they are often rarely documented.
However, assumptions are an indispensable part of an
ESS and therefore play a crucial role for the input
and output data preparation as well as for the appli-
cation of different model types (cf. Fig. 1). The know-
ledge about these assumptions is thus a precondition
for ensuring complete reproducibility of the modeling
exercise.

Assumptions communication

Besides the assumptions for data modification, estimations
about the future developments also cannot be made with-
out assumptions. The ESS transparency checklist empha-
sizes this issue with the following criteria for assumptions
communication which are based on the three typical steps
of a scenario construction process:

First, the necessity of the model exercise to rely on
assumptions leads to intrinsic uncertainties within the
study’s conclusions and derived recommendations. In
principal, two fundamentally different types of uncer-
tainty exist. On the one hand, input data is associated
with possible ranges of values and therefore may affect
the outcome of ESS (data uncertainty). On the other
hand, the model approach itself might include undetect-
able inaccuracies intrinsically (model uncertainty). The
latter might also be interpreted as an error due to ab-
stractions of the real world in order to create a simpli-
fied model. In this sense, Brock and Durlauf [49] give
the example of economic actors which cannot fulfil the
assumptions regarding rational behavior in macroeco-
nomics (i.e. homo oeconomicus). A broader definition of
uncertainty is given by Walker et al. [50] who describe
uncertainty as ‘any departure from the unachievable
ideal of complete determinism’ (p. 8). Trutnevyte et al.
[51] point out that different dimensions of uncertainty
(e.g. input data uncertainty, unawareness or unpredict-
ability of events) lead to an infinite amount of robust
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scenarios. Therefore, the decisions about which uncer-
tain developments are included and excluded in an ESS
play a major role for the interpretation of its outcomes.
The transparency criterion ‘Identification of uncertain
developments’ addresses the associated requirement to
communicate those uncertainties which are explicitly
assessed in the study.

For the derivation of model inputs, usually, a range of
future developments can be identified which is addressed
by bandwidths of qualitative or quantitative values. In
terms of quantitative values, it is a good practice in
scenario studies to deal with them by performing param-
eter variations on input data. However, the number of
practicable model runs is limited, and the number of
assumptions can become quite large. Hence, parameter
variations cannot be done for all quantitative values, and
also qualitative assumptions are not covered by this
approach.

There are qualitative assumptions which are consid-
ered only indirectly in a study, e.g. if a very high share of
electric vehicles is assumed, this goes along with lifestyle
changes, although those are not stated explicitly in the
study. Still, qualitative assumptions like lifestyle changes
can also find direct access in ESS by translating them
into quantitative values for model input. But even in this
translation process, it goes along with assumptions
which do not necessarily have to be explicit. Therefore,
the meaning of specific assumptions on the study’s out-
come is only comprehensible if it is complemented by
the information in which way the corresponding uncer-
tainties are treated in the study. Thus, the second aspect
of assumption communication is about how the main
uncertainties are considered (‘uncertainty consider-
ation’). This includes statements whether the bandwidth
for certain numerical values which go into the model are
justified by applying approaches such as own estima-
tions, literature research or expert workshops. Even the
explicit information that instead of a bandwidth, only a
single, numerical value is chosen arbitrarily can contrib-
ute to an increase of transparency.

Third, to combine the involved assumptions to an
applicable model framework, a storyline is usually
constructed (‘storyline construction’). ‘Storyline-based
scenarios are expressed as qualitative narratives that in
length may range from brief titles to very long and de-
tailed descriptions’ (p. 26) [52]. For the users of model-
based ESS, it is of interest what the storylines are about,
how they were constructed and which normative as-
sumptions® are included there as they are used to deter-
mine the relevant ranges for numerical assumptions.

Modeling
A critical aspect regarding transparency is the balance
between enabling access to all relevant information
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and information overload. The easiest way of tackling
this issue is to provide information on different levels
of detail. In the case of listing all assumptions, this
can be realized by selecting the crucial or new ones
for the main document of the study while referring to
an extra document which contains the complete list
of assumptions.

Balanced information sharing is especially important
when it comes to the description of the modeling
itself. Thus, to be transparent and nevertheless avoid
overstraining the user, we suggest different levels of
detail for the model documentation beginning with a
factsheet. The model factsheet lists basic information
which is useful for comparing similar models. This in-
cludes the model category, its temporal resolution or
its geographical and sectoral focus. As an example for
model classification, we propose Fig. 2 given at the
end of the full version of the ESS transparency
checklist.

Another criterion on the ESS transparency checklist
targets ‘model-specific properties’ which aims at pro-
viding a critical assessment regarding explicitly what
the model can show and what it cannot show. Con-
cerning the aforementioned risk of information over-
load, we suggest listing here only key aspects such as
new equations or modules implemented. The ‘model
documentation’ further refers to a more detailed infor-
mation level of the process of modeling. This entails a
description of how the perception of a real world prob-
lem is translated into a quantitative abstract model
using mathematics (predominantly equations). It may
also touch upon issues such as the range of application
of the model and the feasibility of implementing the
policies examined in the model. A separate document
(following e.g. the TRACE guidelines [31]) may be used
in this case, thereby mitigating the impact of informa-
tion overload. Providing a structured and user-friendly
documentation can be a challenging task as its users
might have different expectations about the content.
These can range from tutorials for out-of-the-box
model application to concrete source code implemen-
tation details for further model development. In
addition, usually model source code evolves continu-
ously which demands maintaining also the documenta-
tion. In this regard, Dodds et al. [37] propose an
approach called model archaeology to especially in-
corporate the effect of different model versions on the
documentation in a structured way. While open source
represents the most detailed information level in this
context, it can be stressed that even limited access to
the models’ source codes contributes to an increase in
transparency of a certain ESS.

As mentioned above, the model itself represents a
source of uncertainty. It is state of the art to perform
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validation tests to tackle this issue. But as models ap-
plied for energy scenario studies cover whole systems
and usually assess possible future developments, classical
experimental validation techniques are rarely applicable
on these models. However, several approaches exist to
check the model's outcome. They range from simple
structural validity tests (e.g. plausibility checks) to more
sophisticated methods like empirical validity tests (e.g.
back testing of the system’s historical behavior) [18]. For
a better external assessment of the model quality, the
ESS transparency checklist therefore also lists the criter-
ion ‘model validation’ where the applied methods can be
documented.

Moreover, typical experts’ questions aim at distin-
guishing inputs and outputs. Therefore, independent
of what happens within a specific model, a clear label-
ing of the inputs and outputs of the model is required.
This information becomes especially important if more
than one model is involved in an ESS. In order to be
able to assess whether a result is already predeter-
mined by assumptions going into the model exercise, it
is necessary to show by which input parameters an out-
put value could be affected. Consequently, the trans-
parency criterion ‘model interaction’ emphasizes the
data exchange of a model with its environment. This
environment can either be other applied models or in
the simplest case the inputs and outputs of the whole
model exercise.

To illustrate this model interaction in terms of trans-
parent information exchange, various approaches exist.
Standardized model documentation protocols, such as
ODD or TRACE (see section ‘Literature review’) propose
simple tables and class diagrams using Unified Modeling
Language (UML) [53] for the documentation of model
variables. However, we think that these methods are
also applicable to show model interaction. The ODD
protocol [33] suggests flow charts or pseudo-code for
the transparent process overview and interactions be-
tween models. In addition, also a kind of interaction
matrix could be provided. For instance, a listing of all
inputs and outputs involved in the model exercise
represents the matrix’s rows, whereas each individual
model of the model exercise is represented by a col-
umn. Finally, by checking the appropriate cells of the
‘interaction matrix, the model interaction could be
indicated.

Model output and results

Besides the required knowledge about the origin of cer-
tain data, we take the view that on a more detailed infor-
mation level, also all numerical values generated within
the study need to be accessible. The associated criterion
‘output data access’ is strongly connected to the trans-
parency criteria regarding the results communicated in a
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study. But, since the raw model outputs are usually
post-processed for the presentation of the study’s
outcome, we explicitly distinguish it from the ‘Results’
which represent information in a more condensed
way. Although the usual purpose of these data modi-
fications is the reduction in the complexity of the
results (e.g. for answering the overarching research
question), even assumptions can play a role at this
point of the model exercise. In the simplest case,
applying mathematical aggregation functions such as
summation does not affect the meaning of the results
(e.g. summing up the CO, emissions of administrative
regions to obtain the number of total CO, emissions of
a state). But, in contrast to this, data interpretation is
another source for output data modification. ESS
authors need to be aware that even if such data modifi-
cations are not intended, implicit assumptions such as
individual opinions can affect the data interpretation
and accordingly the results of the model exercise itself.
Consequently, stating adaptations applied to the output
data, the transparency criterion ‘post-processing’ aims
at raising awareness on the ESS authors’ side.

In order to assess the discussed types of uncertainty
(see section ‘Assumptions communication’), different
methods exist. The most prominent examples are
sensitivity and robustness analyses. While the former
investigates the effect of input parameter variations
on the results within the same model, the latter em-
ploys different models to validate the outcome of a
specific ESS.

In the case of sensitivity analyses, Hamby [54] reviews
alternative approaches. He shows that the use of sensi-
tivity analysis techniques provides valuable insights with
regard to the correlation of specific input parameters
with the model output and also enables the elimination
of certain input data due to its insignificance on the
results.

Weisberg [55] defines a robustness analysis as ‘an
indispensable procedure in the arsenal of theorists
studying complex phenomena’ (p. 742), which ex-
amines ‘a group of similar, but distinct, models
for a robust behaviour’ (p. 737), searching for ‘pre-
dictions common to several independent models’
(p. 730). Brock and Durlauf [49] further suggest
Bayesian analysis as a method to quantify model
uncertainty, but argue that a robustness analysis is
most appropriate for models which are characterized
by rather similar purposes. An example for an uncer-
tainty analysis in ESS using a Bayesian model is given
by Culka [56].

To attribute the effect of input parameter and the
model selection on the results, both sensitivity and ro-
bustness analyses are listed as criteria in the ESS trans-
parency checklist.
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Conclusions and recommendations of model-based ESS
Although the ESS transparency checklist aims at ensur-
ing model comprehensibility for experts in the first
place, making the model exercise transparent is not suf-
ficient to justify conclusions. As a fundamental part of a
scientific study, the conclusions represent, in contrast
to the model outputs, the outcome of the whole model-
ing framework. Especially, this part of the checklist as-
sists ESS users to fully grasp the studies’ outcomes. The
conclusions are supposed not to be drawn only from the
model results, but also to take into consideration the
underlying assumptions. Concerning communication of
the latter, the Progressive Disclosure of Information
(PDI) strategy offers a detailed guideline [21].

As in ESS, ‘Conclusions and recommendations; in gen-
eral, are mostly intended to give some kind of advice to
decision-makers, and another level of information detail
is required to assess the study’s outcome in terms of an-
swering the overarching research question. This means
that even if the necessary information for an uncertainty
assessment by external experts is provided, we
recommend that ESS authors give a statement about the
effect of uncertainties, because they are the most
knowledgeable about the model exercise. For instance, it
can be explicitly stressed which alternative future devel-
opments are also possible even if they are not covered
by the studies’ results.

Information on how the uncertainties have been dealt
with is required not only for the formulation of the con-
clusions but also for the formulation of the recommen-
dations. Depending on the degree of uncertainty, three
types of statements are possible: probabilistic, possibilis-
tic or deterministic. This has an influence on how
recommendations are communicated. As an example for
improving current practice, ESS authors could learn
from climate research which delivers a prototype for giv-
ing policy advice taking into account uncertainty com-
munication [57]. Probabilistic statements for explorative
scenarios rarely can be made since the capability to pre-
dict future developments is limited [58]. A common
misinterpretation by ESS users is mistaking of business-
as-usual scenarios as predictions of what will happen
(instead of what can happen).

In addition, the missing transparency of how concrete
proposals for decision-making are derived from the the-
oretical model exercise was a major critique on existing
model-based ESS during the process of developing the
transparency criteria. The ESS authors face the risk
that their recommendations are perceived as untrace-
able or, in extreme cases, arbitrary if they fail to clar-
ify the relationship between their conclusions and
their recommendations. In order to mitigate this risk,
the ESS authors should provide a clear argument for
their recommendations. This would mean that the

Page 10 of 20

description of the causal chain captured by their
model is complemented by argumentation analysis to
support their recommendations, thereby highlighting
the process by which the results-recommendation re-
lationship is created.

Limitations of the ESS transparency checklist

The ESS transparency checklist as a first step to improve
transparency in ESS is an expert-to-expert tool. This en-
tails a restricted perspective of the issue of lacking trans-
parency in ESS as well as a limited transferability to
non-experts. However, the difference in perspective be-
tween experts (here, modelers or ESS authors) and non-
experts is important. For example, Walker et al. [50]
explicitly distinguish, in the context of uncertainty,
between the modeler’s view and the decision-makers’ or
policymakers’ view. To some extent, the transparency
criteria in their current form are beneficial for non-
experts as they provide a first insight into the key as-
sumptions and methodologies of an ESS. Nevertheless,
although this may be of value to non-experts, addressing
their needs in a more comprehensive manner requires
an approach that differs from the ESS transparency
checklist. For instance, an adaptation or enlargement of
the transparency checklist might ensure applicability to
a broader audience.

Furthermore, asking ESS authors to fill out the check-
list by themselves may raise the question of quality as-
surance and as a qualitative empiric tool the checklist
includes potential conflicts of interest of energy mod-
elers. However, with regard to this, for quality assurance,
we rely on the practice of good scientific conduct in the
modeling community.

Finally, the ESS transparency checklist facilitates and
also requires a certain level of standardization, which is
a key element in order to provide comparability of
model-based ESS. Consequently, it determines to some
extent in which way ESS are presented (i.e. what infor-
mation is conveyed and at what level of transparency).
However, it is important to stress that standardization is
not a panacea, since ESS are very diverse and the
current version of the checklist naturally does not
exhaust all reporting possibilities. This is one reason
why ESS authors might find it challenging to apply the
checklist to their study.

Conclusions and outlook

If ESS are to meet their purpose, openness to public
scrutiny is needed. We argue that a high degree of
transparency in consonance with scientific standards is
still pending in model-based ESS. In this paper, an in-
strument to tackle this issue has been proposed in the
form of the ESS transparency checklist. This tool is
conceived as an addition to transparency approaches

35



Cao et al. Energy, Sustainability and Society RIXXXXXEIX

such as open source which represent so called glass box
(i.e. high level of transparency) models. It presents the key
information of model-based ESS in a compact and
standardized manner. In practical cases where, for various
reasons, ESS authors are unable to provide their glass box
model, the checklist may be used as a tool that meets a
minimum requirement for transparency.

The ESS checklist is the outcome of a process which
includes literature review, expert interviews and expert
validations. Its structure follows the method of data and
information processing within a model-based ESS.
Therewith, it distinguishes between input parameter
modification in advance of the modeling (pre-process-
ing) and post-processing which aims at condensing rare
model outputs (post-processing). Stressing, especially,
the importance of assumptions communication and
model documentation, the checklist considers different
levels of detail to provide information for study users
with different degrees of knowledge about a modeling
exercise. Although the ESS transparency checklist ap-
pears to be a useful tool for modeling experts in the first
place, it is the first step for a standardized communica-
tion protocol between performers and assessors of
complex studies in the field of energy scenarios.

We do not expect to leave this issue completely re-
solved. Instead, an attempt is made to highlight one
weakness in ESS, and we put forward our initial sugges-
tion for improvement. For instance, we suggest the
development of transparency criteria for a broader
spectrum of addressees, such as the public or policy-
makers. The reduced version of the ESS transparency
checklist (see Additional file 1) can be a valuable starting
point for this purpose, but further questions (e.g. “What
does a solver routine do?’) need to be considered as well.
In order to identify transparency criteria, e.g. for politi-
cians or public stakeholders, we suggest further surveys,
specially adapted to these addressees taking into account
customized communication strategies as proposed by
Kloprogge et al. [21]. A useful manner of addressing the
needs of non-experts may be by means of producing a
modeling guide for non-experts. Such a guide could con-
tain fundamental issues and answers to questions a non-
expert user should ask about the model exercise.

We think that the ESS transparency checklist is a simple
but very helpful tool for authors and readers of ESS and ex-
pect that its adoption will help improve the quality of such
studies in the future. We would like to invite potential users
to benefit by applying it to their studies and reports.
Comments and critiques from the research community
and experienced users of model-based ESS are welcomed.

Endnotes
'In this paper, we refer to the following definition of the
word ‘scenario’ given by the Intergovernmental Panel on
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Climate Change (IPCC): ‘A plausible and often simplified
description of how the future may develop, based on a
coherent and internally consistent set of assumptions
about driving forces and key relationships’ (p. 86) [59].

*Availability bias’ describes the tendency of ESS
authors to include their knowledge of historic events
(e.g. the past development of electricity prices) and
own experience into the rationale behind their model
parametrization or model methodology. In conse-
quence, unexpected or disruptive elements might be
neglected in the modeling approach. For the availabil-
ity heuristic and availability biases in the context of
risk, see [61, 62].

®In this paper, a ‘model’ is defined as a mathematically
consistent framework including an inter-dependent set
of equations which aims to analyse how phenomena
occur in a complex system. It is usually in the form of a
computer algorithm.

“In general the terms ‘reader’ or ‘user’ are reserved to
designate those people who—expert or not—use the out-
come of ESS, e.g. for decision making or subsequent
modeling exercises. Note that this paper addresses ex-
pert users in particular.

°By assumptions, we mean reasonable, best guess defi-
nitions for unknown values or relationships between var-
iables which are supposed to be plausible but cannot be
directly validated by measured data. In ESS, this applies
either for future developments, generalization in order
to reduce complexity (of data or models) or incomplete
data sets for which measurements are not fully available.
Thus, assumptions may differ depending on the profes-
sional background, intention, or even ideology of per-
sons who make them.

®The term ‘ESS author’ refers to those people who develop
ESS. Thus, in this paper, ESS authors can be understood as
modeling experts having the intention to document an
ESS. Often ESS authors are also readers of ESS.

A complete summary of the questions from the work-
shop is attached to the ‘Appendix’ section below.

8These normative assumptions are a part of the story-
line. For instance, they do influence the distinction of
what is (not) included in the data processing and there-
fore define the system boundaries of the model(s).

Appendix

Questionnaire for the initial collection of transparency
criteria

Assumptions

What assumptions about price paths and technology
costs in the future were made and how do they affect
the scenario results and derived recommendations? Is
there sufficient transparency to assess this? Are the as-
sumptions well-founded or could other developments be
assumed just as well?
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Scenario methods

How can the basic methodology of the scenario con-
struction be described and how can we distinguish it
from other approaches? In particular, which method-
ology has been used to develop future technology splits
for the electricity, heat and transport sectors and how
far have economic and infrastructural aspects been taken
into account (keyword: system costs)? Is the study suffi-
ciently transparent to assess this?

Consistency

Are assumptions and scenario results consistent (con-
sumption and demand drivers in the energy sectors, sup-
ply/generation, costs, and conclusions)? Is there sufficient
transparency to judge this? Are interactions between the
electricity, heat and transport sectors considered?

Uncertainty
How does the study communicate uncertainties of its main
findings? Are scenarios considered to be plausible worlds, or
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possible future pathways, or likely evolutions of the energy
system? Do the main findings of the studies represent pos-
sibility statements? Are uncertainties expressed in a prob-
abilistic way, either qualitatively or quantitatively? Does
the study pretend to arrive at robust results? And is the
specific way the study presents uncertainties adequate?

Policy advice

Does the study derive policy recommendations from the
scenarios? If so, how? And is this reasoning valid?
Which additional normative assumptions enter the der-
ivation of policy recommendations and are they made
sufficiently transparent?

Reception

How has the study been received (in the public, by
stakeholders, in the media, etc.)? Has this reception been
politically biased? Were the findings over-simplified and
did this seriously distort the original content of the
study?
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versions of the ESS transparency checklist are shown in "Appendix’ section.
(XLSX 39.5 kb)

Abbreviations

ABM: Agent-based modeling; DOE: US Department of Energy; ESS: Energy
scenario studies; FAQ: Frequently asked questions; IPCC: Intergovernmental
Panel on Climate Change; ODD: Overview, Design concepts and Details;
PDI: Progressive Disclosure of Information; SD: System dynamics;

TRACE: Transparent and comprehensive ecological modeling evaluation;
UML: Unified Modeling Language

Acknowledgements

We gratefully acknowledge the aforementioned funding. We also would like
to thank people who contributed to the processes of evolving the
transparency criteria and reviewing our work, including two anonymous
reviewers as well as Sebastian Cacean, Christian Dieckhoff, Wolf Fichtner, Bert
Droste-Franke, Patrick Jochem, Wolfgang Weimer-Jehle and the members of
the Helmholtz Research School on Energy Scenarios. Finally, we would like
to thank Gregor Betz and Thomas Pregger for providing the questionnaire
for the initial workshop.

Members of the interdisciplinary Helmholtz Research School on Energy Scenarios
Karl-Kién Cao, Felix Cebulla, Jonatan J. Gémez Vilchez, Babak Mousavi, Sigrid
Prehofer.

Funding

We acknowledge support by Deutsche Forschungsgemeinschaft and Open
Access Publishing Fund of Karlsruhe Institute of Technology. This work was
also supported by the Helmholtz Research School on Energy Scenarios.

Authors’ contributions

All mentioned authors were involved in the conception and refinement of
the ESS transparency checklist as well as the writing and revision of the
manuscript, but with different main responsibilities. The transparency
checklist was discussed and elaborated within workshops conducted by KKC,
FC, BM and SP, and the expert interviews within that process were carried
out mainly by FC and BM. The article structure was mainly elaborated by JGV
as well as the first draft of the abstract, introduction and the conclusions.
JGV and BM were mainly responsible for the literature review, SP for the
section about the construction of the transparency checklist and KKC for the
results section. Apart from those main responsibilities, all sections also include
designed or drafted parts by other authors. KKC and FC integrated all feedback,
comments and revisions in the paper and revised the paper according to the
journals standards. Finally, all authors (KKC, FC, JGV, BM and SP) helped
integrate the reviewers’ comments. All authors read and approved the final
manuscript.

Authors’ information

Karl-Kién Cao, M.Sc. (KKO): Mr. Cao graduated as Bachelor in Electrical Power
Engineering at the Baden-Wuerttemberg Cooperative State University Mannheim in
2010. He received his MSc. in Electrical Engineering and Information Technologies
at the Karlsruhe Institute of Technology. Since 2013, he has worked as a
PhD-student at the German Aerospace Center, Institute of Engineering
Thermodynamics in Stuttgart.

Dipl-Wi-Ing. Felix Cebulla (FC): Mr. Cebulla studied Industrial Engineering for
Energy and Environmental Management at the University of Flensburg and
the Victoria University of Wellington. After his graduation in 2012, he started
his PhD at the German Aerospace Center, Institute of Engineering
Thermodynamics in Stuttgart.

Jonatan J. Gémez Vilchez, MAA. (JGV): Mr. Gomez Vilchez holds a Master in
Transport Economics (University of Leeds). He is a PhD student at the Chair
of Energy Economics, Institute for Industrial Production at Karlsruhe Institute
of Technology (KIT).

Dipl-Geogr. Sigrid Prehofer (SP): Mrs. Prehofer studied geography and
political science at the Free University of Berlin and social work in Vienna

Page 18 of 20

and Berlin. Since July 2012, she has been a PhD student at ZIRIUS (Research
Center for Interdisciplinary Risk and Innovation Studies) in Stuttgart.

Babak Mousavi, M.Sc. (BM): Mr. Mousavi holds a Master in Industrial
Engineering at Amirkabir University of Technology in Tehran. Since March
2013, he has been a PhD student at IER (Institute of Energy economics and
the Rational use of energy) in Stuttgart.

Competing interests
The authors declare that they have no competing interests.

Author details

'Institute of Engineering Thermodynamics, German Aerospace Center (DLR),
Pfaffenwaldring 38-40, 70569 Stuttgart, Germany. “Institute for Industrial
Production, Karlsruhe Institute of Technology (KIT), Hertzstr. 16, 76187
Karlsruhe, Germany. JInstitute of Energy Economics and Rational Energy Use
(IER), University of Stuttgart, HeRBbruhlstrasse 49a, 70565 Stuttgart, Germany.
“Center of Interdisciplinary Risk and Innovation Studies (ZIRIUS), University of
Stuttgart, Seidenstr. 36, 70174 Stuttgart, Germany.

Received: 20 January 2016 Accepted: 17 August 2016
Published online: 28 September 2016

References

1. European Environmental Agency (2011) Catalogue of scenario studies.
Knowledge base for forward-looking information and services. EEA
Technical report No. 1. Available via: http://scenarios.pbe.eea.europa.eu/.
Accessed September 2015

2. Gregory WL, Duran A (2001) Scenarios and acceptance of forecasts. In:
Principles of Forecasting 30. Springer US, New York, pp 519-540. doi:10.
1007/978-0-306-47630-3_23

3. Lempert RJ, Popper SW, Bankes SW (2003) Shaping the next one hundred
years: new methods for quantitative, longer-term policy analysis. Santa
Monica, Pittsburgh

4. Wright G, Goodwin P (2009) Decision making and planning under low levels
of predictability: enhancing the scenario method. Int J Forecast 4:813-825

5. Dieckhoff C, Appelrath HJ, Fischedick M, Grunwald A, Hoffler F, Mayer C,
Weimer-Jehle W (2014) Schriftenreihe Energiesysteme der Zukunft: Zur
Interpretation von Energieszenarien. Analysis ISBN: 978-3-9817048-1-5,
Deutsche Akademie der Technikwissenschaften e. V. Miinchen

6. Dieckhoff C, Fichtner W, Grunwald A, Meyer S, Nast M, Nierling L, Renn O,
Vol A, Wietschel M (2011) Energieszenarien: Konstruktion; Bewertung und
Wirkung - “Anbieter” und “Nachfrager” im Dialog. KIT Scientific Publishing,
Karlsruhe, 89. doi:10.5445/KSP/1000021684

7. Borjeson L, Hojer M, Dreborg KH, Ekvall T, Finnveden G (2006) Scenario
types and techniques: towards a user's guide. Futures (7), 723-739 doi:10.
1016/j futures.2005.12.002

8. Most D, Fichtner W, Grunwald A (2008) Energiesystemanalyse: Tagungsband
des Workshops “Energiesystemanalyse” vom 27. November 2008 am KIT
Zentrum Energie. Proceedings, Universitdt Karlsruhe, Karlsruhe
Hoffman KC, Wood DO (1976) Energy system modeling and forecasting.
Annual Review of Environment and Resources (1), 423-453

10.  Keles D, Most D, Fichtner W (2011) The development of the German energy
market until 2030—a critical survey of selected scenarios. Energy Policy
2(39):812-825. doi:10.1016/j.enpol.2010.10.055

11, Jebaraj S, Iniyan S (2004) A review of energy models. Renew Sust Energ Rev
10(4):281-311. doi:10.1016/j.rser.2004.09.004

12. Connolly D, Lund H, Mathiesen BV, Leahy M (2010) A review of computer tools
for analysing the integration of renewable energy. Applied Energy, 10591082

13.  Bhattacharyya SC, Timilsina GR (2010) A review of energy system models.
International Journal of Energy Sector Management 4(4):494-518. doi:10.
1108/17506221011092742

14. Droste-Franke B, Paal B, Rehtanz C, Sauer DU, Schneider JP, Schreurs M,
Ziesemer T (2012) Balancing renewable electricity: energy storage, demand
side management, and network extension from an interdisciplinary
perspective, 1st edn. Springer, Heidelberg. doi:10.1007/978-3-642-25157-3

15.  Droste-Franke B, Carrier M, Kaiser M, Schreurs M, Weber C, Ziesemer T (2014)
Improving energy decisions towards better scientific policy advice for a safe
and secure future energy system, 1st edn. Springer, Switzerland. doi:10.
1007/978-3-319-11346-3

16. Després J, Hadjsaid N, Criqui P, Noirot | (2015) Modelling the impacts of
variable renewable sources on the power sector: reconsidering the


dx.doi.org/10.1186/s13705-016-0090-z
http://scenarios.pbe.eea.europa.eu/
http://dx.doi.org/10.1007/978-0-306-47630-3_23
http://dx.doi.org/10.1007/978-0-306-47630-3_23
http://dx.doi.org/10.5445/KSP/1000021684
http://dx.doi.org/10.1016/j.futures.2005.12.002
http://dx.doi.org/10.1016/j.futures.2005.12.002
http://dx.doi.org/10.1016/j.enpol.2010.10.055
http://dx.doi.org/10.1016/j.rser.2004.09.004
http://dx.doi.org/10.1108/17506221011092742
http://dx.doi.org/10.1108/17506221011092742
http://dx.doi.org/10.1007/978-3-642-25157-3
http://dx.doi.org/10.1007/978-3-319-11346-3
http://dx.doi.org/10.1007/978-3-319-11346-3

Cao et al. Energy, Sustainability and Society RIXXXXXEIX

20.

21.

22.

23.

24.

25.

26.

27.

28.

29.

30.

32.

33.

34.

35.

36.

37.

38.

39.

40.

41.

typology of energy modelling tools. Energy 80(1 February 2015), 486-495
doi 10.1016/j.energy.2014.12.005

Schill E, Gerhold L (2015) Nachvollziehbarkeit. In : Standards und
GUtekriterien der Zukunftsforschung. VS Verlag fir Sozialwissenschaften,
Wiesbaden 197

Bossel H (2007) Systems and models: complexity, dynamics, evolution,
sustainability. Books on Demand GmbH, Norderstedt

WefRner A, Schilll E (2015) Code of Conduct - Wissenschaftliche Integritét. In:
Standards und Giitekriterien der Zukunftsforschung. VS Verlag fur
Sozialwissenschaften, Wiesbaden 197

Grunwald A (2011) Energy futures: diversity and the need for assessment.
Futures (8), 820-830 doi:10.1016/jfutures.2011.05.024

Kloprogge P, van der Sluijs J, Wardekker A (2007) Uncertainty
communication—issues and good practice. Report ISBN: 978-90-8672-026-2,
Copernicus Institute for Sustainable Development and Innovation, Utrecht
International Risk Governance Council (2015) Assessment of future energy
demand—a methodological review providing guidance to developers and
users of energy models and scenarios. Concept Note, International Risk
Governance Council http://www.irgc.org/wp-content/uploads/2015/05/
IRGC-2015-Assessment-of-Future-Energy-Demand-WEB-12May.pdf

Menzen G (2014) Bekanntmachung Forschungsférderung im 6.
Energieforschungsprogramm “Forschung fiir eine umweltschonende,
zuverldssige und bezahlbare Energieversorgung”. Bundesanzeiger, 18
Sullivan P, Cole W, Blair N, Lantz E, Krishnan V, Mai T, Mulcahy D, Porro G (2015)
Standard scenarios annual report: US. Electric Sector Scenario Exploration, Golden
Lawrence Berkeley National Laboratory (2015) Resource planning portal.
Available via: http://resourceplanning.Ibl.gov. Accessed 15 July 2015
Openmod initiative (2015) Open energy modeling initiative. Available via:
http://openmod-initiative.org/manifesto.html. Accessed 09 November 2015
NFQ Solutions (2015) PriceProfor Engine. Available via: http://ekergy.github.
io/. Accessed 29 Aug 2016.

US. Department of Energy (2014) Available via: http://www.energy.gov/
sites/prod/files/2014/08/f18/DOE_Public_Access%20Plan_FINAL pdf.
Accessed 23 October 2015

Benz J, Hoch R, Legovic T (2001) ECOBAS—maodelling and documentation.
Ecological Modelling (1-3), 3-15 doi: 10.1016/50304-3800(00)00389-6
Schmolke A, Thorbek P, DeAngelis DL, Grimm V (2010) Ecological models
supporting environmental decision making: a strategy for the future. Trends
Ecol Evol 25(8):479-486

Grimm 'V, Augusiakd J, Focksd A, Franke BM, Gabsif F, Johnstong ASA, Liug C,
Martina BT, Melij M, Radchukc V et al (2014) Towards better modelling and
decision support: documenting model development, testing, and analysis using
TRACE. Ecological modelling, pp 129-139. doi:10.1016/jecolmodel 201401.018
Rahmandad H, Sterman JD (2012) Reporting guidelines for simulation-based
research in social sciences. System Dynamics Review (4), 396-411 doi:10.
1002/5dr.1481

Grimm V, Berger U, Bastiansen F, Eliassen S, Ginot V, Giske J, Goss-Custard J,
Grand T, Heinz SK, Huse G et al (2006) A standard protocol for describing
individual-based and agent-based models. Ecological Modelling., pp 115-126
Grimm V, Berger U, DeAngelis DL, Polhill JG, Giske J, Railsback SF (2010) The
ODD protocol: a review and first update. Ecological Modelling,, pp 2760-2768
Martinez-Moyano 1J (2012) Documentation for model transparency. System
Dynamics Review (2), 199-208 doi: 10.1002/sdr.1471

Gass SI, Hoffman KL, Jackson RHF, Joel LS, Saunders PB (1981) Documentation
for a model: a hierarchical approach. Commun ACM 24(11):728-733

Dodds EP, Keppo |, Strachan N (2015) Characterising the evolution of
energy system models using model archaeology. Environmental Modeling
& Assessment 20(2):83-102

Wassermann S (2015) Das qualitative Experteninterview. In : Methoden der
Experten-und Stakeholdereinbindung in der sozialwissenschaftlichen
Forschung. Springer, Wiesbaden doi: 10.1007/978-3-658-01687-6

Betz G, Pregger T (2014) Helmholtz Research School on Energy Scenarios:
advanced module—case studies. 17-20 February 2014, Stuttgart, Karlsruhe
http://www.energyscenarios.kitedu/

Greenpeace (2012) energy [rJevolution - a sustainable world energy outlook 4th
edn. Greenpeace International http//Awww.greenpeace org/intermational/Global/
international/publications/climate/2012/Energy9%620Revolution%202012/ER2012 pdf
European Commission (2011) EU Energy Roadmap 2050—impact
assessment and scenario analysis Part 2/2. Available via: https;//ec.europa.
eu/energy/sites/ener/files/documents/sec_2011_1565_part2.pdf. Accessed
30 Mar 2015

42.

43.

45.

46.

47.

48.

49.

50.

51

52.

53.

54.

55.

56.

57.

58.

59.

60.

61.

62.

63.

64.

Page 19 of 20

Bogner A, Littig B, Menz W (2009) Expert interviews—an introduction to a
new methodological debate. In: Interviewing Experts. Palgrave Macmillan,
United Kingdom. doi:10.1057/9780230244276_1

Cuhls K (2009) Delphi-Befragungen in der Zukunftsforschung. In :
Zukunftsforschung und Zukunftsgestaltung. Springer, Berlin Heidelberg doi:
10.1007/978-3-540-78564-4_15

Landeta J (2006) Current validity of the Delphi method in social sciences.
Technol Forecast Soc Chang 5(73):467-482. doi:10.1016/j.techfore.2005.09.002
Ohlhorst D, Kroger M (2015) Konstellationsanalyse: Einbindung von Experten
und Stakeholdern in interdisziplindre Forschungsprojekte. In : Methoden der
Experten- und Stakeholdereinbindung in der sozialwissenschaftlichen
Forschung. Springer, Wiesbaden doi: 10.1007/978-3-658-01687-6_6

Acatech (2015) Mit Energieszenarien gut beraten. Anforderungen an
wissenschaftliche Politikberatung. Deutsche Akademie der
Technikwissenschaften, Deutsche Akademie der Naturforscher Leopoldina
und Union der deutschen Akademien der Wissenschaften, Berlin
International Energy Agency; International Renewable Energy Agency
Policies and Measures Databases (PAMS). Available via: http://www.iea.org/
policiesandmeasures/renewableenergy/. Accessed April 2016

European Regulators’ Group for Electricity and Gas (2010) Comitology
Guidelines on Fundamental Electricity Data Transparency. Initial Impact
Assessment, European Regulators’ Group for Electricity and Gas, Brussels
http://www.poyry.co.uk/sites/www.poyry.co.uk/files/17.pdf

Brock WA, Durlauf SN (2005) Local robustness analysis. Theory and application.
J Econ Dyn Control 29(11):2067-2092. doi:10.1016/}.jedc.2005.06.001

Walker WE, Harremoés P, Rotmans J, van der Sluijs JP, van Asselt MBA,
Janssen P, Krayer von Krauss MP (2003) Defining uncertainty. A conceptual
basis for uncertainty management in model-based decision support. Integr
Assess 4(1):5-17. doi:10.1076/iaij4.1.5.16466

Trutnevyte E, Guivarch C, Lempert R, Strachan N (2016) Reinvigorating the
scenario technique to expand uncertainty consideration, 34th edn. Springer,
Netherlands, p 135. doi:10.1007/510584-015-1585-x

Trutnevyte F, Barton J, O'Grady A, Ogunkunle D, Pudjianto D, Robertson E (2014)
Linking a storyline with multiple models: a cross-scale study of the UK power
system transition. Technological Forecasting and Social Change, pp 26-42
Object Management Group (2011) Object Management Group. Available
via: http//www.omg.org/spec/UML/2.4.1/Superstructure/PDF/. Accessed 09
September 2015

Hamby DM (1994) A review of techniques for parameter sensitivity analysis
of environmental models. Environ Monit Assess 32(2):135-154

Weisberg M (2006) Robustness analysis. Philos Sci 73(5):730-742

Culka M (2016) Uncertainty analysis using Bayesian model averaging: a case
study of input variables to energy models and inference to associated
uncertainties of energy scenarios. Energy, Sustainability and Society 6(1)
Mastrandrea MD, Mach KJ, Plattner GK, Edenhofer O, Stocker TF, Field CB,
Matschoss PR (2011) The IPCC AR5 guidance note on consistent treatment
of uncertainties: a common approach across the working groups. Clim
Chang 8(4):675-691. doi:10.1007/510584-011-0178-6

Betz G (2010) What's the worst case? The methodology of possibilistic
prediction. Analyse & Kritik (1), 87-106

Intergovernmental Panel on Climate Change (2008) Synthesis report.
Contribution of working groups |, Il and Il to the fourth assessment report
of the intergovernmental panel on climate change. In: Climate Change
2007. IPCC, Geneva, p 86

Resch G, Liebmann L, Lamprecht M, Hass R, Pause F, Kahles M (2014) Phase
out of nuclear power in Europe—from vision to reality. Report, GLOBAL
2000, Vienna http://www.bund.net/fileadmin/bundnet/publikationen/
atomkraft/130304_bund_atomkraft_phase_out_nuclear_power_europe_dt_
kurzfassung.pdf

WETO (2011) World and European energy and environment transition
outlook. Available via: http://espas.eu/orbis/document/world-and-european-
energy-and-environment-transition-outlook. Accessed 03 30 2015

Davis CB, Chmieliauskas A, Dijkema GPJ, Nikolic | Enipedia. In: Energy &
Industry group, Faculty of Technology, Policy and Management, TU
Delft. Available via: http://enipedia.tudelft.nl/wiki/Main_Page. Accessed
April 2016

European Commission Eurostat. Available via: http://ec.europa.eu/eurostat/.
Accessed April 2016

International Energy Agency (2014) The future and our energy
sources—ETP 2014 report. Available via: http://www.iea.org/etp/etp2014.
Accessed 30 March 2015


http://dx.doi.org/10.1016/j.energy.2014.12.005
http://dx.doi.org/10.1016/j.futures.2011.05.024
http://www.irgc.org/wp-content/uploads/2015/05/IRGC-2015-Assessment-of-Future-Energy-Demand-WEB-12May.pdf
http://www.irgc.org/wp-content/uploads/2015/05/IRGC-2015-Assessment-of-Future-Energy-Demand-WEB-12May.pdf
http://resourceplanning.lbl.gov/
http://openmod-initiative.org/manifesto.html
http://ekergy.github.io/
http://ekergy.github.io/
http://www.energy.gov/sites/prod/files/2014/08/f18/DOE_Public_Access%20Plan_FINAL.pdf
http://www.energy.gov/sites/prod/files/2014/08/f18/DOE_Public_Access%20Plan_FINAL.pdf
http://dx.doi.org/10.1016/S0304-3800(00)00389-6
http://dx.doi.org/10.1016/j.ecolmodel.2014.01.018
http://dx.doi.org/10.1002/sdr.1481
http://dx.doi.org/10.1002/sdr.1481
http://dx.doi.org/10.1002/sdr.1471
http://dx.doi.org/10.1007/978-3-658-01687-6
http://www.energyscenarios.kit.edu/
http://www.greenpeace.org/international/Global/international/publications/climate/2012/Energy%20Revolution%202012/ER2012.pdf
http://www.greenpeace.org/international/Global/international/publications/climate/2012/Energy%20Revolution%202012/ER2012.pdf
https://ec.europa.eu/energy/sites/ener/files/documents/sec_2011_1565_part2.pdf
https://ec.europa.eu/energy/sites/ener/files/documents/sec_2011_1565_part2.pdf
http://dx.doi.org/10.1057/9780230244276_1
http://dx.doi.org/10.1007/978-3-540-78564-4_15
http://dx.doi.org/10.1016/j.techfore.2005.09.002
http://dx.doi.org/10.1007/978-3-658-01687-6_6
http://www.iea.org/policiesandmeasures/renewableenergy/
http://www.iea.org/policiesandmeasures/renewableenergy/
http://www.poyry.co.uk/sites/www.poyry.co.uk/files/17.pdf
http://dx.doi.org/10.1016/j.jedc.2005.06.001
http://dx.doi.org/10.1076/iaij.4.1.5.16466
http://dx.doi.org/10.1007/s10584-015-1585-x
http://www.omg.org/spec/UML/2.4.1/Superstructure/PDF/
http://dx.doi.org/10.1007/s10584-011-0178-6
http://www.bund.net/fileadmin/bundnet/publikationen/atomkraft/130304_bund_atomkraft_phase_out_nuclear_power_europe_dt_kurzfassung.pdf
http://www.bund.net/fileadmin/bundnet/publikationen/atomkraft/130304_bund_atomkraft_phase_out_nuclear_power_europe_dt_kurzfassung.pdf
http://www.bund.net/fileadmin/bundnet/publikationen/atomkraft/130304_bund_atomkraft_phase_out_nuclear_power_europe_dt_kurzfassung.pdf
http://espas.eu/orbis/document/world-and-european-energy-and-environment-transition-outlook
http://espas.eu/orbis/document/world-and-european-energy-and-environment-transition-outlook
http://enipedia.tudelft.nl/wiki/Main_Page
http://ec.europa.eu/eurostat/
http://www.iea.org/etp/etp2014

Cao et al. Energy, Sustainability and Society RIXXXXXEIX

65.

66.

67.

68.

69.

70.

71.

72.

73.

74.

75.

76.

77.

78.

79.

80.

81.

Jacobson MZ, Delucchi MA, Bazouin G, Bauer ZAF, Heavey CC, Fisher E,
Morris SB, Diniana JYP, Vencill TA, Yeskoo TW (2015) 100% clean and
renewable wind, water, and sunlight (WWS) all-sector energy roadmaps for
the 50 United States. Energy & Environmental Science,, pp 2093-2117
Vogele S, Hansen P, Poganietz WR, Prehofer S, Weimer-Jehle W (2015)
Building Scenarios on energy consumption of private households in
germany using a multi-level cross-impact balance approach. Preprint,
Institute of Energy and Climate Research, Julich

O'Mahony T, Zhou P, Sweeney J (2013) Integrated scenarios of energy-
related CO2 emissions in Ireland: a multi-sectoral analysis to 2020.
Ecological Economics,, pp 385-397

Trutnevyte E, Stauffacher M, Scholz RW (2012) Linking stakeholder visions
with resource allocation scenarios and multi-criteria assessment. European
Journal of Operational research.,, pp 762-772

Feix O, Obermann R, Strecker M, Konig R (2014) 1. Entwurf Netzentwicklungsplan
Strom. Report, German Transmission System Operators, Berlin, Dortmund, Bayreuth,
Stuttgart http//www.netzentwicklungsplan.de/file/2674/download?token=BbP
kI0OO.

Suwala W, Wyrwa A, Pluta M, Jedrysik E, Karl U, Fehrenbach D, Wietschel M,
BoBmann T, Elsland R, Fichtner W et al (2013) Shaping our energy
system—combining European modelling expertise: case studies of the
European energy system in 2050. Energy System Analysis Agency, Karlsruhe
Weber C (2005) Uncertainty in the Electric Power Industry. Springer, New
York. doi:10.1007/b100484

International Energy Agency (2009) Transport, energy and CO2: moving
toward sustainability. Report ISBN: 978-92-64-07316-6, International Energy
Agency, Organisation for Economic Co-operation and Development, Paris
Facanha C, Blumberg K, Miller J (2012) Global transportation energy and
climate roadmap—the impact of transportation policies and their potential to
reduce oil consumption and greenhouse gas emissions. Report, International
Council on Clean Transportation, Washington http://www theicct.org/sites/
default/files/publications/ICCT%20Roadmap%20Energy%20Report. pdf

Barlas Y (1996) Formal aspects of model validity and validation in system
dynamics. Syst Dyn Rev 3(12):183-210. doi:10.1002/(SICI)1099-
1727(199623)12:33.0.CO;2-4

Sterman J (2000) Business dynamics: systems thinking and modeling for a
complex world. Mcgraw-Hill Education Ltd, Boston

Wansart J (2012) Analyse von Strategien der Automobilindustrie zur
Reduktion von CO2-Flottenemissionen und zur Markteinfihrung Alternativer
Antriebe. Springer Gabler, Wiesbaden doi: 10.1007/978-3-8349-4499-3
Dargay J, Gately D, Sommer M (2007) Vehicle ownership and income
growth, worldwide: 1960-2030. Energy J 4:143-170

Brouwer AS, van den Broek M, Zappa W, Turkenburg WC, Faaij A (2015)
Least-cost options for integrating intermittent renewables in low-carbon
power systems. Applied Energy., pp 48-74

Frew BA, Becker S, Dvorak MJ, Andresen GB, Jacobson MZ (2016) Flexibility
mechanisms and pathways to a highly renewable US electricity future.
Energy 101:65-78

Global Fuel Economy Initiative (undated) 50by50. Available via: http://www.
fiafoundation.org/connect/publications/50by50-global-fuel-economy-
initiative. Accessed 30 March 2015

Tomaschek J (2013) Long-term optimization of the transport sector to
address greenhouse gas reduction targets under rapid growth: application
of an energy system model for Gauteng province, South Africa. Dissertation,
Universitat Stuttgart, Stuttgart. doi:10.18419/0pus-2313

45

Page 20 of 20

Submit your manuscript to a SpringerOpen®
journal and benefit from:

» Convenient online submission

» Rigorous peer review

» Immediate publication on acceptance

» Open access: articles freely available online
» High visibility within the field

» Retaining the copyright to your article

Submit your next manuscript at » springeropen.com



http://www.netzentwicklungsplan.de/file/2674/download?token=BbPkI0OO
http://www.netzentwicklungsplan.de/file/2674/download?token=BbPkI0OO
http://dx.doi.org/10.1007/b100484
http://www.theicct.org/sites/default/files/publications/ICCT%20Roadmap%20Energy%20Report.pdf
http://www.theicct.org/sites/default/files/publications/ICCT%20Roadmap%20Energy%20Report.pdf
http://dx.doi.org/10.1002/(SICI)1099-1727(199623)12:33.0.CO;2-4
http://dx.doi.org/10.1002/(SICI)1099-1727(199623)12:33.0.CO;2-4
http://dx.doi.org/10.1007/978-3-8349-4499-3
http://www.fiafoundation.org/connect/publications/50by50-global-fuel-economy-initiative
http://www.fiafoundation.org/connect/publications/50by50-global-fuel-economy-initiative
http://www.fiafoundation.org/connect/publications/50by50-global-fuel-economy-initiative
http://dx.doi.org/10.18419/opus-2313

46



2.2 PUBLICATION 2

Status

Title

Co-Authors

Publication
year
Access

Contributions

Applied
model
Specific
objective

Thesis-
overarching
objectives

Methodology

Key outcome

Published in: Sustainability 2018, 10(6), 1916; Special Issue Smart Power Grid for

Sustainable Energy Transition

Incorporating Power Transmission Bottlenecks into Aggregated Energy System

Models

Johannes Metzdorf, Sinan Birbalta

2018

https://doi.org/10.3390/s5u10061916

X

XXX XXXXXXOXKX X

Gold Open Access 1  Green Open Access

Conceptualization

Data maintenance

Formal analysis

Funding acquisition
Investigation

Methodology

Project administration
Resources

Software

Supervision

Validation

Visualization

Writing: original draft preparation
Writing: review and editing

REMix Germany

O

Closed access

Development and evaluation of a new methodology that allows for network
partitioning for Energy System Optimization Models

2.a)

2.b)
2.d)

Spectral clustering of nodal, marginal power generation costs and aggregation of

Implementation of methods for modeling power flows in large-scale energy

systems

Parameterization of a spatially highly resolved model
Analysis of the impact of regionalization and model simplification by spatial

aggregation

spatially resolved data

More accurate, spatially aggregated ESOM instances than used before and software

tools that allow dynamic changing of spatial resolution.

47

o

o=
2
®
2
p—{
=

=
(ol




o ey z
<@ sustainability ﬂw\p\py

Article
Incorporating Power Transmission Bottlenecks into
Aggregated Energy System Models

Karl-Kién Cao '*/, Johannes Metzdorf > and Sinan Birbalta 3

1
2
3

German Aerospace Center, Institute of Engineering Thermodynamics, 70569 Stuttgart, Germany
Hanselmann & Compagnie GmbH, 70469 Stuttgart, Germany; metzdorf@hcie-consulting.de
Department of Informatics, Karlsruhe Institute of Technology; 76131 Karlsruhe, Germany;
sinan.birbalta@student.kit.edu

*  Correspondence: karl-kien.cao@dlr.de; Tel.: +49-711-6862-459

check for
Received: 8 May 2018; Accepted: 4 June 2018; Published: 7 June 2018 updates

Abstract: Energy scenario analyses are able to provide insights into the future and possible strategies
for coping with challenges such as the integration of renewable energy sources. The models used
for analyzing and developing future energy systems must be simplified, e.g., due to computational
constraints. Therefore, grid-related effects and regional differences are often ignored. We tackle this
issue by presenting a new methodology for aggregating spatially highly resolved transmission grid
information for energy system models. In particular, such approaches are required in studies that
evaluate the demand for spatially balancing power generation and consumption in future energy
systems. Electricity transmission between regions is crucial, especially for scenarios that rely on
high shares of renewable energy sources. The presented methodology estimates transmission line
congestions by evaluating the nodal price differences and then applies a spectral clustering on
these particular link attributes. The objective of the proposed approach is to derive aggregated model
instances that preserve information regarding electricity transmission bottlenecks. The resulting models
are evaluated against observables such as the annual amount of redispatched power generation. For a
selection of defined performance indicators, we find a significantly higher accuracy compared to the
commonly used, spatially aggregated models applied in the field of energy scenario analysis.

Keywords: energy scenario; power system modeling; spectral clustering; spatial aggregation; grid
and storage expansion

1. Introduction

1.1. Motivation

Optimizing energy system models (ESMs) are frequently applied tools that are used for the
analysis and development of energy scenarios [1]. In the context of strategic and political decision
making, these scenarios are often used for gaining orientations concerning future developments
or to show pathways towards the achievement of targets, such as the reduction of greenhouse
gases [2]. One of the advantages of choosing optimization models for analyzing energy scenarios is
that these targets can be easily integrated into a mathematical description of a whole system while
examining a broad spectrum of technological solutions for meeting such constraints (Bottom-Up
modeling) [3]. Hereby, ESMs typically aim for a cost-optimal energy system configuration, where a mix
of electricity generators must cover the electrical load at any given time. System sizes range from local
to international scales [4]. However, driven by greenhouse gas reduction targets, long-term energy
scenarios also have to consider large shares of power generation from renewable energy resources [5,6].
Given the variability of electricity provision from wind turbines or photovoltaics, challenges arise for

Sustainability 2018, 10, 1916; doi:10.3390/su10061916 www.mdpi.com/journal/sustainability
48


http://www.mdpi.com/journal/sustainability
http://www.mdpi.com
https://orcid.org/0000-0002-9720-0337
http://www.mdpi.com/2071-1050/10/6/1916?type=check_update&version=1
http://dx.doi.org/10.3390/su10061916
http://www.mdpi.com/journal/sustainability

Sustainability 2018, 10, 1916 2 of 32

modeling energy scenarios. A broader set of technologies such as electricity grids, batteries or demand
response needs to be included as well as approaches towards cross-sectoral analyses [7].

Recent energy scenario studies address the need for both flexible power generation and
consumption by integrating technological flexibility measures into ESMs [8]. The complexity of the
underlying multi-area optimization problem is not only affected by the enlargement of considered
technologies but especially increases due to the stronger coupling of both time steps and modeled regions.
The examination of necessary investments into flexibility options thus becomes a co-optimization problem
for the extension of generation, transmission and energy storage capacities [9,10].

Recently, spatial resolutions in ESMs have been increased substantially with better data availability [7].
On the European level, most energy scenarios are characterized by ESMs where each country is
represented by either a single or only a few modeled regions [11,12]. Therefore, spatial data are aggregated,
or in other words, the total power generation and consumption of a defined region are concentrated at
one point while neglecting intra-regional power flows. Such ESMs consist of a network of aggregated
regions (often referred to as “copper plates”), observe only inter-regional power flows, and, hence,
necessary investments into transport capacities. For energy scenarios that rely on high shares of
variable renewable energy sources (VRESs) this translates into neglecting possible transmission grid
congestion, caused by the fact that electricity demand centers and resource hotspots are typically
remote from one another.

Besides the increasing renewables penetration, further challenges such as market integration or
deregulation [13] require appropriate methodologies that can account for limited power exchange
capabilities of transmission grids. To tackle these challenges (rather than simply increasing the spatial
resolution of an ESM), network clustering and reduction approaches appear to be a suitable way
of capturing effects on local levels without a significant increase in the typical computing times of
an ESM.

Such approaches, which spatially aggregate data of an ESM, are effective since they reduce the
number of linking constraints from the underlying optimization problem. By linking constraint we
mean a specific type of constraint that couples variables that belong to individual blocks and prevent a
faster solution of the mathematical optimization problem. In particular, spatial aggregation leads to a
reduction of power flow constraints which link regions with each other. If all power flow constraints
are removed from an ESM, it could be solved by solving smaller optimization problems for each region
(in parallel). Mathematical decomposition techniques, such as that applied in [14], make use of this
effect, however at the expense of an iterative solution process.

1.2. Objective

This paper aims to develop a methodology that derives spatially aggregated ESM instances from
a highly resolved model (referred to as the reference model). In this regard, such instances provide
similar results (e.g., power flows and power plant operation) when compared to the solution of the
reference model. Spatial details should be reduced to a level that is computationally manageable.

Therefore, two necessary methodological steps are distinguished. First, aggregated regions have
to be defined. This directly refers to the selection of transmission links that should be included in the
optimization. Second, the process of aggregating spatial data itself needs to be conducted. However,
the focus of this paper relies on the former for which the following requirements can be defined:

e  The approach must enable the identification of transmission links that show frequent congestions
in operation.

e  Real-world electricity transmission grids are networks that cover large geographical scales and
consist of several thousands of nodes. To manage the appropriate amount of data, an automatized
process is preferable.

e  Areproducible method is required that is adjustable to changes in generation and consumption
patterns. This becomes important to identify intra-regional bottlenecks over a long-term time
horizon by myopically adjusting the spatial aggregation.
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e It can be assumed that with an increasing number of modeled regions, the accuracy of an ESM
can be improved and that there is probably an optimal spatial resolution regarding the trade-off
between computing time and model accuracy. However, for our study, the spatial resolution
should remain on a level that is comparable to the state of the art [15-17], which allows the
comparison to typical ESM resolutions.

e  Tostill be able to derive results for regions of interest, e.g., administrative regions, the definition of
static overlay-borders should be possible (even if the spatial aggregation is myopically adjusted).

e Aggregation methods that are able to simplify the whole network representation of the model
instead of focusing on specific areas are preferred.

1.3. Literature Review: Spatial Aggregation

For the creation of multi-area ESMs by the spatial aggregation of topological data of a power
transmission network (in the following, referred to as original network), the two necessary methodological
steps are often referred to as ‘network partitioning” and ‘creation of network equivalents’.

1.3.1. Network Partitioning

With algorithms such as k-means and its variations or hierarchical clustering, methods for
automatically deriving clusters of spatially highly resolved data are already available in a broad
spectrum [18]. Moreover, attributes that define the desired outcome of such algorithms are necessary.
An obvious approach for such definitions is thus the assessment of the actual grid (e.g., through
analyzing its topology). Since energy scenarios are typically used for policy advice, model regions
in ESMs are required to refer to areas of interest. This leads to the investigation of administrative
regions [19] or markets [20].

Also, other criteria can play a role in the selection of aggregated regions. In particular, for studies
commissioned [21] or conducted [22] by transmission system operators, the distinction of geographical
hotspots of power demand and generation centers is also used. For instance, the clustering approach
proposed for the project e-Highway2050 [21] assesses several parameters, such as population, VRES
potentials, and already installed hydro and thermal capacities as well as the locations of agricultural
areas and natural grasslands. In this way, the need for a spatial power exchange is considered by
minimizing the self-consumption of a cluster. Nonetheless, frequently congested transmission lines
are not directly detected if no power flow study is conducted.

Therefore, information about the actual state of the grid is still necessary, especially topological
characteristics such as geographical or electrical distances [23]. However, when using these simple
attributes, relevant information about the placement of generation and demand or the usage of
transmission lines is ignored. For this reason, the process of network partitioning is often extended
with operational data, gathered from running an ESM. In [24], the use of both operational and
topological data is proposed to combine information about the distances and to incorporate critical
links in the reduced network. One further example for such partitioning approaches is presented by
Singh [25]. While the topological information is limited to the geographical proximity, the operational
attribute for building clusters is based on nodal prices which are calculated with an optimal power
flow model. In particular, the sensitivity of nodal prices to changes of system loading is evaluated to
identify classes of similar nodes in the network.

Operational data are also contained in so-called power transfer distribution factor matrices
(PTDFs) that can be created from modeling the power flows within a network. For instance, they
are used in [26] for network partitioning where, first, critical transmission lines are identified and
subsequently, based on the PTDEF, regions are clustered by their influence on the power flow of all
links. Similar approaches that evaluate topological and operational data are suggested in the context
of network vulnerability analysis [27]. Here, an indicator called transmission betweenness is also
determined using regional power injections and the transfer capabilities of transmission lines.
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1.3.2. Network Equivalents

Once aggregated regions are defined, the creation of network equivalents can be conducted
in several ways. In the simplest case, each cluster is treated as a copper plate where no additional
measures are applied for adjusting the outputs of an aggregated ESM to their counterparts obtained
from a spatially highly resolved ESM. In other words, due to the aggregation, the resulting power
flows and dispatch of power plants may differ significantly.

In the context of power flow analysis, methods for deriving representative electrical distances
have been used for a long time [28,29]. A typical example for these methods is Kron’s reduction which
can be used to remove passive buses (buses without power injection) from the nodal admittance matrix
of a network. For instance, applying it to a star circuit results in the star-triangle transformation [30].
While a pure Kron’s reduction is already applicable when having the topological description of a
network by its admittance matrix, the creation of Ward- and Extended-Ward equivalents additionally
takes into account information from a solved power flow problem. This is also used for the
determination of the Radial Equivalent Independent (REI), which adds representative loads and
generators to the aggregated regions. Therefore a Gaussian elimination is applied to the external
buses. The power injections of these buses are preserved by aggregating them to artificial generators
which are connected to a representative, radial network which is referred to as REI [23]. Nevertheless,
the objective of these network representatives is to divide the original network into an internal and
external part, whereas the former remains in full resolution. This, however, is not the first priority if
energy scenarios are modeled through equivalent network representations. Therefore, PDTF-based
approaches, such as presented in [26,31], appear to be more suitable.

2. Materials and Methods

2.1. Overview

The methodology for creating an ESM that incorporates power transmission bottlenecks is
composed as follows.

1. Setup of a reference model: This ESM is parameterized and used for conducting an optimal
power flow. Its spatial resolution corresponds to the topology of the power transmission grid
and thus represents the original network used for the subsequent spatial aggregation.

2. Network partitioning: This step contains the analysis of the operational data, using the differences
in nodal marginal costs for the total power supply (in the following, referred to as nodal price
differences) as indicators for the connectivity of regions in the original network as proposed
in [24]. In other words, the weaker the connectivity of two regions (indicated by the magnitude
of nodal price differences) is, the more likely it is that these regions belong to different clusters.
The novelty of the presented approach is the application of this particular attribute to a spectral
clustering algorithm which can be executed automatically. In contrast to approaches that use
spectral clustering for ESMs [32], the topological information of the original network given by its
incidence matrix is extended by the operational data. Furthermore, compared to existing studies
that use this data in form of nodal prices [25], the purpose of evaluating their differences is rather
the determination of relevant congestions in the transmission network than the identification of
price zones.

3. Network equivalent: After getting the results from the clustering algorithm, the spatial data of the
reference model are aggregated. Therefore, we use the simple approach of creating aggregated
areas (in the following, referred to as clusters or zones), which means that power generation
capacities and power consumption profiles are summed over all regions within a cluster as
well as grid transfer capacities of links that connect regions belonging to different clusters. In a
further step, network equivalencing introduced by [26] is applied for assessing the accuracy of
the aggregated ESM instances.
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The spatial distribution of power generation and consumption could change significantly in the
future, for example as a result of an expansion planning approach for which the proposed methodology
is suited for. For this reason, the network reduction methodology described above should ideally be
applied in a repetitive manner to identify robust investment decisions over a certain time horizon by
expansion planning with an ESM (Figure 1).

' New method for ‘ Capacity Reduced network /_\
spatial expansion with

aggregation aggregated ESM
- Scenario A E> \ Scenario A New method for Capa;]:lty expanmgn
Distribution of Cl spatial aggregation wit aggﬁgate
power generators Scenario B [>l Scenario B p N )
: E>l 5 \_/ New capacities

Figure 1. Possible applications of the presented method—examples of data processing using spatially
aggregated energy system models (ESMs) for capacity expansion studies, (left) stochastic expansion
planning, e.g., for a certain scenario year; (right) iterative expansion planning, e.g., over a period of
scenario years.

On the one hand (Figure 1 left), similar to stochastic optimization, assumptions for the spatial
distribution of power generators and consumers (see section Data Pre-Processing) could be changed in
the setup of the reference model to proof that the resulting system performs well over a spectrum of
different possible futures. On the other hand (Figure 1 right), also expansion planning over a period of
scenario years could be iteratively modelled by updating the scenario data. In this way, new capacities
required for a certain scenario year could be considered for deriving the aggregated ESM instance for
expansion planning of a subsequent year.

However, as this paper emphasizes a new methodology for spatial aggregation of ESMs, in the
following, the application of the full approach including the investment optimization is only conducted
once (Case study).

2.2. Model Setup

To identify critical transmission links, a spatially highly resolved model (the reference model) is
set up based on the grid topology of the German transmission grid. For its creation, a data scrape of the
ENTSO-E power map is used [33]. As a case study for developing the algorithm, we initially picked
Germany for two reasons: (i) data availability for renewable power generation at high spatial resolution;
and (ii) high wind and solar PV penetration, which represents one of the main drivers for transmission
grid congestions in the future. For the implementation, the ESM REMix [6] is parameterized using
the empirical data for the year 2012. Typical applications of REMix range from theoretical studies
concerning future energy supply with different shares of vRES [34] and country specific scenario
studies [35,36] to the assessment of system reliability [37] and flexibility requirements [38] of the
European energy system in the future. REMix can thus be configured for multiple study purposes.
Table 1 shows the model fact sheet of how it is set up for the creation of the reference model where the
input data are indicated by references.

To allow an extension of the geographical focus, mainly sources that provide data with a European
scope were selected. However, the final input parameters for REMix are partially modified as explained
in the subsequent chapter. For example, profiles for power feed-in from vRES are processed for NUTS3
level using potential analyses [39] on meteorological data for the year 2012. As these time series
represent potentials, one output of REMix is the amount of usable (or vice versa the amount of
curtailed) power generation from vRES.

Table 1 also provides information about the format of input and output data, indicating whether the
data differ on the temporal (TM), technological (TC) or spatial (SP) scale. In addition, two different datasets
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regarding the analyzed year are distinguished. On the one hand, the power plant and transmission grid
data reflect the German power system for the year 2012 (validation dataset). However, the objective of
the proposed methodology is its application to energy scenarios. Therefore, on the other hand, REMix
is parameterized for the year 2030 based on scenario C of the German grid development plan [40]
(scenario dataset) that provides technology specific installed power generation capacities as well as
a projection for the annual power demand in the year 2030. With regard to grid transfer capacities
(GTCs), no grid expansion that goes beyond the values derived from the ENTSO-E power map data
scrape is considered.

Despite the fact that REMix is actually used as a power system model, the term ‘energy system
model” (ESM) is still used in the following since the subsequently presented methodology is also
applicable to cross-sectoral optimization models.

Table 1. Model fact sheet of the applied configuration of REMix.

Model Name REMix

Author (Institution) German Aerospace Center (DLR), Institute of Engineering Thermodynamics

Linear programing
Minimization of total costs for system operation

Model type Economic dispatch
Optimal direct current (DC) power flow (Appendix A)
Sectoral focus Electricity
Geographical focus Germany
Spatial resolution >450 nodes (reference model)
Analyzed year (scenario) 2012 (2030)
Temporal resolution 8760 time steps (hourly)
™ TC SpP
Conversion efficiencies [41] 4
Operational costs [41] Vv
Fuel prices and emission allowances [42] 4
Electricity load profiles [43] Vv Vv
Input-parameters: Capacities of power generation, storage and
grid transfer capacities and annual electricity 4 4
demand [33,40,44]
Renewable energy resources feed-in profiles Vv N4 4
Import and export time series for V. N
cross-border power flows [45]
Marginal costs of total power supply Vv
Evaluated output
parameters for clustering (Nodal balance of total power generation Y,

and consumption)

2.3. Data Pre-Processing

The raw input data (e.g., from the literature) is often not provided in a format that is directly
applicable to the input requirements of a particular ESM (Table 1). Therefore, by data pre-processing
we mean the process of preparing empirical data for its use as input data in REMix. As mentioned
above, we distinguish two data sets—the validation data set which represents the German power
system of the year 2012 and the scenario data set that uses a power plant portfolio of a scenario of the
year 2030—for which this preparation process is described in the following.

2.3.1. Disaggregation of Cross-Border Flows

The time series for cross-border power flows (imports and exports to Germany) are given on
the country level, where countries are typically connected via several transmission systems. For the
reference model, instead of spatially distributing the imported and exported power to each link of
the original network, all cross-border links are connected to a single node for each neighbor country.
To ensure that the correct total power flows occur, each cross-border node consists of an artificial bus,
which generates and consumes power according to the given import and export time series. Data gaps
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in the accessed physical cross-border flows are filled, either by using the commercial power flows
instead or by linear interpolation.

2.3.2. Assignment of Power Generation and Consumption to Network Nodes

Another challenge for setting up an ESM that relies on the nodes and links of the high
voltage transmission grid is the assignment of data that are collected for areas (e.g., population
of administrative areas) to appropriate nodes. This applies, for example, to decentralized power
generators, such as photovoltaic and onshore wind farms, as well as to the annual power demand of a
region. For the current purpose, this translates into the mapping of data from areas on the NUTS3
level [46] to nodes indicated as substations in the ENTSO-E power map data scrape. As a previous
step, the downscaling of data from coarser resolutions than NUTS3 is also necessary. For the mapping,
a common approach is performing a nearest neighbor analysis from the centroid coordinates of the
areas to the coordinates of substations if no topological information about the underlying distribution
grid is available (see Appendix B for a more detailed description).

2.3.3. Disaggregation of National Scenario Data

Since scenario data are usually available in a spatially aggregated format, e.g., on the country
level, a distribution of installed power plant capacities is necessary. To do so, the following steps
are performed:

e  Central power plants with less total installed capacity compared to the validation dataset: Based on
the commissioning year, the sites of the oldest power plants are decommissioned as long as the
total installed capacity reaches the same order of magnitude as in the given scenario data.

e Central and biomass power plants with more installed capacity compared to the validation
dataset: The installed capacity of existing power plants is equally scaled until the total installed
capacity of the scenario data is reached.

e Photovoltaic and onshore wind farms: One-half of the installed capacity of the scenario data
is distributed equally to the spatial distribution of the validation dataset. The other half is
distributed equally to a technologically specific distribution of capacity factors that are derived
from a potential analysis [39].

e  Offshore wind farms and pumped storage: Sites of planned power plants [47] are added to the
validation dataset.

2.4. Clustering

The process of defining clusters of regions in the network of the reference model is depicted in
Figure 2. First, an annual run of the spatially highly resolved reference model is performed. To ensure
that the model can be solved, we use a temporally nested heuristic. This approach initially solves
the problem in a 6-hr temporal resolution. The obtained results, particularly the values for fuel
consumption, shares of allowed annual carbon dioxide emissions, and storage levels, are then used as
an input for the following hourly resolved model run.

‘ Validation/ ‘ Solving the ‘ Affinity ‘ Executing

Scenario reference |:> ricI\cle(;da(It n) Sser::ctslsgtc;f |:> attribute spectral
data set model P I P Ap(l) clustering
-~ . ! _.» g 4

Figure 2. Clustering process, data in white boxes, processes in grey boxes.

From the resulting time series of the nodal price differences of the reference model, certain points
in time are selected with the aim of identifying snapshots where a significant share of transmission
links within the network are under stress. For this purpose, we define three criteria that can give an
indication for such critical situations and apply them to the input or output data of the reference model:
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®  tyoadwind: hour of the year for which the maximum of the sum of the generated power from wind
onshore and the load can be observed; this point in time can be identified by purely analyzing the
input time series of the reference model.

®  tprice: hour of the year for which the maximum of the nodal price differences can be observed.

e tgrc: hour of the year for which the maximum of the relative grid transfer capacity usage can
be observed.

Each of these selection criteria could result in an individual snapshot for each transmission
line or region. However, it is very likely that the appropriate hour of the year differs over the
several transmission lines and regions. Therefore, we first aggregate the time series of the reference
model in space by using a statistical measure and then apply a particular criterion from above.
For example, in the case of tgTc, this means that first the 0.95-quantile of the relative power flow over
all transmission lines is calculated. Afterwards the maximum value of this spatially aggregated time
series is determined to identify the hour of the year that represents the snapshot tgrc. For more details
concerning the determination of critical hours see Appendix D.

Although the selection of temporal snapshots is a common approach for analyzing huge electrical
networks, it is not ensured that all lines for which a critical state can be observed are captured in this
way. However, one major aim of the evaluation is to assess the impact of the proposed clustering
approach compared to state-of-the-art modeling, rather than the identification of all critical links.
While the latter would be similar to the definition of a worst-case network, we meet this challenge by
conducting a stability analysis for a number of different snapshots (see section Clustering of Regions).

The spectral clustering algorithm is set up according to [48]. A detailed description of the conducted
data processing is provided in [49]. Based on conducting a number of experiments with the clustering
parameters, we use the unnormalized variant by default and thus construct the Laplacian matrix:

Lunnarmalized (”/ 1’1,) = ZKT(l/ 1’1/) : Zpdiag(l// l) : K( n,l)n, n' €N (1)
1 14

where N is the set of nodes, K is the incidence matrix of the original network, and pj,, is a diagonal
matrix of affinity attribute. The latter can be derived from the vector of nodal price differences
(which represents a slice of the appropriate time series determined by applying one of the snapshot
selection criteria):

Ap(l) = |+ K(m,1) - p(n)

such that )
Y K(nl)-p(n)#0,VlieL
n

where L is the set of links in the original network and p is the vector of nodal prices. As high values in
Paiag indicate a strong affinity or connectivity, the absolute reciprocal of the nodal price differences
is used as an indicator for the similarity of regions in the reference model. Applying a k-means
algorithm to a matrix, which consists of the eigenvectors that correspond to the k-smallest eigenvalues
of Lyyormalized, @ mapping matrix Il can be derived. This matrix represents the final output of the
network partitioning process as each region or node of the original network is now assigned to a cluster.
These clusters define the regions in the partitioned network of a spatially aggregated ESM instance.
In the following, we therefore use the terms “cluster” and “aggregated region” synonymously.

2.5. Derivation of Spatially Aggregated Energy System Models
The process of aggregating the data of the reference model, also referred to as creation of network
equivalents, uses I'l; for summing up nodal model parameters, such as installed generation capacities:
Pinst,agg (nﬂgg/ T) =Yn Hg (nﬂgg/ Tl) : Pinst(”/ T)

Viage € Nagg, VT €T

®)
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where N, is the set of nodes in the aggregated network and T stands for the set of power generation
and consumption technologies. Data that characterize the links of the original network, such as GTCs,
are aggregated in a similar way:

GTCinst,agg (lagg) = El Hf (lr lagg) ’ GTCinst(l)
Vlagg € Lagg

(4)

where Lgge stands for the set of links in the aggregated network, and the mapping matrix I1; can be
derived by evaluating the incidence matrix of the original network and Il;. Finally, instead of only
summing up, the inputs such as load profiles or vRES power generation time series are averaged by
the number of aggregated regions per cluster. As a result, the aggregated zones are created from the
reference model’s regions. These ‘copper plates’ are connected by inter-zonal links that are derived
from combining links of the original network that cross the borders of a zone, while all intra-zonal
links are neglected. Concerning the derivation of the nodal admittance matrix of the reduced network,
parallel links are aggregated by summing up the appropriate susceptances. In contrast, for the losses
estimation, the parallel links are aggregated by averaging to account for the intra-zonal losses.

As this paper emphasizes a new network partitioning approach rather than sophisticated methods
for creating network equivalents, further efforts to improve the aggregation procedure are not applied.
However, the used network data consist of both passive and active nodes. While the latter are
characterized by a certain power generation or consumption, passive nodes are only necessary to
branch the network. Since only active nodes contain the relevant information for further analyses, the
application of Kron's reduction [30] represents a considerable step towards the simplification of the
original network.

3. Results and Discussion

This section is subdivided into several analyses, starting with the validation of the reference
model, followed by the comparison of different aggregated ESM instances and a case study where the
proposed clustering methodology is applied. For each of this analyses different quality measures or
indicators are evaluated. In the following, the results of these different analysis steps are presented in
a repetitive manner. Each section consists of the introduction of the evaluation indicator, followed by
the description of post-processed output data and a discussion of the appropriate implications.

3.1. Validation of the Reference Model

In the best case, the validation of the reference model provides a test against spatially resolved
times series of power flows or the nodal dispatch. Since, up to our knowledge, such a data set for
back-testing is not freely available, the validation of the reference model combines tests against different
types of historical data. In this context, the entirety of these tests should provide the information to
assess the validity of the reference model.

As a first step towards the validation of the model, a simple plausibility check is conducted:
To ensure the feasibility of the generated optimization model, slack variables are defined. These slack
variables can be interpreted as artificial power generators that generate electricity only if there are
no other remaining options to cover the electricity demand in a specific region. This means that the
activity of artificial power generators can be interpreted as loss-of-load situations. Since such an event
was never recorded in 2012 for Germany, the first plausibility check is conducted by ensuring that no
loss-of-load situations occur in the reference model. We therefore use the assumptions for the uniform
estimation of GTCs as calibration parameters (see Appendix C). The security margin and the conductor
type are iteratively adjusted to avoid the occurrence of the loss-of-load for the validation dataset.

In a second step, the reference model is validated by back-testing against a historic dataset of
2012 which is temporally resolved. To get an idea of the quality of generated temporally resolved
data, the observed spot market time series of electricity prices [43] are compared with the marginal
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costs of the total power supply of the reference model. This is due to the fact that, if a perfect market
is assumed, electricity prices should be equal to the marginal costs obtained from an optimization
model [50]. We are aware that the consideration of power flows in the spatially highly resolved model
implies the inclusion of redispatch measures. The corresponding costs are not contained in the time
series of historic electricity prices since the real power market acts like a copper plate model. However,
we are of the opinion that a validation against temporally resolved observables is valuable. In this
context, time series of market prices are almost the only data which is freely available for this purpose.

The validation is based on hourly data that is used to calculate the Pearson product-moment
coefficient (PCC). For a better overview of the analyzed time period of 8760 h, Figure 3 shows the daily
rolling average of both the recorded (black curve) and the modeled (red and green dotted curve) data.
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Figure 3. Results of the reference model validation based on a time series of daily electricity prices.

As the reference model actually produces nodal prices (and electricity prices of the spot market
are based on one single market zone for Germany), we apply two measures to test against the historical
data. First, we determine the median overall nodes of the original network. Second, we spatially
aggregate the reference model to a one-node (copper plate) model and use the appropriate marginal
costs for validation. Both of these measures have their advantages and disadvantages. The former
provides a comparison with the outcome of the spatially resolved reference model, but produces nodal
information instead of prices for a single market zone. Although this is not the case for the aggregated
copper plate model, this model is not able not provide the data required for spatially resolved analyses,
such as the intended identification of congestions in the transmission grid.

Figure 3 shows how the reference model is able to reproduce the times series of the electricity
prices of 2012, resulting in a PCC around 0.64. In this context, the almost uniform shape of the modeled
curves (red and green dotted) shows that both the median of the spatially resolved model as well
as its fully aggregated counterpart perform in a very similar manner. However, peaks and valleys
of the observed data are usually underestimated, which is a typical phenomenon of such modeling
exercises [51]. This leads to the conclusion that the distribution of modeled prices is flatter than in
reality. Possible reasons for this deviation are:

e  The strategic behavior of market actors, which is not captured by modeling the fundamental
interdependencies of the electricity market.
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e Assuming static costs for fuels and emission allowances as well as the classification of power
plants by fuel type also results in equalizing specific production costs of large power generation
units and, thus, a smaller diversity of marginal costs.

e  The chosen economic dispatch model overestimates the flexibility capabilities of certain power
plants, e.g., must-run capacities, such as combined heat and power plants.

The last validation step is conducted using observables that provide an insight into the operation
of the power system. The advantage of this test is that it is directly related to transmission bottlenecks.
However, it can be only evaluated on an annual and spatially aggregated basis.

The amount of redispatched power generation (in the following, referred to as redispatch) is used
as an indicator to check whether the reference model shows similar occurrences of congestion events in
the grid as reported by the German Federal Network Agency [52]. By performing a run of the reference
model with and without constraints introduced for transmission grid modeling (see Appendix A),
the redispatch can be derived. Ignoring these constraints is equivalent to a spatial aggregation of the
reference model to its single node (copper plate) representation. Hence, we determine the difference
of the spatially summed annual power generation of each technology of the reference model output
and its spatially fully aggregated counterparts. More details concerning the calculation of the annual
redispatch are provided in Appendix E.

According to the results of the comparison of the recorded and modeled redispatch in Table 2,
a similar order of magnitude can be reached. A cross-check with slightly different parameters during
the calibration of GTCs also showed that the reference model reacts quite sensitively to changes in the
security margin (see Appendix C); e.g., reducing it to 0.7 results in a redispatch of 12.62 TWh, while
for increasing it to 0.9, a redispatch of 0.11 TWh can be observed. Another trade-off must be made,
since an underestimation of GTCs can lead to gaps in the supply of certain nodes. As a consequence,
costs for the loss-of-load appear, which significantly affect the nodal prices of the appropriate region.
Since such prices are undesirable as input for the subsequent clustering, an exact calibration of the
security margin based on the redispatch is therefore not conducted. In this context, it must be noted
that the generally applied security margin represents only an approximation of the n-1 criterion which
is often considered in power flow models. A possible way to improve the observed behavior of
the actual model would therefore be the application of a security-constrained optimal power flow
approach [53].

The above-mentioned sensitivity also applies to other annual indicators, such as the total grid
losses and the shares of power generation from renewable sources vs. fossil and nuclear power plants.
With the exception of the latter, these indicators strongly rely on the assumptions concerning the input
parameters, such as the generally applied, specific grid losses factor. In addition, deviations can be
explained since the actually used installed generation capacities are derived from a data source that
offers large geographical coverage rather than the most accurate information available. Even more
insights are provided, when looking at specific transmission lines that are congested (fully utilized) in
the reference model. When comparing them to the reported line-specific congestion events, it can be
shown that only a part of these events is reproduced by the reference model, but congestions at other
sites only appear in the model.

Table 2. Results of reference model validation based on annual observables.

Observed Modeled
Grid Losses [TWh] [52] 6.2 5.1
Redispatched energy [TWh] [52] 2.6 6.65
Congestion events [52] 7160 17,662
Annual power generation share from vRES [54] 23% 29%
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A reason for this behavior is the already-mentioned estimation of grid transfer capacities.
The ignorance of the underlying distribution grid may also lead to a deviating assignment of generation
capacities to substations and thus to a different spatial pre-balancing of power generation and demand
compared to reality.

Furthermore, we observe both more redispatch and a higher share of power generation from
VvRES in the model (Table 2). This behavior can be explained by the following model characteristics and
assumptions: As mentioned above, the applied economic dispatch model generally overestimates the
flexibility of large steam power plants. In addition, must-run capacities, such as Combined Heat and
Power plants, are not considered separately. This as well as the fact that pumped hydro storage units
can operate under perfect foresight conditions, fosters the integration of power feed-in from vRES.
Finally, for determining this power feed-in for wind turbines a performance curve of one particular
wind energy converter technology is applied to historical weather data. Since the standard use case of
the resulting time series is its application to scenario studies, the corresponding performance curve is
not representative for all wind turbines operated in Germany in the year 2012.

However, information such as the future distribution of installed capacities or the future
performance of certain technologies is not easily derivable for scenario studies. We therefore conclude
that the used modeling approach is still suitable for the purpose of the proposed clustering methodology.

3.2. Clustering of Regions

Although the presented clustering approach allows any integer value k for the number of clusters
or aggregated regions to be set, we chose a constant value of k = 20. This allows for comparison with
the commonly used regional model in [22] that consists of 20 regions (see also section Comparison of
Aggregated Models). However, since the number of clusters correlates with the trade-off between model
accuracy and performance, conducting further research on finding an optimal value for k becomes
relevant. Some work in the literature already emphasizes this topic on the algorithmic side [55] as well
as on the application side [44,56]; however, this goes beyond the focus of the current study.

To get a better idea of the distribution and size of clustered regions, maps of Germany that
correspond to the different clustered models are provided in Appendix F.

Another important remark regarding the following results concerns the evaluated dataset.
As already mentioned, the objective of the presented clustering methodology is the identification of
critical transmission links for energy scenarios. However, it is obvious that for the year 2012, critical
links within the German high voltage transmission grid are rare. In the following, we therefore use the
scenario dataset (scenario C of the German grid development plan [40]) that is intended to contain a
higher number of critical links. This is due to the assumption that the need for electricity transmission
and thus the magnitudes of power flows increase with the share of power generation from vRES.
As this share is higher for the scenario data set, it can be assumed that more transmission lines reach
their limits than in the case of the validation data set.

3.2.1. Preservation of Critical Transmission Links

Based on the three snapshots, three spatially aggregated ESM instances are derived from the
reference model. In the following, general characteristics of these clustered models are evaluated.

The preservation of critical transmission links is determined using the relative load (utilization)
of transmission lines as indicator from the results of the analyzed ESMs. The idea behind this analysis
is the following: The higher the utilization of the entirety of all transmission lines in a model is, the
higher is the share of critical links. This means, if we remove, from a given set of links, those ones
which show a low utilization (as intended with the proposed methodology), the average load of the
remaining transmission lines (the critical ones) should be higher than in the initial network.
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Figure 4 shows the appropriate duration curves of the relative utilization of transmission links
within the period of 8760 h. The presented curves are derived by dividing the total power flow
over each transmission line by its capacity and subsequently calculating the 0.95-quantile over all
transmission lines in the network. Compared to the reference model where full utilization does not
appear at all for the 0.95-quantile, the duration curves of all aggregated model instances remain for a
significantly larger amount of time steps at a level close to 100% GTC usage (Clustered ¢p,;..: 1220 h,
Clustered t1oawing: 446 h, Clustered tgrc: 687 h).

This means that the intended preservation of critical links is provided by the proposed network
partitioning. In other words, since the total number of links is reduced due to aggregation, but lines that
show frequently high utilization of GTC remain in the aggregated model instances, the determination
of the 0.95-quantile over all links results in a duration curve that is closer to the transversal at 1.0.
At first glance, this can be interpreted as an overestimation of critical links for the aggregated network;
however, it can be assumed that this effect is compensated to a certain degree as intra-zonal limits on
power transmission of the original network are neglected in the aggregated models.

1.0 :
0
&
£=
_5°
1 ~: 0.8
= Q
¢=
g ©
o Q06 koo
e

bt :
gg 0.4 | = Reference e —— 4
A % —  Clustered tp...
o w— Clustered tr, a1
© (s T ¥ SO S S Pt USRS ST
' Clustered top :
i i i ; ; i i ;
0 1000 2000 3000 4000 5000 6000 7000 8000

Hours of the year (descending sorted by y-values)

Figure 4. Duration curves of relative grid transfer capacity usage (0.95-quantile over all transmission links).

3.2.2. Stability of Aggregated Regions over Selected Critical States

The network partitioning strongly depends on the operational state, which is used as a snapshot
for the selection of nodal price differences. In the best case, a snapshot exists where the majority of
critical lines are under stress. However, this is not usually the case. Moreover, even if such a snapshot
is detected, due to the predefinition of the number of clusters, not necessarily all stressed links are
captured in a single snapshot.

To get an idea of the different clustering results for several critical states, Figure 5 depicts the
neighborhood of regions in the reference model. It should be understood as follows: Both the x-axes
and the y-axes represent the set of all regions or nodes in the reference model. When depicting the
results of the clustering approach, each dot in the plot indicates that the corresponding region on
the x-axes belongs to the same cluster as the region on the y-axes (in the following we call those
regions neighbors of the regions on the x-axes). For reasons of simplicity (otherwise the plots would
be fully inked) Figure 5 shows only all neighbors for 10 randomly selected regions on the x-axes
(in the following referred to as analyzed regions). To better distinguish the 10 analyzed regions, the
corresponding dots are filled in the same color. For this reason, each subplot in Figure 5 consists of
10 differently colored lines of dots.

Each of the three subplots in Figure 5 refers to the specified snapshot selection criteria introduced
above. However, rather than evaluating single snapshots, we order all hours of the year according to
the criteria and evaluate the first 20 operational states for each of them. For example, the right subplot

60



Sustainability 2018, 10, 1916 14 of 32

is created from taking the 20 h with highest magnitude of the summation of wind power generation
and the load, whereas the selected operational states are those for which the highest price differences
occur in the output of the reference model. By varying the size of the colored dots in Figure 5 we
provide the information about the frequency of how often regions belong to the same cluster while
performing the clustering for the first 20 h that fulfill a particular snapshot selection criterion. In the
best case this means that, for each of the 20 h, a region on the x-axes has the same neighbors. Hence,
plotting the best case would result in lines of colored dots of equal size.
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Figure 5. Neighborhood of 10 randomly selected regions after application of clustering based on
different criteria: (left) tp,c.; (middle) tgrc; (right) t1,,4wing, €valuated for 20 snapshots per criterion.

In this sense, Figure 5 shows the robustness for running the clustering approach for 60 snapshots
where a robust clustering is indicated by the following characteristics: For each of the 10 evaluated
regions, a relatively small number of equally sized dots appear. In contrast to this, the more colored
dots of different sizes, the less robust is the outcome of the clustering. Therefore, it can be stated that
the subplot that belongs to t1,,4wing Shows a more robust clustering than in the case of tgrc and fpyic,.

To quantify this finding with a more general analysis, Figure 6 depicts the data evaluated for
Figure 5 in the form of histograms. They show how often an analyzed region is grouped to a cluster
with the same neighbors when performing the clustering 20 times for each snapshot selection criterion.
In contrast to Figure 5, which is presented for illustrative purposes, Figure 6 is based on an evaluation
of neighborhood for of all regions of the reference model (instead of 10). The best case would therefore
result in a single bar at x = 20 and frequency of occurrence at y = 1 (we only need to analyze x = 20
since the other bars, e.g., for x = 19, show the probability of having exactly 19 times the same neighbors
when evaluating 20 snapshots).

According to Figure 6, it can be stated that for the criterion f},,4win4, the clustering is the most
stable. We derive this from the frequency of occurrence at x = 20 which corresponds to number of
evaluated snapshots per subplot in the histograms of Figure 6. In the case of [y, win4, it is 63%
compared to 40% for tgrc and 14% for tp,ic.. In summary, this means that snapshots based on ¢ ,,5wing
lead to clusters that are more similar to each other than is the case for the network partitions derived
from tp,;, and tgrc. In other words, using only a single snapshot based on t1,,4win4 leads to a more
reliable clustering of the reference model than in the case of tp,;,, and fgrc.
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Figure 6. Frequency of occurrence that shows how often two regions are part of the same cluster when
applying the clustering 20 times for different criteria, (left) ¢p,;..; (middle) tcrc; (right) t7,0awing-

Although it can be concluded that for the subsequent steps of spatially aggregating the reference
model, ideally multiple snapshots should be considered, we use single snapshot data for our analyses
for reasons of simplicity. Thus, for the interpretation of the following findings it must be considered
that aggregated ESM instances, especially based on tp,c, and t;1c, cannot claim to be representative
for all states of the ESM where the transmission network is under stress.

3.3. Comparison of Aggregated Models

We evaluated a number of indicators to assess the quality of the three spatially aggregated ESM
instances. This is conducted for the results of both the reference model and a set of aggregated
benchmark ESMs. It is done to compare the resulting indicators in the context of (i) the best possible
performance of the reference model, and (ii) the quality of the results of alternative ESMs (i.e., deviation
of the indicators from the reference model).

Concerning the aggregation methodology, the general difference in creating benchmark ESMs
lies in the network partitioning process. As already mentioned, the Copper plate ESM represents
a single-node model. Since this model shows the lowest spatial resolution, it can be expected that
the results of this model show the largest deviations compared to the reference model. The second
benchmark ESM “Classical” is the commonly used regional model, which was proposed by the
German transmission system operators [22]. As the electricity transmission infrastructure is evolving
over time, ESMs that rely on “Classical” need to be frequently updated. However, the network
partitioning of this model is based on expert judgment (considering centers of power consumption
and power generation form vRES). The applied methodology is therefore not easily reproducible
if only publicly available data is used. For this reason, one of the main objectives of the following
analyses is to show the implications of statically using this pre-defined spatial aggregation. Lastly,
“Simple aggregation” refers to a network partitioning based on the agglomerative clustering approach
contained in scikit-learn [18] that obtains topological information in the form of the original network’s
adjacency matrix as connectivity.

By extending the above-described aggregation process with the determination of PTDF matrices
of the aggregated network according to [26], the power flows of the original network can be emulated
by the aggregated model instances. However, the appropriate equivalencing process is based on
the nodal power injections (balance of nodal power consumption and generation) that occur in the
original network. To be consistent with the selection of nodal price differences, the same points in time
(tLoadWind» tPrices tTC) are used to select snapshots of nodal power injections. In the following, we refer
to these three model instances as extended clustered models.

3.3.1. Redispatch

As for the validation of the reference model, we use the annually redispatched power generation
to check whether transmission bottlenecks of the reference model are preserved. From Figure 7, we
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conclude that the findings from the comparison of capacity values also apply to the assessment of
redispatch. The ESM instances derived from clustering nodal price differences show small deviations
from the reference model’s results. By increasing the number of aggregated regions, it is also likely
that this performance can be further improved. More importantly, with values ranging from 0.7% to
4% for Clustered t,,4wing, Clustered tp,;, and Clustered tg7c, the deviation of annually redispatched
power generation is closer to the reference than for any of the benchmark ESMs.

Figure 7. Redispatched power generation, relative deviation from the reference model for different
aggregated ESM instances.

Given that Clustered t[y,4winq also shows a good performance, and referring to the results from
the stability analysis, we deduce that for the application of the presented approach, a fully solved
instance of the original problem is not necessarily needed. Since ¢ ,,4winq can be identified using only
the input time series of the spatially highly resolved model, the reference model needs to be solved
only for a pre-defined time slice. In contrast, in the case of tp,;., and tg1c, each hour of the year must
be evaluated with a high spatial resolution.

For the extended clustered model instances, the same spatial aggregations are used, but the
distribution of power flows is determined by a reduced PTDF matrix. Therefore, additional information
in the form of the nodal power balance from the reference model is considered. With regard to Figure 7,
the redispatch of the corresponding model instances deviates significantly (40-88% compared to the
reference model). This behavior can be explained by the static distribution of power flows based on
power generation and consumption data from the snapshot that is supposed to represent an extreme
situation for the grid. The derived PTDF matrices are therefore not representative enough to suitably
determine the power flow distribution in the original network for the whole operation period. For more
details regarding this redispatch analysis see Appendix G.

3.3.2. Capacity Factors

For a typically assessed indicator, we measure the similarity of power plant operation by
comparison of technology-specific capacity factors. Therefore, Figure 8 shows the deviation of capacity
factors compared to the reference model for different types of power plants. The compared model
instances are grouped by colors, where the benchmark ESMs are depicted in reds and the aggregated
models are shown in blues and greens.

In this context, a good performance of an aggregated ESM is indicated by a deviation of the
technology-specific capacity factor, which is close to 0%. Furthermore, for each technology, the dark
red bar (Copper Plate) gives an indication of the effect of neglecting the power exchange limitations.
As expected, wind offshore power plants benefit from neglecting transmission constraints in aggregated
ESMs as they are able to distribute generated electricity for nearly zero marginal costs over larger
areas. In contrast, coal-fired power plants, open cycle gas turbines and wind onshore turbines are
less operated in all of the aggregated model instances. In the case of run-of-river power plants
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and photovoltaics, almost all ESM instances show the same capacity factors as the reference model.
For the investigated case of Germany, this means that for an appropriate simulation of the operational
behavior of these power plant types, a high spatial resolution is not essential. This is due to the fact
that the corresponding capacity factors can be well approximated with spatially fully aggregated ESM
instances, such as the copper plate model.

Figure 8. Capacity factors, relative deviations from the reference model for different aggregated
ESM instances.

With the exception of combined cycle gas turbines (CCGTs), the blue bars show almost the smallest
deviation or they range in a similar order of magnitude, as is the case for the red bars. From an overall
perspective, Clustered ¢p,c. shows the best performance with a mean deviation of 13.8%, followed by
Cluster & PTDF tp,;c, (14.5%), while in the case of the copper plate model, this value is 17%.

Comparing the blue and the green bars confirms the conclusion that it is not advantageous to
use the extended clustered models based on power injections of critical situations. This becomes
particularly clear when comparing the resulting capacity factor deviations for wind offshore where the
extended clustered models show an error between 53% and 75%.

However, with up to 42% deviation, the operational behavior of the simply clustered models
(blue bars) is also remarkable. The underlying, significantly higher utilization of offshore wind in the
aggregated models stems from bottlenecks that occur in the reference model for links that connect
offshore wind farms with the mainland. These connections are not maintained in the clustered models
since the observed nodal prices at both ends of the links are usually nearly the same, resulting from
strong power generation surpluses at the appropriate substations. At the same time, a downstream
bottleneck prevents that this surplus power generation can be transmitted to nodes with higher
nodal prices.

As an example, this situation is depicted in Figure 9, which shows an extract of Northern Germany.
There are two congested links that connect wind offshore turbines to the mainland. They are vanished
when aggregating all nodes of the light blue cluster and thus contribute to the deviation of the capacity
factor for offshore wind turbines (Figure 8). However, the downstream bottleneck between the light
blue and marine blue cluster is considered in the clustered models. Since this particular bottleneck
prevents the efficient transmission of surplus generation from all of the light blue nodes, an increase
in its GTC is more pressing than the elimination of the offshore congestions. On the one hand, we
understand this effect as an advantage of the chosen clustering approach as it allows prioritizing of
critical, but equally utilized, links. On the other hand, although the presented approach generates
spatial aggregations where transmission bottlenecks are supposed to be maintained, it is possible that
intra-zonal bottlenecks do still appear.
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Figure 9. Utilization of transmission lines in the reference model including clustering information
(colored dots) for an aggregation based on tpjc,.

For the practical application of the presented approach, this means that ideally, an alternating
process of clustering the spatially highly resolved model (with eventually already increased GTCs)
and analysis with the aggregated model instances is conducted. For a better estimation of grid transfer
capacities, the approach presented in [57] also appears to be a suitable solution.

3.4. Case Study

To give an example for the application of the proposed ESM clustering and aggregation method,
a simplified grid and storage expansion study is conducted. By simplified we mean that we use linear
programming and determine investment costs using the equivalent annual costs and assuming an
interest rate of 6% (for more details see Appendix H). Accordingly, the presented case study does
not claim to provide a robust scenario analysis. Rather, it gives an indication what could happen to
the results of a typical ESM use-case if the standard clustering (Classical) is replaced by a spatially
aggregated model that relies on spectral clustering of nodal price differences.

While generation capacities are pre-defined by the scenario dataset, the expansion of lithium-ion
batteries as well as of GTCs for both alternate current (AC) and direct current (DC) overhead
transmission lines is enabled. In case of the latter, this means that the planned High-Voltage Direct
Current (HVDC)-connections from north to south Germany [40] are provided as candidates for new
links using a capacity-constrained transport model. They are characterized by techno-economic
parameters that differ from those of AC transmission lines. The AC grid is modeled by a DC-power
flow approximation, while capacity expansion is only possible if a link already exists. Consequently,
the available power provision from vRES needs to be balanced, either temporally by new storage
units or spatially by the expansion of grid transfer capacities that represent the indicators to assess the
performance of different spatially aggregated ESM instances.

In this context, Figure 10 shows the results of the case study by depicting the total sum of
model-endogenously added capacities for four different model instances. The results for lithium-ion
batteries range between 10.3 and 10.9 GW (110.9 and 113.3 GWh). Having in mind that short-term
storage facilities such as batteries are suited to balance variations from power generation by
photovoltaics, this similarity in storage expansion corresponds to the equality of capacity factors for
the different spatially aggregated ESMs found above (Figure 8). In addition, this result is comparable
to the total sum of installed short-term flexibility options (batteries and demand side management:
12 GW) for temporal power balancing in [40].

In contrast, the values for additional GTC in the AC grid differ more significantly among the
several aggregated ESMs. In particular, this applies to the Classical model instance that shows 14.7 GW
of GTC expansion, which is less than half compared to the aggregated ESMs derived by the presented
clustering approach.
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Figure 10. Capacity expansion for lithium-ion batteries and grid transfer capacities in different
aggregated models.

When taking into account the lengths of expanded transmission lines, the observed difference for
AC grid expansion becomes even larger (Classical 96 GWkm, Clustered tgrc: 554 GWkm, Clustered
tpriceDelta: 447 GW and Clustered t1,,5wing 364 GWkm). Although the amount of added capacity is
significantly greater for the clustered models, the resulting total system costs are 1.5-2% lower than in
the case of Classical. This is due to the fact that the additional power transmission capacities allow
a more intensive utilization of cost-efficient power plants. From this, we conclude that applying the
Classical spatial aggregation of Germany from [22] leads to an underestimation of grid expansion
needs if a system cost minimizing ESM is used.

Among the clustered instances, the highest value of GTC expansion can be observed for Clustered
tcrc. The corresponding snapshot for deriving this aggregated ESM is based on the utilization of
transmission lines in the reference model. As this represents a strong indicator for grid congestions,
this result is expected. The drawback of using such a clustered model instance is the necessity of
solving the reference model for the full time period to identify the required snapshot. However,
this is not the case for Clustered t ,,4wins Where the snapshot identification relies only on the input
data. From a practical point of view, a clustering based on ¢ ,,4wing is the most favorable since the
capacity expansion for the appropriate aggregated model lies in a similar order of magnitude, as for
the instances derived from the other snapshot selection criteria.

Remarkably, grid expansion for the HVDC transmission line candidates cannot be observed in any
of the evaluated models (indicated by the missing bar for GTCpc in Figure 10). A reason therefore is
that, in the chosen modeling setup, a GTC expansion is only partially necessary to achieve an increase
in power flows to be transmitted from the vRES surplus-dominated north to the south of Germany.
As this requires mainly investments into additional GTC on congested but short links (<100 km),
the enforcing of AC transmission lines is still the more cost-efficient option compared to building
new long-distance HVDC connections. However, the advantages of the HVDC technology, such as
the capability of having a controlling influence on power flows, are not considered in the applied
formulation of a spatially aggregated ESM. For example, the role of loop flows through Eastern Europe
cannot be assessed in this way. In addition, the main purpose of the spatially aggregated model
instances is to gain better insights into how the balancing of variable power feed-in and demand can
be sufficiently realized in future energy systems. They are thus rather less suited to identify the exact
need of expansion projects in the electricity transmission grid.

3.5. Comment on Computing Times

This information should be understood as an orientation for other modelers rather than a claim
to be a generally valid finding. All spatially highly resolved models were solved on an Intel(R)
Xeon(R) CPU E5-1620 v3 @ 1 x 3.50 GHz, 128 GB RAM computer (validation data set) and an Intel(R)
Xeon(R) CPU E5-2640 v3 @ 2 x 2.60 GHz, 192 GB RAM (scenario data set) using CPLEX’s interior
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point method with eight threads. Depending on the processor load and the used parameterization
(validation or scenario dataset), the total computing times, inclusive of the post-processing routines,
ranged between 8 and 34 h. These computing times could be decreased to values between 14 and
24 min for all runs executed on the spatially aggregated ESM instances using an Intel(R) Xeon(R)
CPU X5650 @ 2 x 2.67 GHz, 72 GB RAM machine and the same solver settings.

To get an idea of the trade-off of computing time and model accuracy, Table 3 shows the relative
values of the total system costs and total computing times for the aggregated model instances in
relation to the appropriate values of the reference model. While the deviation of the objective value
is not greater than 7.4% for all model instances that consist of 20 regions, the computing time can be
reduced to a few percent of the value of the reference model.

Table 3. Trade-off between model accuracy and performance: objective value and total computing time
for aggregated ESM instances relative to the appropriate values of the reference model (scenario data set).

Model Instance Objective Value (Total System Costs) Total Computing Time
Cluster & PTDF tp,;c, 100.0% 2.8%
Cluster & PTDF tgr¢ 99.3% 4.8%
Clustered tLoadWind 98.4% 3.9%
Clustered tgre 98.0% 4.4%
Clustered fpyice 97.6% 3.2%
Simple Aggregation 94.8% 4.8%
Classical 93.2% 3.8%
Cluster & PTDF t; puqwind 92.6% 4.3%
Copper Plate 89.8% 0.7%

As with the reduction of other model scales, for example the reduction of the number of technologies
by defining technology classes, the model is downsized. This means, fewer constraints and fewer variables
occur in the coefficient matrix of the mathematical optimization problem. Reducing the temporal scale of
an ESM—that usually performs analyses over 8760 time steps—by defining representative time slices [58]
is therefore effective since reduction ratios >100 can be achieved. Previous analyses showed that the
corresponding downsizing factor more or less scales with the achievable speed-up [59].

However, in this paper, the reduction ratio applied to the spatial scale is <10. For example, for the
reference model we observe a number of 13,960,164 constraints compared to a number of 2,549,001
for the Classical ESM instance (both after the execution of CPLEX’s pre-solve). The main benefit
of solving spatially aggregated ESMs instead of their fully resolved versions is caused by another
effect—the removal of strongly linking constraints from the original problem. Due to the possibility to
transfer power, the power generation and consumption of each individual region could have an effect
on all the other analyzed regions of an ESM (the non-zero entries of an appropriate PTDF matrix can
give an impression of the interdependencies). In contrast, linking constraints that couple time steps
(e.g., applied for modeling storage facilities) usually link pairs of time steps.

Nevertheless, Table 3 cannot claim to provide an exact comparison or derive recommendations
regarding an optimal model setting that combines both low computing times and sufficiently accurate
model results. This is due to the fact that from a practical point of view the objective value does not
represent the best indicator to measure the model accuracy. Rather, specific investigations are needed
to identify optimal model settings for different research questions that require the evaluation of certain
combinations of model performance indicators. For example, if only the values in Table 3 would be
considered, the aggregated ESM Cluster & PTDF tp,;., appears to be the best choice if the reference
model should be aggregated. However, this is not the case when taking into account the evaluation of
redispatch from Figure 7.

In summary, the following can be stated. The trade-off between the accuracy and the performance
(measured in computing time needed for solving the model) of a spatially aggregated model depends
on several aspects. On the one hand, a justifiable error for the indicators that should be analyzed
must be defined. On the other hand, there exists a broad spectrum of parameters that can be adjusted
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(e.g., the optimal number of clusters) to achieve both acceptable computing times and a manageable
memory demand with respect to the available computing infrastructure. In this paper, we proposed a
new approach that can be used for such model setup optimizations applicable to ESMs that need to
incorporate possible bottlenecks in the power transmission grid of the future.

4. Conclusions

With the presented methodology, the aggregated ESM instances could be derived from a spatially
highly resolved ESM of Germany that only needed to be solved for defined time-slices (snapshots).
We found that evaluating the input time series of potential wind power feed-in and load represents
a suitable approach to identify such snapshots. We further proposed a network partitioning based
on spectral clustering of nodal differences of the marginal total system costs and compared two
approaches for the creation network equivalents. In this way, we developed a methodology to
preserve transmission links that tend to represent bottlenecks in future power systems for spatially
aggregated ESMs.

With a correlation factor greater than 0.64, a created spatially highly resolved reference model was
able to produce times series for electricity prices similar to those recorded in 2012. The evaluation of
different performance indicators showed the strengths of aggregated ESM instances that were derived
by the presented methodology. Rather than the preservation of critical links, further advantages were
observed since annually redispatched energy (error: 0.7—4%) and capacity factors of power plants
(mean error: 13.9-15.4%) deviated less from the reference model’s outputs than from those of the
defined benchmark ESM.

The resulting spatially aggregated ESM instances are intended to be used for capacity expansion
studies. We therefore conducted a case study for grid and storage expansion for a scenario of the
German power system in the year 2030. Here, we observed a significant lower expansion of grid
transfer capacities for a commonly used, spatially aggregated model instance compared to ESM
instances derived by the proposed methodology. However, for decentralized technologies, such as
photovoltaics and lithium-ion batteries, no differences in the analyzed indicators were found among
the several aggregated ESM instances.

An obvious next step of the presented study is the extension of its geographical scope to a
European level as well as the claim to cover all energy sectors with the spatially aggregated ESM.
However, improvements regarding the availability of spatially highly resolved data are necessary. This
applies not only to a more sophisticated determination of the locations of large thermal power plants
to be commissioned in the future but also to potential hotspots of vVRES power generation. While for an
ESM of Germany the used approach of spatially distributing national generation capacities is sufficient,
a dataset that consistently provides the locations of decentralized power generation is required for the
desired geographical scale. In this context, sophisticated methodologies that evaluate remote sensing
data may be applicable. Studies that build on the presented approach would also benefit from the
consideration of regionalized load profiles.

From a methodological point of view, the simple creation of copper plates to represent aggregated
regions ignores that geographical distances between zones become larger with the geographical
expansion of a zone. A correction of distances in the aggregated network thus provides the potential
for improving the accuracy of the network equivalent. This also applies to the identification of
snapshots used for gaining data from the initial spatially highly resolved ESM. Finally, in the actual
study, also short-length transmission lines are considered when running the clustering algorithm.
However, since expanding the GTC of such lines is relatively cheap, it seems to be beneficial to perform
first a spatial clustering of regions based on geographical distances to avoid that these less relevant
links are maintained in the aggregated models.

The spatial aggregation of optimizing energy system models (ESMs) becomes attractive if solving
such models reaches computational limits. Given the trend of the increasing complexity of energy
systems with high shares of variable renewable power generation, the presented approach can be
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used for energy scenario analyses that claim to capture both the temporal and spatial balancing
needs of electricity demand and generation. It extends the set of available modeling instruments for
generating new insights into future energy systems and their possible technological compositions and
thus helps to develop strategies to cope with the challenges related to a secure, economically feasible,
and sustainable energy supply.
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Abbreviations

CCGT Combined Cycle Gas Turbines

ENTSO-E European Network of Transmission System Operators for Electricity
ESMs Energy system models

HVDC High-Voltage Direct Current

NUTS Nomenclature des unit?s territoriales statistiques

PTDF Power Transfer Distribution Factors

REI Radial Equivalent Independent

SP Spatially differentiated

TC Technologically differentiated

™ Temporally differentiated

vRES variable renewable energy sources

Symbols

GTC Grid transfer capacity of a link in the original network

GTCagq Grid transfer capacity of a link in the aggregated network

K Incidence matrix

k Number of clusters

Lynnormalized Unnormalized Laplacian matrix of the original network

L Set of links in the original network (transmission lines in an ESM)
Lagg Set of links in the aggregated network

) Element of the links set in the original network

lage Element of the links set in the aggregated network

N Set of nodes in the original network (modeled regions of an ESM)
Nsup Subset of N containing only active nodes (nodes with power generation or consumption)

Subset of Nj,;, containing the three closest substations to the geographical center of a
Naubrearest  NUTS3 region

Nage Set of nodes in the aggregated network

NnuTs3 Set of NUTS3 regions considered in the reference model

n Element of the nodes set in the original network

Msub Element of the subset N,

Msub,nearest Element of the subset Nyyp, yearest

NNUTS3 Element of the set of NUTS3 regions considered in the reference model
Nagg Element of the nodes set in the aggregated network

Pyt Installed power generation capacity in the original network
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Pinstagg Installed power generation capacity in the aggregated network

T Set of hourly time steps

t Element of the set of hourly time steps

torc Selected time step within the set of time steps where a high utilization of transmission lines

can be detected in the reference model

; . Selected time step within the set of time steps where a high magnitude of power demand and
LoadWind power feed-in from wind turbines can be observed in the input data

b Selected time step within the set of time steps where high nodal price differences can be
Price observed in the solution of the reference model

Ap Nodal price difference

K Number of nearest neighbors to be used

Iy Mapping matrix between links of the original and the aggregated network

IT, Mapping matrix between nodes of the original and the aggregated network

0 Nodal marginal system costs for total power supply (nodal prices)

Pdiag Diagonal matrix of nodal price differences

T Set of technologies

Tgec Subset of T containing decentral power generation technologies

T Element of the set of technologies

Tdec Element of the subset T,

Appendix A. Essential Equations of REMix for Performing a DC Optimal Power Flow

For a more complete description of the applied ESM (REMix) the objective function and a selection
of essential constraints are listed in the following.

Appendix A.1. Objective Function

The objective function to be minimized is represented by the total annual system costs:

ZT, y Csystem(T/ ]/) — min

Al
where : Csystem > 0 (A1)

7: Element of the set of all considered technologies.
y: Element of the set of years (either set to y = 2012 for the validation data set or y = 2030 for the

scenario data set).
The annual system costs Csystern contain costs for the system operation and optionally costs for

capacity expansion. One the one hand side, the annual operation costs are determined by summation
of the variable C,, for every time step. On the other hand side, the annual capital /investment costs
Cinpest are not time step dependent and thus are not considered in the summation over the time steps.
In addition, link related and node related costs are distinguished. Since it is possible to investigate just
a fraction of a year, the annual costs are scaled by the factor f.

Csystem(T/ y) = [El(cinvest(Tl/ Y, Z) + Cop(Tl/ Y, I, t)) +Zn(cinvest(Tn/ Yy, n)+
Y Cop(Tnz Y, n/t)>] -f (A2)
vT,y

7;: Element of the subset of link dependent technologies

T,: Element of the subset of node dependent technologies

I: Element of the set of links

f: Scaling factor for sub-annual analyses

For applications that only optimize the dispatch of a given energy system—in this study this
applies to all sub-sections of Results and Discussion except Case Study)—no investment costs are
considered (Cj,pest = 0). The operational costs can be decomposed into a fixed (time independent) and
a variable fraction. Besides specific costs per electrical energy generated, the latter contains costs for
fuels, emission allowances and estimated costs in case of loss of load events.
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Appendix A.2. Essential Constraints

One typical constraint of the mathematical model behind REMix is the power balance constraint.
To ensure that the power availability (e.g., given by feed-in time series of power generation from
VRES) and the power demand are always balanced, slack variables (Pgj,cx) are considered in the model.
The amount of the appropriate penalty costs is set to a very high level to ensure that this artificial
power generation is always the last option to satisfy the power demand:

21’ Pgm (Tgen/ y,n, t) - Ploss (Tr y,n, t) - Pcharge(Tstorr yn, t) + Pdischarge(Tr y.n, t)_
Pexport(Ttrans/ y/ n, t) + Pimport(TfVar’ls/ y/ n, t) + Pslgck(y/ n, t) - Pdgm (yr n, t)
where (A3)
Pgen >0, Ploss >0, Pcharge >0, Pdischarge >0, Pexport >0, Pimport >0
vT,y,n,t

Teen: Element of the subset of power generation technologies

Tstor: Element of the subset of storage technologies

Trrans: Element of the subset of power transmission technologies

For power generators, storage facilities and power transmission infrastructures capacity limits are
considered. In case of the latter the following constraint is applied:

Ptrans (Ttrans/ Y, I t) < GTCipgt (Ttmns/ Y, l) + GTChuq (Ttmns/ Yy, l)

A4
Y Tirans, Y, It (Ad)

Pirans: Power flow in a certain time step t and year y over transmission line / of the transmission
technology Tirans-

The relation between the node specific power imports and exports and the link specific power
flows is defined by the DC power flow equations which are used to model flows in the AC
transmission grid:

Pimport (TACI Y, n, t) - PEXPOH(TAC/ y.n, t) — Dloss (TAC/ y,n, t) =Yu B (”r 7/1/) -0 (y/ n, t) (A5)
Vtac,yn#n, t

Tac: Element of the subset of transmission technologies realized as AC grids
B: Nodal susceptance matrix of the considered AC transmission network
f: Voltage angle at node # in time step f and year y

where the power flows are determined by:

Prrans (TACI Y, l, t) = Zn,l’ Bdiug(lr l/) : KT(Z/,I’Z) -0 (y/ n, t)

VTac,y,m# ', t (A0)

KT: Transposed incidence matrix of the considered AC transmission network
Bjisg: Diagonal matrix of the link susceptances of the considered AC transmission network
and the losses are linearly approximated:

Plass (TAC/ vy, n, t) = Zl—)n Ptmns(TAC, Y, l/ t) 'floss : d(l)

v TAC, Y, 7é Tl/, t (A7)

floss = 0.02%: Losses factor

d: Length of the link [

The model also distinguishes between the AC transmission grid and point-to-point HVDC
transmission lines for which the power flows are modeled by a simple capacity constrained transport
(pipeline). For more details regarding further constraints considered in REMix please see [6].
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Appendix B. Assignment of Power Generation and Consumption

For performing the nearest neighbor analysis, the GIS software tool QGIS is applied. As the final
result of this pre-processing step, a matrix I1 is set up that maps power generation or consumption
from areas (NUTS3) to point coordinates (substations):

P inst (Taec, Msub) = Ynnurss I(nsup, nNuTs3) © Pinst(MNUTS3, Tdees) (A8)
VTdec € Tdecr V”sub € Nsub

where Nj,; is a subset of the original network’s set of nodes. In Nj,;, passive nodes are
removed accordingly. In Equation (A8), Tj., a subset of T, only contains decentralized power
generation technologies.

We doubt that the assignment of decentralized power generation from a whole region to one single
substation meets reality. Therefore, for each NUTS3 region, we also performed a = 3 nearest neighbor
analysis to identify the three closest substations of a designated area. The appropriate generation
capacity or power demand is then distributed by the weighted share of the reciprocal distance between
the area’s centroid and the substations. The mapping matrix I1 therefore consists of zero and non-zero
entries, where for the latter, the sum over all rows is equal to one:

d(ngup, nnurss) "
ZjZSd(n n ! A
=19 (Msubjr NUTS3) (A9)
V1sup € Noubnearest: VNUTS3 € NNUTS3

I(ngyp, nNuTS3) =

In Equation (A9), Ngp nearest, @ subset of Ny, contains the three nearest substations for each
NUTS3 area. The required distances d are calculated by applying the cosine formula to the point
coordinates of the area centroids and substations:

d(nsup, nNuTS3) = acos(sin(latgyy) - sin(latNyrss) + cos(laty,y) - cos(latnurss) -
cos(lonnyrss — longyy)] (A10)

Visup € Noup, VinuTss € NNuTs3

where Nnyts3 is the set of NUTS3 regions and lat and lon either indicate the explicit coordinates of a
substation or of a geographical centroid of a NUTS3 region.

For the assignment of nodal demand profiles, the national load profile of Germany is normalized
and subsequently scaled by the annual demand. The latter, in turn, is scaled by population data from
the national to the NUTS3 level and assigned to substations using the approach mentioned above.
In contrast to decentralized electricity generation technologies, large central power plants are directly
mapped to their =1 nearest neighbor substation.

Table A1 summarizes the applied assignment approach for each of the considered technologies in
the reference model configuration.

Table Al. Applied mapping approach for the assignment of power generation and consumption to
substations of the used transmission grid dataset.

Input Parameter Approach

Installed capacity of central power plants:

Fossil fired power plants

Nuclear power plants Nearest neighbor
Offshore wind farms

Pumped storage
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Table Al. Cont.

Input Parameter Approach

Installed capacity of decentral power plants:

Photovoltaics

Onshore wind farms 3-nearest neighbor
Hydro run-of-river

Biomass fired power plants

Annual electricity demand 3-nearest neighbor

Appendix C. Estimation of the Transmission Capacities from Thermal Limits

The applied transmission grid dataset contains information about the voltage U level as well as
the number of circuits #.j.c,its. For an estimation of grid transfer capacities GTC, the thermal limits
Iiuax of overhead transmission lines need to be known. These limits can be derived from the type of
conductors installed per bundle [60]. In order to consider somehow the (11-1)-criterion as well as the
fact that the calculated transmission limit for complex power in Equation (A4) needs to be higher than
the required upper bound for active power flow in the model, a security margin y is taken into account:

GTC = \@ U - Imax - Npundes * Nsystems * Neircuits * Y (A11)

U = {220 kV, 380 kV}: nominated voltage of a transmission system

Lnax = 645 A: thermal limit for 243-A1/39-St1A conductors

Npundles = 4: number of conductors per line

Neircuits = {1, 2}: number of circuits per trace

u = 0.8: (n-1) security margin

For the selection of an appropriate conductor type applied to all HVAC transmission lines of the
grid dataset, a calibration is conducted in advance.

Appendix D. Determination of Snapshots

For spatially aggregating the results of the reference model to identify certain hours of the year
as snapshots, a statistical measure is applied over the set of links or the set of nodes in the original
network. For this purpose, quantiles are used instead of maximum or minimum values to avoid an
overestimation of regionally limited extreme situations. The following formulas show how the points
in time, that represent the snapshots which are used for executing the above presented clustering
approach, are determined.
tLoadWind:

tLoadWind = t, lf PLoadWind(t) = maXPLoadWind(t)
where
PLoadWind(t) = Qo5 (Pgen (t, n, Twind)) + Q0.95(Pdem (tr 7’1))
vt

(A12)

Qo.95: 0.95-quantile

Prosawing(t): Spatially aggregated time series of power generation by wind turbines and
power consumption

Pgen(t, 1, Tying): Time series of power generation of wind turbines in each region n

Pjem(t, n): Time series of power consumption in each region n

Epricet
tprice = 1, if Pagg(t) = maxpagg(t)
where
(A13)
Pagg () = Qo.os(p(t, 1)) — Qoos(p(t, 1))
Yt
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Ap(t): Spatially aggregated time series of power generation by wind turbines and power consumption

tere:
torc =t, if fagg(t) = maxfage(t)
where
Al4
fagg(t) = Q0.95(f(tll)) ( )
Vt

Qo.05: 0.05-quantile
fagg(t): Spatially aggregated time series of relative power flows
f(t,1): Time series of relative power flows over each transmission line [

Appendix E. Calculation of Annual Redispatch for the Reference Model

For calculating the amount of annually redispatched power generation in a nodal pricing model,
the following processing of the model results is conducted. We subtract the technology specific annual
power generation of the copper plate model from the spatially summed power generation for each
technology of the reference model. The result is a power balance that shows which technologies
generate more or less electricity due to the consideration of power flow constraints. The annual
redispatch is than observed by subtracting the power transmission losses (which do not occur in
the copper plate model) either from the sum of positive values or the sum of negative values in this
balance, e.g.,:

Erp = ngen E;QD (Tgen) = 21t Pross (Ttrans, L, )
Erp € RT
where (A15)
E%D (Tgen) =2 (Zn Pgen(Tgem n, t) - Pgen,CP(Tgen, t))
VTgen
Erp: Annually redispatched energy

Appendix E. Clustering Maps

Figure Al shows maps of Germany where substations (regions of the reference model) are
same colored if they belong to the same cluster. The thick lines between the colored dots represent
transmission lines that are maintained after performing the network reduction.

Figure Al. Cont.
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Figure A1l. Maps of the German electricity transmission grid model after applying the presented
clustering approach based on the validation data set and different snapshot selection criteria (top) fp;;c,,

(middle) 1 pgwing (bottom) torc.

Appendix G. Concurrency of Redispatch Measures

To give an example of when the redispatch for different aggregated model instances (Figure 7)
takes place, Figure A2 shows the curtailment of one specific technology for a selected period of
time. Given that the curtailment of wind offshore power generation is caused by transmission grid
congestions, it can be presumed that the points in time, when the curtailment takes place, correspond
to the hours of the year when redispatch measures would occur.
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