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Abstract. The positional degrees of freedom of a mobile robot are reduced by nonholo· 
nomic constraints further to a smaller number of motional degrees of freedom. It is 
shown how the equations of motion can be reduced to a minimal number using general­
ized coordinates and generalized velocities. The theoretical results are applied to an ac­
tively controlled robot with stiff tires. One scalar control variable provides full contoll­
ability of the position of the robot moving on a plane surface. A control strategy is found 
for stationary and instationary motions. 
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I. INTRODUcnON 

Nonholonomic systems have been studied in 
dynamics for a long time, see Neimark and Fu­
taev (1972) . In principle, the equations of mo­
tion maybe obtained by two approaches: i) ap­
plication of D'A1embert's principle or 
Lagrange's equations of the second kind for 
the evaluation of the equations considering the 
holonomic constraints only and adding La­
grangian multipliers to the equations to repre­
sent the nonholonomic constraints or ii) ap­
plication of Jourdain's principle considering 
the nonholonomic constraints immediately. 
Jourdain's principle, see e. g. Bahar (1993), 
Schiehlen (1986), also referred to as Kane's 
equations, sce e. g. Kane (1978), results in a 
minimal number of ordinary differential equa­
tions (ODEs) while the Lagrangian multiplier 
approach leads to a maximal number of differ­
ential algebraical equations (DAEs). How­
ever, the Lagrangian multipliers may be elimi­
nated using the nonholonomic constraints as 
shown. e. g .• by Wittenburg (1977). 

More recently nonholonomic systems 
found increasing interest in applied mathe­
matics. Geometrical methods proved to be 
most efficient in modeling and analysing me­
chanical systems, Marsden et al . (1990), Krish-
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naprasad et al. (1991). Yang (1992). In particu­
lar the reduction of the equations of motion to 
minimal Riemannian spaces is an important 
topic. 

In this paper, the reduction of nonholo­
nomic systcms will be treated from a mechani­
cal point of view. Then, the motion of a nonli­
nearily controlled robot with nonholonomic 
constraints will be discussed in detail . Simula­
tion results present an illustrative overview on 
the dynamical behaviour of such a robot. In 
particular, it is shown that the plane motion of 
a robot with three degrees of freedom can be 
completely controlled by one control variable 
only. 

2. EQUATIONS OF MOTION 

Nonholonomic systems like skaters and ser­
vice robots can be modeled properly as multi­
body systems for dynamical analysis. The 
theoretical background is today available from 
a number of textbooks authored e. g. by Rober­
son and Schwertassek (1988), Nikravesh 
(1988). Haug (1989) and Shabana (1989). The 
state-of-the-art is also presented at a series 
of IUTAMIIAVSD symposia and NATO Ad­
vanced Study Institutes, documented in the 
corresponding proceedings, see, e. g., Magnus 
(1978). Haug (1984). Bianchi and Schiehlen 



(1986), Kortum and Sharp (1993), Haug 
(1993). 

The method of multibody systems is 
based on a finite set of elements such as rigid 
bodies amI/or particles, bearings, joints and 
supports. springs and dampcni. active force 
and/or position actuators. 

The multibody system model has to bedc­
scribed mathematically by equations of mo­
tions. For control purposes a minimal number 
of generalized coordinates and velocities is 
most perferabJe, in particular for nanhala­
nomic systems like mobile robots. A summary 
of such a modeling approach was presented e. 
g. by Schiehlen (1993). 

3. NONLINEARLY CONTROLLED NON­
HOLONOMIC ROBOT 

The state equations of a four-wheeled 
robot, Fig. I, are generated based on the fol­
lowing assumptions. 

r. 

Rear Axle 

" 
'. 

o 

Fig. 1: Robot model 

1. The robot is considered as one rigid body. 
Front axle and rear axle including the 
wheels are considered as massless. 

2. Steering follows from rotation of the 
whole front ax1e. 

3. The wheels roll on a rough plane. Sliding 
or loss of contact are excluded. 

4. The drive force acts always on the center 
of gravity C of the robot. 

The rough plane the robot is rolling on is 
descnbed by fixed axes xlt y" The robot posi­
tion within the plane is defmed by coordinates 
'in '" of the center of gravity C and angle ydue 
to the robot longitudinal axes. Thus, the robot 
has three poSitional degrees of freedom, How­
ever, the velocity degrees of freedom of the ro­
bot are constrained by the rolling condition of 
the massless but rigid ax1es. The instantaneous 
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velocities VA' VB of the points A and B are van­
ishing in the directions of the ax1es leading to 
the implicit contraints 

VA =: (t.cosy + t "siny) tan a - IY = 0 (1) 

VB E - r.siny + rycosy - Jur = O. (2) 

The constraints (1) and (2) are linear, 
nonholonomic and rheonomie, if the steering 
angle a(t) is any function of time. The 
constraints may be expressed explicitly, too, 

f" = vllisiny + (l/l/I)tanacosyj , (3) 
fr = vl/Icosy - (lu/I)tanasinyj '} 

Y ~ vJAI/l}tana , 

where the velocity of the rear axle. 

vH = frcosy + r"sin y , (4) 

was introduced as abbreviation. Thus. the ro­
bot has one degree of freedom with respect to 
the velocity, described definitely by the gen­
eralized velocity vJI. 

The free control variables of the robot are 
at first given by the steering angle 0(1) and the 
coordinates IJ..I). /;'1) of the driving force. 
Then, supplying the robot with a velocity de­
pendent steering control, which is following 
the law 

a = arctan(vu/vJ , (5) 

leads to a loss of one free control variable, and 
the robot motion remains controlled only by 
the driving forces lJ..l), /;'1). Here. vL is a ref­
erence velocity. 

Together with (5), constraint (1) reads 
now 

VA =: (frcosy + f"siny)2 - vLIY = 0 . (6) 

Hence, the robot is governed by a nonlinear, 
nonholonomic and skleronomic constraint, 
and a nonlinear, nonholonomic system is 
given . The explicit fonn of the constraints are 
changed correspondingly, 

r. ~ vHcosy - (v',IH/vLl}siny] '} 
f~ = vHsin Y + (v2JH/vLI) COSYj, . 
y ~ ';'HI vL

' 
, 

(7) 

The number of degrees of freedom with re­
spect to the position and the velocity will not be 
changed by the steering control. 

The equation of motion will be generated 
by Jourdain's principle, see e. g. Schiehlen 
(1986). According to that, for the plain motion 
of a rigid body one gets 

(mi ... -1 ... )O'f. + (mf" -1")O't,, + I~'r = 0 
(8) 



where m is the robot mass and I the moment of 
inertia with respect to C. One gets the accel­
erations directly by differentiating (7), while 
Jourdain's variations 6';-10 6';-)'1 6'y have to be 
derived from (3) and (5). since 6" = O. After 
some lenghty calculations, from (8) one gets 
the equation of motion 

=fr{cos y - V~~7Siny) 

+ fy( sin Y + V~~;' cos Y ) 

(9) 

The robot state is completely defmed by 
the coupled nonlinear system of differential 
equations (7) and (9). Using the dimensionless 
quantities 

x :=:: r z y = ry v = vH 
I I vL 

U = .!L r _ vL' (10) , - -{-
m"i 

one gets dimensionless state equations 

x' = vcosy - t?xsiny 

y' = vsiny + t?xcosy , 

y' = t? , (11) 

(I + 2(;2 + x2)t?]v' = u..(cosy - vxsiny) 

+ u><siny + vxcosy), 

where the abbreviations x = IHI I and 
;2 = lI mP. have been introduced. 

4, DYNAMICAL ANALYSIS OF MOTION 

Nonholonomic motion planning is a nontrivial 
task, see e. g. Zexiang Li and J . F. Canny 
(1993). In particular, a vehicle with only one 
control input requires a thorough dynamical 
analysis. Therefore, stationary and instatio­
nary motion of the robot will be considered, 
see also Schiehlen (1977). A further reduction 
is obtained for motion under gravity only. The 
resulting conservative system, or system with 
symmetry, respectively, has an energy integral 
omitting one differential equation. 

4.1 Stationary Motion 

Without drive, 

uz = u)' = 0 , (12) 
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the robot performs a stationary motion. Di­
rectly from (11.3) and (11.4) one gelS 

v = Vo = canst (13) 

Y = Yo + vijr . (14) 

In addition, from (11.1) and (11.2) follow by 
integration 

x:=:: x ... + "cosy + (llvo)siny, 

y = Y ... + xsiny - (1Ivo)cosy. 

(15) 

(l6) 
Thus, the center of gravity is moving on a circu­
lar path, 

(x - x ... )2 + {y _ y".)2 = x 2 + (l/vo)2 = a2 

(17) 
Due to the steering law (5), the robot 

can't perform a stationary straight motion. 
The radius a of the circul ar path is decreasing 
with increasing initial velocity Yo. The circle 
center has the coordinates 

x ... = Xo + x cos Yo - (1lvo)sinyo '} 

Y ... "'" Yo - XSiDYo + (1Ivo) COS Yo , 
(18) 

defmed by the initial conditions xo, Yo and Yo 
at time TO-

Fig. 2: Stationary circular motion 

Fig. 2 shows the staeionary motion of the 
circular motion with Vo = D,8. The radius is 
a = 1,346, and the period time reads 
T = 'br/vij = 9,817. 

4.2lnstationary Motion 

The robot with drive performs instatio­
nary motions. Here, the most important cases 
of rear axle drive and of running down an in­
clined plane will be treated. 

The rear axle drive is characterized by a 
force acting always in the direction of the lon­
gitudinal robot axes: 

ux = ucosy , ul = usiny , (19) 



where u represents the value of the driving 
force. Then it follows from (11.4) the equation 

[I + 2{i' + x')v')v' = u(/) (20) 

with one free control variable u(t) only. Equa­
tion (11.1) to (11.3) remain unchanged. 

The differential equation (20) might be inte­
grated directly. The result is a cubic equation 
for the velocity, 

. (21) 

This cubic equation can be solved elementa­
rily, but this isn't very profitable, because in a 
general case equations (11.1) to (11.3) can be 
integrated only numerically. 

Fig. 3 shows the accelerated robot with 
rear axle drive starting from a rest. One recog­
nizes the parabolic curve due to small veloci­
ties near the origin, while the circular path with 
decreasing radius appears distinctly in the case 
of high volocities. In Fig. 4 appears a peak in 
the trajectory for the decelerated motion. The 
peak refers to a change in direction of the ro­
bot with a momentary rest position. 

~ 
~ 

to 
Fig. 3: Constant acceleration 

starting at a rest position 

Destined motions of the robot can be 
achieved by using a Bang-Bang control of the 
rear axle drive, i. e., by a single control vari­
able. However, the control system design re­
quires special attention. The control laws have 
to be designed due to the nonlinearity of the 
system by parameter studies, but they may be 
determined graphically, as well. The control 
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vo = 0,8 

u = - 0,1 

Fig. 4: Constant deceleration 
from circular motion 

to 

laws for the displacement maneuver and the 
turning maneuver are put together in Tab. 1. 
Fig. 5 shows the corresponding trajectories. 
The displacement of the robot can be realized 
only by circular curves. The tum maneuver can 
be achieved by a common change in direction. 
With the change in direction there appears the 
characteristic trajectory peak. again . 

4.3 Motion Under Gravity 

The inclined plane is rotated relative to the 
horizontal with respect to the x-axes by the 
angle d. Then. the applied drive force is always 
directed parallel to the y-axes, 

u, = 0, uy = h = g/(I/vJ'sind, (22) 

where g denotes the gravity. Then, from (11.4) 
follows the equation 

[1 + 2{P + x')v')v' = h(sin y + "" cosy) (23) 

The state equations (11.3) and (23) now are 
coupled and can't solved separately any 
longer. However. the number of state equa­
tions might be diminished by the energy inte­
gral. Based on vanishing initial conditions, 
Yo = Vo = 0, one finds from (11.2) and (23) 
the integral 

«' + x')v' + v' - 2hy = 0 . (24) 

There remain the differential equations (11.1) 
to (11.3) as state equations. Thus, the numeri­
cal integration of the general solution is sim­
plified. 



Displacement maneuver Turning maneuver 

y, 1 

-- x, 

Fig. 5: Bang-Bang control 

Displacement maneuver Turning maneuver 

Time interval Control lime interval Control 
variable variable 

0- to «< 2,661 u - +1 0- to «< 1,500 u - +1 
2,661 «< 5,322 u - -1 1,500 «< 4,500 u --1 

5,322 «< 7,983 u - +1 4,500 «< 6,000 u - +1 
7,983 «< 10,644 u- 1 

Table 1: Control laws 

On the inclined plane the robot running 
.downwards performs a change in direction as 
shown in Fig. 6. Thereby, the center of gravity 
reaches the starting height in a rcst position. 
Then, the robot starts again to run down the in-

clined plane, while a mean displacement slant­
ing to the inclined plane takes place. With in· 
creasing loss of height the velocity increases, 
too, and the steering angle grows. 

-_o-
x, 

<0 

Fig. 6: Running down an inclined plane, h = 0,5 

Fig. 7 shows an interesting special casco 
The robot starts slanting to the plane from a 
rcst and reaches after changing the direction a 
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horizontal, stationary rest, again. The robot's 
motion is self-restrained. 



- x, 
'0 

Fig. 7: Self-restraining on the inclined plane, h = 0.5 

S. CONCLUSION 

Nonholonomic constraints of mechanical sys­
tems result in an additional reduction of the di· 
mension of the dynamical system under con­
sideration. If, in addition. the applied forces 
follow from a potential. a dynamical system 
with symmetry is given which means a further 
reduction of the Riemannian space represent­
ing the system's motion. It is shown that a non­
Iinearily controlled nonholonomic robot fea­
tures full controllability operating on a rigid 
surface even with one control input. 
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